703 GR

~

- -y :
d R N e

RECORD OF DECISION
SELECTED REMEDIAL ALTERNATIVE

DECLARATION

SITE NAME AND LOCATION

Woodstock Municipal Landfill
Woodstock, Illinois

STATEMENT OF BASIS AND PURPQSE

This decision document represents the United States Environmental
Protection Agency's (U.S. EPA) selected remedial action for the
Woodstock Municipal Landfill (Woodstock) site located in
Woodstock, Illinois. This decision document was developed in
accordance with the Comprehensive Environmental Response,
Compensation and Liability Act of 1980 (CERCLA), as amended by
the Superfund Amendments and Reauthorization Act of 1986 (SARA) ,
and to the extent practicable, with the National 0il and
Hazardous Substances Contingency Plan (NCP). This decision is
based on the Administrative Record for this site.

The State of Illinois is expected to concur with the selected
remedy.

ASSESSMENT OF THE SITE

Actual or threatened releases of hazardous substances from the
site, if not addressed by implementing the response action
selected in this Record of Decision (ROD), may present an
imminent and substantial endangerment to public health, welfare,
or the environment.

DESCRIPTION OF THE REMEDY

This remedy is intended to be the final action for the site. The
remedy addresses all contaminated media and includes:
contaminated soil, sediment, and groundwater, landfilled wastes,
leachate generation and emission of landfill gases.

The major components of the selected remedy include:

* Excavation and consolidation of contaminated sediments
and sludges under the landfill cap;

* Installation and maintenance of a geosynthetic landfill
- cap in compliance with Illinois Administrative Code
(IAC) Title 35, Subtitle G, Chapter 1, Subchapter

i: Solid Waste and Special Waste Hauling, Part 811.314;

- Installation and maintenance of a landfill gas venting
system that is compatible with the type of cap



specified in this Record of Decision;

* Installation and operation of a groundwater extraction,
treatment, and discharge system;

* Development and implementation of a comprehensive
monitoring program to ensure the effectiveness of the
remedy;

* Mitigation of wetland areas where contaminated sediment

removal occurs;

* Mitigation of wetland damage or loss during or after
remedial activities are complete;

* Development and implementation of a surface water and
sedimentation control system;

* Implementation of institutional contrels to limit land
and groundwater use.

STATUTORY DETERMINATIONS

The selected remedy is protective of human health and the
environment, complies with Federal and State requirements that
are legally applicable or relevant and appropriate to the
remedial action, and is cost-effective. This remedy utilizes
permanent solutions and alternative treatment technologies to the
maximum extent practicable and satisfies the statutory preference
for remedies which employ treatment that reduces toxicity,
mcobility, or volume as a principal element.

Because this remedy may result in hazardous substances remaining
on-site above health-based levels, a review will be conducted at
least eyery five years after commencement of the remedial action
to enspire that the remedy continues to provide adequate
protegtion of h health and the environment.
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ite nd Enfore nt Activiti

The landfill had a number of different owners between 1935,
when it was first used as a trash dump and open burning
area, and when it was covered and classified as closed by
the IEPA in October 1980. The current owner of the landfill
property is the City of Woodstock. Other properties which
are considered part of the site are under private ownership.

From approximately 1940 until leased to Woodstock in 1958,
the site was used as a lecal trash dump and open burning
area by William Gaulke. The site was used by the City under
a lease agreement with Mr. Gaulke as a household garbage and
municipal landfill from 1958 until its acquisition by the
City in 1968. Following acquisition of the property, the
property was used for the disposal of household and
municipal solid waste and various industrial solid wastes
including waste paint and coating materials, plating wastes,
solvents, waste metals, inks and drummed material including
polychlorinated biphenyls. 1In addition, approximately 7200
cubic yards of sludge generated by Woodstock Die Casting
Inc., an Allied Signal subsidiary was also disposed of at
the landfill.

The IEPA filed a complaint against the City of Woodstock in
1972 regarding operation of the landfill. The Illinois
Pollution Control Board (IPCB) issued an opinion that
evidence substantiated charges of open dumping, liquid
deposition without approval, failure to follow set
guidelines, and operating without a permit. The City of
Woodstock was ordered to cease and desist all violations,
obtain the necessary permits, and was fined for its actions.
During this same time period, IEPA requested the
installation of a leachate collection system to address
releases from the landfill. However, no system was
installed and a waiver was granted by the IPCB based on the
City of Wocdstock's stated intent to close the landfill in
the near future and because the leachate did not violate
surface water standards at the time. The City discontinued
disposal activities at the site in 1975 and closed the
landfill by covering it with fill material. Numerous
inspections were conducted at the site by IEPA from 1975-
1980. IEPA continually notified the city during this time
that the landfill was indeed no longer accepting waste and
was considered closed, but the final cover was deficient.
In 1980, the IEPA classified the site as closed and covered.
In 1983, the City was granted a permit from the IEPA to
landfarm municipal sewage sludge at the site. A second
permit was issued by the IEPA in July 1988, but sludge
application was discontinued prior to that date, so the
later permit has not been used.
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During a July 1988 sampling investigation by the Technical
Assistance Team (a4 USEPA contractor tasked to do site
investigations), residential wells located downgradient of
the landfill were sampled and found to contain arsenic,
selenium, and thallium in excess of the Safe Drinking Water
Act maximum drinking water levels. A subsequent sampling
investigation in December 1988 again detected these
substances in the same wells, but the concentrations did not
exceed the regulatory criteria.

Based on the results of U.S. EPA and IEPA investigations and
taking into account such factors as populations at risk, the
potential of hazardous substances being present, the
potential for contamination of drinking water supplies and
the potential destruction of sensitive ecosystems, the site
was proposed to be placed on the National Priorities List in
June 1988. The site was placed on the National Priorities
List in October 1989. A consent order to conduct an RI/FS
was agreed to by Allied Signal and the City of Woodstock in
September 1989.

hligh ) o mmuni 1ci ion

Compliance with the public participation requirements of
Section 113 (k) (2) (B) (i-v) of CERCLA/SARA, have been
achieved for the Woodstock site by:

- A press release was issued in June 1990 announcing
a public "Remedial Investigation/Feasibility Study
(RI/FS) kick-off" meeting to be held to inform the
community as to U.S. EPA plans;

- The public "RI/FS kick-off" meeting was held in
June 1990, announcing the initiation of the RI/FS:

- A fact sheet was developed and distributed in
conjunction with the June 1990 meeting;

- A site information repository was established at
the Woodstock Public Library to allow local access
to site-related documents;

- A fact sheet was sent to all persons or
organizations on the community relations mailing
list in October 1992 updating them on the progress
of the project;

- An Administrative Record has been compiled,
including the RI, Baseline Risk Assessment, FS,
and other documents, and has been placed in the
site information repository;



SUMMARY OF REMEDIAL ALTERNATIVE SELECTION
WOODSTOCK MUNICIPAL LANDFILL
WOODSTOCK, ILLINOIS

Site Name, Location and Description

The Woodstock Municipal Landfill site is located on the
south side of the city of Woodstock, Illinois, a
municipality with a population of approximately 14,350
residents. The site is located south of Davis Road,
southwest of the intersection of U.S. Route 14 and Illinois
Route 47 and is shown on Figure 1. The coordinates for the
site are northeast quarter of Section 17, Township 44 North,
Range 7 East (NE 1/4, Se 17, T44N, R7E).

The land surrounding the Woodstock site is a mixture of
residential, agricultural, wetlands, commercial, and light
industrial use. Land use immediately north of the site is
primarily residential and agricultural. Land use west of
the site is semiagricultural with much of the land currently
classified as a wetland. Wetlands are located adjacent to
the site on the east. Kishwaukee River runs south along the
southwestern perimeter of the site. The City of Woodstock
Wastewater Treatment Plant and additional wetlands are also
located south of the site.

The site geology consists of a complex sequence of
unconsolidated glacial deposits which are approximately 200
feet thick. These deposits have been divided into four
units; an upper sand and gravel aquifer, an intermediate
clay till member, a lower clay till member, and a sand unit
which overlies bedrock comprised of dolomite and shale. The
glacial and bedrock aquifers underlying the site are
considered to be Class I by the State of Illinois. Class I
aquifers include groundwater which is either currently being
used or has the potential to be used as a drinking water
source. Surface water runoff is generally to the west and
south and is confined by drainage to the wetlands and
subsequent infiltration or overland flow into Kishwaukee
River.

The nearest residents to the site are located approximately
500 feet north of the site. The nearest existing
residential well which may potentially be impacted by the
contaminated groundwater if further migration occurs is
located approximately 2500 feet southwest of the site,
Based on data collected during the remedial investigation,
groundwater contamination has not migrated to the local
residential wells used for drinking water. The majority of
the residents in the City of Woodstock are provided water
through a municipal water supply system. This system is not
considered to be threatened by the site.
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- A formal advertisement announcing the commencement
of the public comment period, the availability of
the proposed plan, and the time and place of the
public meeting was placed in the Northwest Herald
on April 7, 1993. The Herald is a major local
paper of general circulation;

- The Proposed Plan for remedial action was released
for public comment and placed into the
Administrative Record on April 9, 1993;

- A thirty (30) day comment period was established
and scheduled to end on May 10, 1993;

- A public meeting was held on April 28, 1993, at
the Woodstock Public Library at which U.S. EPA and
IEPA presented the Proposed Plan to the community
and received verbal comments. A transcript was
kept of the public meeting and was made available
to the public and placed in the Administrative
Record and site repositories;

- A fact sheet was developed and distributed in
conjunction with the April 28, 1993 meeting;

- U.S. EPA granted a thirty (30) day extension of
the public comment period on April 28, 1993,
extending the closing date to June 9, 1993;

- An advertisement was placed in the local newspaper
on May 12 and May 13, 1993, announcing the
extension of the public comment period to June 9,
1993;

- Three public availability meetings were held
on June 2, 1993 at the Woodstock Public Library
to address community concerns dealing with the
risks posed by the site as well as to answer
additional concerns with the proposed remedy:

- U.S. EPA has received oral and written comments
regarding the RI/FS, Baseline Risk Assessment, and
the Proposed Plan. Comments have been addressed
in the attached Responsiveness Summary.

IV. Scope and Role of the Selected Remedy

This ROD addresses remediation of the contaminated surface
soil, sediments, and groundwater and addresses leachate
which is being generated and is discharging from the
landfill. The contaminants found in these media represent
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the principal threat from the Woodstock site. The
generation of leachate presents a threat as a continuous
contaminant source to groundwater, surface water and to the
wetlands surrounding the site. In addition, a direct
contact threat exists from exposure to surface soils and
leachate. The primary purpose of this remedy is twofold; 1)
to restore the contaminated groundwater to an acceptable :
level that will allow for its unrestricted use and 2) to cap
the landfill, thereby minimizing the generation of leachate
and eliminating the risk posed by the surface soils and
gediments.

3] of risti

The remedial investigation was conducted by the PRP's
contractor, Warzyn, and was initiated in July 19%0. The
investigation was completed in June 1992 when the Final
Remedial Investigation Report was issued. The remedial
investigation identified the types of contaminants that are
migrating from the landfill, and assessed the potential
impact of contaminant migration on human health and the
environment. The assessment of the landfill was
accomplished by conducting three phases of field work. The
purpose of phase I was to gather information on the general
nature of the site, such as the geology and hydrogeology,
and to identify and quantify the nature of any potential
impact at or surrounding the site. The purpose of phase II
was to complete the understanding of the site
characteristics. This included delineation of the extent to
which contamination was released from the site and the
interactions between groundwater, surface water and
leachate. The assessment was completed with the phase III
investigation which included test pit excavation, waste
sampling, additional soil sampling and further refinement of
the groundwater flow regime of the site. Figures 2 and 3
depict the locations of the various samples which were
collected during these phases of work. During the course of
these phases of fieldwork, data were obtained from sampling
residential wells, monitoring and leachate wells, surface
and subsurface sgoils, surface water and sediment.

The following is a brief overview of the nature and extent
of the contamination found during the investigation:

Landfill Gag Characterigtics
Gas samples were collected from leachate wells with the
highest rate of gas flow (LW-3 and LW-4). Volatile organic

compounds (VOCs) were detected and included Freon 114,
chloroethane, benzene, toluene, chlorobenzene, ethylbenzene,
4-ethyl toluene, 1,3,5-trimethylbenzene, 1,2,4-
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trimethylbenzene, and xylene. Concentrations of these
compounds ranged from 48 to 470 ppb.

Landfil h h cterigti

Two rounds of leachate samples were collected from each of
the five leachate wells. Analysis of these samples detected
the presence of VOCs including benzene, chlorobenzene, 1,2
dichloroethene, toluene, and xylene ranging in concentration
from 1 to 16 ppb. Naphthalene, a semi-volatile compound,
was also detected at concentrations ranging from 6 to 34
ppb. In addition, several tentatively identified VOCs and
semi-volatile organic compounds (SVOCs) were also identified
and ranged in concentration from 3-48 ppb. A number of
metals including arsenic, antimony, barium, beryllium,
cadmium, cobalt, copper, chromium, iron, lead, magnesium,
mercury, nickel, selenium, silver, vanadium, and zinc were
also detected and ranged in concentration from 1 ppb to 185
ppm. Metals which were detected that exceeded primary
drinking water standards include arsenic (ranged from 77-102
ppb with 50 ppb as the standard), barium (810-10, 800 ppb,
standard is 1000 ppb), chromium (86-1400 ppb, standard is 50
ppb), copper (4$7-3070, standard is 1300 ppb), lead (150-
18,000 ppb, standard is 15 ppb), mercury (2.2-3.9 ppb,
standard is 2 ppb), and nickel (1070-15,000 ppb, standard is
100 ppb). During the installation of the leachate wells, it
was noted that infiltration of water was causing a mounding
effect to occur, generating a large volume of leachate that
subsequently discharges from the landfill.

Surface Soil Characteristics

Surface soil samples were collected and were found to be
contaminated with numerous SVOCs, many of which were
tentatively identified but were classified as unknown.
SVOCs which were identified include phenanthrene, di-n-
butylphthalate,, fluoranthene, pyrene, butylbenzlphthalate,
benzo (a)anthracene, chrysene, benzo(a) pyrene,
benzo{g,h,i)perylene, benzo(b)fluoranthene,

benzo (k) fluoranthene, and 4-chlorocaniline. Concentrations
of the known and tentatively identified SVOCs range from 43-
23000 ppb. In addition, numerous inorganic compounds were
also detected including arsenic, barium, cadmium, chromium,
copper, iron, lead, magnesium, manganese, mercury, nickel,
selenium, silver, and zinc. Concentrations of these
compounds range from 0.07-34000 ppm.

Waste Characteristics

Five test pits were excavated in areas identified as
possible drum disposal locations. One test pit yielded an
intact drum containing polychlorinated biphenols (PCBs),
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acetone, 4 methyl-2-pentanone, and toluene. In addition,

several crushed drum lids and/or drum fragments were also
discovered during this activity. Other test pits located
crushed drums which no longer contained waste product(s).

Groundwater Characteristics

A total of 17 monitoring wells were installed at the site
and each of these wells was sampled twice, with the
exception of MW-11, which was installed and sampled at the
end of the scheduled fieldwork. Inorganic contaminants were
detected including cyanide, lead, zinc, nickel, iron,
manganese, and magnesium. Concentrations of these
contaminants ranged from 3-1750 ppb. VOCs were also
detected including benzene, toluens. chlorobenzene, 1,2
dichloroethene, and vinyl c¢:_oride. Concentrations of VOCs
ranc=d from 2-21 ppb. Vinyl -hloride, which was detected in
the upper aquifer in monitoring wells MW-4D and MwW-8,
exceeded -he maximum contaminant level (MCL) of 2 ppb for
this contaminant. The vinyl chloride plume is shown on
Figure 4. 1In addition, secondary drinking water standards
were exceeded for iron, manganese, chloride, and total
dissolved solids.

W r Char igti

A total of four surface water samples were collected from
locations near the landfill in Kishwaukee River. Analysis of
these samples identified the presence of arsenic, barium,
copper, iron, lead, manganese, nickel and zinec.
Concentrations of these -~ntaminants vanged from ~.4-32,200
ppb. The levels of iro: :tected ir. these sampl exceeded
the ambient water qualit_  :riteria for this compcund.

Sediment Characteristics

Sediment samples collected from the surrounding wetlands and
Kishwaukee River contained one VOC, toluene, at
concentrations ranging from 7-92 ppb. 1In addition, arsenic,
barium, iron, lead, magnesium, manganese, mercury, vanadium,
selenium, copper, nickel, zinc, and chromium were also
detected ranging in concentration from 0.15-67000 ppm.

The data tables which identify the media that was sampled,
the contaminant(s) identified in that media, and the
respective concentrations have been attached as an appendix
to this document.
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The key conclusions which may be surmised from this data are
as follows:

Groundwater contamination was detected in the upper
aquifer immediately southwest and downgradient of the
landfill. The contaminant of concern, vinyl chloride,
was detected at concentrations that exceed the maximum
contaminant level of 2 ppb (e.g. the maximum
permissible level) for this compound.

Contamination was detected in leachate gas samples and
in leachate groundwater samples collected from wells on
the landfill. The contaminants included voélatile
organics such as benzene, ethylbenzene, toluene and
xylene. 1In addition, inorganic contaminants such as
arsenic, barium, chromium, lead and mercury were alsc
detected in excess of regulatory criteria. Leachate is
also identified as the source of contamination that is
adversely affecting the groundwater, surface water and
sediments at the site.

Contamination was detected in surface soils, surface
water, and sediments at the site. These three media
were contaminated with a wide range of VOCs, SVOCs, and
inorganic compounds.

Leachate generation, 1f not controlled, will continue
to cause further releases to the impacted media and
surrounding wetlands and result in further adverse
environmental impacts. While the wetlands are
currently limiting the full impact of the landfill
releases to the environment through attenuation, the
capacity and capability of the wetlands to function in
such a manner is limited.

Summary of Site Risks
Risks to Human Health

A major goal of the RI was to assess potential risks to
public health and the environment if the Woodstock site is
not remediated. The assessment of impacts to human health
is called the Baseline Risk Assessment (BLRA). Using
information about what contaminants are present at the site,
as well as the concentrations, quantities, locations and
ability of the contaminants to migrate, a BLRA was developed
to determine what, if any, risks are posed by the site and
if remedial action is warranted.

Separate calculations are made for those compounds that can
cause cancer and for those that can have other health
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effects., For the compounds that can cause cancer
(carcinogens), risks are estimated as the additional
possibility of developing cancer due to exposure to the
compounds. For the non-cancer causing compounds
(noncarcinogens), a risk number called the hazard index (HI)
is calculated so that if the risk is less than or equal to
1, no adverse health effects would be expected. If the risk
is greater than 1, adverse health effects are possible.

The BLRA indicates that the site as it now exists, may pose
an unacceptable cancer risk (CR) of 5 x 10% or CR = 5 x 109
to trespassers (children/adolescents playing on-site)
through exposure to surface soils. This exposure may occur
through ingestion or dermal contact with polyaromatic
hydrocarbons (PAHs) which are present in the contaminated
gsurface soil. An additional physical hazard is currently
posed to children by the debris piles and miscellaneous
debris located on the site.

The BLRA also identified unacceptable cancer and non-cancer
risks posed by the site under future land-use scenarios. As
mentioned above under the current land use conditions,
exposure to PAHs in the surface soil poses an unacceptable
level of cancer risk to trespassers. In addition, under the
potential future use scenario of the site being used as a
park or recycling center, consumption of leachate from an
on-site well was estimated to pose a potential non-cancer
(hazard index of 10 or HI = 10) and cancer (CR = 4 x 10%)
risk to these park users. The primary chemicals that posed
a non-cancer risk due to leachate consumption were cadmium,
cobalt, copper, lead, nickel and zinc. The primary
chemicals that posed a cancer risk were arsenic and
beryllium. Another potential health risk would also exist
if a well was placed in or near the area contaminated with
vinyl chloride. In this scenario, an unacceptable cancer
rigk (CR = 1 x 107) exists if groundwater contaminated with
vinyl chloride was consumed over a long exposure period by
the resident (s) drinking from a contaminated well. The
final scenario which was evaluated in the BLRA was use of
the landfill itself for residential structures. Under this
scenario, an unacceptable cancer risk (CR = 5 x 10?) and
non-cancer risk (HI = 100) is posed by using the leachate as
a groundwater source, inhalation of volatile organic
compounds, surface soil exposure and consumption of home
grown vegetables.

-

ENVIRONMENTAL RISKS

The purpose of the ecological assessment is to identify
contaminants of potential ecclogical concern associated with
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the site and their effects on plant or animal species of
concern. The ecological features of the site are shown on
Figure 5. The assessment conducted for the Woodstock site
has determined that copper, mercury, and zinc concentrations
in the surface soils at the site may adversely affect small
terrestrial mammal populations. Exposure of aguatic species
to iron which was detected in exceedance of regulatory
criteria also poses a potential risk. No conclusions could
be reached as to whether past ecological effects have
occurred due to the presence of other inorganic contaminants
in surface water and sediments at the site due to the lack
of biota sampling or biological assays. Additional
ecological assessments will be conducted by the Natural
Resources Trustee/U.S. Fish and Wildlife Service at the

site.
SUMMARY

Actual and threatened releases of hazardous substances are
occurring from this site. The source of the risks originate
from the contaminants within and emanating from the landfill
through releases to groundwater, surface water, sediments,
soils, and air. If not addressed, these releases may present
an imminent and substantial endangerment to public health,
welfare or the environment. Thus, it is necessary that
corrective and mitigative action be taken to address the
threats posed by the actual or threatened releases.

Descripticon of Alternativ

Based on the results of the RI, a list of alternatives was
assembled to address the site rémedial action objectives and
ensure compliance with the requirements of the NCP. These
alternatives are presented in the Feasibility Study prepared
for the site. The following remedial alternatives were
developed and are briefly described below.

ALTERNATIVE 1 NO ACTION

CERCLA requires that the "No Action" alternative be
evaluated at every site to establish a baseline against
which all other alternatives are compared. Under this
alternative, no remedial actions would take place and the
gsite would remain in its present condition.

Capital cost: O

Annual maintenance and monitoring cost: $10,000
Estimated present net worth: $37,000

Estimated time to implement: None
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Note: The 510,000 maintenance and monitoring cost is not an
annual cost, but reflects the cost of reviewing site
conditions on a five year basis.

ALTERNATIVE 2 ACCESS RESTRICTIONS, INSTITUTIONAL
CONTROLS AND MONITORING

The purpose of Alternative 2 is to control access to the
site, and to monitor the groundwater and existing landfil.
cover. The major elements of this alternative include:

A Institutional controls
o Fencing
» Monitoring

Institutional controls would include land use restriction
and deed restrictions to preclude groundwater usage.

A chain-link fence would be installed and maintained around
the perimeter of the site. The purpose of the fence would
be to control access to the site, and thus, limit exposure
to the surface soils on-site. Erosion control measures
would be taken during fence construction to protect the
adjacent wetlands.

The primary objectives of monitoring would be to monitor
groundwater guality, wetlands water quality, and the
condition of the existing landfill cover. Groundwater
sampling and analysis would be conducted on a periodic
basis. Visual inspections of the cover and monitoring for
differential settlement would also be performed. The
frequency of all sampling activities or inspections will be
determined by the USEPA and IEPA (the "Agencies") during
Remedial Design.

Capital cost: $124,000

Annual maintenance and monitoring cost: $25,000
Estimated present net worth: $614,000
Estimated time to implement: 1 month

ALTERNATIVE 3 - ACCESS RESTRICTIONS, INSTITUTIONAL CONTROLS,
GROUNDWATER EXTRACTION SYSTEM, AND MONITORING

The purpose of Alternative 3 is to control access to the .
site, contain and treat the contaminated groundwater, and
monitor the groundwater and existing landfill cover. The
major elements of this alternative are:

* Institutional controls
* Fencing
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* Monitoring
* Groundwater extraction, treatment, and discharge

Institutional controls would include land use restrictions
and deed restrictions to preclude groundwater usage.

A chain-link fence would be installed and maintained around
the perimeter of the site. The purpose of the fence would
be to control access to the site, and thus, limit exposure
to the surface soils on-site. Erosion control measures
would be taken during fence construction to protect the
adjacent wetlands.

The objectives of monitoring would be to assess the
following: treatment system efficiency, groundwater and
wetland quality, and the condition of the existing landfill
cover. Groundwater and treatment system sampling and
analyses would be conducted on a periodic basis. The
landfill cover would also be periodically inspected visually
and monitored for differential settlement. The frequency of
all sampling activities and inspections will be determined
by the Agencies during Remedial Design.

The groundwater extraction system would consist of
installing groundwater extraction wells in the area of vinyl
chloride contamination. Groundwater would then be pumped
from the extraction system to the publicly owned treatment
works (POTW). On-site treatment will be required only if
pretreatment standards are exceeded during this action.

Capital cost: $576,000

Annual maintenance and monitoring cost: $101,000
Estimated present net worth: $1,414,000
Estimated time to implement: & months

ALTERNATIVE 4 - INSTITUTIONAL CONTROLS, RECONSTRUCT EXISTING
COVER, AND MONITORING

The purpose of Alternative 4 is to minimize infiltration,
promote surface water runoff, eliminate leachate seeps, and
isolate the contaminants of concern. The major elements of
this alternative include:

* Institutional controls
* Monitoring
- Cover reconstruction

Institutional controls would include land use restrictions
and deed restrictions to preclude groundwater usage.

Periodic monitoring would be conducted to evaluate the
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condition of the reconstructed landfill cover, the
sedimentation basin and wetlands water quality, and
groundwater quality. The reconstructed cover would be
monitored periodically for differential settlement. The
frequency of all sampling activities and inspections will be
determined by the Agencies during Remedial Design.

The landfill cover would be reconstructed by removing
existing trees and brush on the landfill, sealing leachate
seeps, regrading the site, locating a suitable borrow site
for fill material, importing £ill material as necessary,
placing this £fill on top of the existing surface soils, and
vegetating the new cover. A minimum cover thickness of 2
ft. would be established over the entire landfill. 1In areas
where sewage s.udge has been deposited on the landfill, a
minimum of 6 in. of new soil will be placed, regardless of
the depth of existing cover soils. The reconstructed cover
would also be sloped by filling and regrading to promote
surface water drainage from the landfill area. The
reconstructed cover would extend to the edge of the landfill
and would avoid the adjacent wetlands. The trees and brush
removed from the landfill would be appropriately disposed
of, as approved by the Agencies. Erosion control measures
would be taken to protect the perimeter wetlands. A surface
water control system would also be part of this remedy.

Capital cost: $4,418,000

Annual maintenance and monitoring cost: $69,000
Estimated present net worth: $5,770,000
Estimated time to implement: 6 months

ALTERNATIVE 5 - INSTITUTIONAL CONTROLS, RECONSTRUCT EXISTING
COVER, GROUNDWATER EXTRACTION SYSTEM, AND MONITORING

The major elements of Alternative 5 are the same as
Alternative 4 with remediation of contaminated groundwater
included. These elements would therefore include:

Institutional controls

Monitoring

Cover reconstruction

Groundwater extraction, treatment, and discharge

[ IR BN B J

The first three elements of this alternative were discussed
in Alternative 4. The fourth element, the groundwater
extraction system, would consist of installing groundwater
extraction wells in the area of vinyl chloride
contamination. Groundwater would then be pumped from the
extraction system to an on-site treatment facility if the
POTW pretreatment standards were exceeded during this
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action.

Capital cost: $4,860,000

Annual maintenance and monitoring cost: $129, 000
Estimated present net worth: $6,490,000
Estimated time to implement: 6 months

ALTERNATIVE 6 - INSTITUTIONAL CONTROLS, CONSTRUCT
GEOSYNTHETIC CLAY CAP, AND MONITORING

The purpose of Alternative 6 is to minimize infiltratien,
promote surface water runoff, eliminate leachate seeps, and
isolate the contaminants of concern. The major elements of
this alternative include:

* Institutional controls
- Monitoring
* Geosynthetic clay cap

Institutional controls would include land use restrictions
and deed restrictions to preclude groundwater usage,

The primary objectives of monitoring would be to monitor
sedimentation basin and wetlands water quality, groundwater
quality, and the condition of the landfill cap. Periodic
groundwater sampling and analysis would be performed.
Regular visual inspections would be conducted to evaluate
the integrity of the landfill cap, and to check for erosion
and differential settlement.

The landfill cap would be constructed as specified in 35 IAC
811.314. Generally, this includes removing the existing
trees and brush, regrading the surface, sealing the leachate
seeps, placement of a geosynthetic liner with a bentonite
component, placement of a drainage layer, & rooting zone
layer, and topsoil. The cap would then be revegetated.

The geosynthetic clay layer would have a permeability
comparable to 3 ft. of compacted clay (1 x 107 cm/s). The
geosynthetic clay cap would extend to the edge of the
landfill and would avoid the adjacent wetlands. The trees
and brush removed from the landfill would be appropriately
disposed of, as approved by the Agencies. The drainage
layer will be designed so as to route landfill gases to a
venting system. Erosion control measures would be taken to
protect the perimeter wetlands. A surface water control
system will be designed appropriate to the final grade such
that it will limit erosion of the landfill cover from sheet
flow, will not cause degradation of adjacent wetlands, meet
local stormwater retention requirements, and allow for the
monitoring of surface water runoff at distinct discharge
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Capital cost: $6,612,000

Annual maintenance and monitoring cost: $69, 000
Estimated present net worth: $7,964,000
Estimated time to implement: 6 months

ALTERNATIVE 7 - INSTITUTIONAL CONTROLS, CONSTRUCT
GEOSYNTHETIC CLAY CAP, GROUNDWATER EXTRACTION SYSTEM, AND
MONITORING

The major elements of Alternative 7 are the same as those in
Alternative 6 with remediation of contaminated groundwater
included. These elements would therefore include:

Institutional controls

Monitoring

Geosynthetic clay cap

Groundwater extraction, treatment, and discharge

L I B B

The first three elements of this alternative wers discussed
in Alternative 6. The fourth element, the groundwater
extraction system, would consist of installing groundwater
extraction wells in the area of vinyl chloride
contamination. Groundwater would then be pumped from the
extraction system to the POTW. On-site treatment will be
required only if pretreatment standards are exceeded during
this action.

Capital cost: $7,054,000

Annual maintenance and monitoring cost: $129,000
Estimated present net worth: $8,681,000
Estimated time to implement: 6 months

ALTERNATIVE 8 - INSTITUTIONAL CONTROLS, CONSTRUCT RCRA
SUBTITLE D (i.e., SOLID WASTE-TYPE) CAP, AND MONITORING

The purpose of Alternative 8 is to minimize infiltration,
promote surface water runoff, eliminate leachate seeps, and
isolate the contaminants of concern. The major elements of
this remedy include:

* Institutional controls
* Monitoring
* Solid waste-type cap

Institutional controls would include land use regtrictions
and deed restrictions to preclude groundwater usage.
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The primary objectives of monitoring would be to monitor
sedimentation basin and wetlands water quality, groundwater
quality, and the condition of the landfill cap. Periodic
groundwater sampling and analysis would be performed.
Regular visual inspections would be conducted to evaluate
the integrity of the landfill cap, and check for erosion and
differential settlement.

Cap construction would involve the construction of a RCRA
Subtitle D solid waste-type cap which would seal the
leachate seeps, limit infiltration, and promote surface
water drainage from the landfill area. Construction would
begin with removal of the trees and brush on the landfill.
The trees and brush removed would be appropriately disposed
of, as approved by the Agencies. A borrow site would be
located for fill materials, of which a clay source will be
of primary importance. Fill material would be imported to
provide grades suitable for positive drainage. The
constructed cap would generally consist of a low
permeability clay layer placed to a compacted thickness of 3
ft. A 2.5 ft. protective soil cover may be placed above the
clay. A 6 in. organic topsoil layer may then be placed and
vegetated.

Capital cost: $9,204,000

Annual maintenance and monitoring cost: $69,000
Estimated present net worth: $9,854,000
Estimated time to implement: 9 months

ALTERNATIVE 9 - INSTITUTIONAL CONTROLS, CONSTRUCT RCRA
SUBTITLE D (i.e., SOLID WASTE-TYPE) CAP, GROUNDWATER
EXTRACTION SYSTEM, AND MONITORING

The major elements of Alternative 9 are the same as
Alternative 8 with remediation of contaminated groundwater
included. These elements would therefore include:

Institutional controls

Monitoring

Solid waste-type cap

Groundwater extraction, treatment, and discharge

t 8 & %

The first three elements of this alternative were discussed
in Alternative 8. The fourth element, the groundwater
extraction system, would consist of 1nsta111ng groundwater
extraction wells in the area of vinyl chloride
contamination. Groundwater would then be pumped from the
extraction system to the POTW. On-site treatment will be
required only if pretreatment standards are exceeded during
this action.
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Capital cost: $9,646,000

Annual maintenance and monitoring cost: $129,000
Estimated present net worth: $11,273,000
Estimated time to implement: 9 months

ALTERNATIVE 10 - INSTITUTIONAL CONTROLS, CONSTRUCT RCRA
SUBTITLE C (i.e., HAZARDOUS WASTE-TYPE) CAP, AND MONITORING

The purpose of Alternative 10 is to minimize infiltration,

promote surface water runoff, eliminate leachate Seeps and

igsolate the contaminants of concern. The major elements of
this remedy include:

* Institutional controls
* Monitoring
* Hazardous waste-type cap

Institutional controls would include land use restrictions
and deed restrictions to preclude groundwater usage.

The primary objectives of monitoring would be to moniter
sedimentation basin and wetlands water quality, groundwater
quality, and the condition of the landfill cap. Groundwater
sampling and analysis would be done on a periodic basis.
Periodic visual inspection of the landfill cap and
monitoring for differential settlement would also be
performed.

Cap construction would involve the construction of a RCRA
Subtitle C hazardous waste-type cap which would seal the
leachate seeps, limit infiltration, and promete surface
water drainage from the landfill area. Construction of the
landfill cap would begin with removal of the trees and brush
on the landfill. The trees and brush removed would be
appropriately disposed of, as approved by the Agencies. A
borrow site would be located for f£ill materials, of which a
clay source will be of primary importance. Fill material
would be imported to provide grades suitable for positive
drainage. The RCRA Subtitle C cap would generally include
the following components: a 2 ft. thick compacted clay
layer, a 40 ml. high density polyethylene flexible membrane
liner, a 1 ft. thick drainage layer, an 18 in. rooting zone,
a 6 in. topsoil layer, and a vegetative cover.

Capital cost: $12,244,000

Annual maintenance and monitoring cost: $69,000
Estimated net worth: $13,596,000

Estimated time to implement: 1 year
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ALTERNATIVE 11 - INSTITUTIONAL CONTROLS, CONSTRUCT RCRA
SUBTITLE C (i.e., HAZARDQOUS WASTE-TYPE) CAP, GROUNDWATER
EXTRACTION SYSTEM, AND MONITORING

The major elements of Alternative 11 are the same as
Alternative 10 with remediation of contaminated groundwater
included. These elements would therefore include:

Institutional controls

Monitoring

Hazardous waste-type cap

Groundwater extraction, treatment and discharge

L I N

The first three elements of this alternative were discussed
in Alternative 10. The fourth element, the groundwater
extraction system, would consist of installing groundwater
extraction wells in the area of vinyl chloride
contamination, Groundwater would then be pumped from the
extraction system to the POTW. On-site treatment would be
required only if pretreatment standards were exceeded during
this action.

Capital cost: $12,686,000

Annual maintenance and monitoring cost: $129,000
Estimated present net worth: $14,313,000
Estimated time to implement: 1 year

Evaluation of Alternatives

The NCP requires that the alternatives be evaluated against
nine evaluation criteria. This section summarizes the
relative performance of the alternatives by highlighting the
key differences among the alternatives in relation to these
criteria. The nine evaluation criteria are categorized as:
(1) Threshold Criteria; (2) Primary Balancing Criteria; and
(3) Modifying Criteria. Each of these terms is described as
follows:

o h riteri

- 1) Overall protection of human health and the
environment addresses whether a remedy :
provides adequate protection of human health
and the environment and describes how risks
posed through each exposure pathway are
eliminated, reduced or controlled through
treatment and engineering controls. The
selected remedy must meet this criteria.

- 2) Compliance with applicable or relevant and
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appropriate requirements (ARARs) addresses
whether a remedy will meet federal and state
environmental laws or justifies a waiver from
such requirements. The selected remedy must
meet this criteria or waiver of the ARAR must
be obtained.

Pri lancin riteri

3) Long-term effectiveness and permanence
refers to expected residual risk and the
ability of a remedy to maintain reliable
protection of human health and the
environment over time, once cleanup goals
have been met.

4) Reduction of toxicity, mobility, and
volume through treatment is the anticipated
performance of the treatment technologies a
remedy may employ.

5) Short-term effectiveness addresses the
period of time needed to achieve protection
and any adverse impacts on human health and
the enviromment that may be posed, until
cleanup goals are achieved.

6) Implementability is the technical and
administrative feasibility of a remedy,
including the availability of materials and
services needed to implement a particular
option.

7) Cost includes estimated capital and
operation and maintenance (0O&M) costs, also
expressed as net present-worth cost.

Modifying Criteria

8) Support Agency (IEPA)} acceptance reflects
aspects of the preferred alternative and
other alternatives the IEPA favor or object
to, and any specific comments regarding
federal and state ARARsS or the proposed use
of waivers. :

9) Community acceptance summarizes the
public's general response to the alternatives
described in the proposed plan and in the
RI/FS, based on public comments received.
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A detailed discussion of all the alternatives, including the
"No Action" alternative, has been provided in the FS. This
evaluation also includes an evaluation against the nine
criteria. The NCP requires that the "No Action” alternative
be evaluated to establish a baseline against which all other
alternatives are measured. A summary af the avaliariian
discussion is provided below.

rall Protection of H n H th and the Environment

Based upon the detailed analysis, it was concluded that
Alternatives 1 through 5 would not satisfy the criterion of
ensuring the overall protection of human health and the
environment. The baseline risk assessment has documented
unacceptable risks present at the site and these
alternatives do not meet the criterion either because no
remedial action would be taken (Alternative 1) or the
remedial actions specified would not adequately address the
present and future risks posed by the site, or adequately
prevent further leachate generation and releases of
contaminants to the environment.

The remaining Alternatives, 6 through 11, would be
protective of human health and the environment in regards to
exposure to surface soils. The differences in cap design
among these alternatives is a function of their complexity
and would not result in increased protectiveness from
surface soil exposure. However, the increased cap
complexity would affect leachate generation with the cap
specified in Alternatives 10 and 11 yielding the least
amount of leachate generation. The surface water seeps
which are a result of leachate generation are expected to be
eliminated through placement of a cap on the landfill. The
caps for Alternatives é through 9 would permit slightly
greater infiltration rates than the caps for Alternatives 10
and 11. This would result in slightly greater leachate
generation than that provided by Alternatives 10 and 11.

The caps proposed may have the undesirable effect of
trapping gas inside the landfill, resulting in a potential
increase in lateral migration of landfill gas. This will be
remedied through placement of a venting system in the
landfill.

Alternatives 6, 8, and 10 would not be protective of human
health and the environment with respect to groundwater in
that no remedial activities are proposed in these
alternatives to address this potential or actual rigk to
human health and the environment.
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Compliance With ARARS

Only Alternative 7 would comply with all chemical, action,
and location specific ARARs associated with the site. More
specifically, Alternatives 1 through 5 would not comply with
the action-specific or chemical-specific ARARs which require
landfill capping (TAC 811) and remediation of the
contaminated groundwater (40 CFR 141 and 35 IAC 620.410).
Alternatives 6, 8, and 10 would not comply with chemical-
specific ARARs since these alternatives do not require
remediation of the contaminated groundwater. Alternatives 9
and 11 would not meet the location-specific ARAR (40CFR 6)
since these alternatives would result in the loss of
wetlands due to cap placement and other remedial
alternatives exist which would not require mitigating the
loss of these wetlands. 1If an alternative were chosen that
results in a loss of wetlands, mitigating the loss of those
wetlands generally requires replacement on a 2 to 1 ratio.

A listing of all ARARs associated with each alternative can
be found in Table 11 of the FS.

Long-term Effectiveness and Permanence

Capping the landfill would contain the surface soils,
sediments, sludges and wastes effectively. A cap would
permanently reduce infiltration into the landfill therefore
reducing leachate generation to the maximum extent
practicable. Alternatives 10 and 11 would provide the most
effective infiltration reduction option of all the
alternatives. However, since the waste mass is in contact
with groundwater, the more effective infiltration reduction
achieved by Alternatives 10 and 11 is not considered to be
significant in comparison to either of the caps specified in
Alternatives 6 and 7 or 8 and 2. All the capping
alternatives (4 through 11) would eliminate human exposure
to the contaminated surface soils and would also minimize
the ecological risks posed by this media with Alternatives
10 and 11 being most protective due to the thickness of the
cap.

The alternatives addressing groundwater extraction (3, 5, 7,
9, and 11) would be effective in preventing further
migration of the vinyl chloride and would ultimately
eliminate the threat posed by this media through extraction
and treatment.

Reduction of Toxicity, Mobility or Volume

None of the alternatives would reduce toxicity or volume of
the in-sizu landfill wastes. Alternatives 1 through 3 would
only require monitoring and inst_tutional controls.
Alternatives 4 through 11 are containment alternatives and
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would also not reduce the toxicity and volume of in-situ
wastes. However, the capping alternatives would reduce the
volume of leachate being produced by minimizing
infiltration. This would also reduce the mobility of the
contaminants. Alternatives 5, 7, 9, and 11 would reduce the
toxicity, mobility and volume of contaminants in the
groundwater through an active groundwater extraction system.

Short-term Effectiveness

Alternatives 5, 7, 9, and 11 would result in compliance with
groundwater standards through extraction of the contaminated
groundwater and treatment at the POTW. A higher level of
risk is associated with these alternatives due to the
potential dewatering of the wetlands. Design of the system
must preclude this from occurring. In addition, erosion
controls, drainage swales, and sedimentation basins are
necessary to protect the wetlands during construction as
well as after construction is complete. Remediation
activities would also result in increased risk of injury due
to increased truck traffic on other related construction
activities. The increase in dust generation must also be
mir.mized through dust control measures or the use of
personal protective equipment by workers. It is expected
that the duration of capping activities specified in
Alternatives 4 through 11 will not exceed one year.
Remediation of the contaminated groundwater as called for in
Alternatives 3, 5, 7, 9, and 11 is not expected to exceed
five years.

Implementability

All the alternatives are readily implementable. The capping
alternatives and those alternatives specifying groundwater
extraction have been proven to be an effective technology in
remediating similar threats on other sites. Technologies
for constructing a groundwater extraction system are
relatively easy to implement, well developed, and are
reliable. If treatment is required before discharge, the
technologies for treatment are proven and readily
implementable.

Cost

The costs for the eleven identified alternatives range from
$37,000 (Alternative 1) up to $14,313,000 (Alternative 11)
in terms of present net worth. The capital costs range from
$0 (Alternative 1) up to $12,686,000 (Alternative 11). The
following summary table lists each alternative and the
associated costs:
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ALTERNATIVE

Capital

COSTS
o&M

PNW

No Action

$0

$10,000

$37,000

Access Restrictions and
Monitoring

$124,000

$25,000

$614,000

Access Restrictions,
Groundwater Extraction
System, and Monitoring

$576,000

$101,000

$1,414,000

Access Restrictions,
Reconstruct Existing Cover,
and Monitoring

$83,935,000

$69,000

$85,287,000

Access Restrictions,
Reconstruct Existing Cover,
Groundwater Extraction
System, and Monitoring

$4,378,000

$129,000

$6,005,000

Access Restrictions,
Construct Geosynthetic Clay
Cover, and Monitoring

$6,612,000

$69,000

$7,964,000

Access Restrictions,
Construct Geosynthetic Clay
Cover, Groundwater
Extraction System, and
Monitoring

$7,054,000

$12%,000

$8,681,000

Access Restrictions,
Construct RCRA Subtitle D
(i.e., solid waste-type)
Cover, and Monitoring

$9,204,000

$69,000

$9,854,000

Access Restrictions,
Construct RCRA Subtitle D
(i.e., solid waste-type)
Cover, Groundwater
Extraction System, and
Monitoring

EH

$9,646,000

$129,000

$11,273,000

10.

Access Restrictions,
Construct RCRA Subtitle C
(i.e., hazardous waste-type)
Cover, and Monitoring

$12,244,000

$69,000

$13,596,000
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ALTERNATIVE COSTS
Capital o&M PNW

Access Restrictions,
Construct RCRA Subtitle C
(i.e., hazardous waste-type)
Cover, Groundwater
Extraction System, and
Monitoring $12,686,000 $129,000 514,313,000

State Acceptance

The State of Illinois, through IEPA, is expected to concur
with the U.S. EPA's recommendation of Alternative 7 as the
preferred alternative for the Woodstock site.

Community Acceptance

A summary of both written and verbal comments received by
the U.S. EPA during the public comment period has been
attached as Appendix II. Generally, the remedy was highly
controversial due to the potential local tax implications
associated with implementing the remedy. As is reflected in
the attached summary, there was one faction of residents who
strongly supported the proposed remedy and another faction
in opposition.

IX. Description of Selected Remedy

The U.S. EPA and IEPA have conducted an analysis of the
potential remedies and have selected Alternative 7 as the
remedy for the Woodstock site.

The purpose of Alternative 7 is to minimize infiltration,
promote surface water runoff, eliminate leachate seeps,
igolate the waste, and remediate the contaminated
groundwater. The major elements of this alternative

include:
* Institutional controls
* Monitoring
* Geosynthetic clay cover
* Groundwater extraction, treatment, and discharge

Institutional controls will include land use restrictions to
prevent future development of the site and adjoining
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property and to preclude construction of any structure which
may be detrimental to the remedy. Deed restrictions are
already in place at the site which preclude groundwater
usage and would be amended and expanded, as necessary, to
the satisfaction of the Agencies to prohibit the
installation of water supply wells on property which could
potentially be impacted by vinyl chloride contamination.

The primary objectives of monitoring will be to monitor
sedimentation basin and wetlands water quality, groundwater
quality, and the condition of the landfill cover. Periodic
groundwater sampling and analysis will be performed.
Regular visual inspections will be conducted to evaluate the
integrity of the landfill cover, and check for erosion and
differential settlement. Long term maintenance will be
conducted to assure that the components of this remedy
remain effective. The frequency of all sampling activities
and inspections will be determined by the Agencies during
Remedial Design.

The landfill cap would be constructed as specified in 35 IAC
811.314. Generally, this includes removing the existing
trees and brush on the landfill, placement of the
contaminated soils and sediments on the landfill surface,
regrading the surface using existing on-site soils and at
least 6 inches of supplemental granular soils to achieve and
maintain positive drainage, sealing the leachate seeps,
placement of a geosynthetic membrane which will include a
bentonite layer, placement of a drainage layer, a rooting
zone layer, and topsoil. The cap would then be revegetated.
During the design of the remedy, the potential use of native
vegetation will be investigated in conjunction with the Soil
Conservation Service. The final cap design and vegetative
cover will then be selected at the completion of this
process. The barrier layer will have a permeability equal
or superior to 3 feet of compacted clay at 1x107 cm/s. The
geosynthetic clay cap will extend to the edge of the
landfill and will avoid the adjacent wetlands. Trees and
brush removed from the landfill would be appropriately
disposed of. The grading layer will be designed so as to
route landfill gases to a venting system. Perimeter side
slopes are to be regraded to allow for no impact to the
wetlands and accommodate the design requirements of the
landfill cap. Erosion control measures would be taken to
protect the perimeter wetlands. A surface water control
system will be designed appropriate to the final grade such
that it will limit erosion of the landfill cover from sheet
flow, will not cause degradation of adjacent wetlands, meet
local stormwater retention requirements, and allow for the
monitoring of surface water runoff at distinct discharge
points. The precise design of the cap components and
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associated engineering or environmental requirements will be
reviewed and approved by the Agencies during Remedial
Design.

The groundwater extraction system will consist of installing
groundwater extraction wells in the area of vinyl chloride
contamination. Groundwater would be pumped from the
extraction system to an on-site treatment facility if the
POTW pretreatment standards were exceeded. The goal of this
remedial action is to restore ground water to its beneficial
use, which is, at this site, a drinking water resource.
Therefore, remediation will continue until such.time that
the MCL (and equivalent state standard) of 2 ppb is
attained. Based on information obtained during the remedial
investigation and on a careful analysis of all remedial
alternatives, U.S. EPA and IEPA believe that the selected
remedy will achieve this goal. However, it may become
apparent, during design, implementation or operation of the
ground water extraction system and its modifications, that
contaminant levels have ceased to decline and are remaining
constant at levels higher than the remediation goal over
some portion of the plume or that a more effective
technology may be warranted. In such a case, the system
performance standards and/or the remedy may be evaluated and
changes to the system or a different technology may be
required which would allow the Agencies to achieve ARARs.

The selected remedy will include ground water extraction
during which the system's performance will be carefully
monitored on a regular basis, as determined by the Agencies,
and adjusted as warranted by the performance data collected
during operation. Modifications may include any or all of
the following:

o Discontinuing pumping at individual wells where cleanup
goals have been attained;

o Alternating pumping at wells to eliminate stagnation
points;

o Pulse pumping to allow aquifer equilibration and to
allow adsorbed contaminants to partition into ground
water; .

o Installing additional extraction wells to facilitate or

accelerate cleanup of the contaminant plume.

To ensure that cleanup levels are maintained and that the
cap prevents all further releases from occurring, the site
will be monitored on a fregquency as required by the
Agencies. If further releases do occur, the Agencies may
require that further remedial actions are undertaken to
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eliminate these releases.

The sediments that contain levels of contamination that
exceed background levels will be excavated and placed under
the new landfill cover. The wetlands areas from which these
sediments are removed must then be restored to their
original conditions. Excavation and consolidation of these
sediments under the cap will reduce the exposure potential
to humans or wildlife to this contaminated media.

Statutory Determinationsg

The selected remedy must satisfy the requirements of Section
121 of CERCLA to:

A. Protect human health and the environment;

B. Comply with ARARS;

C. Be cost-effective;

D. Utilize permanent solutions and alternate
treatment technologies to the maximum extent
practicable; and

E. Satisfy the preference for treatment as a

principle element of the remedy.

The implementation of the selected remedy at the Woodstock
site satisfies the regquirements of CERCLA as detailed below:

A, Protection of Human Health and the Environment

Implementation of the selected remedy will reduce and
control potential risks to human health posed by exposure to
contaminated ground water, soil, landfill waste, surface
water, and sediments. The selected remedy will reduce
potential exposure to contaminated groundwater and surface
soils to within acceptable an acceptable risk range. The
contaminated groundwater will be remediated until the MCL of
2 ppb is reached. The selected remedy also protects the
environment from the potential risks posed by contaminants
discharging to ground water, Kishwaukee River, surrounding
soils, sediments, and wetlands.

Institutional controls will be implemented to protect
against drinking of contaminated ground water at the site’
and prohibit construction which could be detrimental to the
remedy.

Capping the landfill, in addition to reducing the potential
risk posed by exposure to landfill contaminants, will reduce
precipitation infiltration through the cap thereby reducing
leachate generation. Ground water contaminant loading,
leachate generation, and seepage into the wetlands would
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then be reduced or eliminated.

Gas venting will reduce potential risks due to the landfill
gases.

Excavation and consolidation of contaminated sediments under
the landfill cap will reduce the exposure potential to
humans or wildlife posed by these sediments.

No unacceptable short-term risks will be caused by
implementation of the remedy. However, the nearby
community, and site workers, may be exposed to noise and
dust nuisances during construction. Standard safety
measures should manage any short-term risks. Dust control
measures would mitigate risks as well. Mitigative measures,
as specified during design, will be taken to prevent and
address adverse environmental impacts.

B. Compliance with ARARs

With respect to any hazardous substances, pollutants or
contaminants that will remain on-site, CERCLA (§ 121 (2)

(A)) requires the U.S. EPA to select a remedial action which
complies with legally applicable or relevant and appropriate
standards, requirements, criteria or limitations (ARARs).
The selected remedy will comply with Federal ARARs or State
ARARs where State ARARs are more stringent, as determined by
U.S. EPA. The remedy will be implemented in compliance with
applicable provisions of CERCLA and the NCP.

1. Chemical -Specific ARARs

Chemical-specific ARARs regulate the release to the
environment of specific substances having certain chemical
characteristics. Chemical-specific ARARs typically define
the extent of cleanup at a site.

a. Sojlg/Sediments

There are no chemical-specific standards established for
soils and sediments.

b. Ground Water
i). Federal ARARs

Maximum Contaminant Levels (MCLs), Maximum Contaminant Level
Goals (MCLGs), and Secondary Maximum Contaminant Levels
(SMCLs)} are ARARsS for the site.
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ii). State ARARs

The State of Illinois is authorized to administer the
implementation of the Federal SDWA. The State also has
ground water quality standards promulgated under Title 3s,
Subtitle F, Chapter I, Part 620. According to the State of
Illinois' classification system, the aquifer underlying the
site is Class I potable resource groundwater. Class T
groundwgter quality standards listed under 620.410 are ARARsS
for the ground water at the Woodstock site.

In the event that discharge of the contaminated groundwater
Lo the POTW is not acceptable without on-site treatment, IAC
35, Part 218 would then be an ARAR for the site.

cC. rf W r
i). PFederal ARARS

Federal water quality criteria (WQC) are guidelines that set
pollutant concentration limits to protect surface waters
that are applicable to point source discharges, such as from
industrial or municipal wastewater streams. At a Superfund
site, the Federal WQC would not be ARARs except for
pretreatment requirements for discharge of treated water to
a Publicly Operated Treatment Works (POTW). Since the
selected remedy plans to discharge to the local POTW, these
requirements are ARARs for the Woodstock site. The AWQCs
for protection of freshwater aquatic organisms are ARARs for
the Woodstock site remedy for any direct discharges to the
Kishwaukee River.

ii). State ARARs

The State of Illinois has been authorized to implement the
National Pollutant Discharge Elimination System (NPDES)
established under the CWA, as specified in IAC 35, Part 309.
For any discharge to waters of the State of Illinois, the
chemical specific standards of Title 35, Subtitle C, Subpart
B, Section 302.208 and toxic substances standards of Section
302.210 of the Illinois Administrative Code establishing
General Use Water Quality Standards would be ARARs.

2. Location Specific ARARS

Location-specific ARARS are those requirements that relate
to the geographical position of a site. These include:

a. Federal ARARS

40 CFR 6 - Protection of Wetlands is an ARAR for any
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remedial action taken within wetlands. This ARAR requires
that activities required in a wetland must minimize the
destruction, loss, or degradation of the wetland. 1In
addition, any affected wetlands may be restored, as
appropriate. In addition, a permit from the U.S. Army Corps
of Engineers may be required due to the potential that
activities during construction may impact the wetlands.

Endangered Species Act (16 USC 1531) - The Endangered
Species Act requires that actions must be performed to
conserve the endangered or threatened species located in and
around the Woodstock site. Activities must not destroy or
adversely modify the critical habitat upon which endangered
species depend. The selected remedy will be implemented in
compliance with this regulation.

b. State ARARSs

Endangered Species Protection Act, Title 17 Conservative
Chapter 1, Subchapter C, Part 1075 Illincis Administrative
Rules - Under this requirement, actions must be performed to
conserve the endangered or threatened species located in and
around the Woodstock site. Activities must not destroy or
adversely modify the critical habitat upon which endangered
species depend. The selected remedy will be implemented in
compliance with this regulation. Prior to conducting
remedial activities, a survey of the subject areas will be
conducted to determine whether or not endangered or
threatened species will be affected.

3. Action-Specific ARARS

Action-specific ARARsS are requirements that define
acceptable treatment and disposal procedures for hazardous
substances.

It is unknown at this time whether or not the collected
ground water will require treatment prior to discharge to
the POTW. If required, any treatment system utilized will
be operated in compliance with all ARARs including 40 CFR
403,

40 CFR 122 is an ARAR at this site in regards to surface
water runoff which includes stormwater runoff.

29 CFR 1910 and 1926 are OSHA requirements which are ARARs
at the site.
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a. State ARARS

The selected remedy will comply with substantive
requirements of Title 35, Illinois Solid and Special Waste
Management Regulations, Section 811, Subpart C for closure
of solid wastes landfills, specifically relating to final
cover, air pollution, and closure requirements, as required.

Groundwater that is treated and discharged shall comply with
35 IAC, Part 307 as well as 35 IAC, Part 310 which are ARARs
for this site since pretreatment standards, permitting, and
reporting requirements must be met for POTW discharge.

35 IAC, Part 620.250 which provides for the establishment of
a groundwater management zone is an ARAR for the site.

C. Cost Effectiveness

Cost effectiveness is determined by evaluating the following
three of the five balancing criteria to determine overall
effectiveness: long-term effectiveness and permanence,
reduction of toxicity, mobility or volume through treatment,
and short-term effectiveness. Overall effectiveness is then
compared to cost to ensure that the remedy is cost
effective.

The selected remedy provides overall cost effectiveness
because it provides adequate long-term effectiveness and
permanence. Secondary reduction in toxicity, mobility, and
volume is accomplished through treatment of the ground
water. No unacceptable short-term risks will be caused by
implementation of the remedy.

D. Utiljzagtion of Permanent Solutions and Alternative

hnologi Oor Resource Recover
i h xim xtent Pr icable

The selected remedy utilizes permanent solutions and
alternative treatment technologies to the maximum extent
practicable. This finding was made after evaluation of the
protective and ARAR-compliant alternatives for the Woodstock
site remedial action and comparison of the "trade-offsg"
(advantage vs. disadvantages) among the remedial
alternatives with respect to the five balancing criteria
(see discussion above).

E. Preference for Treatment as a Principle Element

The principle threats at the Woodstock site are the
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contaminated ground water and contaminated soil and
leachate. The selected remedy uses treatment as a secondar}
element of the remedy through the collection and treatment
of contaminated groundwater. Due to the large volume and
heterogeneous distribution of waste throughout the landfill,
treatment of the landfill material itself is not practicable
at this site.
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Comment 28:

R ons

You have not proven to me how dangerous the landfill is.
How much water do I have to drink? What chemicals are in
the soil and how long do you have to be exposed to them
before it becomes a unacceptable health risk? How much air
do I have to breathe and for how long?

Vinyl Chloride was detected in the groundwater and was
determined to pose an unacceptable health risk under future
use scenarios. Although there are also other pathways of
exposure to contaminated groundwater that were considered,
an unacceptable health risk would exist if the groundwater
is ingested as drinking water at an offsite residence at a
rate of 2 liters per day, 350 days per year for 30 years.

Chemicals detected in surface soils that contribute to an
unacceptable human health risk at the site include:
phenanthrene, di-n-butylphthalate, fluoranthene, pyrene,
butylbenzlphthalate, benzo(a)anthracene, chrysene,
benzo(a)pyrene, benzo(g,h,i)pyrene, benzo(b)fluoranthene and
benzo (k) fluoranthene. Standard assumptions were used to
estimate incidental ingestion and dermal exposure to surface
s0il in determining that an unacceptable human health risk
is present. According to Table L-2 in the RI report, for an
older child an unacceptable risk would occur based on the
assumption that 100 mg of soil per day would be incidentally
ingested, 4 days per week, 35 weeks per year, for 10 years.
It was also assumed that there would be dermal absorption
from skin exposure to site soils at a rate of 1.45 mg/cm
over a 1490 cm® area of the hands and feet for the same
period of time that incidental ingestion would occur.

As indicated in this comment, the risks from inhalation of
volatile chemicals released indoors due to landfill gas
migration under a future use scenario were determined to be
unacceptable. During the risk assessment it was assumed that
the inhalation rate would be 20 m’ per day, 350 days per
year for 30 years.

The above discussion is very general and summarizes only
selected parts of the complex evaluation that was conducted
during the baseline risk assessment for the site. Detailed
discussions of the risks posed by the site are included in
Section 8 of the RI Report for the site. The RI report has
been included as a part of the Administrative Record and is
available for public review at the Woodstock Municipal
Library.
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l.6 COMPARISON TO OTHER SITES

Comment 29: Is it feasible to compare the sgsituation now at the Woodstock
dump site to other landfills or dump sites that are maybe
10, 20 years older so that we'll know what kind of problems
we could have in 10 or 20 years from now if the city decides
not to go through with this or do a halfway job? Where do
we sit on the dump evolution scale?

Responge: Based on experience with other older and poorly maintained
landfills, it is likely releases to surface water and
groundwater would continue and potentially increase with
time if no actions are taken. The landfill cover would
continue to degrade to a point that the wastes themselves
could be eroded and migrate from the landfill. In addition
a further degraded landfill cover would allow more
infiltration into the landfill and more leachate to be

formed.
1.7 EQUIVALENT PERFORMANCE OF OTHER ALTERNATIVES
Comment 30: You are saying that we have to have a cap. When you gave us

your options one was no action. If that was one of our
options, why can't we lock at that then?

Response: CERCLA requires that the "No Action" alternative be
evaluated at every site to establish a baseline against
which all other alternatives are compared. Under this
alternative, no cleanup actions would take place and the
site would remain in its present condition.

Comment 31: It says in the FS that Alternative 4 would use suitable
material to reconstruct the cover. It doesn't seem to me
that you would allow us to a decide what suitable material
is. Why wouldn't there be a regulation saying it has to be
two feet of clay or it has to be three feet of concrete or
whatever?

Response: There is a regulation in Illinecis specifying what must be
included in a landfill cap. That regulation is 35 Illinois
Administrative ‘Code Section 811.314. This regulation
requires a low permeability layer in the cover to be
equivalent or superior t£o 3 feet of compacted earth with a
permeability of s 1 x 107 cm/second. The Agencies have
determined that this regulation is an ARAR (Applicable or
Relevant and Appreopriate Requirement) for the site.
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Comment 32:

Regponse:

Comment 33:

Response:

It says in the FS that Alternative 4 would use suitable
material to reconstruct the cover. What do the PRPs call
suitable material in Alternative 4%

Suitable fill described in Alternative 4 appears to be
compacted earth with a permeability of 8.5 x 107 cm/second.
This fill specification was used by the PRP's consultant in
Appendix C to determine the amount of infiltration which may
occur if the cap was reconstructed. To meet ARARS for the
site, a low permeability layer will need to have a
permeability which is no greater than 1 x 107 cm/sec.
Consequently "suitable f£ill" as proposed by the PRPs does
not meet the requirements as specified in the State of
Illinois regulations.

Was your primary concern with alternative 4 that it will not
stop infiltration through the cap enough to eliminate the
leachate seeps, or was there some other criteria with which
you had a concern on Alternative 4°?

Regulations found in Section 300.430 of Volume 40 of the
Code of Federal Regulations (40 CFR 300.430) require that
USEPA consider 9 criteria when evaluating an Alternative.
These 9 criteria are listed and defined in the Record of
Decision. Alternative 4 does not favorably satisfy the 9
evaluation criteria for the following reasons:

1)

2)

The cap proposed in Alternative 4 would not attain
Applicable or Relevant and Appropriate Requirements
(ARARs) under State environmental laws and therefore
would not satisfy the criterion of Compliance with
ARARs. The cap proposed in Alternative 4 would not
meet the requirement in 35 IAC 811.314 for a landfill
cover system because: 1) the low permeability layer as
proposed would be an insufficient thickness; 2) the low
permeability layer as proposed would have too high a
permeability; and 3) the final protective cover layer
over the low permeability layer have an inadequate
thickness.

Alternative 4 would not favorably satisfy the criterion
of long term effectiveness and permanence. USEPA is
required to consider the adequacy and reliability of
controls. This factor addresses in particular the
long-term protection from residuals and the potential
need to replace technical components of the
alternative, such as the cap. Under this criterion
USEPA is also required to consider the mobility of
untreated waste remaining at the conclusion of the
remedial action. When considering long term protection
from residuals USEPA believes that the Alternative 4

- 15 -
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Comﬁent 34:

3)

4)

5)

cap would have an insufficient thickness of final cover
material to adequately protect the low permeability
barrier layer and that this would lead to loss of
effectiveness and possibly failure of the cap's barrier
layer over time. In addition, there are other
Alternatives which satisfy this c¢riterion and are
considerably more effective in reducing the mobility of
waste materials remaining at the conclusion of the
remedy. For example based on information submitted by
the PRPs in the FS, the cap proposed in Alternative 4
would result in approximately 1,929,840 gallons of
leachate generated per year from infiltration, compared
to only 605,880 gallons per year with the Alternative 7
cap. The amount of leachate generated from infiltration
directly affects the potential for mobility of wastes
remaining in the landfill.

When considering the need for 2placement of technical
components proposed by the Al:-:zrnative, USEPA concludes
that there is sound technical information available
which indicates that the 6" of topsoil proposed on top
of the low permeability layer in Alternative 4 will not
adequately protect that layer from root penetration,
freezing, and other mechanisms that may damage the
barrier layer or severely reduce its effectiveness.

Alternative 4 would not satisfy the criterion of
reduction of toxicity, mobility or volume through
treatment, because no treatment of contaminated
groundwater is proposed.

Alternative 4 would not favorably satisfy the short
term effectiveness criterion. As a part of this
Criterion USEPA is required to consider the time until
protection is achieved. No groundwater treatment is
proposed in Alternative 4. 1In the FS, the PRPs
estimated that it would take 40 to 70 years to achieve
Illinois groundwater protection standards through
natural attenuation processes. Conseguently
Alternative 4 does not favorably satisfy the short term
effectiveness criterion.

Alternative 4 would not satisfy the criterion of State
Acceptance.

According to the hydrologic evaluation model the alternative
4 cap would reduce infiltration quite a bit, but there would
still be approximately 1.82 inches per year of infiltration
percolating through the landfill. Is that too much
infiltration?
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Response:

Comment 35:

Response:

Comment 36:

Response:

Comment 37:

The Alternative 4 cap would allow too much leachate to be
generated relative to other alternatives. For example, based
on information submitted by the PRPs in the FS, the cap
proposed in Alternative 4 would result in an annual leachate
generation from infiltration of approximately 1,929,840
gallons/yr. That can be compared to less than 605,000
gallons/year for Alternatives 6 through 11. Alternative 4
would therefore generate an additional 1,323,960 gallons of
leachate per year compared to Alternatives 6-11. Under the

criterion of Long term effectiveness, the USEPA is required

to consider the degree of mobility of untreated wastes
remaining in the landfill if a remedial alternative were to
be undertaken. The amount of leachate generated from
infiltration directly influences the potential for mobility
of wastes remaining in the landfill, and is an important
consideration in the selection of a remedial alternative at
the Woodstock Municipal Landfill site.

I believe that the only current unacceptable human health
risk identified is surface soil. Can this be corrected with
any other alternative other than alternative 7?

Unacceptable human health risks are posed by surface soil
contamination and exposure to debris. These current health
risks would be corrected under each alternative that
specifies capping (Alternatives 4-11).

PERMANENCE OF REMEDY AND EFFECTIVENESS

Would the remedy have to be redone to meet new regulations
adopted in the future? .

As long as contaminants remain on-site, there is the
possibility that further remedial actions may be required in
the future. However, if a chosen remedy results in
compliance with the identified ARARs, and that compliance is
maintained, the USEPA would not retroactively add additional
ARARs to the Record of Decision after it was issued.

How many geosynthetic liners are in existence and how long
have they been in place? How long have any been monitored
and what is the expected life of the geosynthetic? The
remedy you're proposing, is that in place anywhere else
right now? What has been your experience with it? What is
your experience with having to do remedies to the remedy?
Have you run across any cases where there has been a
failure?
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R Ons

Comment 238:

Response:

Refer to Comment 13 response. Relative to the use of a
bentonite product, bentonite has been used for nearly 65
years as a commercial water flow inhibitor. The fabric
bentonite composite has been used for up to 13 years. There
are at least 530 installations where this product has been
used throughout North America. (160 million square feet
installed).

No failures of the product have been observed and the
product and workmanship are generally guaranteed for 25
years. The failures that have occurred have typically been
related to geotechnical issues surrounding excessively steep
side-slopes and friction conditions between the membrane and
adjacent cover soilg. Due to the relatively flat nature of
the slopes at the Woodstock site, and the requirement to
regrade the perimeter slopes to less that a 4 ft horizontal
distance for each 1 ft vertical distance, failure related to
these conditions is not anticipated. The final decisions
about side slopes will be evaluated in the remedial design
stage.

If we started doing everything today and it worked perfectly
fine, how soon would you be done. When would USEPA be happy
that nothing is leaking out and the groundwater is getting
fixed?

Typically a remedy becomes "operational and functional"
either one year after construction is complete, or when the
remedy is determined concurrently by the Agencies to be
functioning properly and is performing as designed,
whichever is earlier. However, in accorda 2 with 40 CFR
300.430(f) (4) (i1) if a remedial action is _ected that
results in hazardous substances, pcllutant or contaminants
remaining at the site above levels that al_.w for unlimited
use and unrestricted exposure, as is the case with the
Woodstock site, USEPA must review such action no less often
than every five years after initiation of the selected
remedial action.

The vinyl chloride in the groundwater must be remediated to
a level of 2 ppb before extraction and treatment ceases. If
the level of vinyl chloride in the groundwater exceeds 2 ppb
at some later date, remediation will again be required to
reduce the concentration to within the allowable level.
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Comment 39:

Respons

Comment 40:

R ons

Comment 41:

Response:

Comment 42:

rResponse:

Comment 43:

Respeonse:

SUPERFUND PROCESS
SUPERFUND PROCESS - GENERAL QUESTIONS

What type of reaction, what type of response, what level
must our response go to for it to have an impact on your
decision of your recommendation number seven, to make a
change in that recommendation? What do you need to see from
us citizens to cause that type of impact? What is your
threshold. What can we say if we decide to say it that makes
an impact on you?

EPA may change a remedy recommendation if new technical
information, that was not previously available, is submitted
during the public comment period, or if an alternate plan is
proposed that meets the evaluation criteria and addresses
the risks at a site. .

If we decide not to agree to this, the City of Woodstock,
what is your next step?

The USEPA will still attempt to negotiate with the remaining
PRPs to secure agreement to fund the Remedial Design and
Remedial Action.

If Woodstock landfill were to come under Superfund's
scrutiny today, would it be placed on Superfund?

The site was scored under the Hazardous Ranking System at
the time it was proposed to be placed on the NPL, and as the
site is now on the NPL there is no reason to rescore it.
However, as a result of the detailed investigation conducted
at the site, unacceptable risks that require mitigation were
documented.

Can the site be removed from the NPL and will that removing
the site from the NPL eliminate it from the Superfund
program and thus become a state problem?

The site cannot presently be removed from the NPL since

there are contaminants left on the site. Refer to the
previous comment for additional explanation.

How much money is in Superfund?

The USEPA budget for the 19593 fiscal year as authorized by
Congress is approximately 2.5 billion dollars.

- 19 -
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Comment 44:

Response:

Comment 45:

Comment 46:

Are you requirec. oy law only to look at the alternatives
presented in the FS?

No, USEPA will evaluate any alternate plan that is received
by the agency during the public comment period. This
analysis would include an evaluation of the Alternate plan
against the nine evaluation criteria, as required by
Superfund regulations.

Woodstock followed all rules and guidelines sent to them by
IEPA to make sure that the landfill was operated properly.
Although technology or legislators have changed those rules,
it seems unfair to go back and penalize the City of
Woodstock when they did‘Pothing wrong.

Environmental statutes, as written by the U. S. Congress
apply a concept of strict liability which means if you are a
"person" covered by the statute and you violated the
statute, then you may be liable even if you supposedly
followed all the rules.

It should be noted that IEPA filed a complaint against the
City of Woodstock in 1972 regarding operation of the
landfill. Substantiated charges of open dumping, liquid
deposition without approval, failure to follow set
guidelines, and operating without a permit were filed.
Woodstock was ordered to cease and desist all violations,
obtain the necessary permits, and was fined for its actions.
The IEPA also attempted to require Woodstock to install a
leachate collection system and a groundwater monitoring
system, but Woodstock successfully petitioned under hardship
and these systems were never iastalled. '

SUPERFUND PROCESS - PRP AND ENFORCEMENT ISSUES

If you can find additional PRPs, how do you know if they
have the financial capability of contributing to the fund?
Do you sue them? Do you fine them and put them out of
business if they are still in business?

If additional PRP's are identified, the USEPA will issue a
notice letter to them requesting their participation in
negotiations to pay for the remedial action at the site.

The USEPA is not privy to the financial capabilities of a
PRP to fund the remedy. If a PRP or PRPs refuse to pay for
the remedy, the USEPA may take the following actions: 1)
issue an order for the PRPs to fund the remedy, or; 2) USEPA

- 20 -
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Comment 47:

Response:

Comment 48:

Regponse:

Comment 49:

Regsponse:

may fund the remedy and later seek reimbursement of the cost
of the remedy through court action.

Can the USEPA enforce a tax levy on to us to cover those
costs?

The USEPA does not have the authority to place a tax levy on
the City of Woodstock to pay for the remedy.

What authority does the state have to enforce the
institutional controls? The validity of these institutional
controls should be considered very, very weak and they
really do nothing to protect human health and environment.

USEPA agrees that institutional controls in and of
themselves are not protective of the environment.
Institutional controls are primarily legal measures such as
a restrictive covenant on the landfill property deed,
acquisition of the contaminated area, and local ordinances
prohibiting certain activities. The State does have the
authority to enforce institutional laws through the state
court system.

Although USEPA expects to use institutional controls in
conjunction with other remedial measures, USEPA also
recognizes that institutional controls are not as reliable
as other control measures. Consequently, the regulations
which govern the Superfund program, as found in Section
300.430(a) (1) (iii) (D) of Volume 40 in the Code of Federal
Regulations, dictate that the use of institutional controls
shall not substitute for active response measures {e.qg.,
treatment and/or containment of source material, restoration
of ground waters to their beneficial uses) as the sole
remedy unless such active measures are determined not to be
practicable, based on the balancing of trade-offs among
alternatives that is conducted during the selection of the
remedy .

Is there some way you break down responsibility among PRPs
if you had a small company that might have dumped a little
bit, "X" amounts of yards of material,. '

The. PRP(s) that sign the consent degree for the RI/FS agree
to fund all of the RI/FS costs. Similarly, PRP(s) that sign
the consent degree for implementation agree to pay for
implementation of the remedial action and long-term care.
How the costs are distributed between the PRPs that sign the
decrees, is dependent upon negotiations between the PRP(s).
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Comment 50:

Response:

Comment 5S1:

Respons

Comment 52:

Respons

In addition, the PRP(s) that have signed the consent degree
can negotiate settlements with other non-signing PRPs, or
they can take separate legal action against the remaining
non-signing PRPs.

COMMUNITY ACCEPTANCE/INSTITUTIONAL CONTROLS

What guarantees can the state or the USEPA make that
institutional controls will be kept in place since they can
be legally reversed by the next city council?

The USEPA and IEPA cannot guarantee that institutional
controls would remain in effect. If USEPA or IEPA became
aware that an institutional control was changed, then legal
action could be taken in opposition to the change.

Actions should only be taken to address current risks and
for continued monitoring, and that institutional controls
should be relied on to eliminate potential health hazards.

The regulations which govern the Superfund program, as found
in Section 300.430(a) (1) (iii) (D) of Volume 40 in the Code of
Federal Regulations, dictate that the use of institutional
controls shall not substitute for active response measures
(e.g., treatment and/or containment of source material,
restoration of ground waters to their beneficial uses) as
the sole remedy unless such active measures are determined
not to be practicable, based on the balancing of trade-offs
among alternatives that is conducted during the selection of
the remedy. Consequently, institutional controls cannot be |
relied on as the sole remedy at the Woodstock Municipal
Landfill site because active remedial measures, such as
groundwater extraction and treatment, are practical.

The USEPA plan as presented in Alternative 7 is unwarranted
because it is based on unsupported assumptions of future use
of the site.

The contention that USEPA's preferred alternative is driven ,
only by future use scenarios is incorrect. There are
current unacceptable risks to human health and the
environment from contaminated surface soils, debris exposed
through the degraded landfill cap, and contamination of
surface water and sediments adjacent to the landfill from
leachate seeps. It is clear that an effective cover is
needed on the landfill to prevent possible exposure to
contaminated surface soils and exposed debris, and to
minimize leachate formation by minimizing the amount of

- 22 .
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Comment 53:

Re onge:

Corment 54:

precipitation that infiltrates through the landfill cap.

The cap proposed in the Alternative endorsed by the PRPs
(Alternative 4) is unacceptable because it would not comply
with the ARARs for the site, and does not favorably satisfy
the evaluation criteria (such as long term permanence) which
USEPA is required to use in choosing a remedy. Although
remediation of offsite groundwater contamination is in part
driven by unacceptable human health risks under a future use
scenario (assuming that the groundwater is used as drinking
water), the groundwater remedy is required and justified by,
among other things, the Illinois State groundwater quality
standards and federal maximum contaminant levels (MCLs).

The existence of these ARARsS, in combination with the
unacceptable potential future risks and the NCP directives
that "contaminated ground waters will be returned to their
beneficial uses wherever practicable, within a time frame
that is reasonable" and that "the use of institutional
controls should not substitute for active response
measures", provide a basis on which the groundwater
component of the remedy is premised.

The leachate in the landfill is weak compared to test
results of other similar landfill sites. Therefore minimal
action is called for.

USEPA does not agree that leachate at the Woodstock
Municipal Landfill site is "weak" compared to test results
of other similar landfill sites. Based on sample results
from the RI, leachate at the Woodstock Municipal landfill
site exceeds maximum typical leachate concentrations for
zinc, lead, nickel, and copper in other Municipal Solid
Waste Landfills for which USEPA has collected data.
(Reference: Characterization of MWC Ashes and Leachates from
MSW Landfills, Monofills, and CO0-Disposal Sites (EPA,
1987f).

A new cover needs to be in place, and the PRPs should not
try to get by with a less than minimum cover. IEPA
regulations require a 3 foot cover, and that should be
adhered to. State and Federal standards are there for a
reason, and the city shouldn't be using scare tactics of
higher taxes to try to convince the residents that the
minimum cover would be too expensive. In the case of
environmental cleanup, dollar expenses should not be of
prime concern. The safety of the ecosystem, which includes
all life, should be our concern. As a resident of
Woodstock, I would rather pay higher taxes and have a city
that isn't contaminated by a Superfund site that wasn't
properly monitored.
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Response: USEPA and IEPA agree with the need to comply with the ARARs
and agree that the Alternative 4 cover endorsed by the
PRPs would not be adequately protective of the

Environment.
4.0 LANDFILL REGULATIONS/STATE RESPONSIBILITY
Comment 55: Does the state allow any other kind of cap than the

geosynthetic proposed in Alternative 77

Re nse: Yes, the State would allow any cap which meets the
regulatory standard in 35 IAC 811.314. To meet the
regulatory standard a cap must include a low permeability
layer overlain by a final protective layer. The low
permeability layer may be one of three different types:

1. A compacted earth layer of three feet in thickness and
achieving a permeability of 1x107 cm/sec; or

2. A geomembrane providing equivalent or superior
performance to the compacted earth layer, one that can
withstand normal stresses, and must be placed on a base
free from sharp objects or other materials which may
cause damage; Or

3. Any other low permeability layer with equivalent or
superior performance.

The final protective layer must cover the entire low
permeability layer, must be at least three feet thick,
must protect the low permeability layer from freezing
and plant root penetration and must be able to support
vegetation. This generally includes rooting zone
material, drainage zone material and topsoil.

Comment 56: It is my understanding that the clay cap on the dump is no
longer in compliance with present day rules. Will
reconstruction as proposed in alternative 4 bring the site
up-to-date?

Response: No, the reconstruction proposed in Alternative 4 would not
: bring the site to current standards. Current standards
which must be met during construction of the cover can be
found in 35 IAC 811.314. The cover proposed in Alternative
4 would not meet those standards.
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Comment 57:

R onsg

Comment 58:

Re nse:

Comment 59:

R Oons

At any time was this landfill licensed by any agency of the
federal or state government? :

The Woodstock Municipal Landfill was in operation as a dump
site as early as 1935. While there may have been permits
granted by local agencies, such as a county health
department, it was issued a permit by the Illinois
Environmental Protection Agency in October, 1972. In 1975
the City of Woodstock ceased accepting waste at the
landfill. At that time, IEPA classified the landfill as
closed. Inspections were conducted by the IEPA to check on
the placement of the final cover. Placement of the final
cover was completed in 1980. At this time, the landfill was
classified By IEPA as closed and covered.

Can the state be a PRP?

Under Superfund law there are four classes of parties who
may be held liable for costs associated with a Superfund
site. These parties, called potentially responsible parties
or PRPs are:

1. The current owner and/or operator of the site;

2. The owner or operator at the time hazardous substances
were disposed of at the site;

3. Any person who arranged for disposal or treatment at
the site (commonly referred to as a "generator"); or

4. Any person who accepted hazardous substances for

transportation to a site selected by that person
(commonly referred to as a transporter").

If the State fits intoc one of these categories it may be
considered to be a PRP.

It seems to me the citizens of Woodstock and Woodstock city
government complied with all state and federal laws when
they closed this particular landfill. And yet it seems to me
the regulations that we follow, the people who set up the
regulations don't deem themselves responsible for what we
now have, and are not, in essence, becoming liable as we are
to following their regulations. That is totally unfair.

Environmental statutes, as written by the U. §. Congress,
apply a concept of strict liability which means if you are a
"person" covered by the statute and you violated the
statute, then you may be liable even if you supposedly
followed all the rules. The city is considered a PRP
because the landfill they own and operated is the site of
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5.0

Comment 60:

R nge:

releases of hazardou :bstances to the environment, not
because the landfill :S not meet current state
regulations. The st - : and federal government are not now
implying that there ..as been any wrongdoing on the City's
part. If there were not surface water releases or
groundwater contamination coming from the landfill, neither
the state nor federal government would be requiring the City
of Woodstock to do anything to the landfill. However, this
landfill as it exists does have releases to the environment.,
As such, they have to be dealt with and are being dealt with
within the Superfund framework. CERCLA and the NCP mandate
that USEPA and IEPA respond to those releases. This
legislation defines as liable those owners/operators,
generators or transporters associated with the site. That
includes the City of Woodstock.

MISCELLANEQUS COM JTS

I do not understand why none of the remedial action
alternatives you have considered -- including Alternative 7
that you are recommending -- focuses on bioremediation.

In the FS, USEPA required that the PRPs evaluate the
potential for using in-situ bioremediation of the
groundwater. In section 4.6.1 of the FS, the PRPs concluded
that in-situ biological treatment of the groundwater is
difficult to implement, requires accurate placement of
injection wells, bacteria, and nutrients, and is not proven
nor sufficiently developed. The PRPs concluded in the FS
that the concentration of organic compounds which exist in
the contaminated area are not sufficiently high to perform
as a food source to support biological treatment and since
there are other more proven technologies available, in-situ
biclogical treatment of groundwater was not carried forward
during evaluation and selection of technology process
options during the FS. Based on public interest expressed
during the public comment period, USEPA has decided to more
closely examine options for in-situ bioremediation of the
groundwater. This will be done during the remedial design
phase of the project.

A recent technology involving recirculation of leachate to
degrade and bioremediate actual waste materials to the
greatest extent possible is being implemented at a number of
new and existing landfills. This approach relies on
catching leachate that is charged with naturally occurring
microbes at the base of the landfill and reinjecting it at
the top of the landfill so it can percolate back down
through the waste layers. However, this approach is not
feasible at the Woodstock Municipal landfill site because
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C. SUMMARY OF

Comment 61:

R onse:

there is no leachate collection system to remove leachate,
and there is no basal liner to prevent releases of leachate
to underlying groundwater.

COMMENTS FROM THE POTENTIALLY RESPONSIBLE PARTIES

The following written comment was received from the McHenry
County Defenders (similar written and verbal comments were
also received from several citizens during the public
comment period):

SUMMARY OF MAJOR POINTS IN DEFENDER'S LETTER:

1) Vinyl chloride releases to air pathway not considered
in RI/FS.

2) Pump and treat seams impractical, USEPA should
investigate in-situ bioremediation.

3} Support any alternative that will stop leachate and
avoid the need for an expensive leachate control
system.

4) A trust fund should be established to assure long-term
monitoring.

5} Costs can be reduced by using native grasses.

6) EPA should fund the construction of a co-composting and

recycling center next to the site.

From a technical perspective, native grasses and wildflowers
could be used on the site if the vegetative cover is
compatible with the landfill and would exhibit
characteristics similar to the recommended vegetation.

These characteristics include erosion control, heartiness,
perennial nature, evaportranspiration rate, and maintenance
requirements. Additionally, the cost effectiveness of this
cap component must be investigated further. At this time,
it is unknown whether there would be a cost savings by using
a native prairie-type cap. The final decision on the exact
type of vegetation to be used would occur during the
remedial design.

Vinyl chloride was not detected in the leachate, landfill
gas, or the surface water. Releases from these sources are
therefore not anticipated. However, the release of vinyl
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Comment 62:

Respon

Comment 63:

Response:

Comment 64:

chloride during pump and treat will be closely monitored by
the Agencies, and no releases which exceed the identified
ARARS or which may pose a risk to human health and the
environment will be allowed.

The USEPA and IEPA will investigate further the potential
for bioremediation at a remedial option for clean up of the
vinyl chloride plume.

The USEPA and IEPA also fully support the selection of a
remedy which minimizes leachate generation, stops releases
to the environment, and avoids the need for a leachate
collection system if at all possible.

Several mechanisms are available to provide funding during
the long-term care period. USEPA will require a trust or
similar funding mechanism as part of the remedial
activities.

In regards tc the final point, while CERCLA does not provide
for funding of a co-composting/recycling center, the USEPA
and I1EPA fully support this initiative and will include the
siting of this facility into the overall site design.

A number of Woodstock residents submitted written comments
indicating that the remedy chosen should restore the
wetlands arcund the site.

The remedial action selected for the site will not destroy
any of the wetlands surrounding the landfill due to
placement of the cap. However, restoration of those wetland
areas where the removal of the contaminated sediments will
occur will be required.

From what I can gather it appears that the USEPA and IEPA
feel that the entire landfill must be removed and a new
liner placed. '

USEPA and IEPA are not recommending that the entire landfill
be removed and a liner placed under it. USEPA and IEPA are
also not recommending that the landfill be retrofitted with
a leachate collection system. But beécause the landfill does
not have a basal liner or leachate collection system, USEPA
and IEPA have selected a cap that provides for the best
overall protection, is cost effective, meets ARARs, and
minimizes leachate production.

Continued sampling and testing on a quarterly, or at least
semi-annually basis, should be done.
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Response:

Comment 65:

Regponse:

Comment 66:

Response:

Comment 67:

Comment 68:

Regponse:

USEPA agrees with this comment and notes that periodic long
term monitoring is a part of each alternative presented in
the FS. Monitoring will include sampling, testing, and
visual inspection. A detailed monitoring plan will be
developed during the Remedial Design phase.

A comment was received that with the rapid advancement in
new technology on clean up it would seem more prudent to

monitor the landfill and if an immediate problem becomes

apparent take care of it at that time.

Current unacceptable health risks exist which do represent
an immediate problem. The contaminated groundwater plume and
leachate releases to the environment alsoc constitute an
immediate problem that must be addressed and remedied. 1In
addition, the lack of action will allow the current landfill
cover to continue to deteriorate and may increase the scope
and cost of the remediation that is required.

I am firmly opposed to the proposal of outgassing the vinyl
chloride, and request that you provide a less hazardous
solution.

Emissions of vinyl chloride associated with groundwater
extraction and treatment will be required to comply with all
ARARs and cannot pose an unacceptable risk to human health
and the environment. USEPA cannot prohibit this action from
occurring if these conditions are met.

Moving contaminated material from one place to another
simply increases the dispersion of the offending chemicals
both in rate and in total and creates another contaminated
site. It just seems to me to be an unreasonable concept.

The USEPA and IEPA do not propose to move the landfill
contents to ancother site. The preferred remedial action is
to cap the landfill and clean up the contaminated
groundwater.

I would prefer to hear other options that are available in
order to correct this problem. I am sure that there is more
than one possible course of action and an alternative can be
found to using tax dollars to correct the problem.

The FS document, which is a part of the Administrative
Record, presented eleven alternatives which were developed
through an extensive screening and evaluation. Prior to
development of the final eleven alternatives presented in
the FS, a number of various technologies and related process
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Comment 69:

Response:

Comment 70:

Regponse:

Comment 71:

options were considered for each operable unit. A breakdown
of the number of technologies and process options considered
during the FS follows:

Operable Unit Technologies Process Options
14 17

Groundwater

Soil 17 11
Leachate 7 5
Air 4 5
Surface water 7 17

A detailed description of all options considered and the
rationale for selecting the remedy described in the Record
of Decision can be found in the public repository which is
available for review & the Woodstock Public Library.

Who closed the landfill?

The City of Woodstock was the owner and operator of the
Woodstock Municipal Landfill site at the time of closure and
the city council voted to close the landfill.

Isn't long term monitcring only for 30 years?

No. Monitoring will be required until such time that no
contaminants remain on-site. The 30 year reference is only
used to determine the potential total cost of the remedy
over a long period of time. Costs beyond the 30 year point
are very rough estimates and are generally not considered
when costing out the remedy due to the uncertainties
associated with this type of estimate.

I support Alternative 5 over the preferred remedy of
Alternative 7 because it is more cost effective and still
favorably satisfies the 9 evaluation criteria. Based upon
the summary it appears the projected $3.4 million difference
in the two plans can be attributed to the geosynthetic clay
cap. At this time I cannot support the use of geosynthetics
due to my concerns with extreme weather conditions and
QA/QC/human error problems that can plague installation.

The city has also discussed utilizing the WML as a future
co-compost facility. If alternative S doesn't include the
following I urge the USEPA to consider it. The proposed
onsite treatment facility could be constructed to discharge
treated wastewater into an irrigation system for maintaining
the revegetated layer for an indefinite period of time. '
This setup could reduce cover management, POTW treatment and
possibly leachate management/monitoring costs. Cost
effective remediation is important especially when you
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Response:

consider that actual costs most always exceed projected
costs.

EPA disagrees that Alternative 5 favorably satisfies all of
the 9 evaluation criteria. The Alternative 5 cover system
clearly does not satisfy the criterion for compliance with
ARARS as it would not provide a sufficient thickness of
cover material over the low permeability layer, a sufficient
thickness for the low permeability layer, or an adeguate
permeability of the low permeability layer to meet the 35
IAC 811.314 ARAR for the site. Alternative 5 would also not
gsatisfy the criterion of State Acceptance. In addition, the
Alternative 5 cover would not favorably satisfy the
criterion of long term permanence (especially the assessment
of potential need to replace technical components such as
the cap) because it is provided with only é" of topsoil as a
protective cover over the low permeability layer. USEPA
concludes that the Alternative 5 cap would have an
insufficient thickness of final cover material to adequately
protect the low permeability barrier layer and that this
would lead to loss of effectiveness and possibly failure of
the cap's barrier layer over time. USEPA notes that there is
sound technical information available which indicates that
the 6" of topsoil proposed on top of the low permeability
layer in Alternative 4 will not adequately protect that
layer from root penetration, freezing, and other mechanisms
that may damage the barrier layer or severely reduce its
effectiveness. The frost depth in Northern Illinois exceeds
30" indicating that the barrier layer proposed in
Alternative 5 would be subject to potential frost damage
since it would only be 6" below the ground surface. USEPA
does not believe that a landfill vegetative cover type is
available with suitable characteristics, that could be
established with a root zone depth of less than 6",
Therefore it is likely that opportunistic deep rooted weed
species will encroach onto the landfill. USEPA is especially
concerned that the type of damage to the barrier layer that
is likely to occur from root penetration or freezing could
go undetected during the periodic wvisual inspections of the
landfill cover that will be required under an operations and
maintenance monitoring program. In addition USEPA does not
believe that vegetative cover with suitable characteristics
could be proposed that could be established with a root zone
depth of less than 6" to prevent damage to the barriler layer
proposed in Alternative 5.

Relative to the concern of extreme weather conditions
impacting the geosynthetics in the USEPA preferred remedy,
the proposed design has three feet of protective cover over
the barrier layer, which is approximately equal to typical
frost depth in the Woodstock area. The concern expressed
regarding installation questions will be addressed by
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Comment 72:

Regponge:

Comment 73:

Response:

Comment 74:

Response:

Comment 75:

Responge:

requiring strict quality assurance/ quality control (QA/QC)
requirements and oversight during construction.

USEPA believes that there are positive cost benefits with
Alternative 7 when compared to Alternative 5. A 65%
reduction in the amount of leachate generated from
infiltration could be achieved (equivalent to a difference
of approximately 1.3 million gallons per year) for only a
45% increase in cost.

EPA believes that the proposal to irrigate the site with the
discharge from the groundwater extraction and treatment
system is impractical since irrigation could not be
conducted during the winter months,

Is the USEPA proposed remedy also IEPA's preferred remedial
alternative.

Yes, USEPA and IEPA agree on the recommended remedial
alternative for the Woodstock Municipal Landfill site.

Is the USEPA requiring anything more than the State of
Illinois would require?

No, USEPA and IEPA are in agreement as to the preferred
remedial alternative.

Are the wetlands protected against any kind of development?

A permit would need to be applied for and received before
any part of the wetlands could be legally filled during
development. Development of wetlands can and does occur
with a permit, but typically an offset or compensatory
wetland would need to be developed in a nearby area as a
part of the development project.

During the Public meeting the City Attorney requested that
USEPA explain what the factual models are for the baseline
risk assessment on which the assessment is based.

The health risks associated with current land use conditions
would occur under the trespasser scenario - trespassers
(children/adolescents playing on-site} would be exposed to
PAHs in soil and debris. The health risks under the future
land use scenarios would include using the site as a park
and recycling/composting center, building a residence
downgradient of the site and being exposed to contaminated
groundwater, or developing the site as a residential
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Comment 76:

community. A complete discussion of all the scenarios is
included in the Baseline Risk Assessment in the RI report.

The city of Woodstock submitted a written comment stating
that they are opposed to the proposed remedy as they believe
it is overly conservative and would result in an unnecessary
cost to the resgsidents and tax payers of the City of
Woodstock. The City of Woocdstock agrees that corrective
action is needed at the site and that a major component of
the corrective action should involve the reduction of
leachate generation. The city indicated that they believe
that Alternative 4 can provide adequate protection of human
health and the environment and that this alternative will
protect the residents of the community at a substantially
lower cost to the taxpayers. The city states that they must
consider the cost and cost-benefit comparison of all
expenditures and must justify the expenditure to the local
tax payers. The city believes that future risks have been
minimized through the institutional controls and in their
written comment they offer to consider any additional
restrictions or limitations on the future use of the site
that are needed to assure that future use activities
considered in the Baseline Risk Assessment do not occur.

The city requests, in their written comment, that USEPA and
IEPA again evaluate the information provided with the FS
report and additional information that can be provided by
the technical consultants to determine if a less costly
option for correction action would provide adequate
protection at the site.

In their written comment, the City of Woodstock requests
financial assistance from Superfund to pay for at least a
portion of the cost.

USEPA and IEPA agree with the City of Woodstock that
corrective action is necessary and that a major component of
the corrective action should involve reduction of leachate.
USEPA and IEPA further note that the only practical control
for leachate (without the inclusion of additional
engineering controls such as a leachate collection system)
at the Woodstock site is an effective cap that minimizes
leachate while favorably satisfying the criterion of long
term permanence. USEPA disagrees with the City's contention
that the preferred alternative (Alternative 7) is overly
conservative. USEPA notes that the preferred alternative
does not propose a leachate collection system as is
typically required, but attempts to remediate existing
groundwater contamination and to minimize infiltration into
the landfill utilizing a cover that is cost effective and
that will remain effective over the long term. USEPA does
not agree with the City's proposal that a substandard cap
should be constructed and institutional controls relied on
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for protection. 1Institutional controls provide little, if
any, protection against ecological and environmental
impacts.

EPA does not agree that the preferred alternative represents
an unnecessary expense. The cover system proposed in
Alternative 4 would not be adequately protective of the
environment because it would have an insufficient thickness
of final cover material to adequately protect the low
permeability barrier layer and that this would lead to loss
of effectiveness and possibly failure of the cap's barrier
layer over time. USEPA concludes that there is sound
technical information available which indicates that the 6"
of topsoil proposed on top of the low permeability layer in
Alternative 4 will not adegquately protect that layer from
root penetration, freezing, and other mechanisms that may
damage the barrier layer or severely reduce its
effectiveness. The frost depth in Northern Illinois exceeds
30", indicating that the Alternative 4 barrier layer would
be subject to potential frost damage, since it would only be
6" below the ground surface. There is not a landfill
vegetative cover type that is available with suitable
characteristics that could be established with a root zone
depth of less than 6". Therefore it is likely that
opportunistic deep rooted weed species will encroach onto
the landfill. USEPA is especially concerned that the type
of damage to the barrier layer that is likely to occur from
root penetration or freezing could go undetected during the
pericdic visual inspections of the landfill cover that will
be required under an operations and maintenance monitoring
program.

As requested by the City, USEPA has reevaluated the
information provided with the FS report and concludes that
Alternative 7 is the least costly option that can be
selected as a remedy and still meet Superfund criteria and
be adequately protective. Alternative 4 must be eliminated
from further consideration during selection of the remedy
because it does not meet Superfund threshold criteria and
does not favorably satisfy the primary balancing criteria.
Under CERCLA an alternative must comply with ARARs and must
provide overall protection of human health and the
environment to be considered for selection as a remedy.
Also, a consideration of long term effectiveness for the
site includes an evaluation of the magnitude of risk from
wastes remaining at the site under the alternative, as well
as an assessment of the potential need to replace key
technical components such as the cap. As discussed
previously in this response, USEPA concludes that
Alternative 4 would have an insufficient thickness of
protective cover over the barrier layer and due to the
resultant potential for damage or failure, would not
favorably satisfy the criterion of long term effectiveness
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and permanence. Alternative 4 does not favorably satisfy
the criterion of short term effectiveness, or the USEPA
preference tor treatment, 'because no groundwater treatment
would be included in the city's proposal.

Based on a cost analysis USEPA concludes that Alternative 7
ig cost effective by providing the most cost benefit for
effective reduction of leachate generated from infiltration
when compared to the other alternatives. Both the City and
USEPA agree that reduction of leachate is paramount to the
success of any remedial action. Based on results of HELP
modeling conducted by the PRPs during the FS, Alternative 7
would result in approximately 1.3 million gallons less
leachate being generated each year than if the Alternative 4
cap were installed at the Woodstock Site. Based on the
amount of leachate generated by each cap, the Alternative 7
cap is 69% more efficient. This benefit of increased
VLARUUT VIR TUNRD WU VI v 4SRN i U i W s
capping portion of the remedy. Using Alternatives 4 and S
as a baseline, Alternatives 10 and 11 reduce leachate
generation by an additional 30% beyond the amount reduced by
Alternatives 6 and 7, but with an additional 148% increase
in cost. Based on this analysis Alternatives 6 and 7 will
provide the best cost benefit in reducing leachate
generation.

Since there are viable PRPs who are potentially able to fund
the remedy, the USEPA and IEPA are not considering funding a
portion of this remedy.

The Woodstock Municipal Landfill Steering Committee submitted numerocus
comments which were bound together in a volume titled "Public Comments on

the Proposed Plan Woodstock Municipal Landfill Woodstock, Illinois. These
comments are summarized below:

Comment 77:

Response:

EPA HAS IMPROPERLY BIASED THE ADMINISTRATIVE RECORD BY ITS
REFUSAL TO ACCEPT OR EVEN PLACE IN THE RECORD NUMEROUS SOUND
JUDGMENTS MADE BY WARZYN.

The USEPA reviewed all the Warzyn work products pursuant to
the provisions of the Administrative Order on Consent
("AOC") which was signed by the City of Woodstock and Allied
Signal Corporation. The AOC clearly stated that Warzyn's
activities were subject to USEPA approval in consultation
with IEPA. USEPA followed its own Agency guidance in

determining which documents it would place in the Woodstock
administrative record.
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Comment 78:

Respon

Comment 79:

Response:

EPA REQUIRED AN APPROACH TO RISK ASSESSMENT WHICH CAUSED THE
RISKS FROM THE LANDFILL TO BE OVERSTATED.

The USEPA did not require an approach to the Baseline Risk
Assessment that caused the risks from the landfill to be
overstated. The risk assessment was developed in accordance
with the NCP and USEPA guidance, and clearly documents the
fact that the impacts occurring to the surrounding media
present unacceptable current and future risks to human
health and the environment. The guidance states that the
intent of determining a reasonable maximum exposure is to
estimate a conservative exposure case that is still within
the range of possible exposures to a receptor. This clearly
was the rationale used for exposure scenarios developed for
the Woodstock site. Additionally, guidance also requires
that land use projections, while potentially useful
information, are not to be relied upon as proof that a
certain land use will or will not occur.

Statements and positions contained under this heading,
such as reliance on institutional controls, have been
addressed in previous responses.

EPA INCORRECTLY REQUIRED WARZYN TO REMOVE ITS CONCLUSION
THAT ALTERNATIVE 4 WOULD PROVIDE PROTECTION OF HUMAN HEALTH
AND THE ENVIRONMENT.

In their comments in this section the PRPs conclude
that the landfill cover reconstruction, which is a
primary component of Alternative 4, would be adequately
protective of human health and the environment.

USEPA and IEPA have concluded that the proposed Alternative
4 cover reconstruction would not be adequately protective of
the environment. The National Contingency Plan directs that
alternatives shall be assessed to determine whether they can
adequately protect human health and the environment. As
stated in 40 CFR 300.430, overall protection of human health
and the environment draws on the agsessments of other
evaluation criteria, especially long-term effectiveness and
permanence, short term effectiveness, and compliance with
ARARs. The proposed Alternative 4 cover reconstruction does
not favorably satisfy the criteria of long term
effectiveness and compliance with ARARs for the following
reasons:

* Alternative 4 would not favorably satisfy the criterion
of long term effectiveness and permanence. In accordance
with the National Contingency Plan USEPA is required to
assess the alternatives for the long term effectiveness and
permanence they afford, along with the degree of certainty
that the alternative selected will prove successful. The
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NCP further directs that factors that must be considered
should include the magnitude of residual risk remaining from
untreated waste remaining at the conclusion of the remedial
action and the adequacy and reliability of controls. Under
this criterion USEPA is required to consider the mobility of
untreated waste remaining at the conclusion of the remedial
action and assess the potential need to replace technical
components of the alternative, such as the cap. Based on
information submitted by the PRPsg in the FS, USEPA concludes
that the Alternative 4 cover is not effective in reducing
the mobility of waste materials remaining at the conclusion
of the remedy. The potential for mobility. of wastes
remaining in the landfill is directly related to the amount
of leachate generated from infiltration. Based on modelling
in the FS, it is estimated that the Alternative 4 cover
would reduce infiltration to 1.82 inches/year from the
current estimated 6.9 inches per year. This is a 74%
reduction in leachate generation from infiltration. The
minimum cover required by current Illinois regulations would
reduce leachate generation by 93%, to approximately 0.51
inches per year. According to the FS, Alternative 4 would
result in approximately 1,929,840 gallons of leachate
generated per year from infiltration, compared to less than
700,000 gallons per year with the minimum cap required by
the current Illinois regulations. Therefore, the
Alternative 4 cover would result in the additional
generation of approximately 1.3 million gallons of leachate
per year compared the minimum cap required by the current
Illinois regulations. Because there are no other proposed
controls for leachate, such as a leachate collection system
or basal liner, USEPA believes that reducing leachate
formation to the maximum extent practicable is essential for
adequate protection of the environment.

When considering long term protection from residuals and the
possible need for replacement of technical components of the
remedy, the Alternative 4 cap would have an insufficient
thickness of final cover material to adequately protect the
low permeability barrier layer and that this would lead to
loss of effectiveness and possibly failure of the cap's
barrier layer over time. USEPA concludes that there is
sound technical information available which indicates that
the 6" of topsoil proposed on top of the low permeability
layer in Alternative 4 will not adequately protect that
layer from root penetration, freezing, and other mechanisms
that may damage the barrier layer or severely reduce ‘its
effectiveness. The frost depth in Northern Illinois exceeds
30", indicating that the Alternative 4 barrier layer would
be subject to potential frost damage, since it would only be
6" below the ground surface. USEPA does not believe that a
landfill vegetative cover type is available with suitable
characteristics, that could be established with a root zone
depth of less than 6". Therefore it is likely that
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Comment 80:

R onse:

Comment 81:

opportunistic deep rooted weed species will encroach onto
the landfill. USEPA is particularly concerned that the type
of damage to the barrier layer that is likely to occur from
root penetration or freezing could go undetected during the
periodic visual inspections of the landfill cover that will
be required under an operations and maintenance monitoring
program.

* The cap proposed in Alternative 4 would not attain
Applicable or Relevant and Appropriate Requirements (ARARS)
under State environmental laws and therefore would not
satisfy the criterion of Compliance with ARARs. The cap
proposed in Alternative 4 would not meet the requirements in
35 IAC 811.314 for a landfill cover system because: 1) the
low permeability layer as proposed would be an insufficient
thickness; 2) the low permeability layer as proposed would
have too high a permeability; and 3) the final protective
cover layer over the low permeability layer have an
inadequate thickness.

The combination of institutional controls, natural
attenuation, and monitoring is the appropriate remedy to
address the contaminated groundwater.

The use of institutional controls to supplement engineering
controls is appropriate and will be a part of the remedy
chosen for the Woodstock Municipal landfill site. However,
regulations which govern the Superfund program, as found in
40 CFR 300.430(a) (1) (iii) (D), dictate that the use of
institutional controls shall not substitute for active
response measures (e.g., treatment and/or containment of
source material, restoration of groundwaters to their
beneficial uses) as the sole remedy unless such active
measures are determined not to be practicable, based on the
balancing of trade-offs among alternatives that is conducted
during the selection of the remedy. Consequently,
institutional controls cannot be relied on as the sole
remedy at the Woodstock Municipal Landfill site because
active remedial measures, such as groundwater extraction and
treatment, are practical to address groundwater
contamination at the site.

The zone of groundwater contamination is completely
beneath the landfill and the adjacent wetlands. The direct
effect of extracting groundwater from beneath the wetland,
will be the de-watering, and destruction of the wetland
environment. In addition, implementation of a groundwater
extraction system would require construction activities to
occur in the wetlands.



Responsiveness Summary
Woodstock Municipal Landfill

Response:

Comment 82:

Response:

Comment 83:

Response:

Implementation of any groundwater extraction, treatment or
control system requires close monitoring of many aspects
that could potentially be impacted by the system. For the
Woodstock Municipal Landfill site, aspects that must be
monitored include, but are not limited to, horizontal and
vertical influence of dewatering, impact on the wetland
water levels, limiting potential extraction of additional
leachate from the landfill, flow rates, and the ability to
reduce and capture contaminants.

USEPA and IEPA have previously agreed with that a pilot
study would be appropriate to determine the effect on these
specific conditions and allow calibration of the system to
limit adverse impacts and maximize treatment efficiency.

In addition to fine tuning the groundwater extraction
system, there are a number of viable options which could be
used if necessary to prevent dewatering of the wetlands.

For example, recharging treated water back into the
groundwater by injection wells could limit the potential for
dewatering the wetland and could create an artificial
barrier control condition between the system and the
landfill if the system is determined to be drawing leachate
from the landfill.

Groundwater extraction is likely to be ineffective in
reducing vinyl chloride concentrations in the aquifer beyond
the rate which is already occurring by natural attenuation
and biodegradation.

USEPA believes that without obtaining further information
through a pilot study extraction and treatment system,
reliable conclusions about the lack of effectiveness of such
a system, cannot be made.

Since the flow regime appears to be easily confined and the
discharge location is known, installation of a groundwater
control system is an appropriate response.

ALTERNATIVE 4 DOES COMPLY WITH THE ARARs FOR THE WOODSTOCK
LANDFILL.

It is contrary to law for the PRPs to assume the
responsibility of identifying ARARs for a site. The NCP
clearly states that lead (USEPA) and support (IEPA) agencies
identify ARARS related to specific actions for a site. The
lead and support agencies may also, as appropriate, identify
other pertinent advisories, criteria, or guidance. 1In
regards to the Woodstock site, the Agencies have clearly
stated that the ARAR in regards to a cap is IAC 811.
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Comment 84:
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nge:

It is important to note that the 811 rules were implemented
to reduce the amount of leachate generated, reduce the
amount of leachate available for escape, reduce leachate
contact time, ensure quality control over liner
construction, and improve monitoring and response
requirements. Because leachate controls such as a leachate
collection system or basal liner are not being specified in
this Record of Decision, controlling leachate and adequate
protection of the environment depend entirely on an
effective cap. The necessity to satisfy the evaluation
criteria and the above rationale most clearly require that
811 be identified as an ARAR.

The final cover requirement of Section 807.305 is the ARAR
applied to the similar Tri-County/Elgin Landfills located
in Elgin, Illinois.

This statement is incorrect. The final cover requirement as
stated in the Record of Decision for the Tri-County/Elgin
Landfill is "Construction of a landfill cover (cap) in
compliance with Title 35, Illinois Solid and Special Waste
Management Regulations, 807.305 and RCRA Subtitle D cover
requirements. The FS did contain a "D" type cap in
Alternatives 8 and 9.

It is alsc important to note that conditions differ
between the Tri-County/Elgin landfills and the Woodstock
Municipal landfill site. At the Woodstock Municipal
Landfill site the current Illinois Solid Waste Cover
regulation, 35 TJAC 811.314, more fully matches the site, and
must be followed for adequate protection of the environment.

There are a variety of other leachate control mechanisms
that are being applied to the Tri-County/Elgin Landfills
Site that are not specified in the Record of Decision for
the Woodstock Municipal Landfill Site. It is important to
note that due to many site specific conditions at the Tri-
County/Elgin Landfills, the remedial solution includes
groundwater collection, treatment, and disposal, and
landfill gas collection and flaring. In addition, at the
Tri-County/Elgin Landfill, a confining silty-clay layer
under the site acts in combination with the horizontal
groundwater control system as a landfill liner.

A landfill cover system, by itself, can not be considered
out-of context, that is, without the additional combination
of remedial actions, as a sole remedial solution to a site.
The final remedial action on a site is typically a host of
controlling aspects that work together toward a single goal
of reducing the risk of exposure. The combination and -
interaction of several remedial aspects becomes a
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Woodstock Municipal Landfill

Comment 85:

Response:

synergistic relationship that as a whole is considered the
solution to the site.

The primary concern at a landfill is controlling leachate
generation and migration. This control can occur at the
landfill cover, with leachate extraction, or through
groundwater flow control. It is not appropriate to simply
compare the recommended landfill cover systems without
comparing the site specific geclogic, hydrogeologic and
other aspects of the remedial package.

USEPA's Region V selected natural attenuation, along

with monitoring and institutional controls, as the remedy
for groundwater contamination at the Oak Grove Sanitary
Landfill, located in Anoka County, Minnesota.

The decision to select natural attenuation as one part of
the remedial activities at the Oak Grove Sanitary Landfill
in Anocka County, Minnesota was based on several factors such
as difficulty in capturing the plume and cost effectiveness,
At the Woodstock site, groundwater treatment is practical
and cost effective.

It is crucial to emphasize that the rationale for applying
natural attenuation at the Oak Grove site has several key
elements that differ from the PRPs preference for
Alternative 4 at the Woodstock Municipal Landfill. The key
elements that differ are as follows:

* Active groundwater remediation was preferred and will be
considered short of the five year review period. 1In the
Consent Decree for the Oak Grove site, it was stated that
further review of the natural attenuation remedy will be
conducted after completion of the cover system and
completion of the monitoring network.

* Alternate control mechanisms are being used at the Qak
Grove site including a 60 mil membrane layer which is
expected to halt further leachate generation.

* Aquifer conditions differ significantly, including
horizontal extent of contamination,
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Survey

Bates, £.. U.5. EPFA
and Winner, L., IEPA
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Hachunas, C. & Nelson, S.. U.5. EPA
Pratl. A., Ecology &

Environsent, ing.

Divrer, L., IEPA and
Nelsan, §.. 4.5. EPA

Beaie, J., Allied U.5. EPR
Automotive

J.5. EPA

Hola, W,, Weston Faryan, 5., U.5. EP&
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Cover Letter tor Cospieted EFA Fora- 8900
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HRS Scoring Package

Site Assessaent

Well Saspling Data troa 7/68

Analysis of Organic Cheeical Cospounds dy Bas
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Tsai, C.

Tsai, ©

Suburban Laboratori-
es, [nc.

Neison, R.. U.3. DO

isai, €.

Niedergang, N.. U.35.
EPA

U.5. EPA

Schaefer, R. and
Gade, M.. U.5, EPA
Child, W.., IEPA
Moeller, D., Arrow
Alusinue Castings,
[ne.

Straw, A., Waste
Ranigesent of
1111nois, Inc.

of Noodstoch

Maher, K., Croser,
Eaglesfinld & Maher

U.5. EFA

RECIPIENT

Matz, 3., foy F.
Weston, inc.

Swale. R.. U.3, EP#

U.3. EFA

FRPs
Waste Managesent of
Il1ineis, lac.

U.5. EPA

Constantelos, B..
u.5. EPR

Watts, 5.M., U.5.
EPA

Fuighua, A., U.S.
EPA

Swale, R. and
Fulghua, M., U.5.
EFR

Swale, R. and
Fulghus, M., U.5,
[14]

Respondents

TITLE/DESCRIPTION
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“rian dh Loty Srecars “ror Ssandiong
Guitance: *3tandars Joerating Fracedure for
tne Anaiysis of Semivaiatile Organics in

Drinking Nater...'

Suidance: “Standara Operating Procegure for

the dnalvsis of Pestizioes/PLHs 1n Niter Witn

Low Detection Levals,” Revised

anaireis of daeples Received 13/21:58

4.5. D01 s Cosments on the Ri;F3 Plan
Guidance: *Standard Operating Frocedure for
the Analysis of Volatile Orqanics With Low
Detection Limits...,* Revised

Letter of Potential Liability
Notification of Hazardous Waste Site
Region V Municipal Settlesent Guidance
Asendsent to the Enforcesent Mult:
Site Cooperative Agreesent

Response to 104{e) Inforsation Request.

Request Forwarded to Previous Owner

FOIA Requesting Linking Documentation
Regarding Waste Managesent

Letter re: Recosmendation That Client Approve

8/28/89 Draft Consent Order

Letter re: Recossendation That Ciient Sign
8/20/89 Jraft Consent Urder

Adeinistrative Orger By Consent. Sianature
Pages
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AUTHOR

#3ien, &, 4.3, EF4

citizens

. EPA

gglen, W., U.5. EPA

. EFA

ih,5, EPA

U.5. EFA

Cirfton, T,, City of
Woodstock

Woodstock Municipal
Landfili Steering

Cosmlttee

Lawsan, D., U.S. EPA

waoDnsToCck,

ILLINOIS

UPDATE #1

Q6/30/93

Vagt, F., War:en
Inc.

U.8. EPA

Publ:c

Yagt, P., Warzyn
inc,

fublic

Public

Public

Bolen, ¥,, U.5. EPA

U.5. tFA

Cowgill, D.. U.5.
EPA

Letter rps U.5. EFA s Zoasente 2n the Draft
£

Citizens Signatures Regquesting a I Dav
Extencion to the Public Comaent Perioo

Fublic Rotice: Announcesent of the Public
Cossent Period re: the Resediai Alternatives,
Which Ends May &, 1993

Letter re: U.3, tFd's Receipt of the Draft FS
Pubiic Notice: Public Coament Period Extended

until June 5, 1993

News Release: "EPA To Hold Workshops on
Woodstock Superfund Site Jupe 2°

Fublic Notice: U.5. EPA To Hold Workshops on
the Woodstock Superfund Site on June 2, 1993.

€ity of Woodstock s Fublic Cossent to the
Proposed Plan

Fublic Cossents on the Proposed Plan (Certain
Appendices Oeitted, See List of Appendices

Field Trip Repert
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U.S. EPA GUIDANCE ADDENDUM TO THE ADMINISTRATIVE RECORD

WOODSTOCK MUNICIPAL LANDFILL
WOODSTOCK, ILLINDIS

UPDATE #1

(These guidance documents are available at U.S. EFPA. Region V)
0&/30/93

IATE GUTHOR RECIPTENT TITLE BESCRIPTION

GRe00it y,3, EFR ¥.5. EFA CERCLA s1te Discharges to FOTWs,

EPA: 380. B=F0/903
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09153/39

519,89

092959

33.29789

1Gfﬁ3339

pe 0739

2/05/89

12:06/89

1272789

N3/06/%0

04/00/99

04/00/90

HiG0/90

04/09/90

04/20/50

96700790

06/G3/90

AUTHGR

Acbuire, M.

4.5. EPA

4.3, EPA

u,&,

(S 4]

EFd
Barry, R., Jonn J.
Woreied Lam Office

4.3, £PA

Nelson, R.. U.3. 001

Clay, D.. U.5. EPA

Warzvn, Inc.

Swale, R., U.5. EPA

Narzvn Inc.
Warzyn Inc.

Wariyn inc.

Versar, Inc.

Narzyn, Inc.

U.5. EPA

Angstsann, J.,
Versar, Inc,

RECIPIENT

SSX=32IZT

U.3, ePA

Respondents

Respondents

Fulghua, M., U.5.
EFA

Swale, R., U.5. EPA

U.5. EPA

U.5. EPA

vagt, F.. Warzyn
Inc.

u.5. EPR

U.5. EPA

4.5, £PA

U.5. EPA

U.5.EPA

U.5. EPA

FITLE/DESCRIPTION

2EEZZESI2TIIS3ISES

Rercnert Chevrglet & Dlasaobiie 3ales, inc. s
Sianature Agreeyng to the Consent Grger

Adwirlstratise Order By Consent, deendaent $1

Adeiniscrative Jrder oy Consent for RI/FS,
Finat

News Reiease: ‘EPA [dentifies 7 New Miawes:
Sites for Super‘und {ieanup®

{etter Requesting That Arrom Alusinus
Castings, Inc. Be Released From Liability

News Release: "City of woodstock. Allies
Chesical Corp. and Others Agree to
Investigate the Woodstock Mumicipal Landfili
Site'

Response to Request for Information on
Wetlands

Burdance: "Interim Policy on CERCLA
Settlesents [nvolving Municipaiities or
Muntcipal Wastes,® OSMER Directive #9834.13

Mip: RI/FS-5ite Base Map with 100 Foot Surve-
y Brid

U.5. EP&'s Revien Cossents Concerning the
RI/FS Planning Docusents

QAPP, Woi. 1 of 3. W1th Appendices A, B and C
aAPP. Voi. 2 of 3, Appendices G, E and F

@aPP, val. 3 of 3, Appendices 6, H, 1, J, K,
and L

Technical Oversight Data Quality 0bjectives

Map: RI/F5-Site Base Map Showing (oordinates-
¢ Gampling Locations

Fact Sheet: "Superfund Study Begins at
Woodstock Municipal Landfall®

Cosaunity Relations Plan, Final Plan
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08/ 1379

18715/

48,28/

16/17790

10730730

1700790

L1715/90

1270099

12:00/99

12/00/90

£2/00/99

12/18/90

12/18/90

01/16/91

*2=3=2==

Li Faire, M., U5,
£PA

#arzvn, Inc.
Compuches.rto
War:va, Inc.
Sosse, M., Yersar
Inc.

Warzvn, Inc.

Clav, B., U.5, €PA

Maher, K.. Erﬁler.

Eaglesfieid & Maher

Swaje, R,, U.S5. EPA
Warzyn inc.

Narzyn, Inc,

Warzyn [nc,

Narzvn Inc.

Warzyn Inc,

Narzyn Inc.

Narzys, Inc.

Warzyn, Inc.

Bosse. M., Versar,
Inc.

RECIPIENT
sszzzzaes

Lesser, 7., U,5. EPA

U.5. EPA

U.5. EPA

L.S. EPA

Swale. R., U.5. €PA

U.5. EFA

Swale, R., U.S5. EPA
ang ¥ashdburn, 5.,
T1EPA

Residents
U.5. EPA

U.5. EPA

U.5. EPA

U.5, EPA

i.5. EPA

U.5. EPA

U.S. EPA

U.5. EPA

U.5, EPA

TITLE/DESCRIPTION

STXSXITTER2ZIITRIZ

Report on Public Meeting Heid o/13/%

ingrjanic 4dnalvais Data Sheets
Volatile Orjanics Analvsis Data 3heets

Ingrganic Analysis Data Sheet Markee
*Leachate Data®

Fax Cover with Boring Logs Fros
8/1/%0-8/13/90

brawing of I-Sections

USWER Directive No. 9633.15: *Periorsance of
Risk Assesssent in Resedial
Investigation/Feasibility Studies Conducted
by PRPs*

Notice of Force Majeure

Cover Letter with Well Saspling Results
Technical Mesgrandus: Wetlands Delineation

Map: RI/F5-Water Table Contour Map (Sept. 20-
y 1990}

Technical Mesorandus: Hydrogeological
Investigation, Phase |

Technical Mesorandus: Prelisinary Baseline
Risk Assessaent

Technical Mesorandus: Source Characterization

Technical Mesorandus: Surface Mater/Sedisent
Evaluation

Map: RI/F5-Surface Nater & Sediment Sasple t-
ocation Map

Nap: RI/FS-Wgter Table Contour Map (Nov. &, -
1990)

QAPP: Oversight Acceotance of Collocated
Samples
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J/33091
04715791
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13/10/51

0o/18/%1
07/00/98
07702191

08/04/91

06:78/91

10700/91

AYTHOR
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Warzyn Inc.
didaen, J., darzvn
Ac.

Warzem, inf,
Warzvn, inc.

Vagr. P., Warzyn,
Inc

J.3. EPA

Andersor, D., City
~d7 “wodlrs coéx

Eosse, M., Versar
Kaher, .. and
Ellis, M.

Vagt, P.. Warzva,
Inc

Vagt, P., Warzyn,
Inc

Miedergang, M., U.S.
EPA

Hudak, D., U.S. DG!
Nariyn Iac.
Nelson, R., U.5, DOI

Swale, R., U.S. EPA

Warzyn, Iac,

Bollo, .. U.5. EPA

RECIPIENT

I=3XZZIsS

U.5. EFA

Swale, ®., U.3,

Swaie, K., U.3. EPA

Swaie, K., U,3. EFA

Swale, A., 4.5, EPA

Bacon, 1.M., McHenry
"Courtty “redu, oy
Health

Swale, R., U.5. EPA

U.5, EPA

Swale, R., U.S. EPA

Swale, R,, U.5. EPA

Maher, K., Cromer,

Eaglesfield & Maher

Swale, R., U.5, EPA

U.5. EPA

Swale, R., U.5. EPA

Vagt, P., Marzn
Inc.

U.5, EPA

Raher, K., Croaer,
Eagiesfield &k Maher

TITLE. DESCRIPTION
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Technical Mesorandue: Hvdroqeoingica:
investication, Fhase |

echnicai Mesorangua: Surface Water:Sediment

7
Evdiudlion
Fax Cover with Fieid 3oring Logs !1/%1

Fax Cover with Fieid Boring Logs i/

groundwater Sampling Parameters (Pnase i:
Round 2; Phase il: Roung 1

Fact Sheet: "Moogstock Municipal Landfill
Superfund Site*

Invitation to Inforsational Meeting Reqarding
“tme Wi
Statistical Sumsary of Sediment Backgrouns

Data for RI/FS

Transasttal Letter with List of Solid Waste
Mosasdi “Iioes Con e brendoern ) InoTs

Respondents’ Reply to U.S. EPA's Response to
Motice of Disoute

Phase i: Round 2: Phase I1: Round 1 Sampling
Results with Map & Laboratory Qualitiers

Correction for Gata of 4/3/91

Final Decision and Resolution of Dispute

4

4.5, D0i s Comaents on the Draft F3
GAPP Addendua With Attacheents
U.5. 001 s Coesents on the Rl Report

4,5, EPA’s Cossents on the Draft R Report

Inorganic and Organic Analvsis Data Sheets

Response to Letter ot October 4, 1991
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2970542

93/13:92

63721192

{6/00/52

06/00/92

06/04/92

06/11/92

06/12/92

07116/

07731492

08/04/92

09/09/92

10700/92

10/30/92

Naher, L., Croser.
Eaglesfield & Maher

Bolen, B.. U.5. EPA
Bojen, W, J.5, EPA
vagt, F., Warivn
inc.

Vagt, P.. Warzvn
Inc,

[DPH & ATSDR

darzyn Inc,

Rarzyn Inc.

Widean, J.. Wariyn
Inc.

Vagt, P., Warzyn
Inc,

Widean, J.. Marzvn
fac.

Boien, W., U.5. EPA
Vagt, P., Warzyn
Inc.

Boles, V., U.S. EPA

Bolen, ¥., U.5. EPA

U.5. EPA

Naher, K., Croaer,
Eaglesfield & Maher

RECIPIENT
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Botio. N.. 4.5. EPA

vagt, P.. daravn

Engineering Inc,

Widean, Warzvn [ac,

Balen, B.. U.5. EPA

Boien, W., U.5. EFA

U.5. EPA

Woodsteck PRP Greup
Steering Committee

Woodstock PRP Group
Steering Comsittes

Bolen. M., ¥.5. EPA

Bolen, M., U.5. EPA

Bolen, W.. U.5. EPA

Nidsan, J., Narzyn

Inc.

S8clen, #.. U.,5, EPA

Falco, C., IEPA

Vagt, P., darzyn
Inc,

Bollo, N.. U.S. EPA

TITLE-DESCRIPTION

IESSSIsss3s===zz==

Letter Discussing 3tatus of Ri-F3 ang tre ADL
Resporndents .PRFs: Perfarmdnce

U.2, EPA = Cosments an the ng Draft Ri
Asport

ii,3, EPA's Review and Cosaents on the March
1992 RI ReportiEcological Ascecsaent

Reguest far Clarification on U.3. £F&
Cossents Dated May 5, 1982

IEPA’s Comments on the Raseline Risk
Assessaent, Final RI Repoert and Harivn's
Response to [EPA's Comaents

Interis Prelisinary Health Assessaent

Final Resedial Investigation Report. Voi. !
Final Resedial Investigation Report. Vel. {!

Response ta U.5. EPA's Cossents on the R!
Report Dated May 20, 1992 re:
Arsenic/Alusinua Methods

Response to Final U.S, EPA's Comsents re: R
Report

Response to .5, EPA's Comsents on the Final
Draft RI Report Dated May 20, 1992

U.5, EPA's Response to 7/10/92 F5 Schedule
Schedule for the S
Request for (EPA's Review of the Alternatives

Array

Letter re: U.5, EPA's Cossents on the Draft
Rlternatives Array

Fact Sheet: "Resedial investigation Coaplete®
Letter re; RPM's Directions to Resove

Portions of Text Discussing Institutional
Controls in the FS
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Bolen, W., U.5. EPA
Vagt, P, Marzvn
Ing,

vagt, F., Warzva
inc.

Falco, €., IEPA

£

Bollo, N.. U.5. EFA
Bolen, W., U.5. EPR
K., 0.5, EA

Balen,

Vagt. P.. Warzvn

Bolen, W., U.5. EPA

RECIPIENT

STIIIZIET

vagt. P., Warzen
Inc.

doien, ., U.3.

Boten, ¥.. U.5.

bolen, M., U.5. EPA

Maher, K., Croser,
Eaglesfield & Maher

vagt. P.. Warzyn
ing.

Vagt, P.. Warzyn
Inc.

foien, ¥., U.S. EPA

U.5. EPA

U.5. EPA

TITLE/DESCRIPTION H
Letter re; 0.5, EPA's Second Disapprovai
Notice for the Draft FS

Reguest for NMeeting te Discuss U.S. EPA s
12/8/92 Cosaents on the First Draft FS Report

Letter re: Subsitting Second Draft of F§ in
Accardance With the Schedule

{EPA’s Comments on the ARAR s and the F3

ietter re: Reisons For Belisving that MCLs
Are Not ARARs

Letter re: Third ﬁxsannroval Notice for the
FS Report

Letter re: Third Disapproval Notice for the
FS Report, Foliow-up to 3/15/93 Letter

Recuest for Clarification on U.5, EPA
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APPENDIX II
RESPONSIVENESS SUMMARY
WOODSTOCK MUNICIPAL LANDFILL SUPERFUND SITE
WOODSTOCK, ILLINOIS

OVERVIEW

In accordance with CERCLA Section 117, 42 U.S.C. Section 9617, the United
States Environmental Protection (USEPA) held a public comment period from
April 9, 1893 to June 9, 1993 to allow interested parties the opportunity
to comment on the Remedial Investigation (RI), Baseline Risk Assessment
(BLRA), Feasibility Study (FS), and the Proposed Plan for the Woodstock
Municipal Landfill (the "Site"}. USEPA presented the Propocsed Plan to the
public at an April 28, 1993 public meeting held at the Woodstock Public
Library. At this meeting, the RI, FS, and Proposed Plan were summarized,
questions answered, and comments were accepted from the public.

The purpose of this responsiveness summary is to document comments received
during the public comment period and USEPA's responses to these comments.
All comments received by the USEPA were reviewed. Those comments are
grouped and summarized in this document and were considered prior to
USEPA's final decision for remedial action at the site. Comments received
that were outside the scope of this responsiveness summary are not
addressed.

An Administrative Record has been compiled upon which the selection of the
remedy is based with an index as Appendix I.

The responsiveness summary is presented in the following sections:

SECTION A. BACKGROUND ON COMMUNITY INVOLVEMENT
SECTION B. SUMMARY OF COMMENTS FRCM THE LOCAL COMMUNITY
1.0 TECHNICAL ISSUES
1. NATURE AND EXTENT OF CONTAMINATION
COVER ISSUES
GROUNDWATER EXTRACTION
ECOLOGICAL ISSUES
EXPOSURE AND RISK ASSESSMENT
COMPARISON TO OTHER SITES
EQUIVALENT PERFORMANCE OF OTHER ALTERNATIVES
PERMANENCE OF REMEDY AND EFFECTIVENESS
SUPERFUND PROCESS
3.1 SUPERFUND PROCESS - GENERAL QUESTIONS
3.2 SUPERFUND PROCESS - PRP AND ENFORCEMENT ISSUES
3.3 COMMUNITY ACCEPTANCE/INSTITUTIONAL CONTROLS
4.0 LANDFILL REGULATIONS/STATE RESPONSIBILITY
5.0 MISCELLANEOUS COMMENTS
SECTICN C. SUMMARY OF COMMENTS FROM THE POTENTIALLY RESPONSIBLE PARTIES
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A. BACKGROUND ON COMMUNITY INVOLVEMENT

Since this site was listed on the National Priorities List (NPL} in October
1989, community concern and involvement have remained strong. There has
been considerable congressional and media attention on the site for the
past several years and more recently since the proposed plan has been
issued. The McHenry County Defenders have also been extremely active in
enhancing community awareness.

Judging from the comments received during the public comment period, one
faction in the community strongly opposes the recommended alternative and
another faction strongly supports USEPA's preferred remedial choice. The
City of Woodstock, who is a potentially responsible party for the site,
opposes USEPA's recommended alternative because they believe it is
overprotective and too costly. The PRPs prefer Alternative 4 which, in
general, included reconstruction of the existing cap. Many residents of
Woodstock agree with the PRPs' expressed concerns. A community group, the
McHenry County Defenders, advocated a similar remedy to USEPA's preferred
alternative that also inveolved a geosynthetic cap, but differs in that they
prefer bioremediation of the contaminated groundwater instead of extraction
through a pump and treat technology. They also supported placement of a
"natural prairie" type vegetative cover.

B. SUMMARY OF COMMENTS FROM THE LOCAL COMMUNITY

This section summarizes both written comments received by USEPA during the
public comment period and verbal comments from the public meeting on April
28, 1993. Most of the written comment letters received by USEPA during the
public comment period contained multiple comments on different issues. 1In
many cases an essentially similar comment was made by several different
commentors. In order to focus the response, similar comments were grouped
together or were paraphrased, if this could be done without changing the
intent or meaning of a specific comment received by USEPA.

1.0 TECHNICAL ISSUES
1.1 NATURE AND EXTENT OF CONTAMINATION
Comment 1: What are the concentrations of vinyl chloride in the ground

water adjacent to the landfill and what kind of levels of
vinyl chloride did you find in the control wells that are
not ordinarily contaminated? What is the maximum allowable
limit of vinyl chloride in groundwater? What is the source
of the vinyl chloride?

Response: The average vinyl chloride concentration detected in the
monitoring wells that were contaminated, MW4D and MW8, was
approximately 20 parts per billion (ppb). Vinyl chloride
was not detected in any of the control wells (referred to as
background wells). In accordance with Illinois Groundwater
Quality Standards in 35 Illinois Administrative Code Section

-2 -
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Comment 2:

Response:

Comment 3:

Responge:

Comment 4:

Response:

620.410, the maximum allowable limit of vinyl chloride in
groundwater is 2 ppb. The source of the vinyl chloride is
the landfill. A specific area or specific source within the
landfill was not identified, but the contaminated
groundwater plume extends downgradient from the south edge
of the landfill.

How large is the vinyl chloride plume in terms of area and
how many gallons of water have to be treated through the
pump and treat extraction process?

The vinyl chloride plume was estimated in the RI to have an
area of approximately 220,000 square feet. The volume of
groundwater containing vinyl chloride was therefore
estimated to be 6.6 million gallons. While it would be
possible to remove 6.6 million gallons of water from the
aquifer in 92 days by pumping at 50 gpm, this amount of
pumping would not result in lowering the levels of vinyl
chloride to 2 ppb, the maximum allowable level due to
factors such as adsorption of the vinyl chloride to the
aquifer materials. Several pumping events would be
necessary to lower the vinyl chloride concentration to this
concentration. At this time, the number of required pumping
events is not known, therefore an accurate amount of gallons
of groundwater necessary to be removed cannot be determined.
It was estimated in the RI that between 52 and 130 million
gallons of groundwater may be removed before the groundwater
is cleaned up to the 2 ppb level.

If the vinyl chloride is a final product of the degradation,
isn't it going to go away by itself shortly?

In the FS it was estimated that it would take 40 to 70 years
for groundwater contamination in the vinyl chloride area to
reach groundwater standards through advective flushing and
other natural processes, assuming no further vinyl chloride
migrates from the landfill.

Have any dense non-aqueous phase liquids been found? Have
you sampled all the way down to the base of the aguifer?

No dense non-agqueous phase liquids were found during the RI
at the site. A number of the ground-water monitoring wells,
located both upgradient and downgradient of the landfill,
are monitored such that they extend to the base of the upper
aquifer and slightly into the underlying clay till.
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Comment 5:

Response:

Comment 6:

Regponge:

Comment 7:

Re

on

Are there any current or existing unacceptable human risks
found in the groundwater around the landfill? Have you done
any testing? When was the last time that testing was done?

No existing unacceptable human health risks have been
identified for groundwater around the landfill. Sampling of
select residential wells was last conducted during July
1990. In addition, it is important to note that Superfund
regulations, as found in Section 300.430 Volume 40 of the
Code of Federal Regulations, require that USEPA characterize
potential threats to human health and the environment, as
well as existing threats. Shallow offsite groundwater
downgradient of the landfill was determined to pose an
unacceptable potential human health risk, due to the
presence of vinyl chloride.

COVER ISSUES

Why is there a difference in the amount of wetlands that
would be filled in between the clay cap and the geosynthetic
cap? How much would that difference be?

At the landfill cover perimeter the existing refuse side
slopes will be regraded to approximately a 4 to 1 slope
(i.e. 4 ft of horizontal distance for each 1 ft of vertical
drop) in order to accommodate an up-graded cover. Thicker
cover materials will require that side slopes extend further
out from the landfill to maintain the same slope.

In the FS, it was estimated that 1 to 2 acres of wetlands
would be lost and would have to be replaced if a cap as
specified in Alternatives 8, 9, 10, or 11 was selected. The
cap as proposed in Alternative 7, the USEPA's selected
remedy, was also evaluated in the FS by the PRP's consultant
and it was determined that no wetland loss would occur with
this type of cap.

Why is a cap necessary if the waste has been there almost 20
years, if no contamination has been released, and if
contaminants aren't in the Kishwaukee River yet.

It was documented during the RI that the landfill is
impacting the groundwater, surface water and sediments and
that the primary source of these impacts comes from the
leachate which is emanating from the landfill.

During the RI, the current landfill cover was examined in
several areas and was found to be inconsistent in thickness
and types of materijals. Although the RI workplan called for

- 4 -
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Comment 8:

Re nse:

Comment 9:

a phased investigation of the existing cover, based on that
initial investigation it was determined that the existing
cover was inadequate and that a more detailed investigation
was not warranted. The existing cover is degraded allowing
precipitation to flow through the waste to generate
leachate, and is eroded to the point where refuse is exposed
at the surface. In addition, the current cap is poorly
graded and rainwater forms small ponds in several areas on
the landfill which directly drain into the landfill forming
leachate.

The purpose of capping the landfill is to limit infiltration
and thus leachate generation, and prevent further releases
from the landfill to groundwater, surface water, and air. A
cap would also reduce the potential for direct contact with
the waste and prevent further degradation of the wetlands
surrounding the site.

What is the nature of the synthetic membrane? 1Is it high
density polyethylene?

The membrane which will be part of the new cap will likely
be a polyethylene barrier. The density would be subject to
USEPA and IEPA approval depending on the other components
included in the cover. Final approval of all cap components
will occur during the remedial design stage.

How thick is the membrane and how will it be seamed? My
concern is not s© much the membrane itself, but where it's
seamed, because heat may volatilize the components of the
plastic and their loss lead to cracks in the membrane.

A high or low density polyethylene membrane would a minimum
of 20 mils (20 thousandths of an inch) thick. If seaming is
done by extrusion welding then a minimum of 30 mils would be
required.

Since the temperatures used during welding the seam would be
in the same range as those used in the original membrane
manufacturing process, heat extrusion welding should not
change the chemical or physical nature of the polyethylene.
USEPA would require that seam welds be systematically tested
during construction of the barrier layer at the landfill. A
seam weld would only be acceptable if the membrane adjacent
to the seam weld tears before the seam itself. In other
words, as a result of the extrusion welding process the seam
that is welded would become stronger than the other parts of
the membrane.
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Comment 10:

Response:

Comment 11:

Re

ns

EPA argues that Alternative 4 was the essentially the same
cap that was placed on the landfill when it closed, and has
since failed. Didn't USEPA overlook the fact that the old
cover was not really "engineered" as it would be under
Alternatives 4 and 5? Can't we assume that this time around
the city would try harder to make the cap a little better
and that they would design it better than it was?

Yes, USEPA agrees that the Alternative 4 cap would likely be
better engineered than the cap that was placed over the
landfill when it was closed. Regardless of the cover system
selected, the cap will have specific design requirements,
quality assurance/quality control requirements during
construction, and subsequent monitoring, maintenance and
ingpection requirements that were likely not present for the
cap installed when the landfill was closed. However, the
cap in Alternatives 4 and 5 would not provide for overall
protection of human health and the environment due to its
inability to prevent further releases to the environment.
The cap proposed in these alternatives would, as stated in
the FS, consist of suitable fill. As is evident now, this
cap (the "807" type cap as specified in Illinois
regulations) failed to prevent releases from the landfill to
the environment, and does not have a sufficient amount of
soil cover to protect the low permeability layer beneath it
or sustain vegetation above it. In addition, this type of
cap is no longer permitted to be constructed by the State of
Illinocis. The regulations now require the type of cap
specified in Alternative 7.

Wouldn't the Alternative 4 clay cover be better than
Alternative #7 geosynthetic cap, which has had very limited
experience and might crack in the future?

Information and performance data to date has indicated that
the membrane as specified in the remedy is not impacted by
frost or desiccation, and can stretch significantly without
failure in response to differential settlement of a
landfill's contents. A two-foot clay cover with six inches
of topsoil is more likely to crack due to freeze/thaw
cycles, desiccation and differential settlement.

There is sufficient experience with membranes as there have
been more than 10,000 installations of polyethylene
membranes around-the world in the past decade.

Available test data for determining the life of HDPE
indicates the membrane may stay intact for 20 to 2000 years.
If the membranes are installed correctly, test data
indicates the membrane may outlive the long-term care
periods of 30 years.
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Comment 12:

Response:

Comment 13:

Response:

1.3

Comment 14:

Response:

Comment 15:

If suitable fill in Alternative 4 were understood by you o
include two feet of 1x107 cm/sec clay over recontoured
landfill, would you then feel that would be acceptable?

No. Superfund regulations, as found in Section
300.430(f) (1) (A) of Volume 40 of the Code of Federal
Regulations, require that the remedy chosen be in compliance
with applicable or relevant and appropriate State and
Federal regulations (ARARs), unless an ARAR is waived. A
low permeability layer comprised of 2 feet of 1x107 cm/sec
clay would not be acceptable because it would not meet the
ARAR specified for the landfill cap, 35 IAC 811.314. 35 IAC
811.314 requires that the low permeability layer be at least
equivalent to 3 feet of compacted earth with a permeability
of no more than 1x107 cm/sec, in combination with 3 feet of
additional protective cover soil.

If we could convince you legally the only requirement was 35
IAC 807, would USEPA still want three feet of 1x107 cm/sec
compacted earth?

If 35 IAC 807 were the ARAR, then the USEPA and IEPA would
not require a low permeability layer that is equivalent to 3
feet of 1x107 clay. It is important to note that one reason
the 35 IAC 807 regulation was replaced by the 35 IAC 811.314
regulation in Illinois is because past experience with "807
covers" indicated that they did not function adequately
(i.e. did not prevent releases to the environment).

GROUNDWATER EXTRACTION

What is the cost estimate for groundwater extraction and
treatment, and what percentage is that of the total cost of
the Alternative 7 proposed remedial plan?

Based on the cost estimates in the FS, the groundwater pump-
and-treat system capital costs would be $442,000 or about 6
percent of the capital costs. The operation and maintenance
portion for the pump-and-treat system is 46 percent or
approximately $60,000 per year.

If your cap stops water from coming in contact with whatever
is in this dump, aren't you going to greatly reduce the
degradation of what is in that dump, and wouldn't a much
longer time be required for groundwater extraction and
treatment, instead of the three to five years estimated in
the FS8?
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Response:

Comment 16:

nse:

The purpose of the groundwater extraction and treatment
program is to remediate vinyl chloride groundwater
contamination which is located downgradient of the landfill.
Because vinyl chloride was not identified in the landfill
leachate or landfill gas, it is currently believed that it
is either a degradational product of something released from
the landfill in the past, or is a primary contaminant that
was released from the landfill in the past and is no longer
being released. Note also that no potential parent products
for the vinyl chloride, other than traces of 1,2
dichlorocethene were identified in groundwater or leachate.
Therefore it is assumed that the vinyl chloride
contamination can be cleaned up by remediating only the
downgradient plume. The improved landfill cap will serve to
minimize leachate formation in the landfill and help to
ensure that future releases do not occur.

Groundwater is moving laterally through the waste materials.
Shouldn't groundwater contamination continue to occur? What
is the two to five year groundwater pump and treat estimate
based upon?

The two to five year groundwater pump and treat estimate is
based upon the assumption that vinyl chloride, or parent
compounds that degrade to form vinyl chloride, are not
currently being released from the landfill. Consequently it
is believed that the plume can be cleaned up if there is no
external source feeding it. These assumptions are based on
the fact that no vinyl chloride was detected in landfill
leachate or landfill gas, and no potential vinyl chloride-
forming parent compounds where detected in groundwater,
other than low concentrations of 1,2-dichlorocethene. When
the landfill was originally constructed, refuse was placed
on the ground surface without excavating below the water
table. Therefore the primary reason that leachate is formed
within the landfill is because precipitation infiltrates
through the cover and mounds in the refuse. At this time, a
large amount of leachate is being generated and is being
released to the surrounding enviromment. If this
infiltration and associated mounding were not to occur, very
little leachate would be formed, and the landfill contents
will degrade at a very slow rate. Shallow groundwater,
flowing from north to south, flows mainly below the refuse
with only marginal refuse contact because the natural water
table would have been below or at the original ground
surface which is at the base of the refuse. Therefore
constructing an effective cap on the landfill will minimize
these adverse impacts and the chance of future releases from
the landfill further impacting downgradient groundwater.
Given that the impact of lateral groundwater flow through
the base of the refuse currently appears to have a
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Comment 17:

Response:

Comment 18:

R ons

Comment 19:

negligible impact, the future impact is also expected to be
negligible.

Are there pretreatment standards for the discharge of
treated groundwater from sclid waste landfills to a publicly
owned treatment works? Does the City of Woodstock have a
number for BOD (Biochemical Oxygen Demand) that they'll
allow?

The City of Woodstock does have a sewer discharge
pretreatment ordinance that requires specific chemicals and
other parameters to be below certain limits prior to
discharge to the municipal treatment plant. The discharge
flow and concentrations from the groundwater extraction
system would be subject to these limits. Also, there are
Federal and State ARARsS pertaining to discharges to a POTW
that have been identified in the Record of Decision. These
ARARs 'will also have to be met for this type of action to
occur.

The groundwater would have to be analyzed for each of the
identified ARARs, and the flow rate would have to be
acceptable for the contaminated groundwater to be discharged
to the POTW.

If the pretreatment standards cannot be achieved, an onsite
pretreatment system will have to be constructed. This
remedial action will be fully evaluated during the remedial
design stage.

USEPA attempted to confirm the exact number for BOD that was
allowable, but the City of Woodstock did not provide this
information in time for this response.

How good is the cost estimate for groundwater remediation if
we don't know whether an onsite treatment facility would
have to be put in place if the public treatment plant cannot
accept the effluent because it exceeds their standards?

The cost figures provided in the FS for the groundwater
extraction system are a reasonable and conservative estimate
because they consider on-site pretreatment. If the City of
Woodstock POTW could handle the flow and the chemical
constituents, then costs associated with a granular
activated carbon and air stripping tower could be
eliminated.

Isn't extracting groundwater during treatment going to ruin
the wetlands? If you find out that you cannot do the
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Response:

Comment 20:

Response:

Comment 21:

groundwater pump and treat program without dewatering
wetlands, what happens then?

One of the environmental goals for this site is to preserve
and protect the wetlands. This is specifically why a pilot
study would need to be performed for the groundwater
extraction system. If the study demonstrated an impact on
the wetland would occur from a full scale pumping system,
several options would be available. First the system
pumping rates and number of wells could be scaled back while
ensuring extraction of the contaminants is still effective.
Secondly, once the water is treated, it could be
reintroduced to the wetland, creating a balance in the water
flow.

In addition, prior to developing a pilot study for pump and
treat, the Agencies will be investigating further the
potential to use bioremediation as a means of remedying the
vinyl chloride plume. The Agencies will provide additional
information to the community and the other interested
parties as this potential remedy develops.

How long will you have to go with a groundwater treatment
pilot program before you know whether it's working or not?

This determination cannot be made at this time with any
reasonable degree of certainty until such time as the pilot
program is underway, data is collected, and preliminary
evaluations and/or modifications to the gystem are
completed.

If a groundwater extraction and treatment program were done
first and after a period of time that shows that the
groundwater has been cleaned up to vinyl chloride
concentrations below 2 parts per billion, would the
geosynthetic liner be required, or could we then put on a
two foot of suijtable material on the landfill and go back to
the Alternative 4 cover?

The requirement to comply with 811.314 for the landfill

‘cover, as opposed to 807, is based on the inadequacy of the

2-foot suitable soil option. One of the reasons for the
811.314 cover requirements is to further reduce future
leachate generation and prevent releases to the environment.
The groundwater extraction requirement is currently based on
removal of only the vinyl chloride.
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Comment 22:

R nse:

Comment 23:

R onsge:

Comment 24:

Respon

Comment 25:

Regsponge:

ECOLOGICAL ISSUES

What are the environmental effects of that dump out there?
What are the specific effects on the environment? What is
the effect of the leachate on Kishwaukee River?

The ecological assessment conducted during the RI indicated
that copper, mercury, and zinc concentrations in surface
soils at the site may adversely affect small terrestrial
mammal populations. Leachate is contributing to high iron
in surface waters posing a threat to agquatic receptors. No
conclusions could be reached as to whether ecological
effects have occurred due to the presence of other inorganic
contaminants (metals) identified in the surface water and
sediments due to the lack of biota sampling or biological
assays.

As vinyl chloride contaminated groundwater discharges into
the wetlands, is this a violation of surface water quality
standards?

Vinyl chloride has been detected in groundwater monitoring
wells, downgradient from the landfill, which are located in
the wetland. Vinyl chloride was not detected in any of the
surface water samples that were collected during the RI.
There is currently no evidence of surface water quality
violations resulting from discharges from the landfill.

Do we know what vinyl chloride contaminated groundwater
discharge is doing to the wetlands as a biological system?

There was no evidence uncovered during the RI indicating
that the vinyl chloride groundwater contamination is
impacting the wetlands as a biclogical system.

Why is the consultant calling this pool of vinyl chloride
stagnant if it is moving upward, and what makes it move
upward? I cannot understand how this groundwater is
stagnant. Generally groundwater moves in one direction or
another, although perhaps very slowly. I would like to have
an explanation in the responsiveness summary as to how the
stagnant groundwater can be explained and what the
consequences of this now apparent upward movement of the
vinyl chloride into the wetlands is on the bioclogical
ecological systems in the wetlands.

The groundwater itself is not stagnant. Groundwater
generally moves from high points (hills) to low points
(valleyg) where it may intersect the ground surface to feed
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1.5

Comment 26:

R onse:

Comment 27:

Regponge:

streams and rivers. In the case of the Woodstock Municipal
Landfill site, the shallow groundwater flows downhill
towards the wetlands southwest of the site where it
discharges to form standing water during wet periods of the
year. The wetland area southwest of the landfill is a low
point for the entire area and shallow groundwater from all
directions appears to move towards it (like water moving
towards the lowpoint in a bowl) and discharges into the
wetlands which are drained by Kishwaukee River. 1In this way
the vinyl chloride groundwater contamination plume has moved
away from the landfill and now occupies an area in the
shallow aquifer under the wetlands. Because there appears
to be shallow groundwater flow towards the wetlands from all
areas, the PRPs refer to the groundwater contamination plume
as "stagnant".

EXPOSURE AND RISK ASSESSMENT

What is the criteria that the USEPA uses to consider
something a health risk?

EPA is required by regulations set forth in 40 CFR section
300.430 to use two different types of criteria, one type for
carcinogenic compounds and a different type for systemic
toxicants. For known or suspected carcinogens, acceptable
exposure levels are generally concentration levels that
represent an excess upper bound life-time cancer risk to an
individual of between 1 in 10,000 and 1 in 1,000,000 using
information on the relationship between dose and response.
The 1 in 1,000,000 risk level is used as the point of
departure for determining remediation goals for alternatives
when ARARS are not available or are not sufficiently
protective because of the presence of multiple contaminants
at a site (which might have combined effects) or multiple
pathways of exposure. For contaminants that are systemic
toxicants, acceptable exposure levels are concentration
levels to which the human population, including sensitive
subgroups, such as children or the elderly, may be exposed
without adverse effect during a lifetime or part of a
lifetime, incorporating an adequate margin of safety.

Is 5 parts per billion the acceptable level for vinyl
chloride and is that for drinking water?

No, the acceptable level for vinyl chloride is 2 parts per
billion and that is for groundwater. This level is the
maximum level allowed by the Illinois Groundwater quality
standards for Class I potable groundwater resources.
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MONITORING WELLS



ANALYTICAL DATA REPORY 1
Woodstock Lendfil{ RI/FS
Woodstock, 1llinois
Hetrix: GW Type: IND  MIL
Generated by: CAW
Date Issued: 10-MAY-91

Parameter W -GUB801-01 11702790 WK-GuUBBOZ-02 02706791 WK-GUFBOT-01 10/31/90 WK-GuWFRO2-01 11/02/906 WUK-GUFR0&6-02 0270791
Alumiram {(UG/L) 200. u/ &67. [¥) 200, w 200, u/ 50. w
Antimory (UG/L) 50. u/ 5. N/ 50. us 50, u/ 5. NS/
Arsenic (UG/L) 2. u/ 2. u/ 2. u/ 2. u/ 2. us
Serium (UG/L) 10. w/ 10. u/ 10. u/ 10, u/ 10. w/
Baryliium (UG/L) 0.2 u/ S. u/ 0.2 17 0.2 u/ s. u/
Cotmlum (UG/L) 5. u/ 5. us 5. ! 5. u/ 5. w/
Catcium (UG/L) 1000. u/s 1000. u/ 1000. v/ 1000, v/ 1000, u/
Chromium, total (UG/L) 10, us 10. u/ 10. u/ 10. u/ 10. u/
Cobalt (UG/L) 50, u/ 10. us 50. u/ 50. 173 10. v/
Copper (UG/L) 14. K/u 10. u/ 10. u/ 18, K/U 10. w
lron (UG/L) 38. [ 4} 74. K/ 20, us 20. u/ 20, u/s
Lesd (UG/L) 3. w 3. us/ 3. u/ 3. us 3. 173
Magnesium (UG/L) 1000, uw 1000. w 1000. w 1000, 173 1000. (17}
MHangsnese (UG/L) 10. w/ 15. w 10. [174 16, u/ 5. u/
Kercury (UG/L) 0.2 [17] 0.2 w 0.2 us 0.2 u/s 0.2 u/
Nickel (UG/L) 20, us 20. 174 20. w 20, [174 20, w
Potassium (UG/L) 100. uy 100. us 100. u/ 100, u/ 1o, K/
Selenium (UG/L) 2. u/ 2. w/ 2. u/ 2. v/ 2. uss
Sliver (UG/L) 10. /R 10. us 10. /R 10. UN/R 10. u/
Sodlum (UG/L) 2000, w 1000. N/ 2000, u/ 2000, us 1000 i/
Thatlium (UG/L)- 3. 174 3. u/ 3. u/ 3. o/ L w/
Venadium (UG/L) 2. us 50. u/ 2. w 2. ws 50. u/
Tine (UG/L) 10. uw 10. w 10. 173 10. us 10. us
Cyanide (UG/L) ) ‘ 10, u/ 10. u/ 10. U/ 10, u/ 10. [172
Alkalinity, Total (MG/L) 5. uy S. w 5. u/ 5. us 5. us
Chloride (MG/L) 1. w/ 1. uw/ 1. u/ L R us 1. Ut/
Chemical Oxygen Demend (MG/L) 20. u/ ’ 27, n
KitratesMitrite Nitrogen (MG/L) 0.02 v/ 0.07 / 0,02 u/ 0.02 u/ 0.04 /
Nitrogen, Asmonia (MG/L) 0.1 w 0.1 u/ 0.t w a. w 0.1 [173
Nitrogen, Total Kjeldshl (MG/L) 0.1 (1] 0.t uN/sw) 0.1 us 0.29 / 0.t Ul
Phosphorus, Total (MG/L) 0.02 un/ 0.02 U/ 0.02 i/ 0.02 e/ 0.02 /U
Sulfate (WG/L) 5. w/ 5. v/ 5. 174 5. . u/ 5. 173
Total Dissclved Solids (MG/L) - 20, u/ 20, w 20. u/ 20. u/ 20, u/

Rote: (1) Results are reported with qualifiers (laboratory Oualifier/Date validation Qualifier) to the right of the vatue.



..................

Atumimm (UG/L)

Ant lmony (UG/L)
Arsenic (UG/L)

Barium (UG/L)
Beryllium (UG/L)
Cadmium (UG/L)
Calchum (UG/L)
Chromium, total (us/L)
Cobalt (UG/L)

Coppar (UG/L)

Tron (UG/L)

Lead (UG/L)

Magnesium (UG/L)
Mangansae (UG/L)
Mercury (UG/L)

Nickel (UG/L)
Potassium (UG/L)
Selenium (UG/L)
Silver (UG/L)

Sodium (UG/L)

Thall lum (UG/L)
vanedium (UG/L)

Zine (UG/L)

Cysnide (UG/L)
Atkatinity, Totsl (MG/L)
Chloride (MG/L)
Chemical Oxygen peMend (KG/L)

witratesNitrite nitrogen (MG/L)

Nitrogen, Asmonia (HG6/L)

Nitrogen, Total k]eldshl (MG/L)

Phosphorus, Totsl MG/L)
Sulfate (MG/L)
Total Dissolved Solids (MG/L)

WC-GNFB10-02 04702791

0.2
20.
t00.
2.
10.
2000.

50.
10.

0.02
0.14
0.t
0.02
5.
24,

u/

u/
u/
u/s
u/
u/
us
ws
v/
u/
u/
u/
u/
u/
v/
w/

u/
v/

u/s
LTE
u/
u/
u/

AMALYTICAL DAYA REPORT
Woodstock Landfill RI1/FS

Woodstock, 1tlinois

W-GWM0ID-01 10731790

200. u/
50. u/
2. u/
17m. K/
0.2 us
5. u/
1256000. /
10. w/
50. u/s
10. u/
2370. /
3. u/
56000. /
163, /
0.2 w
20, w
1800, K/
2. w
10. /R
44000. /
3. v
2. W
10. u/
10, u/
335. /
142, /
0.02 W
0.32 /
0.19 n
0.12 N/
97, /
696, /

W-GWU0D-02 02706791

125000.
10.

10.

10.
1180.

58400.
176.
0.2

2440.
2.
10.
47300.
1.
s0.
450.
10.
359.
198.
20.
0.02
0.52
1.45
1.38
116.
™.

K/u
i/
u/

u/
u/

u/
u/
u/

u/

u/
u/
X/
us/
w
N/
u/s
u/

u/

u/

u/

LT
K/

W -GAMMM01S-01 10/31/90

200. u/
50. v/
5.9 Ks/
218, /
0.2 v/
5. us
93500, /
10. u/
50. us
10. v/
1340. /
3. u/
77300. /
553, /
0.2 u/
7. /
13200, /
2. w
10. UN/R
65000. /
3. w
2. w
10. v/
10. u/
668. /
3. /
0.02 u/
5.62 /
5.61 /
1.09 N4
21. /
7s6. 7

Note: (1) Results Pre reported with qualifiers (Laboratory Qualifier/Data Validation Qualifier) to the right of the value.
ole; 17

W -GUMW015-02 027056/91

50. u/s
5. i/
6. K/
250. !
5. u/
5. 174
83700. /
10. w
12. K/u
10. u/
31460, /
3. u/
77200. /
827, /
0.2 u/
3. /
15000. K/
2. 174
10. u/
58900. N2
3. U/
s0. u/
49, /
10. u/
822, /
29. /
52. A
0.02 uys
8.65 /
8.34 LTX
1.08 n7d
27, f
704, f



A“ALYIICM" DATA REPORT 3
m‘tuk Landfill RI/FS
Woodstock, Itlinois

Matrin: GW Type: IND MTL

Parsmeter WK-GIMUO2D-01 10/31/90  WKk-GWi020-02 02/06/91  WK-GWMWO2S-01 10/31/90  WK-GMMO2S-02 02/06/91  WK-GWMWO2S-91 10/31/90
Alusimum (UG/L) 200, w 50. p/ 200, n 50. v/ 200. w
Ant imony (UG/L) $0. u/ 5. o/ 50. w 5. i/ 50. us
Arsenic (UG/L) 2. v/ 2. p 2.4 K/ 3.8 s/ 2.7 X/
Barium (UG/L) 138, K/ 139, K/ 3o8. / 7. / 344 /
Beryllium (UG/L) 0.2 v/ 5, ps 0.2 u/ 5. u/ 0.2 u/
Cadmium (UG/L) 5. v/ 5. # 3. v/ 5. w 5. u/
Colcium (UG/L) 97200. / 89200. !/ $54000.  / 129000. / LEAT 1
Chromium, total (UG/L) 10. T, 10, W/ 10, v/ 10, w 10, u/
Cobalt (UG/L) 50, uy/ 10, Y/ 50. w 10. uw/ S0. W
Copper (UG/L) 10. u/ 10, W 10. u/ 10. w 10, v/
lron (UG/L) 1180, / 1250. ! 1070. / 1290. / 869, /
Lead {UG/L) 3. w 3. ¥/ 3. u/ 3. vs 3. u/
Megnesium (UG/L) 54600, / 54400, ! 77400, / 69000. / 85700. /
Merganese (UG/L) 75. / a87. ! 900. / 1090. / 909. /
Mercury (UG/L) 0.2 w 0.2 W/ 0.2 v/ 0.2 u/ 0.2 us
Nickel (UG/L) 20, u/ 20, v/ 20. w 20. u/ 20. u/
Potassium (UG/L) 1360, K/ 1300. ¥/ 8360. / 6290. / 9340, /
Selenium (UG/L) 2. v/ 2. v/ 2, us/ . 2. v/ 2. us/
silver (UG/L) 10, /R 10. (4 10. UN/R 10. v/ 0. UN/R
Sodium (UG/L) 7760. / 9600, A 138000. / 125000, Wy tés5000, /
Thellium (UG/L) 3. us s, 4 3. v/ 3. u/ 3. u/
Yenadium (UG/L) 2. w 50. W 5.2 K/ 50. us 5.6 K7
Tinc (UG/L) 10. w 12. 'y 10. u/ 222, / 10. U/
Cysnide (UG/L) 10. v/ 10. (14 0. us 10. u/ 10. u/
Alkatinity, Totat (MG/L) 413, / 416. / 806, / 644, / 857. /
Chioride (MG/L) 4. / ‘. / 295. / 239, / 328. /
Chemical Oxygen Demand (MG/L) 20, 14 L2, n

NitratesNitrite Nitrogen (MG/L) 0.02 u/ 0.02 v/ 0.02 u/ 0.02 v/ 0.02 u/
Nitrogen, Ammonis (NG/L) 0.61 / 0.58 / 3.02 / 3.06 / 2.53 /
Nitrogen, Total Kjeldshl (MG/L) 0.68 / 0.82 n/d 3.5 / 6.12 N/ 5. /
Phosphorus, Total (MG/L) 0.04 N/ 0.15 N4 0.9 N/J .75 N/ 4 e LT
Sul fate (NG/L) 83. / 8. / 17. / 21, / 15. /
Total Dissolved Solids (MG/L) 512. / 498, / 1140, / 1010. / 1140, /

Note: (1) Results are reported with qualifiers (Laboratory Qualifier/Dats valldstion Quatifier) to the right of the value.



ANALYTICAL DATA REPORT 4
Woodstock tandfill RIZFS
Woodstock, I1linois
Matrix: GW Type: IND HMIL

Parameter WC-GUMWO3D-01 11701790 WK - GUMUD3D-02 02706791 WK -GUMO3S-01 11701790 WK - GWM03S - 02 02706791 WK - GUM0L0 -0 11701790
Aluminum (UG/L) 200, u/ 57. K/0 200, w 50. u/ 200, u/s
Antimony (UG/L) 50. u/ 5. w/ 50. us 5, N/ S0. u/
Arsenic (UG/L) 2. w 2. w 2. W/ 2. u/ 2. u/
Barlum (UG/L) 3. K/ 138. X/ 110, K/ 83. K/ 254 /
Beryllium (UG/L) 0.2 u/ 5. w 0.2 u/ S. w 0.2 u/
Cadmlium (UG/L) 5. us 5. w 5. u/ S. w 5. u/
Calcium (UG/L) 131000, / 124000. /7 119000, / 106000 , / 171000. /
Chromium, totel (UG/L) 10. u/ 10. us 10, u/ 10. us 10. u/
Cobelt (UG/L) 50. u/ 10. u/ 50. u/ 10. u/ 50. us
Copper {(UG/L) 10. v/ 10. us 10, u/ 10. u/ 10. v/
Iron (UG/L) 1040, / 1740. / 20, us 20. u/ 1870, /
Lead (UG/L) 3. us/ L u/ ). w 3. w 3. us
Megrws lum (UG/L) 63300, / 64800, / 49200. / 47400, / 78300, /
Manganese (UG/L) 48, / 54, / 451. / 30, / 529, /
Nercury (UG/L) 0.2 w/ 0.2 u/ 0.2 u/ 0.2 u/ 0.2 u/
Nickel (UG/L) 20. K/ 20, w 7. K7 20, w 20, w
Poteasium (UG/L) 1240. K/ 1150, 4 860, [ 4] 510. KN 2500, X/
Selentum C(UG/L) 2. u/ 2. us/ 2. us 2. w 2. u/
Stiver (UG/L) 10. /e 10, u/ 10. /R 10. U/ 10. /R
Sodium (UG/L) 790, / 8400, N7 18200. 7 17600, L TF} S$7700. !
Thallium (UG/L) 3. v/ L u/ L 174 3. w 3. u/
Venadium (UG/L) 2. us 50. uzs 2. U/ 50. u/s 2. W
Zinc (UG/L) 10. u/ 15. K/ 10. u 52. / 10, u/
Cysnide (UG/L) 10. u/ 10. v/ 10. u/ 10. u/ 10. u/
Alkalinity, Total (MG/L) 438, / 404 / 428, / 417, / 450, /
Chloride (MG/L) &, / 8. 7l 15. / 25, 4 19, /
Chemicel Oxygen Demand (MG/L) 20, uz 20. u/

NitrstesNitrite Mitrogen (MG/L) 0.02 u/s 0.02 u/ 0.02 u/ 0.02 u 0.04 u/
Nitrogen, Ammonis (MG/L) 0.55 / 0.43 / 0.24 / 6.3 ¥ .6 /
Nitrogen, Totat Kjeldshl (MG/L) 0.96 il 0.57 w/ 10.4 / 5.97 N/ 7.08 /
Phosphorus, Total (MG/L) - 0.74 N/ 0.26 N/J 3.3 N/ 2.95 N/J 2.% N/
Sulfate (MG/L) 180. / 170, / 92, 7 90. / 102. /
Totel Dissolved Solids (MG/L) ér2. / £52. / 562. / s1a. / 78 /

Note: (1) Results are reported with qualifiers (Laboratory oualifier/Data Validetion Ouslifier) to the right of the vatue.



ANALYTICAL DATA REPORT 4
Woodstock tandfill RIZFS
Woodstock, I1linois
Matrix: GW Type: IND HMIL

Parameter WC-GUMWO3D-01 11701790 WK - GUMUD3D-02 02706791 WK -GUMO3S-01 11701790 WK - GWM03S - 02 02706791 WK - GUM0L0 -0 11701790
Aluminum (UG/L) 200, u/ 57. K/0 200, w 50. u/ 200, u/s
Antimony (UG/L) 50. u/ 5. w/ 50. us 5, N/ S0. u/
Arsenic (UG/L) 2. w 2. w 2. W/ 2. u/ 2. u/
Barlum (UG/L) 3. K/ 138. X/ 110, K/ 83. K/ 254 /
Beryllium (UG/L) 0.2 u/ 5. w 0.2 u/ S. w 0.2 u/
Cadmlium (UG/L) 5. us 5. w 5. u/ S. w 5. u/
Calcium (UG/L) 131000, / 124000. /7 119000, / 106000 , / 171000. /
Chromium, totel (UG/L) 10. u/ 10. us 10, u/ 10. us 10. u/
Cobelt (UG/L) 50. u/ 10. u/ 50. u/ 10. u/ 50. us
Copper {(UG/L) 10. v/ 10. us 10, u/ 10. u/ 10. v/
Iron (UG/L) 1040, / 1740. / 20, us 20. u/ 1870, /
Lead (UG/L) 3. us/ L u/ ). w 3. w 3. us
Megrws lum (UG/L) 63300, / 64800, / 49200. / 47400, / 78300, /
Manganese (UG/L) 48, / 54, / 451. / 30, / 529, /
Nercury (UG/L) 0.2 w/ 0.2 u/ 0.2 u/ 0.2 u/ 0.2 u/
Nickel (UG/L) 20. K/ 20, w 7. K7 20, w 20, w
Poteasium (UG/L) 1240. K/ 1150, 4 860, [ 4] 510. KN 2500, X/
Selentum C(UG/L) 2. u/ 2. us/ 2. us 2. w 2. u/
Stiver (UG/L) 10. /e 10, u/ 10. /R 10. U/ 10. /R
Sodium (UG/L) 790, / 8400, N7 18200. 7 17600, L TF} S$7700. !
Thallium (UG/L) 3. v/ L u/ L 174 3. w 3. u/
Venadium (UG/L) 2. us 50. uzs 2. U/ 50. u/s 2. W
Zinc (UG/L) 10. u/ 15. K/ 10. u 52. / 10, u/
Cysnide (UG/L) 10. u/ 10. v/ 10. u/ 10. u/ 10. u/
Alkalinity, Total (MG/L) 438, / 404 / 428, / 417, / 450, /
Chloride (MG/L) &, / 8. 7l 15. / 25, 4 19, /
Chemicel Oxygen Demand (MG/L) 20, uz 20. u/

NitrstesNitrite Mitrogen (MG/L) 0.02 u/s 0.02 u/ 0.02 u/ 0.02 u 0.04 u/
Nitrogen, Ammonis (MG/L) 0.55 / 0.43 / 0.24 / 6.3 ¥ .6 /
Nitrogen, Totat Kjeldshl (MG/L) 0.96 il 0.57 w/ 10.4 / 5.97 N/ 7.08 /
Phosphorus, Total (MG/L) - 0.74 N/ 0.26 N/J 3.3 N/ 2.95 N/J 2.% N/
Sulfate (MG/L) 180. / 170, / 92, 7 90. / 102. /
Totel Dissolved Solids (MG/L) ér2. / £52. / 562. / s1a. / 78 /

Note: (1) Results are reported with qualifiers (Laboratory oualifier/Data Validetion Ouslifier) to the right of the vatue.



Matrix: Gd  Type: IND  HMIL

Parameter

Aluminum (UG/L)
Antimony (UG/L)
Arsenic (UG/L)

Sarium (UG/L)
Beryllium (UG/L)
Cadmium (UG/L)
Calcium (UG/L)
Chromium, total (UG/L)
Cobalt (UG/L)

Copper (UG/L)

iron (UG/L)

Lead (UG/L)

MNagnesium (UG/L)
Manganess (UG/L)
Mercury (UG/L)

Nickel (UG/L)
‘Potessium (UG/L)
Selenlum (UG/L)

Silver (UG/L)

Sodium (UG/L)

Fhallium (UG/L)
Vansdium (UG/L)

Zinc (UG/L)

Cysnide (UG/L)
Alkalinity, Total (MG/L)
Chioride (MG/L)
Chemicel Oxygen Demand (MG/L)

KitratesNitrite Nitrogen (MG/L)

Nitrogen, Ammonise (MG/L)

Nitrogen, Total Kjeldshl (MG/L)

fhosphorus, Total (MG/L)
Sul fate (NG/L)
Total Bissolved Solids (MG/L)

K- GUMIO4D - 02 02707791

210.
3.

161000,
10,
10.
10.
2770,
3.
79000,
422,
0.2
20,
2180,
2.

10.
62800,
3.

50,

4.
10,
T2,
140.
45,
6.02
3a
r.02
1.65
108.
968.

us/
us
LT
w
w
K/
us

*H
/v
u/

N/J
N/J

ANALYTICAL DATA REPORY
Woodstock Lendfilt RI/FS

HWoodstock, Itlinois

WK -GWMWO4LD-92 02/07/91

- GUMUO4S-01 11701790

30. u/ 200. u/
5. Ny 50. u/
2. v/ 6.2 K/
204 . / . K/
3. w 0.2 us
5. us 5. u/
141000. / 132000. /
10. us 10. u/
10. u/ 30. u/
10. us 10. v/
2570, / 12600. /
3. u/ 3. us
79100, / 31100. /
422. / 598. I
0.2 v/ 0.2 u/
20. us 20, us
2140. K/ 3430. K/
2. us/ 2. w
10. u/ 10. /R
62200, N/ 77800, /
1. u/ 3. u/
50. U/ 2. us
10. us 10. u/
10. v/ 10. us
814, / 619, /
138. *1d 49. /
42. Ju

0.02 us 0.02 u/
4.44 / 2.9 /
7. N/J 15.1 /
1.93 N/ 4 0.48 N/
106. / 3s. /
or2. / 812, /

WK - G045 -02 02707791

150.

5.
123000.
10.
10.
10.
12300,
3.
3700.
615,
a.2
20.
3570.
2.

10.

3.
50.
326.
10.
535.
49,

1.

0.08
2.3
n.z
0.39
&4,

772,

Mote: (1) Results are reported with qualifiers (Laboratery ouslifier/Data validation Quslifler) to the right of the value,

K/
u/
u/
N/d
v/
u/

u/

V-G0SO -01 11701790

Ny
LT 8

200, us
30. u/
6.2 K/
219. /
0.2 us
5. w
111000, /
10. u/
50. u/
13. K/u
492. /
3. U
42700. /
as. /
6.2 v/
20, v/
2360. K/
2. u/
10. UN/R
26000, /
3. v/
2. u/
10, us
10. us
485, 7
. /
0.02 v/
1.82 /
.75 /
0.05 N/
. /
624, /



Matrin: GW  Type: IND

Aluminue (UG/L)
Ant imony (UG/L)
Arsenic (UG/L)
Barium (UG/L)
Beryllium (UG/L)
Codmium (UG/L)
Calcium (UG/L)
Chromium, toral (UG/L)
Cobatt (UG/L)
Copper (UG/L)
fron {UG/L)
Lead (UG/L)
Magnesium (UG/L)
Menganese (UG/L)
Mercury (UG/L)
Mickel (UG/L)
Potsssium (UG/L)
Selenium (UG/L)
Silver (UG/L)
Sodium (UG/L)
Thal lium ¢UG/L)
Vanadiue (UG/L)
Zinc (UG/L)
Cyenide (UG/L)
Alkalinity, Total (MG/L)
Chloride (MG/L)

Chemicai Oxygen Demand (MG/4)
Witratesditrite Nitrogen (MG/L)

Nitrogen, Ammonia (MG/L)

Witrogen, Total Kjetdahl (MG/L)

Phosphorus, Fotal (MG/L)
Sulfate (MG/L}

Total Dissolved Solids (MG/L)

Note: (1) Results are reported with qualifiers (Laboratory Oualifier/Data Validation Qualifier) to

HTL

WK - GUMWOSD - 02 02/06/91

ANALYTICAL DATA REPORT

Woodstock Lendfill R/

Woodstoeck, li{inois

WK - GUMWOSD - 91 11/01/90

50, u/
3. un/
2.9 K/
235, /
5. u/
5. u/
103000, /
10. us
10. w
10. u/
373, /
3 ws
40900, /
&7. /
0.2 u/
20. u/
330. X/
2. u/
10. us
32300. LT
3. u/
50. us
564, /
13, /
496, !
28. /
20, u/
0.48 /
1.69 /
1.3 N/d
0.7 LIS
83, /
1820. /

£S5

WK - GUOS5S-01 13701790

200. u/ 200, u/
50. u/ 30. u/
4.4 L ¢4 4.3 X/
229. / 344, /
0.2 us 0.2 u/
5. v/ 5. v/
110000. / 170000. /
10. us 10, us
50. v/ 50. u/s
10. K/ 0. u/
434, / 11800. /
3. v/ 3. v/
62400, / 86600. /
B84, / 258, /
0.2 v/ 0.2 uw
20. u 20, us
2090, K/ 34800, /
2, u/ 2. u/
10. UN/R 10, /R
30100. / 70300. /
3. u/ 3. us
2. W 3.7 K/
10. uys 10. ks
10, v/ 10. u/
484, / 7. /
M. / 67. /
0.02 us 0.02 us
1.78 / 17.6 /
1.76 / 18.2 /
0.02 U/ 1.63 N/
78. / 25. /
624. / 1080. /

WK -GWM055-02 02/05/91

WK - GUMUOGD - 01 11702790

50. u/
5. N/
6.1 KS/
. /
5. v/
S. us
167000. /
10. u/
10. v/
10. v/
12800, /
3. w
81900, /
202. /
0.2 v/
20. us
31800. K/
2. us/
10. u/s
40200. N/
). uz
50. u/
54 /
10. w
902, /
50, /
LS. v
0.02 u/
13.8 /
14.6 N/J
9.62 LT
63, /
ona. /

the right of the value,

333,
0.2

5.
153000.
10.

50.

10,
a823o0.

$7700.
403,
0.2
20.
1820.
2.

10.
28100.

2.
10.
10,
293.
220.

0.02
1.98
2.12
0.07
118.
174,

u/
Ly

w/
u/

/s
u/
w

us/



Matrix: GW Type: IND MIL

Parameter

Alumiram (UG/L) S0,
Antimony (UG/L) 5.
Arsenic (UG/L) 2.
Berium (UG/L) 37,
Beryltium (UGAL) 5.
Cadafum (UG/L) 5.
Calcium (UG/L) 1560000,
Chromium, total (UG/L) 10,
Cobalt (UG/L) 10.
Copper (UG/L) 10.
Iron (UG/L) 533G.
Lead (UG/L) 3.
Kagnes fum (UG/L) 65500,
Manganese (UG/L) .
Mercury (UG/L) 0.2
Nickel (uGsL) 20,
Potassium (UG/L) 3os0.
Selenium (UG/L) 2.
Siiver (UG/L) 10,
Sodium (UG/L) 35500,
Thallium (UG/L) 3.
Vanedium (UG/L) 50.
Zinc (UG/L) 1750,
Cyanide (UG/L) 10.
Alkalinity, Total (MG/L) 3os.
Chloride (MG/L) 228,
Chemical Oxygen Demand (MG/L) 20.
MitratesNitrite Nitrogen (MG/L) 0.1
Nitrogen, Ammonis (MG/L) 2.n
Nitrogen, Total Kjeldahl (MG/L) 3.5
Phosphorus, Total (MG/iL) 0.8
Sul fate (MG/L) 111,
Totei Dissolved Solids (MG/L} T84,

Note: (1) Results are reported with fgualifiers

WK - GWMWO6D -02 02705791

un/
usy

u/
u/

w
u/
u/

u/

w
uw
K/
uw/
u/
N/ J

N/S
N/

ANALYTICAL DATA REPORT
Hoodstock Landfitl
Woodstock, tllinois

WK -GUMWOSS - 01 11702790

200. us
50. u/s
2. us/
174. K/
0.2 u/
5. uw
75800, /
10. u/
50. u/
14, K/u
20. W
3. us/
24700, /
92. /
0.2 us
20. u/
2560. K/
2. ws
10. UN/R
183000, /
3. u/s
2. us/
10. us
1a. u/
&34, /
150. /
2.87 /
0.1 v/
3.02 /
i N/
80. /
814, /

RI/FS

VK- GUMUNGS - 02 02/05/91

213,
5.

95800.
10.
10,
10,
32,

32400.
206.
0.2
21.
370.

10.
175000.
3.
30.
78.
10.
414,
149.
20.
5.9
0.15
1.74
0.82
80.
828.

(1ahoratory Qualifier/Data Validation Guaiifier) to

u/ s7.
N/ 5.

us/ n.

/ 521

u/ 5.

u/ 5.

/ 214000,
u/ 10,

u/ 10.

us 10.
K/U 11800,
u/ 3.

/ 111000,
/ so07.
us 0.2

K/ 47.

K/ 8640,
Y, 2.

w 10.

Y, 93700.
Y, 3.

u/ s0.

/ 37.

uy 10.

/ 769.

/ : 18,
v/ 60,

/ 0.02

/ 8.47
N/d "8.6
Ny 0.77

/ "

/ 1300.

the right of the value.

V- GUMRO7-01 02706791

LI

W -G 7 - 02 04702791

31.5 K/
50. w/
19.2 /
309. /
5. us
5. u/
223000 7
10. u/
10. w
10. u/
17400, /
3. us/
116000. /
597. /
0.2 w
30.5 K/
8920. /
2. us/
10. u/
T7500. /
3. us/
50. us
85.5 /
985. /
109, /
0.02 u/
8.9 LR
9.0} /
1.38 /
102. /
1340, /



ANALYTICAL DATA REPORT 8
Woodstock Landfif! RI/FS

Woodstock, 11t inois
Matrix: GW  Type: IND MIL

Parameter VK- GUMMOB- 01 02711791 VK- GUMUOB-02 0470279 WK-GUMI09-01 02/11/91 UK-GHI09-02 04/01/91 VK-GUI09- 94 02/11/91
Aluminum (UG/L) 50. vy 50. u/ 50. vy 68. K/ 50. v/
Antimony (UG/L) 5.1 KN/J 50. v/ 5. Uy 50, uy 6.8 KN/J
Arsenic (UG/L) 2. w 2. u/ 2, v 2. us 2. v/
Barium (UG/L) 220, / 221, / 348, / 299. / 347, /
Beryllium (UG/L) 5, 7, 5. us 5. v/ 5. us 5. u/
Cadmium (UG/L) 5. u/ 5. u/ 5. us 5, 17} 5. u/
Calcium (UG/L) 185000, 188000. ; 114000. 121000, 114000.
Chromiwm, torsl (UG/L) 10, u/ 10, u 10. v/ 10, uw 10, w/
Cobatt (UG/L) 10. us 10. uw 10. K/u 10. v/ 10, u/
Copper (UG/L) 10, uy 10, u/ 10. u/ 10. uy/ 10. w
Iron (UG/L) 5550, / 5040, / 5140. / 3130. / 5090, /
Lesd (UG/L) 3. us 3. u/ 3. w 3. u/ 3. w
Magnesium (UG/L) 102000, 7 104000. ¢ 47900, / 48900 / 47500, /
Mangsnese (UG/L) 92. / 92. / 69, / m”s ! 8. /
Mercury (UG/L) 0.2 w/ 0.2 u/ 0.2 u/ 0.2 u/ 0.2 u,
Nickel (UG/L) 33, K/ s, K/ 20, u/ 20. us 20, u/
Potassium (UG/L) 2720. K/ 2350, K/ 2370. K/ 2740, K/ 2390. K/
selenfum (UG/L) 2. u/ 2. us/ 2. w 2. us 2, w/
Silver (UG/L) 10, w 10. w 10. u/ 10. u/ 10! u/
Sodium (UG/L) 70300. N/S 67800, / 84700. LI 84600, / 84200, LTH)
Thatl fum (UG/L) 3. w 3. usy 3. u/ 3. us/ 3. u/
Vanadium (UG/L) 50, u/ 50. w 50. u/ 50. uw 0. uy
Zinc (UG/L) 37. / 16. K/ 25, / £1.5 / 30. 7
Cysnide (UG/L) 10, uw/ 10, v/ 10. us
Alkalinity, Total (MG/L) 862, / 8sa, / 588, / 565. / 570. /
Chloride (MG/L) 166, *) 151, / nr. *r He. / 118, 14
Chemicel Oxygen Demand (MG/L) 45, ) 20, us 20, u/
Nitratesditrite Nitrogen (MG/L) 0.02 u/ 0.02 us 0.02 n 0.02 u/ 0.03 n
Nitrogen, Ammonia (NG/L) 1.04 / 1.1 N/d 5.2 / 3.8 N 4,23 /
Nitrogen, Torsl Kjetdshl (MG/L) 1.95 N/ g 3% 3 / r.73 LTH] 5.54 / 7.55 NsJ
Phosphorus, Total (MG/L) 0.39 LTA] 1.98 7 0.3 NZS 0.65 / 0.29 U TR
Sulfate (MG/L) %, / 35, / 32, / 38, / n, /
Totel Dissolved Solids (MG/L) 1120. / 1080. / 740. / T76. / 740, /

Hote: (1) Results sre reparted with quatifiers (Laboratory Qualéfier/Data validation aua!ifier} 1o the right of the value.



ANALYTICAL DATA REPORT
Woodstock Landfill R1/FS
Hoodstock, Hlinois
Matrix: G4 Type: IND MIL

Parameter WK -GUMWOP-92 04701/91 WK -GUMI10-01 02707791 WIC-GWMW10-02 04701/
Alumiram (UG/L) 50. K/ 81. K/U 72, K/
Antimony (UG/L) 50. ws 5. N/ 50. 174
Arsenic (UG/L) 2. uws 6.3 K/ 6.1 K/
Barium (UG/L) 2, / 192, K/ 186. K/
Seryllium (UG/L) 5. uy 5. u/s 5. u/
Cadmium (UG/L) 5. u/s S. w 5. uw/
Calcium (UG/L) 118000, 7/ 192000. / 165000, /
Chromium, total (UG/L) 10. u/ 10. u/ 10. w
Cobelt (UG/L) 10. 17 to0. u/ 10. 17}
Copper (UG/L) 10, us 10. u/ 10. u/
tron (UG/L) 4790, / 19400, ! 13400. !
Lead (UG/L) LN [17] 3. us/ 3. u/s
Magnas ium (UG/L) 49300, / 53200. / 46300, /
Menganese (UG/L) 9.5 / 708, / 658, /
Mercury (UG/L) 0.2 174 0.2 u/ 0.2 175
kickel (LG/L) 20. u/ 20, w 20. us
Potassium (UG/L) 2340, | ¥4 1240, K/ 170, </
Selenium (UG/L) 2. us 2. u/ 2. u/
Silver (UG/L) 10. u/ 10. u/ 10. v/
Sodium (UG/L) 81700. / 19100. N/ 20000, /
Thallium (UG/L) 3. u 3. u/ 3. u/
Vanadium (UG/L) 50. us 50, u/ 50. u/
Zinc (UG/L) 10. K/ 140. / 38.5 /
Cysnide (UG/L) 10. w

Alkalinity, Total (MG/L) 556. 7 899, 7/ &06. /
Chioride (MG/L) 113, /I 32. "4 24, /
Chemical Oxygen Demsnd (MG/L) 157. 7

NitratetNitrite Nitrogen (MG/L) 0.02 u/ 0.02 u/ 0.04 u/s
Nitrogen, Aswmonia {MG/L) 3.95 [ TH] 3.28 / .67 N7J
Nitrogen, Totsl Kjeldshl (MG/L) 6.09 / T.24 Ny 9.5 /
Phosphorus, Total (MG/L) 1.1a / 0.51 LTH 0.9 /
Sulfate (MG/L) 3. / 51. / &6, /
Total Dissolved Solids (MG/L) T76. / 916. / 94, /

Note: (1) Results are reported with quatifiers (Loboratory Quatifier/Data validation Qualifier) to the right of the value.



ANALYTICAL DATA REPORT 1
Woodstock Landfill RIZFS
Woodstock, Iltinois
Matrix: G Type: vOC
Generated by: Cad
Date lssued: 04-JUN-91

Parsmeter W-GUEBO1-01 11702790 W -GWBA02-02 02/056/91 UK -GMFR01-01 10/31/90 W -GUFBO1-01 12/12/90 WC-GUFROZ-01 11702/90
Chloromethane (UG/L) 10. u/ 10. w/ 10. w 10, u/ 10. u/
8romomethane (UG/L) to. u/ 10, 174 10. us 10. (173 10. u/s
Vinyl chloride (UG/L) 10, u/ 10. u/ 10. u/s 10. us 10. u/
Chloroethane (UG/L) 10. (174 10, u/ 10. u/ 10, u/ 10. uw/
Methytene chloride (UG/L) T. / 5. u/ 5. u/ S. u/ 2. 3/
Acetone (UG/L) 1. u/ 10. u/ 10, v/ 14. LT, TH) 10. ws
Carbon disul fide (UG/L) 5. u/ 5. u/ S. u/ 5. u/ 5. u/
1,1-0lchloroethene (UG/L) 5. [174 5. u/ 5. u/ 5. u/ 5. uz
t,1-0ichloroethane (UG/L) 5. us 5. u/ 5. u/ 5. w 5. us
1,2-Dichloroethene (total) (UG/L) 5. u/ 5. u/ 5. u/ 5. u/ S. u/
Chloroform (UG/L) 2. 4/ 1. 47 2. 4/ 5. u/s 1. +/
1,2-Dichioroethane (UG/L) 2. 4/ 5. U/ 5. uz 5. w 5. uws
2-Butenone (UG/L) 10. uw/ 10. u/ 10. u/ 10. w 10. u/
1,1,0-Trichiorosthane (UG/L) 5. u/s 5. u/ 5. w 5. w s. u/s
Carbon tetrachloride (UG/L) 5. u/ 5. u/ 1. 3/ 5. 174 5. u/
vinyl acetate (UG/L) 10. 174 10. u/ 10, 174 10. uws 10. u/
Sromodi{chloromethane (UG/L) 5. us 5. u/ 5. us 3. w/ 5. w/
1,2-Dichioropropane (UG/L) 5. u/ 3. u/ 5. u/ S. u/ 5. u/
cis-1,3-0ichloropropene (UG/L) 5. uw/ 5. u/ 5. v/ 5. w S. u/
Trichtoroethene (UG/L) S. w 5. u/ 18, / S. u 5. u/s
Dibromochloromethane (UG/L) 5. us 5. u/ 5. u/ 5. u/ 5. us
1.1,2-Trichloroethane (UG/L) 5. u/ 5. u/ 5. w 5. u/ 5. us
Benrene (UG/L) 5. (175 5. u/s . 5. w/ 5. (174 5. u/
trane-1,3-Olchloropropene (UG/L) 5. w ) 5. us 5. u/ 5. W 5. us
Bromoform (UG/L) 5. u/s 3. u/ 5. us S. w 5. w/
4 -Methyl -2-pentsnone (UG/L) 10. u/ 10, w/ 10. us 10. (175 10. w
2-Hexsnone (UG/L) 10. W 10. t 10. v/ 10. u/ 10. u/
Tetrachloroethene (UG/L) S. w/ S. ws S. 174 - u/ 5. u/
1,1,2,2-Tetraschloroethsne (UG/L) 5. u/ 5. w S. u/ S. u/ s. u/
Toluens (UG/L) 5. u/ 5. (173 5. us 5. (174 5. us
Chiorobenzene (UG/L) S. u/ 5. v/ 5. w 5. u/ 5. u/s
Ethylbenzene (UG/L) 5. 17 5. w 5. [17] 5. u/ S. us
Styrene {(UG/L) 5. u/ 5. v/ 5. u/ 5. u/ 5. u/
Nylenes (total) (UG/L) - 5. us 5. w/ 2. 3 5. ws 5. W/

Wote: (1) Results are reported with quatifiers (leaboratory Qualifier/Data Validation Qunlifier) to the right of the value.



ANALYTICAL DATA REPORT 2
Woodstock Landfill RI/FS
HWoodstock, Illinois
Matrix: GW  Type: VOC

Parameter WK-GWFB04-02 02/07/91 WK -GUFROB-02 02/11/91 WK-GWFB10-02 04702/91 WK-GWMWOID-01 12/12/90 UK -GUMUO 1D -02 02706/
Chloromethane (UG/L) 10. u/ 10. u/ 10. us 10. u/ 10, uw/
Bromomethane (UG/L) 10. us 10. us 10. v/ 10. w 10. u/
Vinyt chloride (UG/L) 10. u/s 10. u/ 10. u/ 10. w 10. w/
Chlorocethene (UG/L) 10, v/ 10. u/ 10. uy 10. w 10. w
Methylene chloride (UG/L) T. u/ 6. u/ 28. B/u 5. w/ T. W/
Acetone (UG/L) 10. us e, J/ 10. 174 10. [ Fi1) 10. ws
Carbon disul fide (UG/L) 5. u/ 5 u/ 3. u/ 5. u/ 5. 174
1,1-Dichioroethene (UG/L) 5. v/ 5. u/ 5. u/ 5. v/ 5. u/
1,1-pichloroethane (UG/L) 5. u/ 5 u/ 5. u/ 5. u/ S. u/
1,2-Dichloroethene (total) (UG/L) 3. w 5. u/ 5. u/s 5. u/ 5. uw
Chloroform (UG/L) 5. us S. u/ 5. us 5. u/ S, u/
1,2-Dichloroethane (UG/L) 5. u/ 5. u/ 5. u/ 5. v/ 5. u/
Z-Butanone (UG/L) 10. 174 10. u/ 10. us 10. uy 10, us
1,1,1-Frichloroethane (UG/L) 5. u/ 5. v/ 5. u/ 5. v/ 5. u/
Cerbon tetrachioride (UG/L) S. 174 5. u/ 5. u/ 5. u/ S. u/
Vinyl acetate {UG/L) 10. us 10. us 10. us 10. u/ 10. v/
Sromodichloromethane (UG/L) 5. v/ 5. u/ 5. v/ s. v/ 5. w
1,2-Dichloropropane (UG/L) 5. u/ 5. v/ 5. v/ S. u/ S. u/
cis-1,3-Dichioropropens (UG/L) 5. u/ 5. us 5. us 5. u/ 5. u/
Trichloroethene (UG/L) 5. uw/ 5. u/ 5. u/ S. 17] s. u/
Dibromochloromethane (UG/L) 5. v/ S. u/ 5. v/ S. u/ b us
1,1,2-Trichloroethane (UG/L) 5. v/ 5. u/ 5. u/ 5. u/ s. u/
Senzens (UG/L) 5. u/ S. us 5. u/ 5. w 5. u/
trans-1,3-Dichloropropene (UG/L) 5. w 5. us 5. u/ S. w 5. u/
Sromoform (UG/L) 5. u 5. v/ 5. uy/ ’ 5. w s. u/
&-Methyl -2-pentanone (UG/L} 10. u/ 10. W/ 10. uy 10. w 10. u/
2-Renmnone (UG/L) 10, u/ 10, us 10. u/ 10. w 10. U/
Tetrochloroethene (UG/L) 5. u/ 5. us 5. u/ 5. w 5. u/
1,1,2,2-Tetrachloroethane (UG/L) 5. u/ 5. v/ 5. v/ 5. w 5. u/
Toluene (UG/L) s. v/ 5. u/ 5. v/ 5. u/ 5. u/
Chiorobenrene (UG/L) 5. w 5. u/ 5. u/ S. u/ 5. u/s
Ethylbenzene (UG/L) 5. u/ 5. uw/ 5. uws 5. w/ S. u/
Styrene (UG/L) 5. u/ 5. u/ 5. w 5. u/s S. uy/
Xylenes {total) (UG/L} 5. u/ 5. w/ 5. u/ 5. u/ S. us

Note: (1) Results are reported with qunatifiers (Laborstory Qualifier/Dats Val idation Oualifier) to the right of the value.



ANALYTICAL DATA REPORT 3
Woodstock Lendfill RI/FS
Woodstock, lilincis
Matrin: GW Type: vOC

Parsmeter UK -GUMM01S-01 10/31/90 W-GW015-02 02706/ WK -GWMNIO2D-0Y 12/12/90 WK - GUMW020 - 02 02/04/91 WC-GUMW025 - 01 10/31/90
Chloromethane (UG/L) 10. u/ 10, u/s 10. /s 10. 174 10. w/
Sromomethane (UG/L) 10. u/ 10. u/ t0. us jo. u/ 10. uw/
Vinyl chloride (UG/L) 10. L173 10, w 10. u/ 10. u/s 10, us
Chioroethane (UG/L) 10. u/s 10, uw/ 10. u/ 10, uy 10, u/
Methylene chloride (UG/L)Y S. u/ 9. u/ 5. u/ 5. u/ 5. u/
Acetone (UG/L) 10. u/ 10. u/s 10. 8/u 10, w 10. uy
Carbon disul fide (UG/L) 5. us 5. u/ S. us 5. u/ 5. uys
1,1-Dichloroethene (UG/L) 5. ws 5. w 5. u/ 5. w/ 5. u/
1,1-Dichloroethane (UG/L) 5. u/ 5. u/ 5. w 5. 174 5. u/
1,2-Dichloroethene (total) (UG/L) 5. u/ 5. u/ s. v/ 5. us S. v/
Chloroform (UG/L) 5. us 5. w 5. u/ 5. us 5. u/
1,2-Dichloroethane (UG/L) 3. us 5. us 5. u/ S. u/ S. u/s
2-Butenone (UG/L) 10. us 10. u/s 10. us 10. us 10 us
1,1, 1-Trichloroethane (UG/L) 5. us 5. u/ 5. u/ 5. us s. us
Carbon tetrachloride (UG/L) 5. 4/ S. us S. u/ 5. us 5. v/
Vinyl scetate (UG/L) 10. 17 10, uz 10. u/ 10. w 10, v/
8romodichlioromethane (1G/L) S. u/ 5. uwy S. u/ 5. uw/ 5. v/
1,2-0ichloropropane (UG/L) 5. u/ .. u/ 5. w/ 5. u/ 5. uy
cis-1,3-Dichioropropene (UG/L) 5. u/ 5. u/ 5. ws 5. v/ S. w
Trichiorosthene (UG/L) 5. u/ 5. w/ 5. 17 5. u/ S. u/
tibromochloromethane (UG/L) S. tw/ 5. u/s 5. 173 3. v/ 5. us
1,1,2-Trichloroethane (UG/L) 5. u/ 3. u/ 5. (174 5. u/ 5. w
fentene (UG/L) 2, 3 5. u/ 5. u/ 5. us 5. u/s
trane-1,3-Dichlorapropene (UG/L) 5. 17 5. w 5. u/ 5. v 5. u/
Sromoform (UG/L) 5. u/ 5. w 5. u/ S. w 5. u/
4-Methy| -2-pentanone (UG/L) 10. u/ 10, w 10. u/ 10, us 0. u/
2+-Nexanons (UG/L) 10. W 10. w 10. u/ 10. u/ 10. 174
Tetrachloroethene (UG/L) 5. W 5. us 5. uzs 5. u/ 5. W
1,1,2,2-1etrachloroethane (UG/L) 5 u/ 5. u/ 5 u/ 5. u/ S. u/
Toluene (UG/L) 5. u/ 5. w 5. us 5. U/ 5. 174
Chlorobentene (UG/L) 2. 37/ 5. us/ S. u/ 5. u’ 5. u/
Ethylbenzene (UG/L) 5. u/s 5. V74 5. w/ 5. u/ 5. u/
Styrene (UG/L) 5. u/ 5. u/ 5. us 5. u/ s, u/
Xylenes (total) (UG/L) 5. u/ 5. u/ 5. u/ 5. u/ 5. 173

Hote: (1) Results are reported with qualifiers (taborstory Cualifier/Date Validation Qualifier) to the right of the value.



ANALYVICAL DATA REPORT &
Voodstock Landfitl RI/FS
Moodstock, 1iiinois
Matrix: GW type: VOO

Parsmeter WK - GUNMID2S - D2 02/06/91 K- GUMW025-91 10/31/90 MK - GMIVJ03D-01 11701790 WK - GWI03D-02 02706/ WK - GUMW03S-01 11701790
Chloromethane (UG/L) 10. u/ 190. us 16. u/ 10. u/ 10. u/
Bromomethsne (UG/L) 10. v/ 10. us 10. u/ 10. u/ 10, u/
vinyl chloride (UG/L) 10. u/ 10. v/ 10. u/ 10, uw/ 10. w/
Chloroethane (UG/L) 10. u/ 10, w 10. u/ 10. u/ 10. u/
Methylene chioride (UG/L) S. u/ 5. us 5. U/ 5. us 3. u/
Acetone (UG/L) 10. W 10, u/ 10. (17 10. u/ 10. u/s
Carbon disuliide (UG/L) 5. w S. u/ 5. u/ 5. uw S. w/
1,1-Dichloroethene (UG/L) S. u/ S. u/ 5. v/ 5. u/s 5. w/
1,1-Dichloroethane (UG/L) 5. u/ 5. v/ 5. v/ 5. u/ 5. v/
1,2-Dichloroethene (total) (UG/L) 5. u/ 5. u/ 5. o/ S. u/ S. u/
Chloroform (UG/L) 5. u/ 5. u/ 5. u/ 5. us 5. u/
1,2-D|chloroethnne (UG/L) 5. u/s 5. w 5. u/ 5. u/ 5. w
2-Butanone (UG/L) 10. uw/ 10. w 10. u/ 10. u/ 10. u/
l,i.'l-lrlchioroelhlne (UG/L) $. u/ 5. u/ 5. u/s 5. us 5 u/
cesrbon tetrachloride (UG/L) 5. u/ 5. u/ 5. u/ 5. u/ 5. u/
Viryl acetate (UG/L) 10. u/ 10. u/ 10. u/ 10. u/ 10 u/
sromodichioromethsne (UG/L) S. w 3. u/ S. v/ 5. u/ 5. u/
1,2-0ichlioropropane (UG/L) 5 us 5. u/ 5. v/ 5. w 5. u/s
cis-1,3-Dichloropropene {uG/L) 5. u/ S. u/ 5. W 5. us S us
Trichloroethene (UG/L) 5. u/ 5. u/ S. u/ 5. u/ 5. u/
pibromochloromethane (UG/L) 5. u/ 5. u/ 3. v/ 5. w 5 v/
1,1,2-Trichloroethene (UG/L) 5. us 5 u/ 5. u/ 5. u/ 5. u/
tenzene {UG/L) S. us 5. u/ 5. v/ 5. us S. u/
trans-1,3-0ichloropropene (UG/L) S ws 5. u/ 5. 174 5. u/ 5. u/
sromoform {UG/L) 5. u/ 5. u/ 5. u/ S. u/ S. u/
4-Hethyl -2-pentanone (UG/L) 10. u/ 10, u/ 10. v/ 10. U/ 10. u/
2-Nexanone (UG/L) 10, u/ 10. W 10. u/ 10. w 10. u/
Tetrachloroethene (UG/L) 5. u/ 5. u/ S. u/ 5. u/ 5. u/
1,1,2,2-Tetrachioroethsne (ue/L) 5. u/ 5. u/ 3. u/ 5. v/ S. u/
Toluene (UG/1) 5. v/ 5. ‘ v/ S. u/ 5. u/ 5. v/
Chlorobenzene (UG/L) 5. W/ 5. u/ 5. u/ S. 17 5. w/
£thylbenzene (UG/L) 5. u/ S. u/ 5. v/ 5. 174 5. w/
styrene (UG/L) 5. v/ 5. v/ s, u/ 5. u/ 5. u/
Xylenes (total) (UG/L) 5. u/ 5. w 5. u/ 5. u/ 5. us

Note: (1) Results ere reported with qualifiers (Laboratory Quatifier/Data validation Qualifier) to the right of the value.



ANALYTICAL DATA REPORT 5
Woodstock Lendfill RI/FS
Woodstock, Illinoia
Hetrix: W Type: VOC

Parameter VK- GUMWO3S-02 02/06/91 WK -GUMWOLD-01 11/01/90 WK -GUMMOLD - 02 02707 /91 WK - GWUMUOLD -92 02/07/91 WK -GAM04S-01 11701790
Chloromethane (UG/L) 10. w 10, u/ 10. L) 10. u/ 10, u/
Bromomethane (UG/L) 10. us 10. u/ 10. u/ 10. u/ 10. w
Vinyl chloride (UG/L) 0. u/ 16, / 21, / 1%. / 10. v/
Chioroathene (UG/L) 10. u/ 10, u/ 10. u/ 10, v/ 10, u/
Methylene chloride (UG/L) 5. u/ 5. u/ 8. w 5. u/ 5. u/
Acetone (UG/L) 10. u/ 10. u/ 10. u/ 10. us 10. u/
Carbon disul fide (UG/L) 5. 173 5. w/ 5. u/s 5. U/ 5. u/
1,1-0ichioroethene (UG/L) 5. u/ 5. w 5. us S. u/ S. u/
1,1-Dichloroethane (UG/L) 5. u/ 5. u/ 5. u/ 5. u/ 5. w
1,2-Dichloroethene (total) (UG/L) 5. u/ S. w 5. v/ S. u/ s. u/
Chlioroform (UG/L) 5. 17 5. u/ 5. u/ 5. u/ 5. u/
1,2-Dichlorocethane (UG/L) 5. u/ 5. u/ 5. w/ 5. u/ 5. u/
2-futsnone (UG/L) . . 10. w/ 10. [174 10. u/ 10. u/ 10. u/
1,1, 4-Trichloroetherne (UG/L) S, u/s 5. uy 5. u/s 5. w/ 5. u/
Carbon tetrachloride (UG/L) 5. u/ 5. u/ 5. u/ 5. us S. u/
Vinyl scetate (UG/L) 10. uw/ 10. uw/ 10. u/ 10. u/ 10. U/
Bromodichioromethane (UG/L) 5. u/ 5. u/ 5. u/ 5. w S. us
1,2-Dichloropropana (UG/L) 5. v/ 5. v/ 5. uy/ 5. u/ 5. u/
cis-1,3-dichloropropene (UG/L) 5. u/ s, u/ 5. w 5. u/ 5. u/
Trichloroethene (UG/L) 5. uw 5. v/ 5. u/ S. w 5 u/
Dibromochloromethane (UG/L) S. uy 5. v/ 5. u/ 5. us 5 w/
1,1,2-Trichlaroethane (UG/L) 5. us 5. u/ 5. u/ S. u/ 5. u/
Benzena (UG/L) 5. uw/ 5. w 5. u/s 5. u/ 5. us
trans-1,3-Dichtoropropene (UG/L) 5. (174 5. u/ 5. u/ 5. us s. 17
Sromoform (UG/L) S. us 5. w 5. v/ 5. u/ 5. 174
4-Hethyl-2-pentanone (UG/L) 10. u/ 10. us 10. us 10, u/ V0. w
2-Hexanone (UG/L) 10, u/ 10, 17 10. u/ 10. w/ 10. u/
Tetrachloroethene (UG/L) 3. v/ 5. v/ - u/ S. u/ S. uy
1,1,2,2-Tetrachloroethane {UG/L) 5. v/ 5. us 5. w 5. u/ s. u/
Toluene (UG/L) 5. u/ 5. w 5. v/ 5. us S. u/
Chlorobenzene (UG/L) . 5. u/ 5. u/ 5. v/ S. us 5. u/
Ethylbenzene (UG/L) S. u/ 5. us 5. u/ 5. u/ 5. u/
Styrene (UG/L) 5. w 5. u/ S. u/ 5. us 5. u/
Xylenes (total) (UG/L) 5. us 5 us 5. u/s 5. us 5. u/

Mote: (1) Results are reported with quallfiers (Laborstory Quatifier/Deta validation Qualifler) to the right of the value.



ANALYTICAL DATA REPORT : é
Woodstock Landfill RI/FS
Woodstock, [llinois
Metrix: GW  Type: vVOC

Paremeter VK- GUMMOLS - 02 027071 K- GUMWOSD - D1 12712790 WK - GA05D - 02 02706/91 WC-GWMUOSD-9% 12712790 WK - GUMWOSS -0 11701790
Chioromethane (UG/L) 10. u/s 10. u/ 10. u/ 10. v/ 10. W
Sromomethane (UG/L) 10, u/ 10. v/ 10. us 10. u/ 10. uy
Vinyl chloride (UG/L) 10. 173 10. u/ 10. u/ 10. w 10, us
Chioroethane (UG/L) 10. u/s 10, us 10. us 10. u/ 10. u/
Methylene chloride (UG/L) 1. u/ 5. (174 5. uy 6. asu S, us
Acetone (UG/L) 10, u/ 10. u/ 7. Jsu 10. u/ 10. v/
Carbon disut fide (UG/L) 5. u/ 5. (172 5. 175 5. u/ 5. u/
1,1-Dichleoroethene (UG/L) 5. u/ 5. us S. u/ 5. w 5. V73
1,1-Dichioroethane (UG/L) 5. u/ 5. uw/ 5. v/ 5 u/ S. u/
1,2-0Dichloroethene (totel) (UG/L) 5. us 5. us 5. 7] 5 u/ 5. v/
Chloroform (tiG/L) 5. us 5 us 5. us 5. us S. u/
1,2-Dichloroethane (UG/L) 5. u/ 5. v/ 5. us 5. u/ 5. u/
2-Butanone (UG/L) 10. w/ 10. us 10. 174 10. w 10. v/
1,1,1-Trichloroethane (UG/L) 5. u/ 5. 17} 5. v/ 5. v/ 5. v/
Carbon tetrachloride (UG/L) 5. u/ 5. w/ 5. u/s 5. u/ 5. u/
Vinyl acetate (UG/L) 10, 173 10. us 10, u/s 10. w 10, w/
Bromodichloromethane (UG/L) 5. u/ 5. u/ 5. u/ 5. u/ 5. us
1,2-Dichloropropane {UG/L) S. u/ 5. u/ 5. us S. v/ 5. u/
cis+1,3-Dichloropropene (UG/L) 5. u/ 5. v 5. v/ 5. w 5. u/
Trichloroethene (UG/L) 5. w 5. u/ 5. u/ 5. v/ 5. us
Dibromochlioromethane (UG/L) 5. u/ 5. us 5. uw/ 5. u/s 5. u/
1,1,2-Trichloroethane (UG/L) 5. u/ 5. u/ 5. u/ 5. uw/ 5. U/
Bentene (UG/L) S. 17 5. us 5. [173 5. u/ 4, 37
trans-1,3-Dichloropropene (UG/L) 5. u/ 5. v/ 5. u/ 5. u/ 5. v/
Bromoform (UG/L) 5. uy 5. 17 S. u/ 5. 174 5. u/s
4-Nethyl-2-pentanone (UG/L) 10, u/s 10, u/ 10. u/ 10. u/ 10. u/
2-Hexsnone (UG/L) 10. u/ 10. w 10. us 10 us 10. u/
Tetrachloroethene (UG/L) 5. w/ 5. us 5. ws 5. us 5. u/
1,%,2,2-Tetrachloroethane (UG/L) 5. u/ 5. uw/ 5. u/ 5. u/ 5. u/
Toluens (UG/L) 5. u/ S. us S. u/s 5. u/ S. us
Chlorobenrens (UG/L) S. u/ 5. u/ 5. u/ 5. u/ S. u
Ethylbenzene (UG/L) 5. u/s 5. u/s 5. u/ 5. u/ 5. W
Styrene (UG/L) 5. w 5 w 5. u/ s. u/ S. W
Xylenes (total) (UG/L) 3. ws 5. u/ 5. u/ 5. u/ 5. v/

Note: (1) Results are reported with qualifiers (Laboratory Oualifler/Data Validation Qualifler) to the right of the vslue.
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ANALYTICAL DATA REPORY ]
Woodstock Landfill RI/FS
Woodstock, Illinois
Matrix: GN  Type: vOC

Parameter VK- GUMUOT - 01 02/06/91 WK-GWMWO7-02 04702/ W -Gu08-01 02711791 WK -G08 - 02 04 /02/91 UK -GUHWOP- 01 02/11/91
Chioromethane (UG/L) 10, us 10, w 10, u/ 10. v/ 10, us
Bromomethane (UG/L) 10. u/ 10. us 10. u/s 10. us 10. u/
vinyl chloride (UG/L) 10. uw/ t0. v/ 0. / 20, / 10. uy
Chloroethane (UG/L) 10. u/ 10. w/ 10. us 10. u/ 10. u/
Methylene chloride (UG/L) - S. (173 18. B/U 4. ws 35. U S. uy
Acetone (UG/L) 5. J7 10. u/ 10. u/ 10. u/ 10. uw/
Carbon disul fide (UG/L) 5. u/ 5. v/ 5. u/ 5. w/ 5. u/
1,1-Blichloroethene (UG/L) 5. u/ 5. v/ 5. u/ 5. uy 5. us
1,1-Dichloroethane (UG/L) 5. u/ 5. u/ 5. u/ 5. u/s 5. v/
1,2-Dichltoroethene (total) (UG/L) 5. us S. u/ 2. 'y 3. i 5. u/
Chloroform (UG/L) 5. uw/ 5. v/ 5. 17} 5. u/ S. u/
1,2-Dichloroethane (UG/L) S, uy 5. u/ .S, t/ 5. v/ 5. u/s
2-Butsnone (UG/L) 10. u/s 10, w/ 10. us 10. w 10. uy
1,1, 1-Trichioroethane (UG/L) 5. v/ 5. w/ 5. u/ S. v/ 5. U/
Carbon tetraschioride (UG/L) 5. w 5. u/ S. u/ 5. us 5. us
Vinyl acetate (UG/L) 10. u/ 10, u/ 10, u/ 10. u/ 10. u/
Bromodichioromethsne (UG/L) 5. u/ 5. u/ 5. 17 5. u/ 5. u/
1,2-Dichloropropane (UG/L) 5. w 5. u/ 5. w 5. u/ 5. v/
cis-1,3-Dichloropropene (UG/L) 5. u/ 5. u/ 5. u/ 5. v/ 5. u/
Trichloroethene (UG/L) 5. v/ 5. u/ 5. u/ 5. u/ 5. us
Oibromochloromethane (UG/L) 5. w 5. w 5. v/ 5. v/ 5. u/
1,1,2-Trichloroethane (UG/L) 5, u/ 5. v/ 5. w/ 5. u/ 5. w
Benzene (UG/L) 4, 4/ 4. 1/ 5. u/ 5. w 5. u/s
trans-1,3-Dichloropropene (UG/L) 5. 174 5. v/ 5. (174 5. u/ 5. u/
Bromoform (UG/L) 5. us 5. u/ 5. u/ S. u/ 5. 1Y
G-Methyl-2-pentanone (UG/L) ' 10, u/ 10. us 10. uy/ 10. u/ 10, u/
2-Hexanone (UG/L) 10, u/ 10. v/ 10, v/ 10. w 10, u/
Tetrachloroethene (UG/L} S. uw/ 5. u/ 5. w 5. us 5. ' w/
1.,1,2,2-Tetrachloroethane (UG/L) 5. 17 5. (174 5. w 5. ws S. us
Toluene (UG/L) 5. us S. u/ 5. us 5. u/ 5. us
Chiorobenzene {UG/L) 5. uw/ 5. uw/ 5. u/ S us S. v/
Ethylbenzene (UG/L) 5. w 5. w/ 5. us 5. u/ S. us
Styrene (UG/L) 5. 17 5. w 5. uw/ S. u/ 5. us
Xylenes (total) (UG/L) 5. 1174 5. 174 5. uy/ 5 w S. u/

Note: (1) Results are reported with qualifiers (Laboratory Qualifier/Data validation OQualifier) to the right of the value.
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ANALYTECAL DATA REPORT 10
Woodstock Landfitl R1/FS
Woodstock, litlinols
Matrix: GW Type: VOC

Parameter WK -GHTROT-01 10/31/90 UK-GWTBO1-G1 2712790 WK-GWTB02Z2-01 10731790 WK-GUTe03-01 11/02/90 WK-GUTBO04-02 02/05/9)
Chloromethane (UG/L) 10. us t0. u/ 10. us 10. us 10 u/
Bromomethane (UG/L) 10. u/ 10. us 10. u/s 10. v/ 10, us
Vinyl chloride (UG/L) 10. u/ 10. 174 10. uw/ 10. u/ 10. u/
Chloroethane (UG/L) 10. u/ 10. us 10. v/ 10. us 10, us
MHethylene chloride (UG/L) 5. u/ 5. u/ 5. u/ 5. u/ 5. u/
Acetone (UG/L) 10. o/ 12. B/us 10. u/ 10. us 12. Bs/u
Carbon disulfide (UG/L) 5. w 5. uw/ 5. u/ 3. w S. v/
1,1-Dichloroethene (UG/LY) S. w 5. v/ 5. u/ 5. u/ 5. U/
1,1-Dichloroethane (UG/L) 5. u/ 5. w/ 5. w S. uy 5. us
1,2-Dichloroethene (total) (UG/L) 5. u/s 5. 17} 5. w 5 u/ 5. w
Chloroform (UG/L) 2. iy 1. 3 2. 3 2. I 1. I
t,2-Dichloroethane (UG/L) 3. u/ 5. us 5. u/ S u/ 5. u/s
2-Butanone (UG/L) 10. us 10. u/ 10. u/ 1 173 10. u/s
1,1,t-Trichloroethane (UG/L) 5. w 5. w 5. w s, v/ 5. u/
Cerbon tetrachloride (UG/L) 5. u/ $. w 5. w 5. u/ 5. us
Vinyl scetate (UG/L) 10. W 10. us 10. uzs 10, us V0. w/
Sromodichloromethane (UG/L) 5. us $. v/ 5. u/ 5. v/ 5. u/
1,2-Dichloropropane (UG/L) 5. v/ 5. u/ 5. u/ 5. U/ 5 us
cis-1,3-Dichloropropene (UG/L) S. u/ 5. v/ s. u/ S. u/ s. w/
Trichloroethene (UG/L) S. u/ 5. u/ 5. 174 5. us 5. us
Dibromochloromethane (UG/L) 5. u/ 5. u/ 5. u/ 5. u/ 5. u/
1,1,2-Trichloroethane (UG/L) 3. u/ 5. uw/ 5. us 5. w 5. v/
Benzene (UG/L) S. u/ S. u/ 5. us 5. w/ 5. u/
trams-1,3-dichloropropene (UG/L) 5. u/ 5. u/ 5. us S. w 5 uws
Bromoform (UG/L) 5. w 5. v/ 5. u/ 5. us S. u/
h-Hethyl-2-pentanone (UG/1) 10. us 10. u/ 10. w/ 10. us 10. 17
2-Henanone (UG/L) 10. u/ 10. u/ 10. ws 10. u/s . 174
Tetrachloroethene (UG/L) S. v/ 5. u/ 5. u/ s. w/ 5. u/
1,1,2,2-Tetrachloroethane (UG/L) S. u/ 5. u/ 3. u/ 5. u/ 5. 1Y
Toluene (UG/L) 5. v/ 5. v/ 5. w s. v/ 5. v/
Chlorobenzene (UG/L) 5. u/ 5. u/ 5. u/s 5. w/ 5. u/
Ethylbenzene (UG/L) 5. u/ 5. u/ 5. u/ S. v/ 5. u/
Styrene (UG/L) 5. u/s 5. u/ 5. u/ 5. u/s 5. u/
Xylenes (total) (UG/L) 5. w 5. u/ 5. u/ 5. u/ 5. u

Note: (1) Results are reported with qualifiers (Laborstory Qualitier/Dats validation Qualifler) to the right of the value.



Matrix: GW Jype: VOC

Parameter

Chloromethane (UG/L)

Bromome thane (UG/L)

Vinyt chloride (UG/L)
Chloroethsne (UG/L)

Methylene chloride (UG/L)
Acetone (UG/L)

Coarbon disul {ide (UG/L)
1,1-Dichloroethene (UG/L)
1,1-Dichloroethsne (UG/L)
1,2-Dichioroethene (total) (UG/L)
Chloroform (UG/L)
1,2-Dichtoroethane (UG/L)
2-Butanone (UG/L)
1,1,1-Trichloroethane (UG/L)
Carbon tetrachloride (UG/L)
Vinyt acetate (UG/L)
8romodichioromethane (UG/L)
1,2-Dichloropropane (UG/L)
cis-1,3-Dichloropropene (UG/L)
Trichloroethene (UG/L)

b ibromochtoromethane (UG/L)
1,1, 2-Trichloroethane (UG/L)
Benzene (UG/L)
trans-1,3-Dichloropropens {UG/L)
Bromoform (UG/L)
4L-Methyl-2-pentanone (UG/L)
2-Nexsnone (UG/L)
Tetrachloroethene (UG/L)
1,1,2,2-Tetrachloroethane (UG/L)
Toluene (UG/L)

Chlorobenzene {UG/L)
Ethylbenzene (UG/L)

Styrene (UG/L)

Xylenes (total) (UG/L)

Hote: (1) Results are icported with qualificrs (laboratory Qual ifier/Date validation Ouatiflier) to the right of the veliue,
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AKALYTICAL DATA REPORT 1
Woodstock Landfill RI/FS
Woedstock, Illinois
Matrix: GW  Type: SVOC
Generated by: CAW
Date Issued: 10-MAY-91

Parameter WK -GuBB01-01 11,02/90 WK-GUFB01-01 10731790 WX-GUFB02-01 11/02/90 W -GUMU01D-01 10/31/90 V-G0S -01 10/31/90
Phenol (UG/L) 10, u/s 10. v/ 10. U/ 10. u/ 10. u/
bis(2-Chloroethyl) ether (UG/L) 10. u/ 10. u/ 10. us 10. v/ 10. u/
2-Chlorophenol (UG/L) 10. u/ 10. v 10. u/ 10. us 10. v/
1,3-Dichlorobenzene (UG/L) 10. u/ 10. W 16. us 16. u/ 10. u/
1,4-0ichlorobenzene (UG/L) 10, u/ 10, u/ 10. u/ 10. us 10. u/
Benzyl Alcohol (UG/L) 10. u/ 10. us 10, u/ 10. u/ 1o, u/
1,2-Dichlorobentene (UG/L) 10. u/ 10. v/ 10, u/ 10, v/ 10. uf
2-Methytphenol (UG/L) 10, u/ 10. u/s 0. us 10. u/ 10, us
bis(2-Chloraisopropyl)ether (UG/L) 10. ws 10. u/ 10. us 10. w 10. v/
&-Methylphenol (UG/L) 10. u/ 10. 174 10. u/ 10. u/ 10, u/
M-Nitroso-di-n-dipropylamine (UG/L) 10, w t0. u/ 10. u/ 10. w 10. w
Hexachloroethane (UG/L) 10. us 10, u/ 10. us 10. us 10, u/
Nitrobenzene (UG/L) 10, u/ 10. v/ 10. v 0. W 10. u/
Isophorone (UG/L) 10, u/ 10. u/ 10, u/ 10. uy/ 10. u/
2-Nitrophenol (UG/L) 10. W 10, w 10. u/s 10. u/ 10. us N
2,4-Dimethylphenol (UG/L) 10, u/s 10, u/ 10, u/ 10. u/ 10. uy
Senzoic Acid (UG/L) ‘ 50. u/ 50. u/s 50. us 50. u/ 50. us
bis(2-Chloroethoxy)methane (UG/L) 10. u/ 10. us 10, w 10. us 10. us
2,4-Dichiorophenol (UG/L) 10, u/ 10. u/ 10, w 10, us 10. u/
1,2,4-Trichlorobenzene (UG/L) 10. uw/ 10. u/ 10. us 10. w 10. uy
Maphthalene (UG/L) 10. uw/ 10. 174 10, u/s 10. u/ 10. u/
4-Chlorosniline (UG/L) 10. W 0. w 10. u/ 10, u/ 10, u/
Hexachlorobutadiene (UG/L) 10. uw/ 10. v/ 10. uy 10. us 10. v/
&-Chloro-3-methylphenol (UG/L) 10. v/ 10. u/ 10. (174 10. [F1] 10. u/
Z2-Methylnaphthalene (UG/L) 10. w/ t0. uy 0. us 10, u/ 10, v/
Hexachlorocye lopentadiene (UG/L) 10, W/ 10. L 10. u/ 10. u/ 10. uy
2,4,6-Trichiorophenol (UG/L) 10, uf 10, vs 10, us “10. us 10. u/
2,4,5-Trichtorophenot (UG/L) 50. us S0. v/ 50. u/ 50. us 50. u/
2-Chloronaphthalene (UG/L) 10. u/ 10. w 10, u/ 10. v/ 10, u/
2-Nitrosniline (UG/L) 50, u/ 50. us S0. ws 50. v/ 50, u/s
Dimethytphthalste (UG/L) 10. u/ 10, u/ 10. w/ 10, v/ 10. v
Acenaphthylene (UG/L) . 10. u/ 10. uy/ 10. u/ 10. s 10. u/
2,6-Dinltrotoluene (UG/L) 10, v/ 10. u/s 10. W 10. v/ 10. u/
3-ditrosniline (UG/L) 50. W 50. u/ 50, us 50. u/s 50. us
Acenaphthene (UG/L) 10. w/ 10. IP, 10, us 10. u/ 10. u/
2.4-Dinitrophenol (UG/L) 50. W 50. iy 50. us 50. us 50. W
4-Nitrophenol (UG/L) 50, us 50. us 50, |17 50, uys 50. uw/

Note: (1) Results are reported with qualifiers (Laboratory Oualifier/Data validation Gualifier) to the right of the value,



AMALYTICAL DATA REPORT 2
Woodstock Landfitl RI/FS
Joodstock, lllinois
Watrin: G Type: SVOC

Parameter WK -GUMW0ZD-01 10/31/90 WK - G025 -0 10/31/90 W -GuMn025-91 10/31/90 W - GUMUO30-01 11/01/90 WK -GWANI03S-01 11701790
Phenol (UG/L) 10, us 20, w 10. u/ 10. u/ 10. u/
bis(2-Chioroethyl) sther (UG/L) 10. W 20, u/ 10. u/ 10. w 10. u/
2-Chiorophenol e/l 10. u/ 20. u/ 10. W/ 10. us 10. u/
1,3-Nchlornbemm (UG/L) 10. u/ 20. u/ 10. u/ 10. u/ 10. 17
1,4-Dichiorobenzens (UG/L) 10. u/ 20. v/ 10. u/ 10. u/ 10. u/
fentyl Alcohol (UG/L) 10. 174 20, us 10. u/ 10. (173 16. uy
1,2-Dichlorobentene (UG/L) 10. u/ 20. v/ 10. u/ 10. u/ 10. u/
2-Methylphenol (UG/L) 10. u/ 20. 174 10, u/ 10. us 10. u/
bll(Z-ChloroIsopropyl)ether (uG/L) 10. uw/ 20. 17 10. W 10. u/ 10. u/
4-Hathylphenol (UG/L) 10. us 20, ws 10. u/ 10. us 10, o/
4-Mitroso-di-n-dipropyismine (UG/L) 10, u/ 20, v/ 10. u/ 10, us 10, u/
Hexachloroethane (UG/L) ' 10. u/ 20, v/ 10. u/ 10. v/ 10. u/
Nitrobenzene (UG/L) (L U/ 20. u/ 10. u/ 10. u/ 10. u/
1sophorone {UG/L) 10. u/ 20. u/ 10. U/ 10. 17 10. u/
2-uitrophenol (UG/L) 10. 1174 20. W 10. u/ 10. w 10. uw
Z,‘-Dlnthv!pheml (UG/L) 10. u/ 20. us 10. u/ 10. u/ 10. 1)}
Senzoic Acld {UG/) S0. u/ 100. W/ 50. u/ 50. u/ 50, u/
bis(2-Chioroethoxy)methane (UG/L) 10. u/ 20. u/ 10. u/ 10. uw/ 10. u/
2,4-Dichlorophenol {uG/L) 10. u/ 20. u/ 10. u/ 10. u/ 10. u/
1,2,4-Trichlorobenzene (UG/L) 10. u/ 20. u/ 10. v/ 10. uw/ 10. v/
Naphthetene (UG/L) 10. u/ 20. u/ 10. v/ 10. u/ 10. v/
4-Chloroaniiine (UG/L) 10, u/ 20. u/ 10. u/ 10. u/ 10. w
venachlorobutadiere (UG/L) 10. u/ 20. u/ 10. u 10, u/ 10, o/
4-Chloro-3-methylphenol (UG/L) 10. w 20. u/ 10. u/ 10. u/ 10. us
2-Methyinephthalene (UG/L) 10. u/ 20. 17} 10. w/ 10. v/ 10. u/
nenchlorocvclopentodim G/L) 10. u/ 20. w 10. u/ 10. us 10. u/
2,&.6-lrlchlorophml {UG/1) 10. u/ 20. 17 10. u/ 10. 174 10. uy
2,4,3-Trichlorophenol (UG/L) 50. u/ 100. u/ 50. u/ 50. v/ 50, Y,
2-Chioronaphthal ene {UG/L) 10. u/ 20. u/s 10. v/ 10. u/ 10. u/
2-HitroantLine (UG/L) 50. u/ 100. u/ 50. u/ 50. u/ 50, u/
pimethylphthalate (UG/L) 10. u/ 20. u/s 10. u/ 10. w/ 10. o/
Acensphthylens (UG/L) 10. u/ ¢0. u/ 10. u/ 10. u/ 10. us
2,6-Mn|trotoluem {UG/L) 10. u/ 20, u/ 10. u/ 10. w 10. (17}
3-Nitrosniline (UG/L) 50. W 100. uw/ 50. u/ S0. uw 50. w
Acenaphthene (UG/L) 10. W 20. u/ 10. v - 10, v/ 10. W
2,4-Dinitrophenol (UG/L) ; 50. u/ 100, 17} 50. uy/ 50. u/ 50. u/
4-Nitrophenot (UG/L) 50. u/ 100. u/ 50. u/ 50. us 50. u/

Note: (1) Results are reported with qualifiers (L aboratory gual i{ier/Data Vatidation aualifier) te the right of the value.



ANALYTICAL OATA REPORT ]
Uoodstock Lendfiil RI/FS
Uoodstock, 1lklinois
Matrin: GW Type: SVOC

Parameter WK - GUMWO4LD-0) 11701790 WK -GUMWOSS -0t 11701790 WK - GWMWOSD-01 11/01/90 K- GWMW0SD - 91 11701790 WK - GUMU0S5S -01 11701/90
Phenol (UG/L) 10. u/ 10. u/ 10. u/ 10. u/ 10. u/
bis(2-Chloroethyl) ether (UG/L) 10. u/ 10. u/ 10. u 0. v/ 10. w
2-Chlorophensl (UG/L) 10. us 10, u/ 10. W/ 10. u/s 10. uw/
1,3-Dichlorobenzene (UG/L) V0. u/ 10. (17 10. oW 10. u/ 10. 17
1,4-Dichlorobenzene (UG/L) 10. u/ 10, u/ 10. 173 10, u/ 10, u/
Benzyl Alcohol (UG/L) 10. us 10, s 10. u/ 10. s/ 10, u/
1,2-Dichlorobenzene (UG/L) 10. w/ 10, w 10. u/ 10. [173 10, u/
2-Methytphenol (UG/L) - 10. (17 10. U/ 10. u/ 10. u/ 10. u/
bis(2-Chloroisopropyl)ether (UG/L) 10, u/ 10. u/ 10. u/ 10. u/s 10. u/
4-Methylphenol (UG/L) 10. v/ 10, u/ 10. u/ 10. us 10. Y}
N-Nitroso-di-n-dipropylsmine (UG/L) 10, u/ 10. u/ 10. u/ 10. u/ 10. v/
Nexachloroethsne (UG/L) 10. W/ 10. us 10, us 10. uy 10. uy
Nitrobenzene (UG/L) 10, ws 10. w 10, u/ 10. u/ 10. w/
Isophorone (UG/L) 10. u/ 10. u/ 10. u/ 10. u/ 10, w
2-Nitrophenol (UG/L) 10. us 10. u/ 10. u/ 10, us 10. u/
2,4-Dimathylphenol C(UG/L) 10. u/ 10. w 10. 173 10, v/ 10. 17
Penzoic Acid (UG/L) 50. U/ 50. u/ 50. u/ 50. u/ 50. w
bis¢2-Chloroethony)methane (UG/L) 10. (174 10. u/ 10. u 10. u/ 10. (17]
2,4-Dichlorophenct (UG/L) 10. w 10. w 10. u/ 10, u/ 10. us
1,2,4-Trichtorobenzene (UG/L) 10. u/ 10. u/ 0. u/ 10. u/ 10, u/
Naphthalene (UG/L) 10. u/ to0. u/ 10, u/ 10. u/ 10. us
&-Chloroaniline (UG/L) 10. u/ 10. us 10. us 10, u/ 10. s
Hexachlorobutadiene (UG/L) 10. u/ 10, w 10. us 10. u/ 10. u/
4-Chloro-3-methylphenol (UG/L) 10, v/ 10. u/ 10. uy 10, v/ 10. us
2-Methylinaphthalene (UG/L) 10. s 10. us 10. us 10. u/ 10. v/
Hexachlorocycl opentadiene (UG/L) 10. u/ 10, us 10. u/ 10. u/ 10. w
2,4,6-Trichtorophenol (U6/1) 10. u 10. u/ 10. u/ 10. u/ 10. v/
2,4,5-Trichlorophenol (UG/L) 50, u/ 50. u/ 50. u/ 50, u/ 50. w
2-Chloronaphthalene (UG/L) 10. u/ 10. ws 10. [H ) 10. 174 10, [17)
2-Nitrosniline (UG/L) 50. u/ 50, us 50. u/ s0. v/ 50. U/
Dimethylphthalate (UG/L) 10. u/ 10. u/ 10. u/ 10. us 10, u/
Acenaphthylene (UG/L) 16. v/ 10. u/ 10. u/ 10. u/ 10. uw/
2,6-Dinitrototuene (UG/L) 10. 174 10, u/ 10, us 10, w 10. uz
3-Mitrosniline (UG/L) 50. u/ 50. w 50. u/ 50. ty 50, u/
Acenaphthene (UG/L) : 10, u/ 10, u/ 10, W 10.. u/ 10, u/
2,&-Dinitrophencl (UG/L) 50. u/ 50. u/ S0. us S0, u/ 50, 1Y}
4-Nitrophenal (UG/L) 50. u/ 50. u/ 50. u/ 50. (173 50. u/

Note: (1) Results are reported with qualifiers (Laboretory Oualifier/Deta Vatidation Gualifier) to the right of the value.



ANALYVICAL DAYA REPORT
Uoodstock Landfill RI/FS
Woodstock, 1llinois
Matrix: GW Type: SVOC

Parameter WK -GWMU0SD -01 11/02/90 W - GWMWDGS-01 11702790
Phenol (UG/L) 10. u/s 10. u/
bis(2-Chioroethyl) ether (UG/L) 10. u/ 10. u/
2-Chlorophencl (UG/L) 10. us 10. 174
1,5-Dichlorobenzene (UG/L) 10. 7 10. u/
1,4-Dichlorcbenzene (UG/L) 10. w 10. u/
Bentyl Atcohol (UG/L) 10. u/ 10, u/
1,2-Dichlorobenzene (UG/L) 10, u/ 10, u/
2-Rethylphenol (UG/L) 10. u/s 10. u/
bis(2-Chloroisopropyl }ether (UG/L) 10, s 10, u/
4-Methylphenol (UG/L) 10. u/ 10. u/
N-Nitroso-di-n-dipropylemine (UG/L) 10, u/ 10. u/
Henachloroethane (UG/L) 10. u/ 10. w
Nitrobenzene (UG/L) 10. w/ 10, 174
Isophorone (UG/L) 10. u/ 10. u/s
2-#itrophenol (UG/L) 10. u/ 10. u/
2, 4-Dimethylphenol (UG/L) 10. us 10. u/
Benzoic Acld (UG/L) 50. u/ 50. u/
bis(2-Chloroethony)methane (UG/L) 10. u/ ) 10. u/
2,4-Dichiorophenol (UG/L) 10. us 10, w
1,2,4-Trichlorobentene (UG/L) 10, u/ 10. W
Hephthalene (UG/L) 10. v/ 10. w
4-Chloroaniline (UG/L) 10. u/s 10. u/
Hexschiorobutadiene (UG/L) 10. v/ 10. 17
4-Chioro-3-methylphenol (UG/L) 10. u/ 10. u/
2-Mathylnaphthatene (UG/L) 10. u/ 10. u/
Hexschlorocyclopentadiene (UG/L) 10, u/ 10, u/
2,4,6-Trichtorophenot (UG/L) 10. w/ 10. u/
2,4,5-Trichlorophenol (UG/L}) 50, w 50. u/
2-Chloronaphthalene (UG/L) 10. us 10. uw/
2-Nitrosniline {(UG/L) $0. u/ 50. u/s
Dimsthylphthslate (UG/L) 10, uy 10. u/
Acenasphthylene (UG/L) 10. w 10. uw/
2,6-binftrotoluene (UG/L) 10, 17 10. u/
3-kitroaniline (UG/L) 50. [114 50. us
Acensphthene (UG/L) 10, u/ 10. u/
2,4-Dinitrophenol (UG/L) 50, us 50. v/
4-Nitrophenol (UG/L) ' 50, u 50. W

Note: (1} Results are reported with qualifiers (Laboratory Qualifier/Oata Validation OQuelifier) to the right of the value.



ANALYTICAL DATA REPORT b
Woodstock Landfitt RI/FS
Woodstock, [llinois
Matrix: GW  Type: SVOC

Parometer WK-GWBB0T-01 11702790 WK-GUWFBOt-01 10/31/90 W -GMWFROZ-0Y Y1702/90 WEK-GUMWO1D-01 10731790 WK-GUM01S-01 10731790
Dibenzofuran (UG/L) 10. us 10. us f0. u/ 10. u/ 10. us
2,4-Dinitrotoluene (UG/L) 10. us 10. u/ 10. u/ 10. w 10, us
Diethylphthatate (UG/L) 10. u/ 10. uy 10. u/ 10. us 10. v/
4-Chlorophenyl -phenylether (UG/L) 10. ws %0, u/ 10, u/ 10, u/ 10. u/
Fluorene (UG/L) 10, u/ 10. u/ 10. u/s 10. us 10. uy
4-Mitrosniline (UG/L) 50. u/ S0. w 50. u/ 50, w/ 50. us
4,6-Dinitro-2-mathyiphenal (UG/L) $0. us 50, u/ 50. (173 50. us 50. w/
N-nitrosodiphenylamine (UG/L) 10. us 10. u/ 10. v/ 10. v/ 10. us
4-Bromopheny| -phenylether (UG/L) 10. us 10. u/ 10. u/ 10. uw/ 0. u/
Henschiorobenzene (UG/L) 10, w/ 1. 174 10. u/ 10, u/ 10. u/
Pentachiorophenol (UG/L) 50, 17 50. us 50. u/ 50. uw/ 50. u/
Phenanthrene (UG/L) 10, u/ 10. (174 10. 174 10. w 10. u/
Anthracene (UG/L) 10. u/ 10. w/ 10. u/ 10. v/ 10. u/
Di-n-butylphthaiste (UG/L) 10. u/s 10. w 10. us 10. u/ 10. 1)
Fluoranthene (UG/L) 10. u/s 10. u/ 10. u/ 10. v/ 10. u/
Pyrene (UG/L) 10. u/ 10. w/ 10, w 10. W/ 10, u/
Butylbenrylphthalate (UG/L) 10. u/ 10. v/ 10, u/ 10. u/ 10, u/
1,3'-Dichlorobenzidine (UG/L) 20, 1174 20, us 20. us 20, 174 20, u/
Benzo(a)anthracene (UG/L) 10. u/ 10. u/ 10, u/ 10. v/ 10. u/
Chrysene (UG/L) 10, 173 10. u/ 10. u/ ’ 10. uw/ 10. u/s
bis(2-ethythexyl)phthalate (UG/L) 10. 174 10. u/ 10, u/ 10. v/ 10. U/
Di-n-octyl Phthalate (UG/L) 10, u/ 10, 174 10. w 10. uy 10. u/
Benzo(b} f luoranthene (UG/L) 10. u/ to. v/ 10. u/ 10. w 10. uw
8enzo(k) fluorenthene (UG/LY 10. u/ 10. u/ 10. w 10. 174 10. u/
Benzo(a)pyrene (UG/L) A 10. u/s 10. u/ 10. v/ 10, u/ 10, 174
Indena(1,2,3-cd)pyrene (UG/L) 10. u/ 10. us 10, u 10. u/ 10. u/
Dibenz(a,h)anthracene (UG/L) 10. us 10. us 10. u/ 10. u/ 10. u/
Benxol{g,h, | )perylene (UG/L) 10. v/ 10. us 10, us 10. u/ 10, u/

Note: (1) Results are reparted with qualifiers (Laboratory Ouslifier/Data Validation Qualifier) to the right of the value.




ANALYTICAL DATA REPORTY 6
Woodstock Lendfitl RI/FS
Moodstock, Iilinois
Matrix: GW Type: SVOC

Parameter WK - GWMWNZD-01 10/31/90 WK -GWHW02S-01 1073190 WK -GUMU02S-91 10/31/90 WK-GUMO3D -0 11701790 WK -GUMWO3S - 01 11701/90
Oibenzofuran (UG/L) 10. w 20. u/ 10. u/ 10. u/ 10. u/s
2, 4-0initrotoivene (UG/L) 10. u/ 20, u/ 10. u/ 10, u/ 10, us
Diethyiphthalate (UG/L) 10. u/ 20, w 10. us 10, u/ 10. uy/
4-Chlorophenyl -phenylether (UG/L) 10. u 20. us 10. u/ 10, u/ 10, u/
Fluorene (UG/L) 10. u/ 20. u/ 10. us 0. uy/ 10. u/
4-Nitroaniline (UG/L) s0. v/ 100. u/ 50. 174 50. u/ 50. u/
4,6-Dinitro-2-methylphenol (UG/L) 50, v/ 100. u/ 50. u/ 50. w 50, u/
¥-nitrosodiphenylamine (UG/L) 10. u/ 20, u/ 10. u/ t0. w 10. us
4-Bromophenyl -phenylether (UG/L) 10. u/ 20, 17 10. us 10, W 10. u/s
Hexachlorobenzene (UG/L) 10. u/ 20, u/ 10, u/ 10. u/ 10. u/
Pentachlorophenol (UG/L) 50. u/s 100, u/s 50. u/ 50. w/ 50, u/
Phenanthrane (UG/L) 10. uy 20. v/ 10. 174 10. u/ 10. u/
Anthracene (UG/L) 10. us 20, u/ 10. v/ 10. W 10. u/
Di-n-butylphthalate (UG/L) 10. u/ 20. u/ 10. u/ 10. u/ 10. v/
Fluoranthene (UG/L) 10. u/ 20, w 10. u/ 10. us 10. u/
Pyrene (UG/L) 10. u/ 20. w 10. u/ 10, u/ 10. u/
Butylbenzylphthalate (UG/L) 10. w/ 20. w 10. u/ 10. u/ 10, u/
3,3 -Dichiorobenzidine (UG/L) 20. us 40, w 20. u/ 20, u/ 20. w
Benzo{s)anthracene (UG/L) 10, us 20, us 10. uzs 10, w/ 10, u/
Chrysena (UG/L) 10. us 20, u/s 10. u/ 10. us 10. w
bis(2-ethylhexyl)phthelate (UG/L) 10. u/ 20. w 10. u/ 10, v/ 10, w
Di-n-octyl Phthalate (UG/L) 10. L/ 20. u/ 10. w 10. u/ 10. v/
Benzo(b) f Luorsnthene (UG/L) 10. u/ 20, u/ 10, 17} 10. u/ 10. u/
Bentolk) fluoranthene (UG/L) 10, u/ 20, W 10. u/s 10. w 10. w/
Benzo(e)pyrene (UG/L) 10. v/ 20, u/ 10. v/ 0. u/ 10. u/
Indeno(1,2,3-cd)pyrene (UG/L) 10, u/ 20. u/s 10. u/ 10. w/ 10. u/
Dibenz{e, h)anthracens (UG/L) 10. u/ 20. us 10. u/ 10, u/ 10. v/
8enzolg,h, i Jperylene (UG/L) 10. uw 20. u/ 10, w/ 10. us 10. v/

Hote: (1) Resulits are reported with quolifiers (Laboratory Oualifier/Data Velidation Gualifier) to the right of the value.



ANALYTICAL DATA REPORT 4
Voodstock Landffill ®1/FS
Woodstock, Illinols
Matrix: GW  Type; SVOC

Parameter WX -GUNUOLD - 01 11701790 WK -GUMU04S-01 11701790 WK -GUMWOSD-01 11701790 VK- GUMWO50-91 11701790 WC-GUM055-01 11701790
Dibenzofuran (UG/L) 10, ws 10. u/ 10. u/ 10. u/ 10. u/
2,4-Dinitrotoluene (UG/L) 10. u/ 10. u/ 10. u/ 10. u/ 10. uw/
Diethylphthalate (UG/L) 0. us 10. vy 10. w 10. u/ 10. u/
4-Chloropheny| -phenylether (UG/L) 10. u/ 10. u/ 10. us 10, us 10. u/
Fluorene (UG/L) 10. u/s 10. u/ 10. u/ 10. w 10, uy
&-Nitroaniline (UG/L) 50. u/s 50. w 50. u/s 50. u/s 50. u/
4,6-Dinitro-2-methyiphencl (UG/L) 50. u/ S0. uy S0, u/s 50. v/ 50, 1/
N-nitrosodiphenylamine (UG/L) 10. oow 10. u/ 10. Uy 10. u/ 10. uy
&-Bromophenyl -phenylether (UG/L) 10. v/ 10. u/ 10. u/ 10. u/ 10, ws
Hexachlorobenzene (UG/L) 10, u/ 10. u/ 10, u/ 10, us 10. u/
Pentachlorophenol (UG/L) S0. u/s 50. u/s 50. us 50. uy 50. ti/
Phenanthrene (UG/L) 10. u/s 10. u/ 10. u/ 10, us 10. u/
Anthracene (UG/L) 10. us 10. us 10, w/ 10. u/s 10. U/
Oi-n-butylphthatste (UG/L) 10, u/ e, us 10, u/ 10. u/ 10. u/
Fluoranthene (UG/L) 10. u/ 10. u/ 10. u/ 10. u/ 10. u/
Pyrene (UG/L) 10. us 10, u/ 10. u/ 10. uw/ 10. u/
Butylbenzylphthslate (UG/L) 10. v/ 10. w 10, 7 10. 17 10, u/
3,3 -Dichlorobenzidine (UG/L) 20. w/ 20, us 20. us 20. u/ 20. w
Benzo{a)anthracene (UG/L) 10. u/ 10. u/ 10. us 10. u/ 10. u/
Chrysene (UG/L) 10. u/ 10. u/ 10. us 10, w t0. o/
bis(2-ethylhexyl )phthalate (UG/L) 10. u/ 10. v/ 10. v/ 10. w/ 5. J/
Di-n-octyl Phthalate (UG/L) 10, u/ 10, u/ 10. u/ 10, v/ 10. ws
Benzo(b)fluoranthene (UG/L) 10, U/ 10. u/ 10. u/ 10. u/ 10, us
Benzo(k)} f luoranthene (UG/L) 10, u/ 10. w/ 10. uy 10. u/ 10. u/
Benzo(a)pyrena (UG/L) 10, u/ 10, us 10. us 10. us 10. u/
indeno(1,2,3-cd)pyrene (UG/L) 10, u/ 10. uy 10, u/ 10. ws 10. u/
Dibenz(a, h)enthracene (UG/L) to. u/s 10. W 10. w/ 10, us 10. u/
Benzolg,h, | )perylene (UG/L) 10, u/ to. u/ 10. U/ 10. uy/ 10, u/

Hote: (1) Results are reported with quelificrs (Laboratory Qualifier/Dete Validation Quaiifter) to the right of the value,



AMALYTICAL DATA REPORT
Woodstock Landfill R1/FS
HWoodstock, 11linois
Matrix: GW Type: SvoC

Parsmeter W -GWMUDSD - 01 11702790 WC-GUMU0SS-01 11702790
Dibenzofuran (UG/L) 10. w/ 10. us
2,4-Dinitrototuene (UG/L) 10. u/ 10. 17}
Diethylphthalate (UG/L) 10. us 10. us
4-Chlorophenyl -phenylether (UG/L) 10. u/ 10. us
Fluorene (UG/L) 10. 7 10, u/
4-Nitroaniline (UG/L) 50. u/ 50, v/
4,6-0inltro-2-mathylphenol (UG/L) 50. w 50. u/
N-nitrosodiphenylamine (UG/L) 10. w/ 10, u/
& -8romophenyl -phenylether (UG/L) 10, u/ 10. 174
Hexschlorobentene (UG/L) 10. uw/ 10, u/
Pentachlorophenol (UG/L) 50, u/ s0. u/
Phananthrene (UG/L) t0. u/ 10. us
Anthracene (UG/L) 10, us 10. uw/
Di-n-butylphthalate ¢(UG/L) 10, us 10. us
fluorsnthene (UG/L) 10, u/ to, u/
Pyrene (UG/L) 10. u/ 10, 17
Butytbenzyliphthalate (UG/L) 10. u/ 10. us
3,3'-Dichiorobenzidine (UG/L) 20, u/ 20. u/
Benzo(a)enthracene (UG/L) 10. u/ 10, [173
Chrysene (UG/L) 10. u/ 10, . u/s
bis(2-ethylhexyl )phthalate (UG/L) 10. us 10. us
Di-n-octyl Phthalete (UG/L) 10. u/ 10. u/
Benzo(b)ftuoranthene (LG/L) 10, u/ 0. u/
Benzo(k) fluorsnthene (UG/L) 10, u/ 10. us
Bentola)pyrene (UG/L) 10, u/ 10, u/
Indeno(1,2,3-cd)pyrene (UG/L) 10. uw/ 10, v/
Dibenz{a,h)snthracene (UG/L) 10, uz 10. w
Benzolg,h, | )perytene we/L) 10, u/ 10, u/

Note: (1) Results ere reported with aunlifiers (Laborstory Ouslifier/Dats Validotlion Qualifier) to the right of the value,




SUMMARY CF TENTATIVELY IDENTIFIED COMPOUNDS
woecsisex Lardfill RI/FS
LWoedstock, Illineis

Matrix: Gw
Sererated ty: (AW
Date Jssued: Q1-CCT-$1

WX -G 11-51 08/08/%1

(TVCA) Tentatively-identified Volatiles

Comoound (Units)

Unknewn (UG/L)

Cencentration  LO/DVQ



SUMMARY OF TENTATIVELY IDENTIFIED COMPOUNDS
Woodstock Lardfill RI/F§

Woodstock, Illimois
Matrix: GW
Generated Dy: CAW
Date Issued: 10-MAY-91
WK - GWMW015-01 10/31/90
(TVOA) Tentatively-ldentified Volatiles
Campound (Units) Concantration
rane, 1,1-omis oy A
wK-GWMWO1S-02 02/06/91
(TVOA) Tentatively-ldentified Volatiles
Compound (Units) Concentration
wkown s S e
VK- GWMWG25-01  10/31/90
(TANA) Tentatively-ldentified Semi-Volatiles
Compound (Units) Concentration
e ey T e
WK - GWMW07-01 02/06/91
(TVQA} Tentatively-ldentified volatiles
Compound (Units) Concentration
o ey T .
WK -GWMW07-02 04/02/91
(TVOA) Tentatively-Identified Volatiles
Compound (Units) Concentration
wkroun s I

Lo/ove

La/0ve

La/ove

4/

LQ/pVvQ

-

--------

ctwmmew




ANALYTICAL DATA REPORY 1
Woodstock Lendfill RI/FS

Woodstock, Illinols
Motrix: S8 Typa: SLIND

Generated by: CaAW
Date Issued: 10-MAY-91

Parameter WK-SBO1D-08.5 07/27/90 \X-SBMUOID-41 07/30/90 WK -SBMWO2-43 08/03/%0 W -SBMW02- 50 08/035/90 K- SBMID3 - 06 08/04/90
Total Organic Carbon (MG/KG) 14000 . >/ 14000. >/ 16000. >/ 16000, >/ lwoo,"” >/ -----------
Cation Exchange Capacity (MEQ/L) 0. L1714 0. 37 3.9 / 0. u/s 0 (174

Note:

(t) Results are reported with qualitiers (taboratory Oualifier/Data Validation Qualifier) to the right of the value,



ANALYTICAL DATA REPORT
Woodstock Landfill RI/FS

Woodstock, I{linois
Matrix: S8 Type: SLIND

Parameter WC-SAMU0L-13.5 08/10/90  WK-SBMUOS- 22 08/01/90 WK-SBMU0S-08.5 07/31/90  WX-SBMMWOG-33.5 07/31/90
Total Organic Carbon (MG/KG) 156000. >/ ' 16000. »/ 140. / 16000, >/
Cation Exchange Capacity (MEG/L) 0. u/ 5.88 / 0. us 0 us

Hate: (1) Results are reported with qualifiers (iaboratory Oualifier/Oate Validation Quatifier) to the right of the value.



DISQUALIFIED MONITORING WELL SAMPLES



NOTE FOR APPENDIX F-3a

A sampling error was made at four deep monitoring wells in the Phase I, Round 1 sampiing
(October 31 to November 2, 1991). The analytical results which were disqualified as a
result of the sampling error are presented in this Appendix.

The initial analytical results (from October 31 to November 2, 1991 sampling) indicated
that trichloroethylene (TCE) and Xylenes had been detected at or below detection limit in
monitoring wells MW-1D, MW-2D, MW-.5D, and MW-6D; total xylenes were also
estimated at 2 ug/l at each of these wells. During data validation, it was discovered that
trace levels of TCE were also found in the field blanks collected through the bladder pump
which had been used to purge and sample these wells. The blanks indicated TCE levels of
18 ug/l and a xylene level of 2 ug/l. It was discovered that the pump used to purge these
wells had previously been used at a site contaminated with TCE. These monitoring wells
were re-sampled on December 12, 1990. The results of the resampling indicated no
detection of either trichloroethylene or xylenes.



ANALYTECAL DATA REPORT t
Woodstock Landfill RI/FS
Woodstock, 1llinois
Matrix: GW  Type: VOA
Generated by: CAM
Date issued: 04-JUN-1

Parameter W-GMUOTD-BAD 10/31/90  UK-GAMMUOZD-BAD 10/31/90  Wi(-GUWMAIOSD-9BAD 11701790 WC-GUMMOSD-BAD 11701790 UK -GUMMOAD-BAD 11/02/90

Chioromethane {UG/L) 10. w/ t0. (17 10. w 10. u/ 10. u/
Promomethane (UG/L) 10. u/ 10. us 10. 174 10. v/ 1o, u/
Vinyl chioride (UG/L) 10. u/ 10. 173 10. u/ 10. us 10. uws
Chloroethane (UG/L) 10. u/ 10. uw/ 10. w 10, v/ 10. u/
Methylene chloride (UG/L) 5. us 5. v/ 5. u/ 5. v/ 5. U/
Acetone (UG/L) 10. u/ 10. u/ 10. 17 10. w 10. uws/
Cerbon disul fide {UG/L) 5. us 5. u/ 5. us 5. v/ S. u/
1,1-Dichloroethene (UG/L) 5. us S. u/ 5. us 5. u/ 5. 17
1,1-Dichloroethane (UG/L) 5. u/ 5. us/ 5. us 5. u/ 5. w/
1,2-Dichloroethene (total) (UG/L} 5. u/ 5. u/s 5. 174 S. u/ S. uw/
Chloroform (UG/L) 5. u/ 5. u/ 5. u/ 5. u/ 5. u/
1,2-Dichloroethane (UG/L) S. u/ 5. 174 5. u/ 5. v/ s. uy
2-Butsnone (UG/L) 10. u/ 10. u/ 10. u/ 10. u/ 10, W
1,1, 1-Trichtoroethane (UG/L) 5. u/ 5. w/ 5. u/ 5. u/ 5. u/
Cerbon tetrachloride (UG/L}) 5. v/ 5. u/ 5. us 5. u/ S. w/
vinyl scetate (UG/L) 10. u/ 10. u/ 10. u/ 10. w 10. u/
Sromodichioromethane (UG/L) 5. u/ 5. u/ 5. u/ 5. u/ 5. w
1,2-bichloropropane (UG/L) 5. v/ s. u/ 5. u/ 5. u/ S. w/
cis-1,3-Dichtoropropene (UG/L) 5. v/ 5. u/ 5. u/ 3. u/ 5. uw/
Trichioroethene (1IG/L) S. n 4. JN 4. Jru 4. J/u 4. 3
Dibromochioromethane (UG/L) S. oW 5. 174 5. u/ 5. u/ 5. u/
1,1,2-trichloroethsne (UG/L) 5. u/ 5. us 5. u 5. u/ S. u/
Benzene (UG/L) 5. 174 5. us S. u/ 5. [17} 5. u/
trans-1,3-Dichloropropene (UG/L) 5. u/ S. u/s 5. u/ 5. u/ S. u/
Bromoform (UG/L) 5. u/ 5. us 5. u/ 5. (7] 5. u/
4-Methyl -2-pentsnone (UG/L) 10. u/ 10. w/ 10. w 10. u/ 10, u/
Z-Hexenone (UG/L) 10. u/s 10. u/ 10. w 10, v/ 10. u/
Tetrachloroethene (UG/L) S. v/ 5. u/ 5. w/ S. u/s 5. u/
1,1,2,2-Tetrachloroethane (UG/L) 5. us 5. u/ 5. u 3. u/ 5. v/
Toluene (UG/L) 5. uw/ 5. w 5. w 5. v/ s. u/
Chlorobenzene (UG/L) 5. w 5. us 5. w 5 u/ 5. uw/
Ethylbenzene (UG/L) 5. u/ 5. w 5. us 5. u/ S. uy
Styrene (UG/L) 5. us s, u/ 5. u/ 5 v/ 5. w
Aylenes {totel) (UG/L) 2. J/u 1. Jd r J/v 2 J/ 2. 3/

Note: (1) Results mre reported with qualifiers (Laboratory Qualifier/Data validation Qualifier) to the right of the veatue.



POSITIVE DETECT/USABLE ANALYTICAL DATA REPORT |
Woodstock Landfill R1/FS
Woodstock, Illinois
Matrix: G¥  Type: VOA
Generated by: CAW
Dote Issued: 04-4uN-99

Parsmeter ' . WIC-GAMUOT0-BAD 10/31/90  UK-GUMWO2D - BAD 10731790 \K-GWMIOSD-98AD 11701790 W-GMMOSD -BAD 11/01/90  WKC- GUMMOSD - BAD 11702790

Chloromethane (UG/L)
Bromomethane (UG/L)

Vinyl chioride (uG/L)

Chloroethane (UG/L)

Methylene chioride (UG/L)

Acetone (UG/L)

Carbon disulfide (UG/L)

1,1-Dichtoroethene (UG/L)

1,1-pichloroethane (UG/L)

1,2-Dichloroethene (total) (UG/L)

Chloroform (UG/L)

1,2-Dichloroethene (UG/L)

2-Butanone (UG/L)

1,1, 1-Trichloroethane (UG/L)

Carbon tetrachloride (UG/L)

Vinyl scetate (UG/L)

Bromodichloromethane (UG/L)

1,2-0ichloropropane (UG/L)

cis-1,3-Dichloropropene (UG/L)

Trichloroethene (UG/L) 4, 7
Dibromochloromethane (UG/L)

1,1,2-Trichloroethane (UG/L)

Benzene {(UG/L)

trans-1,3-Dichtoropropene (UG/L)

Bromoform (UG/L)

4-Methyl-2-pentanone (UG/L) .
2-Hexsnone (UG/L)

Tetrachloroethene (UG/L)

1,1,2,2-Tetrachloroethane (UG/L)

Toluene (UG/L)

Chlorobentene (UG/L)

Ethylbenzene (UG/L)

Styrene (UG/L)

Xylenes (total} (UG/L) . 2. ¥y,

Note: (1) Results are reported with qualifiers (Laboratory aualifler/Data Validation Cusiiffer) to the right of the value., .,



PRIVATE WELLS



ANALYTICAL DATA REPORY 1
Uoodstock Landfill RI1/FS
Woodstock, lilinois
, Matrix: PW  Type: MIL
Generated by: CAY
Date Issued: 10-MAY-91

Parameter W-PU01-01 07726/90 WK-PU02-01 07724790 W-PUO3-01 07724790 WC-PUO4L-01 07724790 WK-PMOL-91 O7/724/90
Aluminum (UG/L) 50. us 50. v/ 52. K/ 51, K/ S0. us
Antimony (UG/L) 5. u/ 5. u/ 5. u/ 5. 174 5. v/
Arsenic (UG/L) 2.3 K/ 2. usy 2. u/ 2.6 | ¥4 2. u/
Barium (UG/L) 63. K/ 10. u/s %8, K/ 134, K/ 137. K/
Beryllium (UG/L) 5. us 5. u/ 5. u/s S. u/ 5. u/
Cadmium (UG/L) 0.2 u/ 0.2 u/ 0.2 u/ 0.2 W/ 0.2 u/
Calelum (UG/L) 124000, / 1300. K/ 82400, i 109000. / 109000 . 7
Chromium, total (UG/L) 0.96 K/u 0.52 K/u 0.53 K/u 0.38 K/ 0.44 K/
Cobalt (UG/L) 10. u/ 10. (172 10. u/ 10. us 10. W
Copper (UG/L) 10. u/ 10, u/ 10. us 10, u/ to. u/s
iron (UG/L) 2430, / 107. / 996, / 2500. / 2680, /
Lead (UG/L) . u/ 3. us 3. u/ 3. us 3. u/
Magnesium (UG/L) 48400. / 1000 w 37200. / 460000. / 61200. /
Hangenese (UG/L) 19, / 10. u/ 57. / M. Fi 32. 7
Mercury (UG/L) 0.2 us 0.2 173 o / 0.2 us 0.2 u/
Nickel (uGsL) 20. w 20, us 20, v/ 20, us 20. u/
Potassium (UG/L) 1670, KK/J 530. KN/J 1190, KN/J 110, KN/J 1020. KN/J
Selenium (UG/L) 2. w 2. w 2. uss 2. w 2. u/
Silver (UG/L) 0.5 us/ug 0.5 us/sud 0.% ussud 0.5 ussud 0.5 us/uy
Sodium (UG/L) 15200. / 306000 . / 34000. / 9500. / 9100. /
Thatl fum (UG/L) 3. 1174 3. us/ 3. us 3. (174 3. KS/
Vanadium (UG/L) 50. u/ S0. us 50. u/ 50. 173 50. w
Zine (UG/L) ' 284, / 50, / 3. / 132, / 133, /
Cyanide (UG/L) 10. w/ 10. W/ 10. u/ 10. u/ 10. u/s

Note: (1) Results are reported with qualifiers (Laboratory Qualifier/Data validation Qualifier) to the right of the value.



Hatrins PW Type: ML

Alumimum (UG/LY
Ant imony (UG/L)Y
arsenic (UG/L)
gar lum (UG/L)
geryllium (ue/LY
Cadmium (UG/L)
calcium (UG/L)
Chromius, totsl (UG/v)
Cobalt (UG/L)
Copper (ue/L)
Iron (UG/L)Y
Lead (UG/L)
Magnesium (UG/L)
Hanganese (UG/L)
Mercury (UG/L)
Nlckel (UG/L)
pPotassium (UG/L)
celenium (UG/LY
silver (UG/L)
sodium (UG/1)
Thetlium (UG/LY
vanedium (UG/L)
zinc (UG/L)
Cysnide (UG/L)

Note: (1) Results are reported with qualifiers (1 aboratory oualifier/Data validation auslifier) to the right of the value.

W -PUFBOT

50.
10.
10.

ANALYTICAL DATA REPORY
Weodstock Lend(ilt n1/FS
Moodstock, tLiinois

-0y 07724790

K/
v/
v/
u/
u/
u/
u/
v/
u/
uNjul
u/
usud
u/
v/
u/
u/
u/



ANALYTICAL DATA REPORT ]
Woodstock Landfill RI/FS
Woodstock, Illinois
Matrin: P¥  Type: VvOC
Generated by: CAW
Date issued: 10-MAY-91

Parameter WK-PUO1-01 07724790 WC-PUOZ-01 07724790 WK-PWO3 -0 07/24/90 WK-PU04L-0Y 07/24/90 WK-PUOL-91 07724790
Chloromethane (UG/L) 2. us 2. u/ 2. us Z. u/ 2 (7]
Bromomethane (UG/L) 2. us 2. [174 2. u/ 2. u/ 2. u/
Vinyt chloride (UG/L) 2. w/ 2. us 2. (174 2. (174 2. u/
Chlioroethane (UG/L) 2. u/ 2. u/ 2. u/ 2. u/ 2. U/
Hethylene chloride (UG/L) 6. /u 1. /U 1. U t. i) 1. u/
Acetone {(UG/L) 5. ws 5. u/ S. u/ 5 u/ 5. us
Carbon disut{ide (UG/L) 3. us 3. us 3. u/ 3 [173 3. u/
1,1-Dichloroethene (UG/L) 2. u/ 2. u/ 2. u/ 2 us 2. v
1,1-Dichloroethane (UG/L) 2. u/ 2. ws 2. u/ 2. u/ 2. v
1,2-Dichloroethens (total) (UG/L) 2. u/ 2. w 2. u/ 2. w 2. u/
Chloroform (UG/L) 2. u/ 2. uw 2. w/ 2 u/ 2. u/
1,2-Dichloroethane (UG/L) 2. u/ 2. us 2. v/ 2 us 2. u/
2-Butanone (UG/L) 5. u/R S. usR 5. v/ 3 u/R 5. u/k
1,1,1-Trichloroethane (UG/L) 2. u/ 2. u/ 2. v/ 2. u/ 2. u/
Carbon tetrachloride (UG/L) 2. u/ 2. u/ 2. u/ 2. w 2. w
Vinyl acetste (UG/L) 5. u/ 5. u/ 5. u/ 5. u/ 5. u/
dromodichloromethane (UG/L) 2. u/ 2. u 2. u/ 2. u/ 2. v/
1,2-Dichloropropane (UG/L) 2. u/ 2. us 2. u/ 2. u/ 2. us
cls-1,3-Dichioropropene (UG/L) 2. w 2. Y/ 2. w 2. w 2. u/
Trichloroethene (UG/L) 2. w/ 2. u/ 2. w 2. us 2. u/
pDibromochloromethane (UG/L) 2. uy 2. us 2. u/ 2. [17] 2. v/
1,1,2-Trichloroethane (UG/L) 2. u/ 2. w 2. v/ 2. u 2. u/
Benzene (UG/L) 2. uy 2. u/ 2. u/ 2. b/ 2. (174
trans-1,3-Dichloropropene (UG/L) 1. uw/ 1. us 1. u/ t. u/ 1. u/
Bromoform {(UG/L) 2. u/ 2. us 2. U/ 2. 17 2. u/
4-Methyl-2-pentanone (UG/L) 2, u/ 2. [FF 2. u/ 2. u/ 2. us
2-Nexanone (UG/L) 5. u/ 5. u/ 5. v/ 5. u/ 5. u/
Yetrachloroethene (UG/L) 2. v 2 u/ 2. u/ 2. u/ 2. uy
1,1,2,2-Tetrachloroethane (UG/L) 2. u/ 2 u/ 2. us 2. u/ 2. v/
Toluene (UG/L) 2. us 2. u/ 2. u/ 2. u/ 2. u/
Chlorobentene (UG/L) 2. w/ 2. u/ 2. us 2. u/ 2. us
Ethylbenzene (UG/L) 2. u/ 2. u/ 2. v 2. . u/s 2. u/
Styrene (UG/L) 1. u/ 1. u/s 1. u/ 1. u/ 1. w/
Xylenes (total) (UG/L) 2. w 2. us 2. u/ 2. u/ 2. uy
Acrolein (UG/L) 25, U/R 25. U/R 25. us 25. U/R 5. /R
Acrylonitrile (UG/L)Y 25. u/ 25. s 25. us 25. U/ 25. u/

Note: (1) Results are reported with quelifiers (Laboratory Qualifier/Data Validstion Qualifier) to the right of the value.



ANALYTICAL DATA REPORT
Woodstock Landfilt RI/FS
Woodstock, Jttinois
Matrix: PW  Type: VOC

Parameter VK- PUFBOT-01 07724790 W -PUTROT-01 07724790
Chloromethane (UG/L) 2. v/ 2. w
Bromomethane (UG/L) 2, u/ 2. uy
vinyl chloride (UG/L) 2. U/ 2. u/
Chioroethane (UG/L) 2. v/ 2. u/
Methylene chloride (UG/L) 0.5 3 1. u/
Acetone (UG/L) &, 8/u 5. us
Corbon disul fide (UG/L) 3 (TR 3. U/
1,1-Dichloroethene (UG/L) 2. 17 2. u/
1,1-Dichloroethane {UG/L) 2. u/ 2. v/
1,2-Dichloroethene (total) (UG/L) 2 u/ 2. u/
Chloroform (UG/L) 4, / 4. /
1,2-0ichloroethane (UG/L) 2, w/ 2. u/
2-Butanone (UG/L) 5. u/r 5. usm
1,1,1-Trichloroethane (UG/L) 2. w 2. w
Carbon tetrachioride (UG/L) 2. us 2. us
Vinyl acetate (UG/L) 5. u/ 5. u/s
Bromodichloromethane (UG/L) 2. u/ 0.5 J
1,2-Dichloropropane (UG/L) 2. us 2. u/s
cis-1,3-Dichloropropens (UG/L) 2. uy 2. uw/
Trichlorcethene (UG/L) 2. u/ 2. w
D ibromochloromethane (UG/L) 2. u/ 2. us
1,1,2-Trichloroethane (UG/L) 2. u/ 2. u/
Benzene (UG/L) ‘ 2. u/ 2. v/
trans-1,3-Dichtoropropene (UG/L) 1. us 1. u/s
Bromoform (UG/L) 2. uw/ 2. u/
4-Methyl -2-pentsnone (UG/L) 2. uw/ 2. u/
2-Hexanone (UG/L) 3. uw 5. u/
Tetrachloroethene (UG/L) 2. u/ 2. u/
1,1,2,2-Tetrachloroetheane (UG/L) 2. u/ 2. u/
Toluene (UG/L) 2. u/ 2. w
Chlorobenzene (UG/L) 2. u/s 2. v/
Ethylbenzene (UG/L) 2. u/s 2. us
Styrene (UG/L) 1. u/ 1. w
Xylenes (total) (UG/L) 2. u/ 2. u/
Acrolein (UG/L) 25. 1724 25. u/R
Acrylonitrile (UG/L) 25, uw/ 25, u/

Hote: (1) Results are reported with qualifiers (laboratory Qualifier/Data Validation Ousliflier) to the right of the value,



SEDIMENT



Matrix: S0 Type: SLIND MTL
Generated by: CAW
Date fssued: 10-MAY-91

Aluminum (HG/KG)
Ant imony (MG/KG)
Arsenic (MG/KG)
Barium (MG/KG)
Beryllium (MG/KG)
Cadmium (MG/XG)
Calcium (MG/KG)
Chromium, total (MG/KG)
Cobait (MG/XG)
Copper (NG/KG)
Iron (MG/KG)
Lead (MG/KG)
Magnesium (MG/KG)
Menganese (HG/KG)
Mercury (MG/KG)
Hickel (MG/XG)
Potassium (MG/KG)
Selenium (MG/KG)
Silver {NG/KG)
Sodium (NG/XG)
Thallium (MG/KG)
Vanedium (MG/XG)
2inc (MG/XG)
Cysnide (MG/KG)
Totsl Orgenic Carbon (MG/XG)

Cation Exchange Capacity (MEQO/L)

Total Solids (X)

W-3001-01 09/06/90

8.4

6.1
9.7

e ]

Ll o T e e
T

[~
~

K/

v/
»/
/
/

ANALYTICAL DATA REPORT
Woodstock Landfill RI/FS

Woodstock, Illinois

W-S001-91 09/06/90

7470. /
34. uN/u
7.5 /
223. /
3.4 v/
3.4 v/
34500. /
14.3 /
&.8 v/
29.3 /
21300. /
50.2 /
4370, /
845, /
0.14 v/
17.7 K/
694, K/
1.6 KS/
6.8 uw
1360, u/s
2. u/
34. w/
212, /
8.5 v/
16000, >/
16.3 /
29.4 /

WK-5002-01 09706790

........................

94630, 7
33.3 UN/W
12.7 /
243. 7
3.3 u/
1.3 v/
43300, /
28. /
7.1 K
9.3 /
28000, /
109, /
6500, /
531, /
0.15 /
107. /
110, K/
1.9 K/
6.7 us
1330. u/
2. 17
33.3 u/
806. /
8.3 Ww
146000. >/
19.4 /
30. /

W -SD03-01 09/06/90

15600.
49. UN/AS
2%. s/
6. ’
0.9 v/
4.9 v/
112000, ¢
30.4 /
10.8 K/
28.4 /
67000. 4
Q.7 s/
wro0,
676, /
0.2 v/
2.5 K/
4210, K/
2.9 K/
49. v/
1960. v
5.7 s/
49. Y
175, ’
12.2 us
16000. >/
-7.86 /
1204 /

Note: (1) Results are reported with qualifiers (Laboretory Oualifier/Data validation Qualifier) to the right of the value.

V- 5D04-01 09/056/90

13800, /
21.4 /Ul
9.7 .
2%8, /
2.1 u/
2. 174
65800 /
&1.4 /
9.4 K/
144, /
56300, /
30.5 s/
13800, /
T4T. /
0.3 /
274, /
1600, K/
1.7 K/
4.3 u/
. 855, u/
2.1 K/
3.6 /
TS, /
5.3 u/s
16000, >/
5.4 /
46.8 /



Hatrix: S0 Type: SLIND MIL

Parsmeter

Aluminum (MG/XG)
Antimony (MG/XG)
Arsenic (MG/XG)
Barfum (MG/KG)
Beryliium (MG/XG)
Cacmiun (MG/KG)
Calclium (MG/KG)
Chromium, total (MG/XG)
Cobalt (MG/XG)
Copper (MG/XG)
Iron (MG/KG)
Lead (MG/KG)
Hagneslum (MG/KG)
Hanganese (NG/KG)
Mercury (MG/KG)
Nickel (MG/KG)
Potassium (MG/KG)
Selenium (MG/XG)
Silver (MG/KG)
Sodium (MG/KG)
Thall fum (MG/KG)
Vanadium {MG/KG)
Iinc (NG/KG)
Cysnide (MNG/KG)
Total Organic Carbon (MG/KG)

Cation Exchange Capacity (MEQ/L)

YTotal Solids (X)

W -5005-01 09/06/90

6270. /
25.4 Un/ud
18.1 /
203, /
2.3 u/
2.3 v/
136000. /
n.7 /
6.8 XA
61. /
46300. /
5.8 S/
16700. /
405. /
0.1 u/
42,2 /
1380. K/
1. u/
5.1 u/
1020. v/
1.6 K/
25.4 u/
432, /
6.4 u/s
16000. >/
5.08 /
39.3 /

ANALYTICAL DATA REPORT
\Woodstock Landf{ily RI/
Woodstock, 111inois

W -5D006-01 D9/06/90

........................

6850, /
244 uNsug
7. /
146. !
2.4 u/s
2.4 u/
99800, /
13.2 /
5.8 K/u
256.8 /
16700. /
22.7 s/
4270. /
558, /
0.1 u/
9.7 u/
1250. K/
0.9 us/
4.9 u/
975, u/
1.5 U7
26.8 /
168. /
6.1 u/
16000. >/
1.5 /
41, /

Fs

W -S007-01 09/06/90

8210, /
15.8 UK/l
2.3 K/
6.0 K/
1.6 w
1.6 u/s
61400, /
8.9 /
5.1 K/u
10.7 /
10400. /
1.3 s/
29000. /
208, /
0.0 v/
6.3 w/
692. K/
0.43 v/
3.2 17
939, K/
0.95 ws
23.4 /
&2.7 /
.0 w
16000. >/
5.1 /
63.3 /

WK -5008-01 09/06/90

12500, /
36.5 uN/u
5.3 K/
100. K/
5.6 u/
5.6 us
18500. !
18.1 !
1.3 u/
29.4 /
14600. /
4.9 s/
a8370. /
147. /
0.23 v/
43.2 K/
18610, K/
2.3 u/
1.3 7
5490, K/
3.4 u/
36.5 v/
150. /
% u/
16000. >/
1.7 /
1.7 /

Note: (1) Results are reported with qualifiers (Lsboratory Qualifier/Data validation OQuatifier) to the right of the value,

W-S010-01 04702/

5560. !/
49.6 u/
1"y K/
112, 1 1)
5. u/
S. u/
35100. N/S
9.9 uy
9.9 [17]
2.9 K/
18200. /
72.8 S8y
48480. /
148, /
0.28 u/
19.8 us
784, K/
2.3 us/
2.9 u/
2040, K/
3.4 uw
£9.6 w
to8. 7/
14.3 /



Matrix: SO Type: SLIND MTL

Parameter

Aluminum (MG/XG)
Antimony (MG/KG)
Arsenic (NG/KG)
Barium (MG/XG)
Beryliium (MG/KG)
Cadmium (MG/KG)
Calcium (HG/KG)
Chromium, totel (MG/XG)
Cobalt (MG/KG)
Copper (MG/XG)
Iron {(HG/KG)
Lead (MG/XG)
Magnesium (MG/KG)
Hanganase (MG/KG)
Mercury (MG/KG)
Nickel (MG/KG)
Potassium (MNG/KG)
Selenium (MG/KG)
Silver (MG/XG)
Sodium (MG/XG)
Thallium (MG/KG)
Vanadium (MG/XG)
Tinc (MG/XG)
Cyanide (MG/KG)
Total Organic Csrbon (MG/KG)

Cation Exchange Capacity (MEQ/L)

Total Solids (X)

WX-SD10-91 04/02/91

8390. /
4t u/
12.9 /
132, K/
4.1 u/
4.1 v/
38400, N/J
8.6 /
8.2 u/
14.8 K/
25000, /
7. *f
8950. /
152. /
0.19 u/
6.4 u/
1020. K/
1.4 x/
8.2 us
2000. K/
2.4 u/s
41, uw/
140, /
21.4 /

ANALYTICAL DATA REPORT
Hoodstock Landfill R1/
Woodstock, Illinois

WK-SD11-01 04/03/91

8850, /
57. u/
12.8 /
165. K/
5.7 u/s
5.7 17
54400, N/J
13.2 /
11.4 v/
3t.9 /
34500. !
58.3 */
10600. /
270. /
0.29 u/
20.5 X/
1430, K/
2.3 Ks/
11.4 u
23100, K/
3.4 u/
57. u/
513. /
13.9 /

33

WK-5D012-01 04/03/91

12300, !
22.9 u/
7.3 /
172. /
2.3 W
2.3 W/
29300, N/J
18.2 /
6.9 K/
17.8 /
29900. ’
18.7 7
6830. .
293. /
0.1 us
16.9 K/
1440, K/
1.6 K/
4.6 w
914, u/
1.2 us/
22.9 w
B7.8 /
3.9 /

WX-5013-01 04703/

........................

8400. /
50.7 ws
6.9 K/
97.3 K/
5.1 w
5.1 u/
22000. n/J
101 u/
10.1 u/
12.2 K/
14100, /
450, */
3270. K/
238, /
0.27 u/
20.3 u/
1050. K/
2.4 us/
10.1 u/
2030. uw/
3.6 u/
50.7 u/
53.7 /
14.6 /

Note: (1) Results are reported with qualifiers ‘(Laboratory Qualifier/Dats Validation Ouslifler) to the right of the value.

WK-SD14-01 04/03791

11600. /
19.5 u/
3.5 /
161. /
1.9 W
1.9 u/
11000, LT
15.6 /
7. K/
7.5 /
15400. /
&2.1 s/
3630. /
1260. /
0.1 w
16.8 /
1590, K/
0.96 K/
3.9 w
r7e. u/
L | w
26.1 /
93.9 /
35.4 /



Matrin: SO Type: SLING MIL

Pasrameter

..............................

Atuminue (MG/KG)
Ant imony (MG/KG)
Arsenic (MG/KG)
Barium (MG/KG)
Beryllium (MG/KG)
Codnium (MG/KG)
Calcium (MG/KG)
Chromium, total (MG/KG)
Cobalt {MG/XG)
Copper (MNG/KG)
Iron (MG/KG)
Lead (NG/KG)
Hagnes lum (MNG/KG)
Hanganese (MG/KG)
Mercury (MG/KG)
Nickel (MG/KG)
Potass lum (MG/KG)
Selenfum (MG/KG)
Sllver (NG/KG)
Sodium (MG/KG)
Thatt lum (NG/XG)
vanadiim (MG/KG)
Zinc (MG/KG)
Cysnide (NG/KG)
Totel Orgenic Cerbon {MG/XG)

Catfon Exchange Capscity (MEQ/L)

Total Solids (X)

Note: (1) Results are reported with qualifiers (Loboratory Ouslifier/Data validation ouaiifier) to the right of the value.

wK-5D015-0% 04/703/91

4440,

42,
153.

19.7

LT

us/

ANALYTICAL DATA REPORY
Woodstock Landfill RIJFS

Woodstock, 1llinois

WK-SD16-01 04703/

41.7
131,

17.3

LIE

u/
K/

*!
K/

v/
u/
K/
us/
v/
u/

W



Mstrix: SO Type: VOC
Generated by: CAW
Date fasued: 10-MAY-91

Parameter

Chloromethsane (UG/KG)
Sromomethane (UG/KG)

Vinyl chloride (UG/KG)
Chlorosthane (UG/KG)

Methylene chloride (1)6/KG)
Acetone (UG/KG)

Corbon disuliide (UG/XG)
1,1-Dichloroethene (UG/KG)
1,1-Dichloroethane {UG/KG)
1,2-0ichloroethene {(total) (UG/KG)
Chloroform (UG/KG)
1,2-Dichloroethsne (UG/XG)
2-Sutanone (UG/KG)

1,1, 1-Trichloroethene (UG/KG)
Carbon tetrechloride (UG/KG)
Vinyl scetate (UG/XG)
Bromodichloromethsne (UG/KG)
t,2-bichloropropene (UG/KG)
cin-1,3-Dichloropropene (UG/KG)
Irichloroethena (UG/KG)
oibromochloromethane (UG/KG)
1,1,2-Trichloroethane (UG/KG)
Senzene (LG/KG)
trans-1,3-Dichloropropene (UG/KG)
Sromoform (UG/KG)

&-Methyl -2-pentanone {UG/KG)
Z2-Hexsnone (UG/KG)
Tetrachloroethene (UG/KG)
1,1,2,2-Tetrachloroethane (UG/KG)
Toluene (UG/XG)

Chlorobenzene (UG/XG)
Ethylbenzene (UG/KG)

Styrene (UG/KG)

Xylenes {total) (UG/KG)

Note; {1) Results are reported with qualifiers (Laboratory Ouslifier/Data Validstion Qualifier) to the right of the vsiue.

W-$001-01 09/06/90

3.

16.5
16.5
16.5
16.5
16.5
16.5
33.

16.5
16.5
13,

16.5
16.5
16.5
16.5
16.5
16.5
16.5
16.5
16.5
33.

33,

16.5
16.5
16.5
16.5
16.5
16.5
16.5

/v

v -

15.
15,
30.
15.
15.
15.
15.
15.
15.
15.
15.
15,
30.
3o,
15.
15.
15.
15.
15.
15.
15.

ANALYTICAL DATA REPORT
Woodstock Landfill RI1/
Woodstock, llincis

S001-91 09/06/90

B/l
L)
u/
v/
u/
w/
u/
us
u/
v/
us
us
u/s
uw/
u/
w
u/
w/
v/
u/
w
v/
w/
u/
v
u/
w
W

u/

S

W(-S002-01 G9/056/90

140,

2.
16.
16.
32.
16.
16.
16.
16.
16.
16.
16.
16.
16.
32.
32.
6.
16,
12.
16.
16.
16,
16.

-

u/
w/
w/
w
8/
L FU)
w
u/
v/
u/
W
u/
u/
u/
us
u/
u/
u/
us
u/
u/
u/
u/
w
u/
u/
w/
w
u
4/
u/
t
u/
u/

WK-5003-01 09/06/90

130,
18.5
18.5
18.5
18.5
18.5
18.5
15.

18.5
18.5
37.

18.5
18.5
18.5
18.5
18.5
18.5
18.5
18.5
18.5
37.

37.

18.5
1.5
17.

18.5
18.5
18.5
18.5

/v
My
w
u/
u
u/
u/
us
4
u/
w
u/
u/
v/
u/
uw
u/
u/
uw/
u/
u/
u/
u/
v/
u/
3
u/
v/
w
u/

WK-SDO4-01 09/06/90

10.
10.
10.
10.
10.
10.
10,
10.
10.
20.
20,
0.
10.
"%,
10.
10.
10.
10.

B/u
U
uw/
u/
u/
u/
u/
uw/
u/
u/
u/
u/s
u/
u/
u/
us
us
u/
u/
u/
u/
u/s
uw
us
u/s

u/
w
u/
w



ANALYTICAL DATA REPORT
Woodstock Lendffil RI/FS
Weodsteck, 1llinois
Matrix: SD Type: VOC

Parsmeter WX -5005-01 09/06/90 W-SD06-01 09/06/90 WK -5007-0% 09/06/90 WK -5008-01 09/06/90
Chloromethane (UG/XG) 28. u/ 23. w 13. u/ 7. u/s
Bromomethane (LG/KG) 28. uw/ 23, w 13. u/ 1. u/
Vinyl chloride (UG/XG) ' 8. s/ 23. w/ 13. [17} Tr. us
chloroethsne (UG/XG) 28. w 23. 173 13. w/ TIr. W
Methylene chioride (UG/KG) 28. B/U 21, B/ 17. 8/u 220. B/U
Acetone (UG/XG) 62. CF{U) 55. B/u 32, 8/u 280, B/
Carbon disulfide (UG/KG) 14. u/ 1.5 uws 6.9 u/ 38.5 173
1,1-Dichloroethene (UG/XG) 14. w 1.5 w 6.5 u/ 38.5 u/s
1,1-Dichioroethane (UG/KG) "%, u/ 1.5 (17 6.5 v/ 38.5 u/
1,2-Dichloroethene (total) (UG/KG) 1%, w 1.5 u/ 6.5 w/ s uws
Chloroform (UG/KG) 14. u/ 11.5 v/ 4.5 u/ 34.5 u/s
1,2-Dichloroethane (UG/KG) 14, 174 11.5 u/ 6.5 u/ 38.5 v/
2-Butancne (UG/KG) 28. w 23, u/ 13. us 3. s/
1,1, 1-Irichloroethane (UG/KG) 1%, /s 1.5 v/ 6.5 u/s 318.5 u/
Carbon tetrachloride (UG/KG) 1%, us 1.5 u/ 6.5 u/ 3a.5 u/
Vinyl scetate {(UG/XG) 28. u/ 23. vz 13. u/ 7. w
Bromodichloromethane (UG/KG) . 17 11.5 u/ 4.5 174 385 us
1,2-Dichloropropane (UG/KG) . u/ 1.5 v/ 6.5 u/ 38.5 u/
cis-1,3-Dichloropropene (UG/KG) "%, uw/ 1n.5 u/ 6.5 u/s 38.5 v/
Trichloroethens (UG/KG) 14, u/ 1.5 u/ 6.5 u/ 318.5 u/
Dibromochloromethane (UG/KG) 14. uw/ 1.5 u/ 6.5 u/ 3.5 u/
1,1,2-Trichloroethane (UG/KG) 14. u/ 1.5 uy 6.5 174 18.5 u/
Benzane (UG/XG) . w 1.5 u/ 4.5 v/ 3% u/
trana-1,3-Dichloropropene (UG/KG) 14, v/ 1.5 w 8.5 u/ 3a8.3% v/
8romoform (UG/KG) 14, v/ 1.5 W 8.5 u/ 38.5 u/
4-Hethyl-2-pentanone (UG/KG) 28, w 23, w 13. us 7. u/
2-Hexanone (UG/KG) 28. u/ 23. w 13, U174 Tr. u/
Tetrschioroethene (UG/KG) 14. w/ 1.5 W/ 6.5 u/ 38.5 (175
1,1,2,2-Tetrachtoroethane (UG/KG) 4. u/ 11.5 u/ 6.5 v/ 38.5% u/
Toluene (UG/KG) 3. 3 3. 3 7. / 92, i
Chlorobenzene (UG/XG) 1%, u/ 11.5 us 6.5 (1Y} 1a8.5 u/
Ethylbenzene [UG/KG) %, w 1.5 us 6.5 w 38.5 u/
Styrene (UG/KG) . w 1.5 u/ 6.5 u/ 8.5 u/
Xylenes (total) (UG/KG) %, uz 1.5 w 6.5 u/ 38.5 u/
3

Note: (1) .Results are reported with qualifiers (Laboratory Qualifier/Data Validation Qualifier) to the right of the value,



ANALYTICAL DATA REPORY 1
Woodstock Landfill RI1/FS
Woodstock, Hlinois
Matrix: SO Type: SVOC
Generated by: CAW
Date Issued: 10-MAY-91

Parameter W-$001-01 09708/90 WK-S001-91 09/04/90 WK-5002-01 09/06/90 WK-5003-01 09/06/90 WK-SDOL-01 09/06/90
Phenol (UG/KG) 1089, uws 1188. u/ 1100. df 1485, u/ 627. u/s
bis(2-Chlorcethyl) ether (UG/KG) 1089. u/ 1138, U/ 1098.9 u/ 1485. 174 627. u/
2-Chlorophenol (UG/KG) 1089, u/ 1188, ws 1098.9 u/ 1485, w 827, us
1,3-Dichlorobenzene (UG/KG) 1089, u/ 1188. u/ 1098.9 u/ 1485. v/ 6271, u/
1,4-Dichlorobenzene (UG/KG) 1089. u/ 1188. 174 1098.9 us 1485, u/ 827, u/
Benzyt Alcohol (UG/KG) 1089, u/ 1188, u/ 1098.9 w 1485, w 627. u/
1,2-Dichlorobentene (UG/XG) 1089, u/ 1188. us 1098.9 us 1485. 174 100. s
2+-Hethylphenol (UG/KG) 1089. us 1188, u/ 1094.9 u/ 1485, u/ 8271 us
bis(2-Chloraisopropylether (UG/KG) 1089, u/ 1188. v/ 1098.9 us 1485. w 627. u/
&-Methylphenol (UG/KG) 1089, u/ 1188, u/ 180. 3/ 1485, w 827. u/
H-Nitroso-di-n-dipropyismine (UG/KG) 1089, u/s 1188, w 1093.9 u/ 1485. w/ 627, us
Hexachloroethane (UG/KG) 1089. 173 118a. u/ 1094.9 u/ 1485. u/ 627. u/
Nitrobenrene (UG/KG) 1089. u/ 1188, u/ 1098.9 us 1485, u/ 627. u/
(sophorone (UG/KG) 1089. v/ 1188, uy 1098.9 u/ 1485, u/ 627. w
2-Nitrophenol (UG/KG) 1089, 117 1188, v/ 1098.9 174 1485, w/ 627, u/
2,4-Dimethylphencl (UG/KG) 1089, u/ 1108, w 1098.9 v/ 1485, w 627. /
Benroic Acld (UG/KG) 5280. u/ 5760. u/s 190, Ty T200. u/ 3040, us
bis{2-Chloroethoxy)methane (UG/KG) 1089. u/ 1188, us 1098.9 w 1485. u/ 627. uw
2,4-Dichlorophenol (UG/KG) 1089. u/ 1184, v/ 1098.9 w 1485, u/ 627. us
1,2,4-Trichlorobenrens (UG/XG) 1089. u/ 1188, W 1098.9 u/ 1485, w/ 827. u
Naphthalene (UG/KG) 1089. u/ 1188, uw/ 1098.9 u/ 1485, us 627, us
&-Chloroaniline (UG/XG) 1089, u/ 1188, uw/ 1098.9 uw/ 1485. u/ 627, us
Hexachlorobutadiene (UG/KG) 1089, u 1188, w/ 1098.9 uw 1485, u/ 627. U/
&-Chloro-3-methylphenol (UG/KG) t0a9. 17} 1184, u/s 1098.9 u/ 1485. u/ 627, v/
2-Methylnaphthalene (UG/KG) 1089. w 1188, u/ 10989 u/ 1485, u/ a27. us
Hexachlorocyclopentadiene (UG/KG) 1089. u/ 1188, u/ 1098.9 u/ 14085, u/ 827, u/
2,4,6-Trichlorophenol (UG/XG) 1089. u/ 1188, u/ 1098.9 w 1485, v/ 627, u/
2,4,5-1Trichlorophenol (UG/KG) $280. us 5760, 174 5328. uw/ T200. u/ 3040. uy
2-Chloronaphthat ene (UG/KG) 1089, us 1184, us 1098.9 u/ 1485. us 627. u/
2-Nitrosniline (UG/KG) 5280, u/ 5760. 174 5328, us T200. uw/ 3040. v/
Oimethyiphthalaste (UG/KG) 1089. u/ 1183, us 1098.9 w/ 1485. us 627. u/
Acenaphthylene (UG/KG) 1089, u/ 1188, u/ 1098.¢ us 1485, v/ 627, u/
2,6-Dinltrotoluene (UG/XG) 1089. uw/ 1188, 173 1098.9 u/ 1485. wy/ 627. u/
J-Nitroaniline (UG/XG) 5280, 17 5760, us 5328. u/ 7200. w/ 3040. uy
Acensphthene (UG/KG) 1089, [173 1188. u/ 1098.9 u/ 1485, {174 627. (17}
2,4-Dinftrophenol (UG/KG) 5280. W/ 5760, uy 5328. u/s 7200. W/ 3040. u
4-Nitraphenol (UG/KG) 5280, u/s 5760, v/ 532a. T, 7200. u/ 3040. us

Note: (1) Results are reported with qualifiers (Laboratory Qualifier/Data Validstion Quslifier) to the right of the value.



ANALYTICAL DATA REPORT
Woodstock Landfitl RI/FS
Woodstock, Iilinois
Hatrix: SO Type: SVOC

Parameter WK -SDOS-01 09706/90 WX -SD0&-01 09/06/90 WK -SDO7-01 09/06/90 W -SDOB-01 09706790
Phenol {UG/XG) 759, u/ 726, us 429. u/ 7392, w
bis(2-Chloroethyl) ether (UG/KG) 59, w 726. w/ 429, u/ 2. u/
2-Chiorophencl (UG/KG) 759. us 726, u/ 429. u/s 7392. u/
1,3-Dichlorobenzene (UG/KG) ™. u/ 726, w/ 429, us 1392. us
1,4-Dichiorobenzene (UG/KG) 9. w/ 726, u/ 429, u/ n92. u/
Renry). Aleohol | (UG/EGY. 9. w 726. u/ 429, u/ 9. u/
1,2-Dichlorabenzene (UG/KG) 59, u/ 726, u/s 429. u/ 7392, (17]
2-Methylphenol (UG/KG) 759. u/ 726 us 429, w 9. u/
bis(2-Chtoroisopropyl)ether (UG/KG)  739. w 126, us 429, v/ 392, u/
4-Nethylphenol (UG/XG) 759. u/ 726. v/ 429. u/ 7392. u/
N-Nltroso-di-n-dipropylamine (UG/KG) 759. w 7268, u/ &29. 175 92, u/
Hexachloroethane (UG/KG) T59. u/ 726, v/ 429. u/ 392, v/
sitrobenzene (UG/XG) 59. u/ 726, u/ 429 u/ 392 us
Isophorone (UG/KG) 759. u/ T26. w £29. u/ riva. u/
2-Nitrophenol (UG/KG) 759, 17 T26. w 429, 17 v2. w
2,4-Dimethytphenol (UG/KG) 759. v/ 726. U/ 429, u/ v, u/
Benzoic Acld (UG/KG) 35680, u/ 3520. 174 2080, u/ 35840, uzs
bis(2-Chloroethory)methane (UG/KG) 9. u/ T26. u/ 429. u/ 7iv2. w
2.4-Dichlorophenol (UG/KG) 759. u/ ' 726. u/ 429, u/ 7392, U/
1,2,4-Trichlorobenzene (UG/KG) T59. w/ 726. u/s 429, v/ 7392, 17}
Naphthalene (UG/KG) 759. u/ 126, v/ 429, uw/ 9. u/
4-Chioroaniline (UG/KG) 9. u/ 726, w/ 429, u/ 2. u/
Henachlorobutadiene (UG/KG) 759. 7} T26. u/ 429, w . u/
4-Chiloro-3-methylphenol (UG/KG) 759. w T26. uw/ 429, u/ 92, u/s
2-Methylnaphthalene (UG/KG) 59, u/ T26. uw/ 429, u/ 02, (174
Henachlorocyclopentadiens (UG/XG) 759. u/ 726. u/s 429, u/ 7392, u/
2,4,6-Trichlorophenot (UG/KG) 759. us T26. u/ 429, u/ me2. us
2,4,5-Trichtorophenol (UG/KG) 3580. u/ 3520. w 2080. u/ 35840, u/
2-Chioronsphthalene (UG/KG) 759. us 126. u/ 429, w 392, w
2-Bltroaniline (UG/KG) 3680, W 3520. u/ 2080, uw/ 35840. w
Dimethytphthalate (UG/KG) 759. u/ 726. u/ 4“29. v/ 392, u/
Acenaphthylens (UG/KG) 59, u/ 726. u/s 429, u/ 7392, u/
2,6-Dinitrotoluens (UG/KG) 759. u/ T26. u/ 429. u/ 13192, w/
3-Mitrosniline (UG/KG) 3580, u/ 3520. u/ 2080. u/ 35840. ws
Acenaphthene (UG/KG) 59, u/ 126. v/ 429. u/ 9. uys
2,4-0initrophenol (UG/KG) 34680, v/ 3520. w 2080. u/ 35840. uw/
4-Nitrophenol (UG/KG) - 3480, u/s 3520. uys 2080, us 35840. uw

Note: (1) Results are reported with qualifiers (Laboratory Gualifier/bata Validation Qualifier) to the right of the value.



ANALYTICAL DATA REPORY 3
Woodstock Landfill RI/FS
Woodstock, Illinois
Matrix: S0 Type: SVOC

Paramcter WK-5001-01 09/06/90 W-SD01-91 09706/90 WK-SD02-01 09706790 W-SD03-01 09/06/90 WX-SD04-01 09/06/90
Dibenzofuran (UG/XG) 1089, us 1188, uy 1098.9 s 1485, us 627. v/
2,4-Dinitrotoliuene (UG/KG) 1009, U/ 1188, u/ 1098.9 u/ 1485, u/ 627. 173
Diethylphthalate (UG/KG) 1089, u/ 1188. w 1098.9 u/s 1485, us 627, 173
&-Chlorophenyl -phenytether (UG/KG) 1089, u/ 1188, us 1094.9 v/ 1485. u/ 627. w
Fluorene (UG/KG) 1089. u/ 1188, u/ 1098.9 us 1485, u/ 627. 17
&-Mitrosnitine (UG/XG) 5280. u/ $760. u/ 5328, u/ 7200, us 3040, us
4,6-Dinitro-2-methylphenol (UG/KG) 5280, u/ 5760. u/ 5328, v/ 7200. v/ 3040. v/
N-nitrosodiphenylamine (UG/XG) 1089. u/ 1188, v/ 1094.9 v/ 1485, v/ 827. u/
4-Bromophenyl -phenylether (UG/XG) 1089. us 1188, u/ 1098.9 u/ 1405, u/ 627. u/
Herachlorobenzene (UG/KG) 1089, uy 1188, u/ 109a.9 u/ 1485. u/ 8271, v/
Pentachlorophenol (UG/KG) 5280. uy 5740, w S$32n. u/s 1200, u/ 3040, u/
Phensnthrene (UG/KG) 1089, u/ 1188. s 1098.9 u/ - 1405, 173 627. us
Anthracene (UG/KG) 1089. u/ 1188, u/ 1098.9 u/ 1485, u/ 827. v/
Di-n-butylphthalate (UG/XG) 1049. us 1188, u/ 1098.9 us 1485. u/ 627, w
Fluoranthena (UG/KG) 1089. W 1188, us 120. 3/ 1485. W 827. (173
Pyrene (UG/KG) 1089. u/ 1184, u 1094.9 u/s 1485 . 17 627, u/
Butylbenzylphthalete (UG/XG) 1089. 17 1188, w 1098.9 u/ 1485, us 627. u/
3,3'-Dichlorobenzidine (UG/KG) 2574, u/ 2808, u/s 2597.4 us 3510, u/ 1482, u/
Benzo(s)snthracene (UG/KG) 1089. us 1188. us 1098.9 us 1485. us 627, (174
Chrysene (UG/KG) 1089, u/ 1188, u/ 1098.9 174 1485, uzs 627, us
bis(2-ethylhexyl)phthalate (UG/KG) 350, J/ 250, 4/ 1200, / 27, 3 290. Iy
Bi-n-octyl Phthalate (UG/KG) 1089. w 1188. u/ 1098.9 u/ 1485. u/ 827, w
Benzo(b)fivoranthene (UG/KG) 1089. u/ 1188. u/ 1098.9 u/ 1485, us 827. uy
Benzo(k)fluoranthens (UG/KG) 1089, 17} 1188, u/ 1098.9 u/ 1485. us 627. u/
Bento(a)pyrene (UG/XG) 1089, [17] 11488, u/ 1098.9 ws 1485, u/ 627. u/
Indeno(1,2,3-cd)pyrene (UG/KG) 1089, u/ 1108, v/ 1098.9 u/ 1405. u/ a2r. u/
Dibenz(s, h)anthracene (UG/KG) 1049, u/ 1188, u/ 1098.9 us 14085, v/ 827, u/

Senzo(g,h, | )perylene (UG/KG) 1089. u/ 1188, v/ 1098.9 (173 1485, u/ é27. u/

Note: (1) Results sre reported with qualifiers (Laboratory Gualifier/Data Validation oualifler) to the right of the value,



ANALYTECAL DATA REPORT
Woodstock tendfill RI/FS
Moodstock, [lLtinofs
Matrix: SD  Type: SVOC

Parsmeter WX -5005-01 09706790 WK -SD04-01 09/06/90 wK-S007-01 09/06/90 W-S008-01 09706790
D ibenzofuran (UG/XG) 759. u/ 726. u/ 429, v/ 7392. u/
2,4-Dinitrotoluene (UG/KG} 759. u/s 726. u/ 429, 173 7392. us
Diethylphthalate (UG/KG) ne. u/ 726, 17 429, u/ 792, u/
4-Chlorophenyl -phenylether (UG/KG) ™, u/ 126. u/ 429, u/ T392. u/
Fivorens (UG/KG) e, u/ 726. u/ 429, u/ e, u/
L-Nitroaniline (UG/KG) 3680, v/ 3520, u/ 2080. w 35840, 17
4,6-Dinitro-2-methyiphenol (UG/XG) 3580. u/ 3520. u/ 2080. u/ 35840, u/
N-nitrosodiphenylemine (UG/KG) 759. us - T28, uy 429, u/ 7392, u/
4-Bromophenyl - phenylether (UG/KG) T59. 174 726. us 429. u/ 7392, u/
Hexnschlorobenzene (UG/KG) 9. u/ 726, u/ K29, u/ no2. us
pPentachlorophenol (UG/KG) 3480, u/ 1520. u/ 2080. u/ 35840, w
Phenanthrene (UG/KG) 759, ws 726. u/ 29, u/ rie2. w
Anthracens (UG/KG) 759. w 7268, 173 429, us 92, u/
01-n-butylphthalete (UG/KG) 759, v/ 726, u/ 429. u/ e, u
Fluoranthene (UG/KG) 759. uys 128, u/ 429 w 92, w
Pyrane (UG/XG) 759, u/ 726, 7] 429, v/ 7392. us
Butylbentytlphthalate (UG/KG) e, w 126. u/ 429, /s 7392, u/
3,3*-pichlorobenzidine (UG/KG) 1794, u/ 176, u/ 104, u/ 11472, u/
Benzol{aiahthracene (UG/KG) 759. u/ 726. us 429. u/ 9. w
Chrysene (UG/KG) 759, u/ T26. uw/ 429. u/ 2. w/
bis(2-athythexyl)phthatate (UG/KG) 220. J/ 200. 4/ 60, IT4 7392, (174
01-n-octyl Phthalate (UG/XG) 759. u/ T26. u/ 429, u/ 7392, u/
genzo(b) fluoranthene (UG/KG) 759. u/ T26. v/ 429, ur 302, v/
Benzolk){tuoranthene (UG/KG) 759, us 725. uw/ 429. u/ TS92. u/
fentola)pyrene (UG/KG) 759. w/ T26. u/ 429. w 7i92. 17
indeno(1,2,3-cd)pyrens (UG/XG) 759, v/ 726. w 429, uy 7392. u/
pibent(e, h)anthracens (UG/XG) 759, u/ T26. u/ 429, u/ 2. u/
Benzo(g h, i)perylene (UG/KG) 759. u/ 7268, u/ 429, u/ 7392, u

Hote: (1) Results are reported with qualifiers (Laboratory Gualifier/Data Validation Qualifier) to the right of the velue.



ANALYTICAL DATA REPORT L
Moodstock Lendfill RI/FS
Woodstock, 1liinois
Matrix: S0 Type: PPCB
Generated by: CTAM
Date I1ssued: 10-MAY-9)

Parameter W~ $001-01 09/06/90 WK-S001-91 09/046/90 WK -SD02-01 09/06/90 W-5003-01 09/06/90 WK-5D04-01 09/06/90
slpha-BRC (UG/KG) 28. u/ 28. u/ 28. u/s 360, u/ 1600, u/s
beta-BHC (UG/KG) 28, w 28. u/ 28, u/ 360 u/ 1600. u/
delta-BHC (UG/XG) 28. uys 28, w 2B. us 360 uw/ 1600. w/
ganrma-BHC (L indane) (UG/KG) 28. us 28, uw/ 28. us 360, u/ 1600, u/
Neptachlor (UG/KG) 28, u/ 28, u/ 28, u/ 360. u/ 1800, v/
Aldrin (UG/XG) 28, w/ 28, u/ 28. us 350, u/ 1600, u/s
Heptachior epoxide (UG/KG) 28, u/ 28, v/ 28. us 360, u/ 15600 v/
Endosul fan I (UG/KG) 28. us 28. us 28, us 360. u/ 1800. u/
Dieidrin (UG/KG) 56, u/ 56. u/s 56. us mo. us 1100. u/
&,47-DOE (UG/KG) 56. u/ 56. u/ 56, u/ 710. v/ Jt00. v/
Endrin (UG/KG) 58. u/ 56. uw/ 56. (173 710. u/ 3100. uw/
Endosulfan 11 (UG/XG) 56. u/ 56. v/ 56. u/ T10. u/ 3100, w
4,4'-DDD (UG/KG) 36, uw/ 56, w 56. us 710, us 3100, uz
Endosul fan sulfate (UG/KG) 56. uw/ 56, uw/ 56. u/ T10. u/ 3100. u/
&,4*-D0T (UG/XKG) 56. 175 56. w 56. ws To. u; 3100. u/
Methoxychlor (UG/KG) 280, u/ 280, w 280, u/ 3600, v/ 16000 . u/
Endrin ketone (UG/KG) 36. w/ 56. u/ 56. 174 710, w/ 3100. v/
slpha-Chlordene (UG/KG) 280, us 280, us 280, uy 3500. w/ 14000, uys
gemme-Chlordane (UG/KG) 280, w 280, u/ 280, u/ 34600, u/ 15000 u/
Toxaphene (UG/KG) 560. u/ 560, u/ 560. u/ T100. us 31000, u/
Aroclor-1016 (UG/KG) 280. u/ 280, v/ 280. u/ 3600. uw/ 16000, u/
Aroclor-1221 {UG/KG). 280. us .t W, A0, . LIVA o, . ‘"W, T ‘ur
Aroclor-1232 (UG/KG) 280. us 280, (175 280. u/ 3600. u/s 16000, 1173
Aroclor-1242 (UG/KG) 280, us 280, us 280, [17] 3500, u/ 16000. u/
Aroctor-1248 (UG/KG) 280. w/ 280, us 2080. u/s 3500, uw/ 16000, u/s
Aroclor-1254 (UG/KG) 580, uy 360, 174 560. v/ 7100, v/ 31000. (174
Aroclor-1260 (UG/KG) 560, u/ 360, u/ 560, u/ T100. s 11000, u/

Note: (1) Results are reported with qualifiers (Laboratory Qualifier/bate Validation Qualifier) to the right of the value.



ANALYTICAL DATA REPORT
Hoodstock Landfitl RI/FS
Woodstock, Itlinois
Matrix: S0 Type: FPCB

Parameter K- 5005-01 09706790 WK -SD0&-01 09/06/90 WK-5D07-01 09/06/90 v -5008-01 09/06/90

alpha-BHC (UG/XG) 19. u/ 18. uy 10, u/ 60, w
bets-BHC (UG/XG) 19. w 18. u/ 10. o/ 60, v/
delta-BHC (UG/KG) 19. uws 18. u/ 10, u/ 60, 1174
gamma-BHC (Lindene) (UG/KG) 19. u/ 18. U/ 10, u/ 60, w
Heptachlor (UG/KG) 19. us 1a. [17) ) 10. u/ 60. u/
Atdein (UG/KG) 19. w 18, w 10. u/ &0, u/
Heptachlor epoxide (UG/XG) 19. u/ 18. /s 10. u/ 80. w/
€ndosul fan 1 (UG/KG) 19. u/ 18. u/ 10. u/ &0. [174
Dieldrin (UG/XG) 38. 17 14. u/ 20. w 120. u/
4,4 -DDE (UG/KG) 3s. us 36. u/s 20, u/ 120, u/
Endrin (UG/XG) 3a. (17 346, u/ 20, u/ 120. u/
Endosul fan |1 {UG/KG) . u/ 3. u/ 20. w 120. w
4,44-DDD (UG/KG) 38. w 34, w 20. u/ 120. u/
Endosul fan sul fate (UG/KG) 3a. u/ 36, u/s 20. u/s 120. u/
&,4'-DDT (UG/KG) 38. u/ 3s. w 20. u/ 120. [173
Methoxychlor (UG/KG) 190. u/ 180. w 100. v/ 400, v
Ende In ketone (UG/KG) 38. u/ 38. u/ 20. 174 120. u/
alpha-Chtordane (UG/KG) =~ 190, u/ 180. U/ 100. u/ 600. u/
gesma-Chlordane (UG/XKG) 190. u/ 180. u/ 100, u/ 600. u/s
Toxmphene (UG/XG) 380. u/ 350, [174 200, w/ 1200. 173
Aroclor-1016 (UG/KG) 190, (173 180, u/ 100. u/ 400, uw/
Aroctor-1221 (UG/KG) 190. uw/ 180, w 100. us 400, o/
Aroclor-1232 (UG/XG) 190. u/ 180. w 100. u/ 600, u/
Aroclor-1242 (UG/KG) 190. uw/ 180. v/ 100, w 600, u/s
Aroclor- 1248 (UG/KG) 190. u 180. u/ 100. v/ 400, u/
Aroclor-1254 (UG/XG) 380. u/ 340, w 200. u/ 1200, u/
Aroclor-1260 {UG/KG) 180, us 380, v/ 200. uy 1200. u/

Hote: (1) Results are reported with quatifiers (Laboratory Qualifier/Dats Validation Gualifier) te the right of the value,



SUMMARY OF TENTATIVELY IDENTIFIED COMPOUNDS
Woodstock Landfill RI/FS
wooastock, lllinois
Matrix: SD
Generated by: CAW
Date lssued: 10-MAY-91

wK-$201-01 09/06/90

(TBNA) Tentatively-ldentified Semi-Volatiles

tompound (Units) Concentration LQ/DVQ
Unknown {UG/XG) 3a00. Jf
Aldol (UG/XG) 2800. Ad/
Algol (UG/XG) 700. A/
Aidol (UG/KG) 700. AJ/
Unknown hydrocarbon (UG/KG) 2000, 3/
Unknown hydrocarbon (UG/XG) 930. 4/
9-Octadecene, (E)- (UG/XG) 2600. 3/
Unknown hydrocsrbon (UG/KG) 460, 4
Unicnown hydrocarben (UG/XG) 350. 3/
Unknawn {UG/KG) 1400. 4/
Unknown hydrocarton (UG/KG) 2000. J/
Heptadecane, 2, 6-dimethyl- {UG/XG) 2600. 3/
$-Octadecene, (E}- (UG/XG) 7100. J/
Unknown hydrocarbon (UG/KG) 1500. 4/
Tetracontane, 3,5,26-trimethyl (UG/XG) 3000. J/
Unknown hydrocarbon (UG/KG) 14600, 4/
Unknown (UG/KG) 1400. 3f
Unknown (UG/XG) 810. J/
Unknown (UG/KG) 1000. 47
Unknownry (UG/KG) 1500. 3/
Unknown (UG/KG) 930. &

Unknown (UG/KG) 930. 3



SUMMARY OF TENTATIVELY IDENT!FLED COMPQUNDS
woodsteck Landfill R1/FS
voods Tock, Itlimais
mgtrix: SO

wK-$001-91 09/06/9C

{TBHA) Tcnutivcly-ldentifiod semi-volatiles

compound (Units) Concentration LG/OVR
Atdol (UG/KG) 2%00. A3/
- Aldal (UG/KG) 2700. A/
Unknown (UG/XG) 2800. 3/
Tribromophenol (UG/XG) 1300. Jf
1-Heptadecanol (UG/XG) 1400. 37
Unknown hydrocarbon (UG/KG) 1400. 3/
Unknown hydrocarbon (UG/KG) 1600, oy
uUnknown hydrocarbon (UG/XG) 4400, 3
Unknown hydrocarbon (UG/KG) 2100. 4/
Unknown hydrecarbon (UG/KG) 1200. 'Y
Unknown hydrocarbon {UG/XG) 5900. 4/
Unknown hydrocarbon {UG/KG) 1300. 3
Unknown hydrocarbon (UG/KG) 1600. i/
Unknown hydrocarbon (UG/KG) 2300. J/
lron, tricarbonyl (N- (phenyl- (UG/XG) 4100. 3
unknown hydrecarbeon (UG/XG) 4500. J/
Urknown hydrocarbon (UG/KG) 2300. 4/
Unknown hydrocarbon (UG/XG) 2400. 4/
Pentacosane (UG/KG) 1800. 3
Unknewn hydrocarbon (UG/KG) 35600, 37
Unknown hydrocarben (UG/KG) 2200. 3/

Unknown hydrocarbon (UG/XGY S700. 3/



SUMMARY OF TENTATIVELY IDENTIFIED COMPOUNDS
woodstock Landfill R]/FS
woodstock, lliincis
Matrix: SD

WK-5002-01 09/06/90

{TBNA) Tentatively-ldentified Semi-volatiles

Compound (Units) Concentration LQ/DVO
Unknown (UG/XG) 1200. 4
Aldol (UG/KG) 6100. AJ/
Aldel (UG/KG) 4£100. Ad/
Aldol {(UG/KG) 700. Ad/
Unknown subst. hydrocarbon (UG/KG) 1600, 4/
Unkmawn hydrocarbon (UG/XG) 1500. 4/
Unknown hydrocarbon (UG/XG) 5100, 3/
Unknown hydrocarbon (UG/XG) 1000, 4/
Unknown hydrocarbon (UG/KG) 3600. I/
Unknown (UG/XG) 930, o/
Unknown hydrocarbon (UG/KG) 1200. J/
Unknown hydrocarbon (UG/KG) 2300. 4/
Unknown hydrocarben {(UG/XKG) 1400, S/
Pentacosane (UG/XG) 1600. 4/
Unknown hydrocarbon (UG/KG) 2600. 4/
Unknown (UG/KG) 3000. 3/
Unknown hydrocarbon (UG/XG) 3500. Jf
Pentacosane (UG/XG) 6900, J/f
Unknown hydrocarbon (UG/KG) 12000, J/
Pentacosane (UG/KG) 12000, 3/
Unknewn (UG/KG) 5400. J/
Unknown {UG/KG) 7700. 4/

Unknown (UG/KG) 13000. 4/



Matrix:

)

wK-S003-01

SUMMARY OF TENTATIVELY IDENTIFIED COMPOUNDS
wWoodstock Landfill RI/FS

09/06/90

(T3NA) Tentatively-ldentified Semi-Volatiles

Compound (Units)

Unknown (UG/KG)

Aldol (UG/XG)

Aldol (UG/XG)

Aldel (UG/XG)

Unknown (UG/KG)
Dimethylheptadecane (UG/KG)
Kexanedioic acid, mono(2-ethyl (UG/KG)
Dimethylheptadecane (UG/XG)
Oimethylheptadecane (UG/KG)
Unknown (UG/KG)

Unknown {(UG/KG)

Unknown (UG/KG)

Unknown (UG/XG)
Dimethylheptadecane (UG/KG)
Unknown (UG/XG)

Unknown (UG/XG)

Unknown (UG/KG)

Unknown (UG/KG)

Octacosane (UG/XG)

Unknown (UG/XG)

Unknown (UG/KG)

woodstock, [tlimois

Concentration

1800.
1500.
2400,

LG/ova



SUMMARY OF TENTATIVELY IDENTIFIED COMPOUNDS
woodstock Landfill RI1/FS
Woodstock, Illinois
Mptrix: SO

WK -5D04-01 09/06/90

(TENA) Tentatively-ldentified Semi-volatiles

Compound (Units) Concentration LQ/DVQ
Aldol (UG/KG) 1300. Ad/
Aldol (UG/KG) 2300. Ad/
Aldol (UG/KG) (¥ Ad/
Heptadecare (UG/KG) &50. M
sulfur + unknown (UG/XG) 1000Q. 3/
unknown hydrocarbon (UG/XG) 330. Jf
Hexanedicic acid, mono(Z-ethyl (UG/XG) 390, J/
Dimethylheptadecane (UG/KG) 520, 3
Unknown (UG/XG) 330. 4/
Unknown hydrocarbom (UG/KG) 2000. J/
Unknown (UG/XG) 450, 4/
Unknown (UG/XG) 450. Jf
Unknown (UG/KG) 5500, J/
Umknown hydrocarbon (UG/KG) 3700. 4/
Unknown (UG/XG) 2300. 4/
Unknown (UG/KG) 910. 4/
uUnknown (UG/XG) 3100. 3/
Unknown (UG/KG) 1200. 4/
Dimethylheptadecane {(UG/KG) a50. ¢/
Unknown (UG/KG) 1300. 4/
Unknown (UG/KG) 1200, o/
Unknown (UG/KG) 2300. 3/
Unknown (UG/KG) 1000. 3/
WK -5005-01 09/06/90

(1BNA) Tentatively-ldentified Semi-Volatiles

Compound (Units) ' Concentration  LO/DVQ
Unkmown {(UG/KG) 2200, 3/
Aldol (UG/XG} 1500. AJ/
Aldol (UG/KG) 1430, AJ/
Unknown (UG/XG) ’ 2000, J/
Unknown (UG/XG) 450, J/
Unknown {UG/XG) 390. Jf
Unknown {UG/XG) 310. Jaf
Unknown (UG/KG) 460. J/

Dimethylheptadecane (UG/XG) 770, J/



SUMMARY OF TEMTATWELY IDEHT!FIED COlPGJNDS
woodsteck Lanafill RI/FS
woodstock, {Llinois

matein: S0

wx-5006-01 09/06/90

{TBNA) Tmtativcly-ldentiﬁtd Smi-Voutiln

compound (units) Cormntruien Lo/oOva
Aldol (UG/XG)Y 1200. A/
Aldol (UG/XG} 1400. Ad/
Aldol (UG/XG) 370. A/
Flmrophcnol (UG/%G) 600. I
Unknown {(UG/KG) 370, Jf
nydrocarbon (UG/XG) 300. o
Unknown (UG/XG) 1200. 3/
Unknown aldenyde (UG/KG) 370. J
UnKnown hydrocaroen (UG/XG) 470. 3
unknown (UG/XG) 1800. Jf
Unknown (UG/XG) 290. XY
Unknown aldehyde (UG/XG) 3200. 3
hydrocarbon (UG/%G) 1900. df
(UG/KG) 7400. i)
ynknown {UG/ ) 520. 3
Unknown aldehyde (UG/REG) 1700, Jf
Unknosin hydrocarbon {UG/KG} 1%00. iy
unknown (UG/KG) 1900. 3
vitemin E scetate + unknown {UG/KG) 290. 3
Unknown aldehyde (UG/XG) 820. 3
LUG/XG) 1800. 3/
Unknown (UG/KG) 890. 3

Unknown {UG/KG) 1900. 3



Matrix: SO

wx-5007-01

SUMMARY OF TEMTATIVELY IDENTIFIED COMPOUNDS
woodstock Landfill R1/FS$

woodstock, Illinois

09/06/90

(TBNA) Tentatively-Identified Semi-Volatiles

WK-5D08-01

Compound (Units)

Aldel (UG/XG)

Aldel (UG/XG)

Aldol (UG/KG)

Aldol (UG/KG)

Aldol (UG/XG)

1-Decancl, 2-ethyl- (UG/KG)
17-FPentatriscontene (UG/KG)
Unknown hydrocarbon (UG/KG)
Unknown (UG/KG)

Unknown hydrocarbon (UG/KG)
Docdlecane, 1-iodo- (UG/XG)
Unknownt hydrocarbon (UG/KG)
Unknown hydrocarbon (UG/KG)
Unknown (UG/XG)

Unknowr hydrocarbon (UG/XG)
Unknown hydrocarbon (UG/KG)
Unknown hydrocarbon (UG/XG)
Unknown {UG/KG)

Unknown {UG/KG)

09/06/90

(TBNA) Tentatively-ldentified Semi-volatiles

Compound (Units)

Aldol (UG/KG)

Neptadecane, 2,46-dimethyt- (UG/KG)
Unknown hydrocarbon (UG/XG)
Unknown (UG/XG)

Urknown hydrocarbon (UG/XG)
Heptadecana, 2,6-dimethyl- (UG/KG)
Unknown hydrocarbon (UG/XG)
Unknown hydrocarbon (UG/XG)
Octacosane (UR/XE)

vitamin E acetate (VAN) (UG/XG)
Unknown hydrocarben (UG/KG)
Unknown hydrocarbon (UG/KG)
Unknown (UG/KG)

Unknown {UG/KG)

Concentration

R Y

1300.
730.
3.0,
210,
510.
430.
730,
170.
170.
390.
560.
1200,
Jo0.
510.
210,
4300.
300.
Ioo.
1800.

Concentration

Le/ova

AJ/
AJ/
AJ/S
AJ/
A/
J7/
4/
+/
4/
+/
4/
4/
J/
3/
4/
4/
4/
4/
4



SURFACE WATER



ANALYTICAL DATA REPORY 1
Woodstock Landfitl RI/FS
Woodsatock, 1liinois
Matrix: SV  Type: IND MIL
Generated by: CAM
Date lasued: 10-MAY-91

Parsmeter - Su01-01 11,20/90 WK-SU01-91 11720/90 WK -SUE0-01 D4/702/91 W-SU10-91 04702/91 WK-SW11-01 04703/91
Aluminum (UG/L) 50. 17 50. u/ T6. K/ 81.5 K/ ar. K/
Ant imony (UG/L) 50. u/ S0. u/ 50. u/s 50. u/ 50. u/s
Arsenfc (UG/L) 2.4 KNS/J 2. UN/UL 2. uy/ 2. v/ 2. u/
oarium (UG/L) 222. / 195. K/ 48.5 K/ 48. X/ &r1.5 (Y4
fBeryl lium (UG/L) 5. u/ S. u/ S. uw/ 5. u/ S. (175
Cadmium (UG/L) 5. w/ S. u/ 5. v/ 5. us 5. u/
Calelum (UG/L) 199000. / 189000, 1 79000, / 79600 . / 846700, /
Chromium, total (UG/L) 10. us 10, u/ 10, u/ 10, v/ 10. u/
Cobalt (UG/L) 10. v/ 10. w 10. u/ 10. W 10. u/
Copper (UG/L) 1%. K/ 12, K/ 10. us 10. us 10. u/
fron (UG/L) 32200. / 28000, / 432, I 398, I 1190. /
Lead (UG/L) 4.8 s/ 5.3 5%/4 3. u/ 3. u/ 3. u/
Magnesium (UG/L) 124000. 7 126000. f/ 31400, / 31000, / 46300, !
Hanganese (UG/L) 615, ’ 641, I'4 54.5 7 52. / 84,5 /
Mercury (UG/L) 0.2 u/ 0.2 uw/ 0.2 u/ 0.2 w/ 0.2 u/
nickel (UG/L) 121. / 141. / 20, w 20. v/ 20, u/
Potassium (UG/L) 16000, / 15700, / 1220. K/ 1220. K/ 10100. /
selenium (US/L) S 2. u/ 2. us/ 2. us 2. us 2. u/
Silver (UG/L) 10. u/ 10. 174 10. uw/ 10. us 0. w
Sodium (UG/L) 63400, / 40400, / 28900, / 30200. / 35100, 7
Thallium (UG/L) 3. u/s 3. u/ 3. u/ 3. u/ 3. 11}
Vanadium (UG/L) 50. uys 50. 174 50, u/ 50. u/ 50, u/
inc (UG/L) 284, / 225. 7 10. w 10. uy/ 181, /
Cysnide (UG/L) 10. u/s 10. (174

Alkslinity, Totsl (MG/L) 234, / 2%, / o8, 7
Chloride (MG/L) 70. / 69. / e7. /
NitratesMitrite Mitrogen (MG/L) 4.33 / 4£.23 / 3.2 /
Nitrogen, Ammonia (MG/L) 0.21 / 0.24 / 1.51 /
Nitrogen, Tote! Kjeldahl (MG/L) 1.82 R/J 1.93 N/J 3.48 N/J
Phosphorus, Total (MG/L) 0.03 / 0.0} / 0.04 /
Sul fate (MG/L) T4. !/ 67. / 70. /
Total Dissolved Solids (MG/L) 506. ! 478, / 600 /

Mote: (1) Results are reported with qualifiers (1aboratory Quatifier/Dats validstion Qualifier) to the right of the value,



HIL

........................

y (UG/L)
i (UGII.)
nesium (uG/L)
genese UG/
'y (UG/L)
chel (UG/LY
tassium We/L)
Lenfum (ua/L)
\ver (UGJL)
ad\umtﬂﬂll)
hatlius a/L)
snadium (UGJLY
rine (WG/LY
~yanide e/
alkstinity, Total (MG/L)
chloride (Ma/L)
ultr-tn&lilrile nitrogen (MG/L)
uivrogen,
nitrogen, 1otat K]eldnht (MG/L)
phosphorus, yotal (MG/L)
syl fate (WG/L) -
Totst pissolved solids (MG/L)

----------

9920.

0.
385
50.
90.

432.

2.5
1.6
3.44
0.04
69.

- 852

Vikiarg 1A

us/

WK - SuFe0l -0 M 120790
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50. u/
2. W
10. u/
5. u/
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10 u/
10 u/
10 u/
20. u/
3. v/
1000. u/
0. u/
0.2 u/
20. u/
100. u/
2. u/
10. u/
2000. u/
3. uw/
50. u/
10. u/
5. W
1. u/
0.02 u/
0.\ u/
0.13 (T2
0.02 U/
5. w/
20. u/

yalidation guatifier) to the right of the value.



ANALYTICAL DATA REPORT
Woodstock Landfill RI/FS
Woodstock, Illinois
Natrin: SW  JType: SvVOC
Generated by: CAM
Date Issued: 10-MAY-9I

Paremeter W-301-01 11720790 WC-SW01-91 11720790 WK-SWFBOV-01 11/20/90
Phenol (UG/L) : . 10. us 10. u/s 10, us
bis¢2-Chloroethyl) ether (UG/L) 10. Uy t0. v/ 10. u/
2-Chlorophenol (UG/L) 10. u/ 10. u/ 10. v/
1,3-Dichlorobenzene (UG/L) 10. u/s 10. u/ to. u/
1,4-dichorobenzene (UG/L) 10. us 10, u/ 10. u/
senzyl Alcohol (UG/L)Y 10. us 10. v/ 10, v/
t,2-Dichlorobenzene (UG/L) 10. w 10. u/ 10. us
2-Methylphenol (UG/L) 10. us 10, u/ 10. u/
bis{2-Chloroisopropyllether (UG/L) 10. us 10. u/ 10. v/
& -Methylphenotl (UG/L) 10. us 10. (175 10. u/s
W-Nitroso-di-n-dipropylamine (UG/L) 10, u/ 10. u/ 10. u/
Hexnachloroethsne (UG/L) 10. W t0. u/ 10. u/
Nitrobenzene (UG/L) 10. u/ 10. u/ 10. u/
Isophorone (UG/L) 10. us 0. us 10. u/
2-Nitrophenol (UG/L) 10. uw/ 10. 174 10. u/s
2,6-Dimethylphenol (UG/L) 10. u/ 10. w 10. v/
Benzoic Aclid (UG/L) 50. u/s 50. v/ 50. w
bis(2-ChloroethonyImethane (UG/L) 10. u/ 10. u/ 10. v/
2,4-Dichlorophenol (UG/L) 10, w 10. u/ 10, u/
1,2,4-Trichlorobenzene (UG/L) 10. u/ 10. u/ 10. u/
Naphthsiene (UG/L) 10, u/ 10. v/ 10, u/
4t-Chloroanitine (UG/L) 10, u/ 10. u/ 10. u/
Hexschlorobutadiene (UG/L) 10. u/ 10. (174 10. u/
4-Chloro-3-methylphenot (UG/L) 10. u/ 10, u/ 10. u/
Z-Methylnaphthalene (UG/L) 10. w/ 10. w 10, u/
Hexachlorocyclopentadiene (UG/L) 10. us 10. u/ 10. u/
2,4,6-Trichlorophenal (UG/L)Y 10, Y 10. v/ 10, u/
2,6,5<Trichliorophenol (UG/L) 50. u/ 50. 174 50. u/
2-Chioronaphthalene (UG/L) 10. u/ 10. us 10, uy
2-Mltroaniline (UG/L) 50. w 50. uw/ 50. u/
Dimethylphthatate (UG/L) 10, u/ 10. uys 10, u/
Acenaphthylene (UG/L) 10. u 10. v/ 10. u/
2,6-0inltrotoluene {UG/L) 10, us 10. u/ 10, v/
3-Nitroaniline (UG/L) 50. u/ 50, v/ 50. u/
Acenaphthene (UG/L) 10. 17 10, us 10, [17]
2,.4-Dinltrophenol (UG/L) 50, uw/ SO, u/ 50, v/
L-Hitrophenol (UG/L) 50. t 50. u/ 50, w/

Hote: (1) Results are reported with qualitiers {Lahoratory Qualifier/Oata Validation Qualifier) to the right of the velue.



ANALYTICAL DATA REPORT
Voodstock Lendfill RI/FS
Moodstock, [llinois
Matrix: SW  Type: SVOC

Parsmeter WK -SW01-01 11/20/90 WK-SW01-91 11720790 WK -SWFBO1-01 11/20/90
pibenzofursn (UG/L) 10. u/ 10. u/ 10. u/s
2,4-pinitrotoluene {UG/L) 10. W 10. u/ 10. u/
0lethylphthsiate (UG/L) 10. us 10. u/ 10. u/
4 - Chloropheny! -phenyiether (UG/1) 10. u 10. u/ 10. uw/
Fluorene (UG/L) 10. v/ 10, w/ 10. u/
L-Hitroaniline (UG/L) 50. 17 50. u/s 50. v/
ﬁ,é-nlnltro-z-nthylwml (UG/L) 50. u/ 50, W 50. u/
N-nitrosodiphenylamine (UG/L) 10. u/ 10. u/ 10. ws
4 -Bromophenyl -phenylether (uG/L) 10. us 10. u/ 10. u/
Hexachlorobenzene (UG/L) 10. v/ 10, u/ 10. w
pentachlorophenol (UG/L) 50. w 50. v/ 50. v/
Phenanthrene (UG/L) 10. us 10. w 10. u/
Anthracene (UG/L) 10. w 1. 17 10. u/s
pi-n-butylphthalate (UG/L) 10. u/ 10. W 10. u/
fluoranthene (UG/L) 10. /s 10. u/ 10. u/
pyrene (UG/L) 10. w 10. u/ 10. u/
sutylbenzylphthaiate (UG/L} 10. u/ 10. u/ 10. u/
3,31-Dichlorobenzidine (UG/L) 20. v/ 20. w 20. v/
senzo{a)anthracene (UG/L) 10. u/ 10. u/ 10. u/
Chrysene (UG/L) 10. u/ 10. u/ 10. w
bil(z-tthvlhelvl)phthll.te {uc/L) 24. a/ul 39. | YLK 5. B/
01-n-octyl Phthalate (UG/L) 10. u/ 10, u/ 10. u/
genzo{b)fiuoranthene (UG/L) 10. u/ 10. u/ 10. u/
senzol{k)fluoranthene (UG/L) 10. u/ 10. 17 10. u/
Bento(a)pyrene (UG/L) 10. W/ 10. u/ 10. u/
indeno(1,2,3-cd)pyrene (UG/L) 10. w 10. v/ 10. u/
Dibenz{a h)anthracens (uG/L) 10. us 10. u/ 10. u/
Benzolg,h, | )perylene (UG/L) 10. v/ 10. v/ 10. v/

Note: (1) Results are reported with qualifiers (inaboratory ausl i fier/Data Validation aualifier) to the right of the value.



ANALYTICAL DATA REPORT
Woodstock Landfill RI/FS
Woodstock, [1linois
Matrin: SW Type: VOC
Generated by: CAW
Date Issued: 10-MAY-91

Porameter WC-SHO1-01 11/20/90 WK-SW01-91 11/20/90 WK SUFBO1-01 11720790  WK-SWTBD1-01 11720790
el e e eaebeanaas mrmee  mmmemecectemsesssmmmsess smmmmsmamsssesmmmmmssmes  seeesescmescsass-ssssres smsmmasssmesssesscsissas
Chloromethane (UG/L) 10. us 10. us 10. uw/ 10, us
Bromomethane (UG/L) 10, u/ 10. us 10. u/ 10. u/s
viny! chloride (UG/L) 10. uy 10. u/ 10, u/ t0. 174
Chioroethane (UG/L) 10. u/ 10. u/ 10. u/ 10, uys
Methylene chloride (UG/L) 5. u/ 5. v/ 9. u/ 9. u/
Acetone (UG/L) 10. w/us 10. U/ 1". B/ 10. U/
Carbon disulfide (UG/L) 5. u/ 5. us 5. u/ 5. u/
1,V-Dichloroethene (UG/L) 5. u/ 5. u/ 5. w 5. w
1,1-Dichloroethane (UG/L) 5. u/ S. u/ 5. uy/ S. w
1,2-Dichloroethene {total) (UG/L) S. u/ S. 17 5. w/ 5. U/
Chloroform (UG/L) 5. us 5. u/ 2. 47 i. J/
1,2-Dichloroethane (UG/L) 5. u/ 5. u/s 5. u/ 3. U/
2-Butanone (UG/L) 10. u/ 10, u/ 10. v/ 10. u/
1,1,V -Trichiorcethane (UG/L) 5. u/ 5. u/s 5. u/ 5. uws
Carbon tetrachloride (UG/L) 5. w/ 5. u/ 5. w 5. vy
Vinyl acetate (UG/L) 10. u/ 10. u/ 10. 173 10. ws
Bromodichtoromethsne (UG/L) 5. u/ 5. uw/ 5. w 5. v/
1,2-DPichloropropane {(UG/L) S. u/ 5. us 5. u/ 5. uy
cis-1,3-Dichioropropene (UG/L) 5. (173 5. u/ 5. w 5. oW
Trichloroethene (UG/L) 5. u/s 5. u/ 5. us $. u/
Dibromochioromethane (UG/L) 5. u/ 5. us 5. w 5. v/
t,1,2-Trichloroethane (UG/L) S. u/ 5. v/ 5. u/ 5. u/s
Senzene (UG/L) 5. w o 5 w 5. u S. uy
trans-1,3-Dichloropropene (UG/L) 5. u/ 5 u/ 5. u/ S. u/
Bromoform (UG/L) 5. u/ 5. u/ 5. 17 S u/
4-Methyl -2-pentanone (UG/L) 10. v/ 10. us 10. v/ . u/
2-Hexanone (UG/L) 10, u/ 10. v/ 10. v/ 10. u/
T1etrachloroethene (UG/L) 5. u/ 5. u/ S. u/ S. u/
1,1,2,2-Tetrachloroethane (UG/L) 5. u/ 5. u/ 5. y/ 5. w
Toluene (UG/L) 5. uw/ S. u/ 5. (173 3. u/
Chiorobenzene (UG/L) 5. w 5. u/ S. u/ 5. u/
Ethylbenzene (UG/L) 5. w 5. u/ 5. u/ S. uw/
Styrene (UG/L) 5. u/ 5. u/ 5. w/ 5, w
Mylenes (total} (UG/L) 5. 1114 5. u/ 5. u/ 5. u/

Hote: (1) Resulis are reporied with qualifiers (Laborstory Quslifier/Dots Validation Gualifier) to the right of the value,



TEST PITS




L

ANALYTICAL DATA REPORTY
Voodstock Lendfill RI/FS
Woodstock, 1llinols
Matrix: SM  Type: VOC
Generated by: CAW
Date fssued: 10-MAY-?1

Parameter W-SU01-01 11720/90 WK-SHO1-91 11720790 Ww-SUrFaot-01 11720790 WK-SUTA01-01 11/20/90
Chloromethane (UG/L) 10. u/ 10. w/ 10, w/ 10, u/
Bromomethane {(UG/L) 10. us 10. u/ 10. u/ t0. u/
vinyl chloride (UG/L) 10. u/ 10. u/ 10. u/ 10. v/
Chloroethane (UG/L) 10. L/ 10. u/ 10. u/ 10, u/
Methylene chloride (UG/L) 5. w S. w/ 9. u/ 9. W
Acetone (UG/L) 10. usul 10. s 1. B/Ud 10. sl
Carbon disul fide (UG/L) 5. uws s. u/s 5. w/ 5. ws
1,1-Dichloroethene (UG/L) 5. u/ 5. u/ 5. v/ 5 u/
1,1-Dichloroethane (UG/L) 5. u/ 5. v/ 5. u/ S. u/
1,2-Dichloroethene (total) (UG/L) 5. u/ 5. u/ S. v/ 5. v/
Chloroform (UG/L) 5. t/ 5. u/ 2. J 1 3
1,2-0lchtoroethane (UG/L) 5. v/ S. u/ 5. u/ 5. u/
Z2-Butenone (UG/L) 10. u/ 10. u/ 10. w/ 10. u/
1,1,1-Trichloroethane (UG/L) 5. v/ 5. u/ S. ty 5. v/
Cerbon tetrachloride (UG/L) S. v/ 5. u/ 5. uw 5. v/
Vinyl scetate (UG/L) 10. uw 10. u/ 10. w/ 10. uzs
Bromodichloromethans (UG/L) 5. u/ 5. u/ 5. w 5. u/s
1,2-Dichloropropane (UG/L) 5. u/ S. v/ 5. v/ 5. v
cis-1,3-Dichloropropene (UG/L) 5. u/ 5. u/ 3. w 5. u/
Trichloroethene (UG/L) 5. v/ 5. w S. u/ L v/
Dibromochioromethane (UG/L) 5. us 5. 11 5. us S. us
1,1,2-Yrichloroethane (UG/L) 5. u/ 5. u/ 3. w S. u/
Benzens (UG/L) 5. u/ 5. u/ 5. w/ 5. 173
trens-1,3-bichloropropene (UG/L) 5. us 5. us 5. u/ 5. u/
aromoform (UG/L) 5. us s. u/ 5. v/ 5. uw/
4L-Hethyl -2-pentanone (UG/L) 10. u/s 10, u/ 10. v/ 10, u/
2-Nexenone (UG/L) 10. u/ 10. u/ 10. v/ 0. u
Tetrachloroethene (UG/L) 5. w 5. us 5. W 5. u/
1,1,2,2-Tetrachloroethane (UG/L) 5. u/ 5. u/ 5. u/ 5. v/
Toluene (UG/L) 5. s 5. u/ 5. u/ 5. u/
Chlerobentene (UG/L) 5. u/ 5. v/ 5. w S. u/
Ethylbenzene (UG/L) . 5. u/ 5. u/ 5. u/ S. v/
styrene (UG/L) 5. u/ 5. u/ 5. u/ 5. u/
Xylenes (total) (UG/L) S. u/s 5. W/ 3. |17} 5. u/

Wote: (1) Results are reported with quelifiers (i nharatory Guaiifier/Data Validation Oualifier) to the right of the value,



ANALYTICAL DATA REPORT
' Moodstock Landfill RI/FS
Woodstock, 1ilinols
Mstrix: TP Type: VOC
Generated by: CAM
Date 1ssued: 02-0CY-91

Parameter W-TP0Y-08 07724791 WK-TPO3-04DUP O7/24/91
Chioromethane (UG/KG) 1600000, U/ 1400000, U/
Bromomethane (UG/KG) 1600000, W/ 16400000, W/
Vinyl chlorlde (UG/KG) 1600006, U/ 1400000, W/
Chloroethane (UG/KG) 1600000, W/ 1400000, W/
Hethylene chloride (UG/KG) 780000. us 780000. us
Acetone (UG/KG) 17000000, D/J T73000000. E/J
Carhon disulfide (UG/KG) 780000, s 780000, uws
t,1-Dichloroethene (UG/XG) 780000, us 780000, u/
1,1-pichloroethane (UG/KG) 180000, u/ . 780000, u/
1,2-Dichloroethens (totat) (UG/KG) 780000, us 700000, uy
Chloroform (UG/XG) 180000, uz 780000, uw
1,2-Dichioroethana (UG/KG) 780000 w . 780000, w
2-dutanone (UG/KG) 1600000, U/ ' 1600000, U/
1,1,1-Trichloroethane (UG/KG) 780000, u/ 780000, uz
Carbon tetrachloride (UG/KG) 780000, u/ . 780000, 173
Vinyl scetate (UG/XG) 1600000. U/ : 1400000, U/
Bromodichloromethane (UG/KG) 780000, v/ 780000, u/
1,2-0lchloropropane (UG/XG) 780000, u/ 780000, w
cis-1,5-pDichloropropene (UG/XG) 780000, v/ 780000, w/
Trichloroethene (UG/KG) 780000, u/ 780000, u/s
bibromochloromethane (UG/XG) 780000, us 780000, w
1,1,2-Trichtorocthane (UG/XG) 780000. v/ 780000. us
Benzene (UG/XG) 7H0000. U/ o 780000, W/
trans-1,3-Dichlaropropene (UG/KG) 780000, u/s 780000 w
Bromaferm (UG/KG) 780000, [1F) 780000. W
4-Methyl-2-pentanone (UGL/KG) IADO0O0.  DfY 15000000, /4
2-Hexanone (UG/KG) V00000, W 1600000, W/
Tetrachloroethene {(UG/KG) 700000, w/ T780000. w/
1,1,2,2-Tetrachlorocthane (1IG/KG) 1400000, 4/ 1600000, U/
Toluene (UG/KG) 220000006, /) A7000000, E£7)
Chtorobentene (UG/KG) TROOO0. s 780000, i
fthylbenzene {UG/KG) 760000, 1/ J4nooo, 37
Styrene (WG/KG) 780000, i 780000, uy '
¥ylenes (total) (UG/XG) 3onon, nazs.t 1400000, /)

Hote: {13 Results are repacted with qualifiers (Caborate | oualificr/0atna Validation Oualifier) to “right of the value,



LN

ANALYTICAL DATA REPORT
Uoodstock Landfilt RI/FS
Voodstock, 1llinols
Matrin: TP TYype: SVOC
Generated by: CAW
Date Issued: 02-0CT-91

Parameter u-TPO3-D46 07724791 UK-TPOY -080LP OT7/24/91
Phenol (UG/KG) 100000, [IFIVE] 300000, usus
bist2-Chloroethy!l} ether (NIG/KG) 1000060, ual 100000, usts
2-Chlorophenol (UG/KG) 100000 . TFIEY} 300000. usus
1,3-Dichiorobenzene (UG/KG) 100000, unu 300000, [TFIIE]
1,4-Dichlorohenzene (UG/KG) 100000 . ual 300000, Y[TF]
Bentyl alcohot (UG/KG) 21000, 4 300000, w/us
1,2-Dichlorohenzene (UG/KG) 12000, J/h 300000 . (TFIIY)
2-Hethylphenol (UG/KG) 100000, usus 300000 . usuy
bis(2-Chloroisopropyl yether (UG/XG) 100800, uml 300000, u/us
4-Methylphenol (UG/KG) 100000, il 300000, wud
H-Nitroso-di-n-dipropylamine (UG/XG) 100000, usul 300000. U
Hexachloraethane (UG/KG) 100000, usild 300000, uan
Hitrobentene (1UIG/KG) 100000, [TJZTN) Jo0000. LIF T
1sophorone (UG/XG) s000000, €44 4400000, /4
2-Kitrophenol (UGC/KG) 100000, u/sd 300000, U
2,4-Dimethylphenct (UG/XG) 100000 U/ 300000, usul
Bentolc acld (UG/KG) 500000, U/ 1500000, U/UJ
bis{2-Chioroethoxy)methane [UG/KG) t00000. Ul 300000. usl
2,4-Dlehiorophenol (UG/KG) 100000. us/w) 300000, usn
1,2,4-Trichiorobentene (UG/KG) 100000, uny 3Jo0000. /)
Haphthatene (UG/KG) 100000, uAN 300000, Ul
4-Chioroaniiine (UG/XG) 100000, ya) 300000. W
Hexachtorobutadiene (UG/KG) 100000, Wl 300000, usd
4L-Chloro-3-methylphenol {UG/KG) 100000 /Ul 300000. usud
2-Hethylnaphthalene (UG/XGY 100000, usud 300000, usud
Hexschlorocyctopentadiene (UG/XG) 100000. 1 300000, usul
2,4,4-Trichlorophenct (UG/KG) 100000.  U/UJ 300000. U/
2,4,5-Trichtorophenot (UG/KG) 500000, usud 1500000, U/w
2-Chloeronaphthalene (UG/KG) 100000 . [{FIIN] 300000. Uy
2-Nitroaniline (UG/KG) 500000. RN 1500000, uAN
pimethylphthalate (UG/KG) 100000, THR] 300000, uALg
Acennphthylene (UG/EG) 100000, s nnnon, sl
2.8-Dinltrotolucne (UG/KG) ' 100000 . TRTN] N, A
J-Hltronndline (UG/EG) 500000, (LYK 1500000, usl
Accnaphthenc (UG/EGY 100000 [IF TR Innnne, [TYITN
7 h-Dinitraphennl (1G/7Y0) SUNHMI . 1A 1500000, usnul
iL-Hitropheoal (UG/VG) SOUH00 1A 1500000, s

Nate: (1) Resubts wie reported with quatifiers (Caboratory Qualiticr/Data validation ountificer) to the right of the vatue.



ANALYTICAL DATA REPORT
WUoodstock Landfitl RE/FS
Woodstock, 1llinols

Matrix: TP Type: SVOC

Parsmeter W-TPDY-0& 07/724/91 UK -TPO3-DALLP 07724791
dibenrofuran (UG/XGY 100000 . (171N 300000, usus
2,4-binltrotoluene (UG/KGY 100000. usul Joooo00, usen
plethylphthalate (UG/XG) 100000. U/ 300000, LU
4-Chlorophenyt -phenytether (UG/XG) 106000 . wus 300000, us/
Fluorene (UG/r.) 100000 . LUl 300000. (TFTT]
L-Mitroaniline (UG/KG) 500000. usud _ 1500000, t/W)
4L,6-Dinitro-2-methyiphenol (UG/KG) S00000. U/l 1500000. w/ul
N-nitrosodiphenyl amine (UG/KG) 100000, usin 300000, uAn
4-Bromophenyl - phenyl ether (UG/KG) 100000, us/ul 300000, tyul
Hexachlorobenrene (UG/KG) 100000 . unn Joh000. usn
Pentachlorophenol (UG/YG) 500000, uw/ul 1500000, U/U)
Phenanthrene (UG/XG) 100000 . un 300000, u/ud
Anthracene (UG/KG) 100000, uny . 300000 . (1PN
0l-n-butylphthalate (1IG/KG) 100000, unn 120000 . a1
Fluorsnthene (UG/XG) 100000, usul ’ 300000 . usud
Pyrene (UG/KG) 100000, Uz 300000, und
Butylbenzylphthalate (UG/KG) 100000. ustd . 3060000. v
3,3¢-Dlchlorobentidine (UG/KG) 200000, UM 400000. LU
fenzola)anthracene (UG/KG) 100000, usd ' 300000, U/
Chrysene (UG/KG) 100000, usud 300000. U/l
bia¢{2-ethythexyl)phthalsate (UG/KG) 250000 . 3 ’ T4000. RPN
0l-n-octyl Phthalate (UG/XG) 100000, u/s 300000, L)
Benza(b) fluoranthene {(UG/KG) 100000, U 300000, Uil
aenzolk){luoranthene (UG/KG) 100000, us 300000, usul
Bentola)pyrene (UG/KG) 100000, ung _ 30006, usu)
Indeno(1,2,3-cd)pyrene (UG/KG) 100000 TN ) 300000, U
pibenz{a, h)anthracens (UG/KG) 100000, Ul ' 300000, U
fenzolg. h, 1)peryliene (UG/KG) 100000. H/w 300000, uul

Note: (1) Rewilte ate reported with qualifiers (Labor ey ualifier/nge Vatidation Sualifier) 1o the right of the value,



ANALYTICAL DATA REPORTY
Woodstock Landfill RI/FS
VUoodstock, 1tlinols
Matrix: TP Type: PPCH
Generated hy: CAW
bDate Issued: 02-OCT-91

Parsmeter, Ww-TPO3-06 07724/91 WK- TP0Y-08DUP OT/24 /91
sipha-B0HC (HG/XG) 12. u/ud 10. usul
beta-80C (MG/KG) 12, us/ul 1o, usud
delta~BHC (MG/XG) 12. usud 10. w/us
geama-8HC (Lindane) {(HG/KG) 12. u/ud 10. wian
Heptachlior (MG/KG) 12. [IFITN 10. uwuy
Aldrin (NG/XG) 12. usul 10. (1718
Neptachlor epoxide (HG/KG) 12, ual 10. usuy
Endosul fan 1 (HG/KG) R 12, usl 10. UL
Oleldrin (KG/KG) 24, e 20, LUy
4,47-DDE (HG/XG) L. U 20. us/us
Erdrin {(HG/KG) 24, LIFATN] 20. g
Endosul fan L1 (MG/KG) 24. us) 20, tsg
4,47-DDD (MG/KG) 26, wAn 20. Ul
Endosul fan sulfate (HG/XG) 24. [EFIIN] 20, u/us
4, 47-DDT (MHG/XG) 24, sl 20, uus
Kethoxychlor (HG/XG) 140. usud 130. unl
Endrin ketone (HG/KG) 24, usAn 20, us/us
alpha-cChlordane {HG/YG)Y 120. T TR 100. us
genma-Chlordane (MG/KG) 120. u/ug 100, us/u
Toxaphene (MG/XG) 240, v/l 200, Uzl
Aroclor-1016 (MG/XG) 120, t/us 100. unn
Aroclor-1221 (MG/KG) 120. UL 100. uan
Aroclor-1232 (HG/YG) 120, uAl 100, unl
Aroclor-1242 (RG/YG) 120. HMg 160. us/l
Aroclor- 1248 (HG/XG) 120. (LY 100. u/ul
Araclor-1254 (NG/XG) 140000, cr3 120000, crd
Aroclor- 1260 (HG/VG) 240, Hs 200, sl

Mote: (1) Rewults are ceported with gudifics (O abarotery Buatitier/dData valtidation Aualitier) to the right ot the value,



Matrix: 1P Type: SLIND MTL
Generated by: CAW
Date Issued: 02-0C1-9

Aluminem (KG/KG)
Antlmony (MG/KG)
Arsenic (NG/XG)
Barlum (MG/XG)
geryllium (MG/KG)
Caclmium (HG/XG)
Catclum (MG/KG)
Chromium, total (HG/KG)
Cobalt (HG/KG)
Copper {MG/XG)
tron (MG/KG)
Lead (MG/XG)
Hagnes fum (HG/KG)
Henganese (HG/KG)
Mercury (MG/XG)
Nickal (WG/KG)
Potassium (HG/XG)
Selenlum (HG/XG)
silver (MG/XG)
Sodium (HG/XG)
Thattium (HG/KR)
Vanadium (HG/KG)
1inc (MG/KG)
Cysnide {MG/XG)
Total Solids (¥)

Hotes {13 Resalrs are ceparted with spral bfder s

wK-TP03-08 07724791

--------------------

4626,
6.3
0.15%
12.5
62.4
1.3
4.3

1250,

1.9
n.3
4.3
7.9
3.7

w
w
w
u/
w
u/
«/
v/
u/
u/
*/
uw/
u/
uw/
us
u/
u/
u/
u/
uw/

(b, dory Oualifier/Data Vatidat fon Oualifier}

ANALYTICAL DATA REPORT
Voodstock Landfitl RI/FS
Voodstock, [llinois

W -TPO3-060N 07/24/91

.2 w
n.2 w

1.2 w
6.2 u/
b ) w/
31 W

424, W/
6.2 w
6.2 u/
6.2 u/
29.3 K/

1.9 w

824. uw/
6.2 174
0.12 us+/
12.5 u/
2.4 u/
1.2 u/

4.2 w

1250. u/
1.9 u/
3.2 w
8.2 u/
1.8 uw/
32. /

the right of the vialue,



SUMMARY CF TEWTATIVELY IDENTIFIED CIPOUNIS
woocszock Larefiil RI/FS
woscsiock, [llinois
Mairix: TP
Generates Sy CAW
Sate Issued: C2-587-%)

WE-TPC3-08 C7/2e/%1

(T5NA) Tenlatively-lgemtifies Semi-volatiles

Coroourd (Units) Concentration LE/DVQ
3-Cyclonexene-1-methancl, .alp (UG/KS) 1400000. 4174
PC3 (UG/XS) 5000000, J/IN
T3 (UG/KS) 1800C00. J/ IR
P23 (ULS/XS) 2%00C00, J/ 3N
PC3 (US/ES) 4100000, /N
P23 (UG/XS) 7200000. J7dN
PCS (UG/KS) 1400000. J/4N
PI3 (UG/X3) 3500000, J/IN
PCS (UG/XS) 4400000, J/ 4N
PCE (LG/XD) 1400000. J/IN
PCB (UG/XS) $100000. J/IN
PSE (UG/X3) 1900000, J7 N
PCS {(UG/XG) 2400000. J/dN
PCB (UG/XG) 3700000. J/dN
Methylphenylester (UG/X3) 1700000. J/IN
unknown (UG/XG) 2400000. J/IN
Unknown (UG/KQ) 2500000. J/ IR
Unknown (UG/XG) 1.00000. J/JN
Unknewrt (UG/XG) 3100000. J/IN

Unknown (UG/KG) 2300000. J/JH



SUMMARY OF TENTATIVELY IDENTIFIED COMPOUNZS
woodstock Landfill RI/FS
woodstock, Jllinois
Matrix: TP

WK-TP03-060URr  O7/24/%1

(TENA) Tentatively-Identified Semi-volatiles

Compourd (Units) Concentration LO/DVQ
PCB (UG/KG) 3000000. J/ N
PCE (UG/KG) 960000, J/dN
PCE (UG/KG) 15C0000. 47N
PCB (UG/KG) 3000000. 47N
PCB (UG/XG) 8100000. J/4N
PCE (UG/XG) 2000000, J/JN
PCE (UG/KG) 1400000. J/ K
PCB (UG/XE) 3500000. J/ R
PCB (UG/KG) 5100060, J/7dN
PCB (UG/XG) 1200000. 4740
PCE (UG/KG) $700000. J/7 M
PCE (UG/XE) 1800000, 474N
PL3 (UG/XG) 2500000. J/IN
PCB (UG/KG) 34600000. J/IN
Tris(methylphenyl)esterphosphe (UG/KG) 1300000. J7IN
Unknown (UG/KG) 1900000, J/ N
Unknown (UG/KG) 2300000, J/IN
Unkmown (UG/XG) 2900000, J/JIN
Unknown (UG/KG) 1700000. J/IN

Unknown (UG/KG) 1000000. J/JN



SURFACE SOIL



s,

AN

ANALYTICAL DATA REPORY 1
Woodstock Landfill RIJFS
Uoodstock, Illinols . ,

Matrix: S5 Type: SLIND HTL
Generated by: CAY
Date lssued: 01-0CT-91
Parsmcter Ww-$501-01 08/08/91 W-§502-01 08/08/91 WK-SS02-91 08708/ W-$501-01 08/08/91 WK -5504-01 08708791
Alumiram (MG/XG) 10500, / 4320. / 4340, / 17000. / 841D, /
Antimony (MG/KG) 12, Uty $11.4 uN/ul 11.5 /Ul 10.8 N/ a.8 iU
Arsenic (MG/KG) 1.9 s/ 4.8 s/ 3.8 s/ 5.1 s/ 3.3 s/
Barium (MG/KG) 209, / 45,6 K/ 40.4 K/ 412, / 84 .4 ¥
Berytl fum (MG/KG) 1.2 u/ 1.4 us 1.1 v/ 1.1 v/ 0.88 u/
Cadmium (MG/KG) 1.3 / 1.1 us 1.1 u/ 2.3 / 0.88 us
Caleium (MG/XG) 51900, / &8700. 7 39000, / 47400, / s7000, /
Chromiua, total (MG/KG) 75.1 / 5.8 / 7. / 43.1 / 9.8 J
Cobalt (MG/KG) 3.4 x/ 2.9 K/ 3.4 X/ 6.4 K/ $.7 K/
Coppar (MG/KG) 283, / 17.1 / 16.7 / 589, / 18,2 /
Iron (HG/KG) 18400, 7 12100. 7 11100, ! 24400, 7 12200, 7
Lesd (NG/XG) 44.9 9 28.2 *13 19.9 s/ 7.4 5474 17.4 Y7
Magnes itm (MG/KG) 24900, / 34000, Fi 18800. / 18900, / 30100, !
Hangsnese (MG/KG) 395. ! 445, ! 280, / 193, / 4T, /
Mercury (NG/XG) 2.2 9 0.12 " 0.09 Jr K */) 0.07 7
Hickel (MG/KG) 27.7 / 13. / 11.6 / $1.5 / 16.8 /
rotass fum (MG/XG) 1020. K/ 654, K/ T2y, K/ 1770, ! a1, /
Selenfum (HG/KG) 0.93 Ks/ 0.49 us/ 0.92 xs/ 1.9 s/ 0.41 us/
Sliver (MG/KG) a.1 / 2.3 uws 2.3 u/ 10.3 / 1.8 w
sodfum (MG/XG) 481, L/ 457, w 459, w/ 1000, | { 352. "W
Thallium (HG/KG) 0.64 u/s 0.73 u/ 0.57 u/ 0.81 u/ 0.8 u/
vanadivm (HG/KG) 12. us 11.4 u/ 1.5 u/ 10.8 u/ 15.5 7
2inc (MG/KG) .o 461, / 59.1 / 61, / (3. N / 6.6 /
Totat Solids (X) .7 ! n.a / 75.2 7 76.4 / a2.7 /

Hote: (1) Resobts are reported with qualifiers (Laboratory Oualifier/data validation Oualifier) to the right nf the value,



ANALYTICAL DATA REPORT
Woodstock Landfill RE/FS
Voodstock, [llinofs
Matrin: §§  Type: SVOC
Generated by: CAY
Date 1ssued: 01-0CT-91

Farameter w-550%-01 08708/91 WK -5502-01 08/08/91 wK-5502-91 OA/08/91 wK-5503-01 08708/01 WK-$504-01 08708791
Phenal (UG/XG) 450, u/ 390, w 450. us 450, w 420. w
bis(2-Chlorocthyl) ether (UG/KG) 450, u/ 300, uw 4£50. w 450, u/ 420. s
2-Chlorophenol (UG/KG) 450, 1/ 390, u/ 450, u/ 450, W 420, us
1,3-Dichlorobenzene (UIG/KG) 450, ws 390, us 450, u/ 450, us 420, us
1,4-Dichiorobentene (lIG/KG) 450, w 390, w/ 450, W 450, w 420, w
penty! alcohol (UG/KG) 450, us 94, u/ 450, w 450. u/ 420, W
1,2-Dichlarobentene (1IG/XG) 450, w 300, w 450, w 450, w 420, W
2-Methylphenal (UG/XG) 450, us 3v0. u/ 450, us 450, w 420, u/
bis¢2-Chloroisopropyldether (UG/XG) 450, u/ 390. w 450, u/ 450, u/ L20, W,
&-Methylphenol (UG/XG) 450 w 3v0. u/ 450. u/ {50, u/ 420, u/
W-Nitroso-di-n-cipropylamine (UG/XG) 430, us 390. uws 450, w 450. uw/ 420, w
llexachloroethene (UG/KG) 450, w 390, w 450. w 450, 7, {20. u/
Nitrobenrens (UG/KG) 450. W 390. u/ 450. us 450, Y 420, w
Isophorone (UG/KR) £50. w/ 390, uw $50. w 450, uy/ 420, u/
2-Miteophenol (UG/KG) 450. w 390. u/ 430. W 430, u/ 420. u/
2,4-Dimethylphenol {UG/KG) 450. u/ 390, u/ 450. u/ 450, v/ 420, us
sentnic acid (UG/KG) 2200, u/ 1900. uw 2200. u/ 2200, v/ 2000, w
bist2-Chloroethony)methana (1G/YG) 450, W 3%0. w 450, u/ 450, v/ 420. W
2,4-Dlchlorophenal (UG/KG) 450, U/ 390. u/ 450. u/ 450, us 420, u/
1,2,4+Trichlorobentene (IG/KG) 450, w 390, w/ 450, uw 450, u/ 420, w
Haphthatene (UG/KG) 450, w 390. u/ 450, w 450, u/ . 420, W
i-Chloresniline (UG/XGR) 200, J7 390. u/ 450, 174 140, 3 420, u/
Hexachlarobutadiene (UG/)G) 450. W 90, u/ 450. uz 450, W L20. w
4-Chloro-3-methylphenal (UG/KG) 450, W 390. u/ 450, w 450. W 420, w/
2-Hethylnaphthalene (1K/KG) #50., 1w 3%a. w &50, us 450, W 420, u/
Hexachloracyclopentadiens (UG/EG) 450, w 300, u/ 450, \w . &S0, 174 420, w
2,4,6Trichiorophenal (UG/Y6) 450, 17 390. u/ 450, uw T A58, W {20, W
2,4,5-Trichlorophenol (IK/KG) 2200, \w 1900, u 2200, w 2200, W 2000, w
2-Chloronnphthalene (UG/KG) 450, W 3%0. w 450. W 450, uw L0, w
2-Nitroaniline (UG/KG) 220n, W 1900, w 2200, s 2200, \I/ ‘ 2000, "
timethylphthalate (UG/YG) 450, W 190, (1] LA50, 1w 100, Y, L20. W
Acenaphthylens (UG/YE) - 450, " 3on. ws 450, "W 450, oW 420, 17
2,6-pinitrotolucne (1IG/XG) 50, "w 0, us 450, w 450, W L0, w
J-niteaaniline (IG/KG) 2200, W 1900, \w 2200, w 2200, us 2000, uz
Acenaphthene (1IG/4Y.G) . . 4N0, w . ut L50, |17, 50, "y o4, uy
2,4-0initrophennt (WIK/V6) RPN 17 1900, W 2200, (173 2200, W WY 1Y

L-Mitrophenol (UG/VEY RETEN wo 1900, U/ awn, Wy 220, w 00 w
pate: (1) Besnl iy are repor b unth oot (Ui Lonry ol Tier /B, Ualidation Qualifier} the right of the value,



- . \ e \ .
AMNALYYICAL DATA REPORY 2
VWoodstock Landfill RI/FS
Voodstock, 111inofs
Hatrix: 55  Type: SVOC

Parsmeter wK-$501-01 D4/08/91 wK-S502-01 08/08/91 W -S502-91 08708/ wK-5503-01 08708791 WK-SS04-01 08708791
pibenzofuran (UG/KG) 450, u/ 390. u/ £50. w 450. Y 420, /s
2,4-Dinftrotoluene (UG/KG) 450, uzs ¥90. us 450, u/ 450, uw 420, 17
Diethylphthalate (UG/KG) 450, u/s 390. w £50. W/ 450. u/ 420, w
4-Chloropheny!-phenylether (UG/KG) 450, 174 3%0. u/ 450, w7 450. u/ 420, us
fluorene (UG/XG) 450, 1/ 390, us 450, u/ 450, uw/ 420, (17
{-Mitroaniiine (UG/KG) 2200, W 1900, u/ 2200, u/ 2200, v/ 2000 u/s
4,8-Dinttro-2-methylphenol (IG/XG) 2200, 17} 1900, w 2200. u/ 2200, w 2000, w
N-nltrosodiphenylamine (11G/KG) 450. u/ 190, w/ 450, uy 450, W 420, w
4 -Bromophenyl -phenylether (UG/KG) 450, W 300, w 450, us 450, us 420, s
Henachiorobenzene (UG/KGY. 450, u/ 190, w 450, u/s 450, w 420, w
Pentachlorophenal (UG/KG) 2200, 1w 1900. u; 2200, w 2200, u/ 2000, us
Phenanthrene {(UG/XG) 58, 3/ 190, W 450, w 0. 3/ 420, w
Anthracene (UG/KG) 450, u/ 390, u/ 450, u/ 450, L 420, w
pl-n-butylphthalate (UG/KG) 210, J/ L1 3 99, 3 240, 37 90, Y,
fFluorsnthene (UG/KG) 130, iy 4. 3 59. 3 220, J/ 81, NY)
Pyrene {UG/KG) Gh. 4/ 52. 3 83, ' 260, 4/ 420, w
butylbenzylphthalate (UG/KG) 65. N1y 390. us 450, us 290, 3/ 420. U/
3,3*-Dlchtorobentidine (UG/KG) 500, W ThO. uy/ avo, u/ 900, 1173 840, w
Benzoledanthracene (UG/KG) 73. 3 390. u/ 450, u/ 160. 4/ 420, u/
Chrysene (UG/KG) 93. 3¢ 390, u/ 450, us a0, 3 £20. us
bis{Z-ethylhexyl)phthalate (UG/KR) 450, U/ 390, us 450, us 1800, /Y 420, ws
oi-n-octytl Phihalate (UG/XG) 450. u/ 390. u/ 450. u/ 450, W 420, s
Bento(b) {luoranthene (IG/XG) lon., ny 300, u/ 450, u/ 490, X/ 420 w
Benrolk)fluoranthene (UG/KG) lgo. Jx/ 300, u/ 450, 173 690, n/ 420, (114
Benzo{adpyrene (UG/KG) 2. J/ 40, iy 430, w 170, i/ 420, W
Indeno{1,2,3-cd)pyrene (UG/KG) 450, uz 390. ws 450. us 100, ) 420, \w
pDibenz{n, h)anthracene (UG/KG) 450, u/ 190, us 450, us 48, 3/ 420, Y,
Bento{g,h,i)peryienc (UG/KG) 52. I 190, u/s 450, v/ 1o, i) 420, u/

Mate: (1) Aesulty are departed with gquat ifiers (Laboratory Dualifier/Data Validation Ounlidicr) 1o the right at the valiwe,



SOWARY OF TENTATIVELY IDENTIFIED COMPOUKDS
woecstock Landfill R1/FS
wooestock, Illinois
izmix: 85
snerates by: CaW
12 [ssuec: 01-CCT-31

€-5501-01 ca/Q8/91

(TENA) Tentatively-ldentified Semi-Volatiles

Compourd (Units) Concentration LQ/DVE
Unknewn (UG/KG) < 60, JU/NL
Kexacecanoic acid (UG/XG) 733. 4/
Unknown amine (UG/KG) 1800. J/Nd
Unknown (UG/KXS) $¥0. PYL P
Unknown (UG/KG) : - 834, JINd
Unknown stbst. hydrocarben (UG/K3) 1300. JMmd
Uninown (UG/KG) ’ 730. anid
Unknown (UG/XG) 220. +4/Nd
Unknown hycdrocarbon (UG/KG) 22c0. J/Nd
Unknown (UG/XG) 22a. J/8
Unknown (UG/XG) g820. JIud
Unknown hydrocarbon (UG/XG) 13%0. J/Nd
Unknown oxygenated hydrocarbon (UG/KG) 1800. i &
Unknown (UG/XG) 1600. J/Nd
Unknownt (UG/XG) 780, Jnd
Unknown (UG/XG) 1300. J/ud
Unknown (UG/XG) 2200, JINd
Unknown (UG/XG) 1200, J/Rd
Uniknown (UG/XG) 2100, JINS

Unknown (UG/XG) 550. 4/Nd



SUNMARY CF TENTATIVELY [DENTIRIED COMPOUNCS
voodsteck Largfill RI/FS
Woocstock, Illimois
Jdatrix: S$

X-5502-01 cas08/91

(TBNA) Tentatively-ldentified Semi-volaziles

Compourc (Lnits) Czmecentration  LO/TVS
Unknown oxysenated alkame (UG/X3) 6870, JINd
Unknown oxygerated alkame (UG/X3) &r. J/nd
Kexadecamoic acid (UG/K3) §90. Jrl
Unknown hydrocarbon (UG/KG) £50. J/NL
Unknown hydrocarbon {(UG/KS) 439, J/NS
Unknown subst. hydrocarbon (UG/XS) 1700, Jmg
Unknown hydrecarben (UG/XG) 3saq, J/Nd
Unknown subst, hydrecarben (US/KS) 3&C0. J/NS
Unknown (UG/X3) 1500. J/Nd
Unknewn oxygenated hydrocarbon (UG/X3) 2500. J/Kd
Unknown oxygenated hydrecarbon (UG/KS) 23000, /K
Unknown oxygenated hydrocarbon (UG/KG) 510. 47Kk
Unknown hydrocarbon (UG/XG) 2130, ' d/md
Unknown subst. hydrocarben (UG/X3) <GCa. 47K
Unknown (UG/KG) 780, J/RJ
Unknown (UG/KG) 0. JINI
Unkncwn {UG/X0) . 1100. dINd
Unknown hydrocarbon (UG/XG) 220. iy
Unknown (UG/XG) 470, Jnid
Unknown {UG/XG) 3100. Jid
WX -$302-91 08/08/91

{TEKA) Tentatively-ldentified Semi-volaziles

Compound {Units} Ceneentraticn  LE/DVE
Unknown oxygenated alkane (UG/XG) 729. J/Md
Hexadecancic acid (UG/KG) 540, J/RS
Unknown oxygenated hydrocarbon (UG/KS) 1200, J/Ng
Unknown subst. hydrocarben (UG/KZ) 2100, 4/NJ
Unknewn (UG/KG) £:3. iy
Unknocwn oxygenated hydrecaricn (LS/X3) HR dIN
Urkaown subst. hydrocarsen (UG/KG) 7300, /N
Unknown (UG/KG) 430. J/nd
Unknown (UG/XG) 520. /82
Unknown hydrocarbon (UG/X3) 12900, JiNd
Unknown hydrocarbon (UG/KG) 1738, J/NS
Unknewn (UG/XG) 7e0. J/8d
Unknown (UG/X&)} 720, JINS
Unknown (UG/XG) 1380. J/Nd
Lnknown hydrocarsen (UG/XS) gCC. J/Nd
Uriknewn (UG/KG) . ¢50. JINJ
L’{!knoun (UG/KS) B10. JINS
Unknown (UG/XG) 35€0. JIN2
Unknown (UG/KG) 5CC. /NS

Unknown (UG/KS) 740, J/KJ

i~



atrix: 88

SUMMARY OF TENTATIVELY [DENTIFIED COMPOUNCS
weodstoek Lardfill RI/FS

£-5803-01 ce/ca/9

(TBNA} Tentatively-ldentifie? Semi-volatiles

Comoourd (Units)

R N T T T T T cssmww

fexadecancic acid (UG/XG)

Unknown
Unitnown
Unknown
Unknown
Unknawn
Unknrown
Unknown
Unkmawn
Unknown
Unknowun
Unknown
Unknown

Unknown
Unknown

Unknown
Unknown
Unknown

chlorinated hydrocarbe (UG/X3)
substituted slkane (UG/XG)
(UG/KS)

(UG/XG)

(UG/XG)

oxygenatad hydrocarbon (UG/XG)
(UG/XG)

(UG/X3)

(UG/xG)

oxygenated hydrocarbon (LUG/XG)
(UG/XG)

{UG/K3)

oxygenated hycrocarbon (LG/XG)
(UG/XG)

hydrecarben (UG/XG)

(UG/KG)

{UG/KG)

(UG/KG)

(UG/XG)

=X-5504-01 08/08/91

(TBNA) Tentatively-ldentified Semi-Volatiles

Comoourd (Units)

Unknown
Unknown
Unknown
Unknown
Unknown
Unknown
Unknown
Unknoun
Unknown
URkrewn
Unkncwn
Unknown
Unknown
Unknown
Unknown
Unknown
Unknown

(UG/XG)
{UG/KG)
{UG/XG)
{UG/XG)
(UG/XS)
(UG/K3)
(UG/KG)
(UG/XG)
hydrocarben (UG/XS)
(UG/XG)
(UG/XG)
(UG/XS)
{UG/XS)
(UG/XC)
hydrocarbon (UG/KS)
(UG/XS)
(UG/KG)
(UG/KG)
(UG/X3)
(UG/XC)

Noocsteck, Illineis

Cancentration

Concentration

Le/ove

La/ova

)



AQUIFER MATRIX



Matrix: $8  Type: SLIND
Genersted by: CAV
Date [ssued: 10-HAY-91

Parameter

Total Organic Carbon (MG/KG)
Cation Exchange Capacity (MEQ/L)

ANALYTICAL DATA REPORY
Woodstock Landfiil RI/FS
Woodstock, 1llinois

WK-SBMUOID-08.5 077277900 \K-SB01D-41 07/30/90 VUK-SBMU02-43 08703790

L R R R L Iy

U-SaMI02-40 08/03/90

------------------------------------------------

16000 */ 14000, >/ 14000, >/
0. v/ 0. u/ .95 / 0

Hote: (1) Results nre reported with quatifiers (Iaboratory Qunlifier/Datn Validation Quslifier) to the right of the value.

------------------------

WK -SBHUOT - 04 00/04/90

..........

..............



ANALYTICAL DATA REPORT
Voodstock Landfill R1/FS
Yoodstock, Illinals
Matrin: SA  Type: SLIND

Parsmeter VC-SBHWOL - 13,5 08710/90 WA -SBMUOS-22 08/01/90 U -SEMU0S-08.5 07/31/90  UK-SBIMMI0A-13.5 07/31/90
Total Organic Carbon (HG/KG) 14000, »/ 14000, >/ 140, / 14000, >/
catlon Exchange Capacity (MEO/L) 0. 17 5.a8 ! 0. w 0. uy
'ﬁ ;ﬂm&'
coad O a w

Hote: (1) Resublts are reported with qualifiers ¢ abaray v Ouallffer/Data Valldation ouslifier) to the cight of the value:



LABORATORY RESULTS
YOLATILE ORGANIC REPORT

Project: Woodstock Landfill

Compoynd

Benzsne
Ethylbenzece
Tolueae

- and p-Xyleae

- o-Xyleae

Metzod Refersnce: EPA-6CO, "Me:3ods for Orgaaic Chemica! Anal

Location: Woodstock, Ilinois

Mel.ho.d Detection 3006-001

Limits fue/L) _SBs4
1.00 <1.00

- 1.00 <1.00
Loo <1.00

2, <2.00

3 1.00 <1.00

3006-002
32

<1.00
<1.¢0
<1.00
<2.00
<100

Wug:mters', July 1982, Mezhod 6C3.

W1 Lab Cenificarion IBF: 113138300

{varfyl-0u4d]
6077534 1ab

Fal tan, 3 -

Project #: 60776€.34

Date Sampled: 7/19/9]

3006-603
SB1

<1.00
<1.00
<l1.00
<200

<1.00

3006-004
—s33

<1.00
<1.00
<1.00
<2.00

<1.00

3006-005

<1.00
<1.00
<1.00
<200

<l1.Co

ysis of Mueicipal sed Industeal

Ck'd}?ﬂApp’d; 5{,{"
Date ISued: 7.23-7/

ch



ANALYTICAL DATA REPORT 1
VWoodstock Landfill R1/FS
Woodstock, Illinois
Matrix: LEC Type: IND NMIL
Generated by: CAV
Date lssued: 10-MAY-91

Parsmeter WC-LLFS01-01 08/08/90 WK-LLFBOT-02 02/07/91 WK-LLWO1-01 08/08/90 WK-LLWO1-02 02/08/91 WK-LLMOT-91 08/08/90
Aluslrum (UG/L) s0. u/ 50. u/ 283000. / 95400. / 170000. /
Antimony (UG/L) s0. UN/R S. UN/R S0. UN/R S. uN/R 50. uN/R
Arsenic (UG/L) 2. UN/R 2. us/ 68.8 NS/d 3.7 S/ r{ NS/J
Berlum (UG/L) 10. u/ 10. w 2600, / 855. / 2450. /
Beryliium (UG/L) S. w S. u/ 17. / S. / 1. /
Cadmium (UG/L) S. N/ S. w/ 3. N/J 6.7 / 35. N/J
Calcium (UG/L) 1000, u/ 1000. v/ 3o20000. / 993000, / 2110000. ¢
Chromium, total (UG/L) 10. uw 10. (174 1100. / 306. / o676, /
Cobslt (UG/L) 10. w 10. w 415, / 9. / 251, /
Copper (UG/L) 10. w/ 10. 17 3070. / 1080. / 1990. /
Iron (UG/L) 20. w/ 192. / 854000. / 263000, / 572000, /
Lead (UG/L) 3. w 3. w 2030. / 496, S/ 1220. /
Megnesium (UG/L) 1000. w/ 1000. u/ 1470000, 7/ 456000. / 945000. /
Mengenese (UG/L) 10. 174 15. u/ 18400. / $400. / 15800. /7
Mercury (UG/L) 0.2 u/ 0.2 u/ 5.3 / 2.2 / 3.2 /
Nickel (UG/L) 20. u/ 20. v/ 3090. 7 1070. / 2040. /
Potassium (UG/L) 100. u/ 100. v/ 62600, / 23200. / 47300. /
Selenium (UG/L) 2. uN/uS 2. us/ 20.6 NS/4 20, us/ 10, NS/
Silver (UG/L) 10. uN/US 10. u*/ 23. N/J 20. b4 17. nJ
Sodium (UG/L) 1000. uN/ 1000. v/ 18700. N/J 13000. / 14600. N/
Thelifum (UG/L) 3. uns/ud 3. 173 15.3 NS/J 8.2 Ks/ 12.9 NS/J
Venadium (UG/L) 50. u/ 50. u/ 1320. 7 340, / 928. /
Tinc (UG/L) 23. / 10. w 31100, / 13400. / 20300. /
Cyanide (UG/L) 10. u/ 10. 174 60. / 10. v/ 37. /
Alkelinity, Total (MG/L) S. (17 S. 174 630. /14 585. / 643, 719
Chloride (MG/L) 1. u/s 1. 174 8. / 1. / 9. /
Chemical Onygen Demend (MG/L) 20. w 20. w 2820, 7 3s. / 3440. /
Nitratesitrite Nitrogen (MG/L) 0.06 L7 0.07 / 0.26 s/ 0.02 w 0.17 /U
Nitrogen, Asmonia (MG/L) 0.1 17} 0.12 / 15.5 / 14.2 / 1.4 /
Nitrogen, Total Kjeldshl (MG/L) 0.1 U/l 0.1 / 4.1 /4 19.8 / 60. 14
Phosphorus, Total (MG/L) 0.02 und 0.02 174 10. /74 0.58 / 10.4 1d
Sul fete (MG/L) S. u/ 5. us/ 29. / $3. . w/J 31. /
Total Dissolved Solids (MG/L) 20. u/ 20. v/ 612, / 608. / 604 . /

Note: (1) Results are reported with qualifiers (Laboratory Qualifier/Date Validation Qualifier) to the right of the value.



Matrix: LEC Type: IND ML

Parameter

Aluminum (UG/L)

Antimony (UG/L)

Arsenic (UG/L)

Barfium (UG/L)

Beryllium (UG/L)

Codmium (UG/L)

Celclium (UG/L)

Chromium, total (UG/L)
Cobelt (UG/L)

Copper (UG/L)

Tron (UG/L)

Lead (UG/L)

Magnesium (UG/L)

Mangenese (UG/L)

Mercury (UG/L)

Nickel (UG/L)

Potassium (UG/L)

Selenium (UG/L)

Silver (UG/L)

sodium (UG/L)

Thallfum (UG/L)

Vanedium (UG/L)

Zinc (UG/L)

Cyanide (UG/L)

Alkalinity, Totsl (MG/L)
Chloride (NG/L)

Chemicel Oxygen Demend (MG/L)
NitrotesNitrite Nitrogen (MG/L)
Nitrogen, Asmonia (MG/L)
Nitrogen, Total Kjeldahl (MG/L)
Phosphorus, Total (MG/L)
Sulfete (MG/L)

Totel Dissolved Solids (MG/L)

WK-LLWO2-0) 08/08/90

........................

497.
262000.
150.
174000.
7980.
0.28
1950.
28000.
10.

10.
22700.
S.

108.
8140.

907.

0.
0.18
24.9
ri 4
2.3%
10.

924,

un/R
N/
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s/

Wi/
N/
KNS/Jd

*n

/J
/7

ANALYTICAL DATA REPORY

Woodstock Landfitl

RI/FS

Uoodstock, Illinois

WK-LLWO2-02 02707791

------------------------

6.3

153,
66.
1030.
485000.
330.
332000.
15000.
1.2
4390.
26500.
2.

10.
32100.
6.7
108.
17100.
18.
973.
38.
125,
0.04
25.2
36.5
5.96
43.
918.

NN N NN N

[
-~

W

a\\\\\\:\ss\\\\\
-~

N E N NN
~
-

WK-LLWO2-92 02/07/91

8.2
913000.
159,
é2.
972.
501000.
429.
374000,
16900.
0.95
4300.
28100,
2.

10.
33300.
9.

0.
16800.
33.
934,
3.
1"7.
0.02
8.4
41,
6.54
3.

/ 190000. /
/R 50. uN/R
s/ 50. /R
/ 10800, /

v/ 9. /

/ 313, N/J
/ 3080000. /

/ 1400. /

/ 227. /

/ 10800, /

/ 946000. 7

s/ 18000, /

/ 427000. /

/ 26500, /

/ 5.7 7

/ 13000, /

/ 177000. ¢
us/ 13.% us/J
u*/ 58, "3
/ 205000. N/
Ks/ 8.8 Xns/J
/ 503, /

/ 185000. /

/ so, /

/ 1510. 13

/ 156. /

/ 6970, /

W 0.04 us/
/ 7.1 /

/ 11, 14

/ 23.2 74
N/J 37, /

/ 1630. /

Note: (1) Results sre reported with qualifiers (Laboratory Qualiflier/Data Validstion Qualifier) to the right of the value.

e

WK-LLWO3-01 08/08/90

WK-LLWO3-02 02/08/91

42.

159,
197,
0.02
51.8
169.
16.1
35.
1570.

/

" X
~ B
-
[~

T S N Y I S e N S e
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Matrix: LEC Type: IND  MIL

Aluminum (UG/L)
Antimony (UG/L)
Argenic (UG/L)

Barfum (UG/L)
Beryllium (UG/L)
Codeium (UG/L)
Calcium (UG/L)
Chromium, total (UG/L)
Cobett (UG/L)

Copper (UG/L)

fron (UG/L)

Lesd (UG/L)

Hagnes lum (UG/L)
Menganese (UG/L)

. Mercury (UG/L)

Nickel (UG/L)
Potassium (UG/L)
Setlenium (UG/L)

Silver (UG/L)

sodium (UG/L)

Thallium (UG/L)
Venadium (UG/L)

Iine (UG/L)

Cyanide (UG/L)
Alkalinity, Totel (MG/L)
Chloride (MNG/L)
Chemical Oxygen Demend (MG/L)

NitratesNitrite Nitrogen (MG/L)

Nitrogen, Asmonis (MG/L)

Mitrogen, Totsl Kjeldahl (MG/L)

Phosphorus, Totel (MG/L)
Sul fete (MG/L)
Totel Dissolved Solids (MG/L)

WK -LLWO4-01 08/08/90

174000. /
s0. UN/R
$0. UN/R
2070. /

9. /
FAR N/J
1700000 /
548. /
255. /
2160. /
742000. /
1900. /
881000. /
15500. /
2.2 /
1900. /
$3000. /
10. uNs/ud
10. uN/ud
108000. N/J
12.4 Ns/J
876. /
18700. /
25. /
876. /3
121, /
2260. /
0.2 n
7.5% /
26.2 /4
7.48 74
29. /
1010. /

ANALYTICAL DATA REPORT
Moodstock Lendfitl RI/
Woodstock, Illinois

WK-LLWO4-02 02/08/91

97000. /
5. UN/R
16.5 S/
1130. /
5. /
5. u/
919000. /
250. /
17. /
1060. /
350000. /
982. S/
405000, /
6330. /
1.4 /
846. /
27300. /
3.7 Ks/
10. u*y
115000. /
4.2 xs/
283. /
8700. /
10. v/
951. /
127. /
9. /
0.02 u/
3J.46 /
19.6 /
5.65 /
n. n/J
1060. /

Fs

WK-LLWO5-01 08/08/90

167000. /
50. UN/R
2. UN/R
4420. /
10. /
19. N/J
3460000. 7/
629. /
261, /
1900. /
773000. /
950. /
654000. /
19000. /
1.8 /
3760. /
64300. /
15.4 NS/J
12. N/J
66200. N/J
12.5 NS/J
576. /
8340. /
58. /
859. 7/
40. /
7830. /
0.15 i)
319 /
124. /4
12.2 /4
9. /
904. /

W-LLUWO0S-02 02/08/91

358000. /
5. UNS/R
2.9 XS/
2070 /
23.5 /
32. /
4390000. /
1200 /
546. /
4480. /
1560000. /
3. W
1260000. /
31200. /
3.8 /
s770. /
83400. /
9.5 s/
10. u*/
93500. /
5.3 Ks/
1180. /
14800 /
29. /
1100. /
3%, /
150. /
0.02 w
32.3 /
120. /
9.4 /
3. N/J
1052. /

Note: (1) Results are reported with qualifiers (Loboratory Qualifier/Data Velidation Qualifier) to the right of the vatue.



Matrix: LEC Type: PPCB
Generated by: CAW
Date lssued: 10-MAY-91

alphe-BHC (UG/L)
beta-BHC (UG/L)
delta-BHC (UG/L)
garma-BNC (Lindane) (UG/L)
Heptachlor (UG/L)

Aldrin (UG/L)

Keptachlor epoxide (UG/L)
Endosul fan | (UG/L)
Dieldrin (UG/L)

4,40 -DDE (UG/L)

Endrin (UG/L)

Endosul fan 11 (UG/L)
4,4°-DDD (UG/L)

Endosul fan sul fate (UG/L)
4,4'-00T (UG/L)
Hethoxychlor (UG/L)
Endrin ketone (UG/L)
atpha-Chlordsne (UG/L)
gomma-Chlordaene (UG/L)
Toxaphene (UG/L)
Aroclor-1016 (UG/L)
Aroclor-1221 (UG/L)
Aroclor-1232 (UG/L)
Aroclor-1262 (UG/L)
Aroclor-1248 (UG/L)
Aroclor-1254 (UG/L)
Aroclor-1260 (Ui 1)

WK-LLF801-01 08/08/90

0.05 u/
0.05 u/
0.05% u/
0.05 u/
0.05 u/
0.05 u/
0.05 u/
0.05 v/
0.1 u/
0.1 u/
0.1 us
0.1 u/s
0.1 u/
0.9 u/
0.1 u/
0.5 us
0.1 u/
0.5 us
0.5 u/
1. u/
0.5 u/s
0.5 u/
0.5 u/
0.5 u/
0.5 u/
1. u/
1 u/

ANALYTICAL DATA REPORT

Woodstock Landfftl
Woodstock, tllinois

WK-LLWO1-01 08/08/90

0.05 v/
0.05 v/
0.05 v/
0.05 v/
0.05 u/
0.05 u/
0.05 v/
0.05 u/
0.1 u/
0.1 u/
0.9 u/
0.1 u/
0.1 u/
0.} u/
0.1 u/
0.5 u/
0.1 u/
0.3 u/
0.5 u/
1. u/
0.5 u/
0.5 u/
0.5 u/
0.5 u/
0.5 u/
1. u/
1. u/

RI/FS

W-LLWO1-91 08/08/90

0.05 u/
0.05 u/
0.05 u/s
0.05 w
0.05 u/
0.05 u/
0.05 u/
0.05 u/
0.1 v/
0.1 u/
0.1 u/
0.1 u/
0.1 u/
0.1 u/
0.1 u/s
0.5 u/
0.1 u/
0.5 u/
0.5 u/
1. us
0.5 u/
0.5 u/
0.5 u/
0.5 v/
0.5 u/
1. v/
1. v/

W-LLWO2-01 08/08/90

0.05 u/
0.05 u/
0.05 u/
0.05 u/
0.05 u/
0.05 v/
0.05 u/
0.05 u/
0.1 u/
0.1 u/
0.1 u/
0.1 u/
0.1 v/
0.1 u/
0.1 u/
0.5 u/s
0.1 u/
0.5 u/
0.5 u/
1. u/s
0.5 u/
0.5 u/
0.5 w
0.5 u/
0.5 u/
1 v/
1 u/

Note: (1) Results are reported with qualifiers (Laboratory Qualifier/Data Validation OQuatifier) to the right of the value.

WK-LLWO3-01 08/08/90

0.05 w
0.05 w/
0.05 17
0.05

0.05 173
0.05 u/
0.05 v/
0.05 u/
0.1 w
0.1 u/
0.1 u/
0.1 [174
0.1 u/
0.1 u/
0.1 u/
0.5 u/
0.1 u/
0.5 u/s
0.5 v/
1. u/
0.5 u/
0.5 u/
0.5 u/
0.5 v/
0.5 u/
1. u/
1. u/



ANALYTICAL DATA REPORTY
Woodstock Lendfitt RI/FS
Woodstock, Itlinois
Metrin: LEC Type: PPCO

Parsmeter WX-LLWO4-01 08/08/90 WX -LLWOS-01 08/08/90
alpha-BKC (UG/L) 0.05 u/ 0.05 u/
bets-BNC (UG/L) 0.05 v/ 0.05 u/
delte-BNC (UG/L) 0.0% u/ 0.05 v/
genma-BHC (L indene) (UG/L) 0.05 v/ 0.0% u/
Heptachlor (UG/L) 0.05 w/ 0.05 u
Aldrin (UG/L) 0.05 u/ 0.05 u/
Heptachlor epoxide (UG/L) 0.05 u/ 0.05 u/
Endosul fen 1 (UG/L) 0.05 u/ 0.0 u/
Dieldrin (UG/L) 0.1 u/ 0.1 v/
&,4°-DOE (UG/L) 0.1 u/ 0.1 v/
Endrin (UG/L) 0.1 v/ 0.1 v/
Endosul fen 11 (UG/L) 0.1 u/ 0.1 w
4,40-000 (UG/L) 0.1 u/ 0.1 w/
Endosul fan sul fate (UG/L) 0.1 u/ 0.1 u/
4£,4°-007 (UG/L) 0.1 u/ 0.1 [17]
Methoxychlor (UG/L) 0.5 u/ 0.5 u/
Endrin ketone (UG/L) 0.1 u/ 0.1 u/
sipha-Chlordane (UG/L) 0.5 u/ 0.5 u/
gesme-Chlordene (UG/L) 0.5 u/ 0.5 u/
Tonaphene (UG/L) 1. u/ 1. v/
Aroclor-1016 (UG/L) 0.5 w 0.5 u/
Aroclor-1221 (UG/L) 0.5 174 0.5 v/
Aroclor-1232 (UG/L) 0.5 u/ 0.5 u/
Aroclor-1242 (UG/L) 0.5 v/ 0.5 u/
Aroclor-1248 (UG/L) 0.5 v/ 0.5 u/
Aroclor-1254 (UG/L) 1. u/ 1. u/
Aroclor-1260 (UG/L) 1. u/ 1. u/

Note: (1) Results are reporred with qualifiers (Laboratory Qualtifier/Data Validstion Guatifier) to the right of the value.



ANALYTICAL DATA REPORY !
Woodstock Landfill RI/FS
Woodstock, Itlinois
Matrix: LEC Type: VOC
Genersted by: CAW
Date Issued: 10-MAY-91

Parameter UK-LLFB01-01 08/08/90 WK-LLFBOT-02 02/07/9) WK-LLTB02-01 08/08/90 WK-LLT803-01 08/08/90 WK-LLTBO7-02 02/08/91
Chloromethene (UG/L) 10. u/ 10. v/ 10. u/ 10. u/ 10. u/
fromomethane (UG/L) 10. u/ 10. u/ 10. u/ 10. u/ 10. w/
vinyl chloride (UG/L) 10. u/ 10. u/ . o7 “iv. ‘o7 . oy
Chloroethane (UG/L) 10. u/ 10. u/ 10. u/ 10. us 10. u/
Methylene chloride (UG/L) 10. u/ 5. w/ 5. u/ 13. B/V S. v/
Acatope G/ 10. u/ 10. w/ 10. u/ 10, v/ 10. u/
Carbon disul fide (UG/L) S. u/ 5. v/ S. v/ 5. v/ 5. u/
1,1-Dichloroethene (UG/L) 5. u/ 5. v/ S. v/ S. v/ S. uw/
1,1-Dichloroethane (UG/L) 5. u/ 5. u/ 5. w 5. u/ S. v/
1,2-Dichloroethene (total) (UG/L) 5. u/ 5. u/ 5. (174 5. u/ 5. u/
Chloroform (UG/L) 5. v/ S. u/ 5. u/ 5. u/ 5. w
1,2-Dichloroethane (UG/L) 5. w/ 5. u/ 5. u/ 5. u/ S. u/
2-Butsnone (UG/L) 10. U/ 10. u/ 10. u/ 10. u/ 10. v/
1,1,1-Trichloroethsne (UG/L) 5. w/ S. u/ S. u/ S. v/ S. u/
Carbon tetrachloride (UG/L) 5. u/ S. u/ S. v/ 5. v/ S. u/
Vinyl scetate (UG/L) 10. u/ 10. w/ 10. u/ 10. u/ 10. u/
8romodichloromethane (UG/L) 5. u/ 5. u/ 5. w 5. 17 S. w
1,2-Dichloropropane (UG/L) 5. u/ 5. u/ 5. u/ 5. W 5. u/
cis-1,3-Dichloropropene (UG/L) S. u/ 5. u/s 5. v/ 5. u/ S. u/
Trichlorosthene (UG/L) 5. u/ 5. u/ 5. w S. v/ S. v/
Dibromochloromethsne (UG/L) 5. w 5. w S. u/ 5. v/ S. u/
1,1,2-Trichioroethane (UG/L) S. u/ 5. u/ 5. u/ 5 v/ S. u/
Senzene (UG/L) S. u/ S. us 5. u/ S. v/ S. v/
trens-1,3-Dichloropropene (UG/L) b v/ S. u/ S. 174 S. u/ 5. v/
Bromoform (UG/L) 5. u/ 5. u/ 5. u/ 5. u/ S. v/
4 -Hethyt -2-pentanone (UG/L) 10. u/ 10. u/ 10. u/ 10. u/ 10. w
2-Hensnone (UG/L) 10. u/ 10. w 10. u/ 10.. u/s 10. u/
Tetrachloroethene (UG/L) S. u/ 5. u/ S. u/ 5. w/ 5. uw/
1,1,2,2-Tetrachloroethane (UG/L) 5. u/ 5. u/ 5. u/ S. w/ 5 u/
Toluene (UG/L) 5. u/ 5. w 5. u/ 5. v/ 5 172
Chiorobenzene (UG/L) 5. u/ 5. u/ 5. v/ S. u/ S. u/
Ethylbenzene (UG/L) 5. u/ 5. u/ S. w S. v S. v/
Styrene (UG/L) I 2 u/ 5. u/ 5. v/ s. v/ 5 w
Xylenes (total) (UG/L) b] v/ S. v/ 5. v/ 5. v/ b u/

Note: (1) Results are reported with quatifiers (Laboratorv Qualifier/Data Vvatidation Qualifier) to the right of the value.



ANALYTICAL DATA REPORT 2
Woodstock Landfill RI/FS
MWoodstock, Illinois
Matrix: LEC Type: vOC

Parameter WX-LLWO1-01 08/08/90 WK-LLWO1-02 02/08/91 WK-LLWO1-91 08/08/90 W-LLWO2-01 08/08/90 UK-LLWO2-02 02/07/91
Chloromethane (UG/L) 10. u/ 10. v/ 10. w 10. v/ 10. v/
Bromomethsne (UG/L) 10. u/s 10. v/ 10. u/ 10. u/ 10. u/
Vinyl chloride (UG/L) 10. u/ 10. v/ 10. v/ 10. u/ 10. u/
Chloroethsne (UG/L) 10. W/ 10. u/ 10. u/ 10. u/ 10. u/
Methytene chloride (UG/L) S. W/ 5. u/ 5. u/ S. [173 S. u/
Acetone (UG/L) 10. u/ 10. u/ 10. u/ 10 (17} 10. u/
Carbon disulfide (UG/L) 5. u/ S. u/ 5. u/ S. us S. 1Y
1,1-Dichloroethene (UG/L) 5. u/ S. u/ 5. v/ b u/ S. us
1,1-Dichloroethane (UG/L) 5 u/ 5. u/ 5. [173 b1 u/ 5. t/
1,2-0Dlchloroethene (total) (UG/L) 5. u/ 16. / S. u/ b w 5. u/
Chloroform (UG/L) S. u/ 5. (173 S. u/ 5 u/s 5. u/
1,2-Dichloroethane (UG/L) 5. us 5. (174 5. u/ b u/ S. uy
2-Butsnone (UG/L) 10. us 10. u/ 10. u/ 10. u/ 10. uy
1,1,1-Trichloroethane (UG/L) 5. v/ 5. v/ 5. u/ 5. u/ 5. v/
Cearbon tetrachloride (UG/L) 5. v/ 5. u/ S. w S. w S. us
vinyl acetate (UG/L) 10. u/ 10. (173 10. u/ 10. u/ 10. u/
Bromodichloromethsne (UG/L) 5. v/ 5. u/ 5. v/ 5. u/ 5. 174
1,2-Dichloropropane (UG/L) 5. u/ s. v/ 5. v/ 5. v/ 5. v/
cis-1,3-Dichloropropene (UG/L) b u/ 5. u/ 5. v/ 5. v/ S. u/
Trichloroethene (UG/L) 5 u/s 5. u/ S. u/ S. u/ 5. (174
Dibromochloromethane (UG/L) b u/ S. (174 5. u/ 5. w S. v/
1,1,2-Trichloroethene (UG/L) S v/ 5. u/ S. u/ 5. u/ 5. u/
Benzene (UG/L) 9 / 1". / 8 / 8. / 9. v}
trans-1,3-Dichloropropene (UG/L) 5. u/ 5. v/ 5. u/ 5. v/ 5. u/
Bromoform (UG/L) 5. u/ 5. w S. u/ S. w 5. us
4{-Methyl-2-pentanone (UG/L) 10 u/ 10 v/ 10. w/ 10. w 10. u/
2-Hexsnone (UG/L) 10 u/ 10 u/ 10. u/ 10. us 10. v/
Tetrachloroethene (UG/L) b (174 S. u/ S. 17 5. u/ S. W/
1,1,2,2-Tetrachioroethane (UG/L) b u/ 5. 17 S. u/ 5. u/ 5. u/
Toluene (UG/L) 1 3/ S. u/ 1. 3/ 1. 3/ S. u/
Chlorobenzene (UG/L) 3 J/ 8. / 3. 3 6. / 8. /
Ethylbenzene (UG/L) 5. u/ 5. 174 5. u/ 5. w/ 5. u/
Styrene (UG/L) 5. us S. w 5. u/ S. v/ 5. u/
Xylenes (total) (UG/L) 2. J/ 8. / 2. 3/ b / 7. /

Note: (1) Results are reported with qualifiers (Laboratory Qualifier/Data Validation ouatifier) to the right of the value.



ANALY 1 ICAL DATA REPORT 3
Woodstock Landfill RI/FS

Woodstock, Illinois
Matrix: LEC Type: VvOC

Parsmeter WK -LLW02-92 02707791 WK-LLWO3-01 08/08/90 WK -LLW03-02 02/08/91 WK-LLWO4-01 08/08/90 WK-LLW04-02 02/08/91
Chloromethane (UG/L) 10. v/ 10. w 10. u/ 10. u/ 10. 174
Bromomethane (UG/L) 10. U/ 10. u/ 10. [174 10. u/ 10. u/s
vinyl chloride (UG/L) 10. u/ 10. u/ 10. u/ 10. u/ 10. v/
Chloroethane (UG/L) 10. u/ 10. u/ 10. v/ 10. u/ 10. u/
Methylene chloride (UG/L) 7. 8/vV S. u/ 5. u/ 5. w/ 5. u/
Acetone (UG/L) 10, u/ 10. 174 10. u/ 10. w/ 10. u/
Carbon disulfide (UG/L) b u/ S. u/ S. u/ S. u/ 5. u/
1,V-Dichloroethene (UG/L) 5 u/ S. u/ 5. u/ S. u/ S. w/
1,1-0ichioroethane (UG/L) b u/ 5. u/ 5. u/ 5. (174 S. (174
1,2-Dichloroethene (total) (UG/L) 5 v/ 5. u/ 5. u/ 5. w S. w
Chloroform (UG/L) 5 w/ 5. u/ 5. u/ 5. (17} S. W
1,2-Dichloroethane (UG/L) 5. u/ 5. u/ 5. u/ S. u/ S. w
2-8utsnone (UG/L) 10. us 10. v/ 10. u/ 10. u/ 10. v/
1,1,1-Trichloroethane (UG/L) 5. u/ 5. u/ 5. v/ 5. (174 S. 173
Carbon tetrachloride (UG/L) S. u/s 5. u/ 5. u/ 5. u/s S. u/
vinyl scetete (UG/L) 10. u/ 10. u/ 10. v/ 10. u/ 10. u/
Bromodichloromethene (UG/L) 5. us 5. w S. u/ 5. u/ S. u/
1,2-Dichloropropene (UG/L) b u/ 5. w S. u/ 5. u/ S. (174
cls-1,3-Dichloropropene (UG/L) 5 u/ 5. u/ S. 174 5. u/ 5. 17]
Trichloroethene (UG/L) 5 u/ 5. u/ 5. u/ 5. us 5. u/
Dibromochloromethane (UG/L) b] u/ S. w 5. u/ b w S. u/
1,1,2-Trichloroethane (UG/L) p] u/ S. u/ 5. us 5. v/ S. u/
8enzene (UG/L) 9 / 3. 3/ 3. 'y S. v/ S. u/
trans-1,3-Dichtoropropene (UG/L) 5 u/ 5. u/ S. u/ 5. w s. u/
8romoform (UG/L) S. u/ S. u/ S. u/s S. u/ 5. u/
&-Methyl-2-pentanone (UG/L) 0. u/ 10. u/ 10. u/ 10. us to0. u/
2-Hexsnone (UG/L) 10. u/ - 10. u/ 10. u/ 10. 174 10. u/
Tetrachloroethene (UG/L) 5. u/s 5. u/ 5. w 5. u/ 5. w
1,1,2,2-Tetrachloroethane (UG/L) 5 174 5. w 5. u/ 5. u/ 5. u/
Toluene (UG/L) 5. u/ S. u/ s. w 5. u/ s. u/
Chlorobenzene (UG/L) 8. / 5. u/ S. (174 5. w 5. v/
Ethylbenzene (UG/L) 5. u/ 5. u/ 5. us 5. u/ S. u/
Styrene (UG/L) b u/ 5. u/ 5. 173 5. u/ S. u/
Xylenes (total) (UG/L) 6 / S. u/ S. {174 b u/ 5. u/

Hote: (1) Results are reported with qualifiers (toboratory Qualifier/Data Validation Qualifier) to the right of the value.



ANALYTICAL DATA REPORTY
Woodstock Landftll RI/FS
Woodstock, [{linois
Matrix: LEC Type: VOC

Parameter W-LLWO5-01 08/08/90 WK-LLWO5-02 02/08/91
Chloromethane (UG/L) 10. u/ 10. u/
Sromomethane (UG/L) 10. u/ 10. u/
Viewl chloride (UG/L) 10. u/ 10. u/
Chloroethane (UG/L) 10. u/ 10. u/
Nethylene chioride (UG/L) S. u/ 5. v/
Acetone (UG/L) 10. v/ 10. v/
Cerbon disulfide (UG/L) 5. u/ S. u/
1,1-Dichloroethene (UG/L) 5. 174 5. v/
1,1-Dichloroethane (UG/L) 5. u/ 5. u/
1,2-Dichloroethene (total) (UG/L) S. u/ S. u/
Chloroform (UG/L) S. u/ S. W/
1,2-0Oichloroethane (UG/L) S. u/ 5. u/
2-8utanone (UG/L) 1o. (174 10. u/
1,1, 1-Trichloroethane (UG/L) 5. (V74 5. u/
Carbon tetrachloride (UG/L) 5. u/s 5. u/
Vinyl scetate (UG/L) 10. u/ 10. u/
Sromodichloromethsne (UG/L) 5. u/ 5. u/
1,2-Dichloropropane (UG/L) 5. u/ 5. u/
cis-1,3-Dichtoropropene (UG/L) 5. w 5. u/
Trichloroethene (UG/L) 5. u/ 5. 174
Dibromochloromethsne (UG/L) 5. u/ S. u/
1.1,2-Trichloroethane (UG/L 5. u/ 5. u/
Senzene (UG/L) 1. / 14. /
trens-1,3-Dichloropropene (UG/L) 5. (17 S. (17
8romoform (UG/L) 5. u/ 5. u/
4-Methyl-2-pentanone (UG/L) 10. u/ 10. 17
2-Nexsnone (UG/L) 10. u/ 10. u/
Tetrachloroethene (UG/L) S. u/ S. u/
1,1,2,2-Tetrachloroethane (UG/L) S. \u/ S. u/
Toluene (UG/L) 2. 3/ 5. w
Chlorobenzene (UG/L) 8. / 7. /
Ethylbenzene (UG/L) 5. u/ 5. u/
Styrene (UG/L) 5. u/ 5. u/
Xylenes (total) (UG/L) 2. 3/ 2. 3/

Note: (1) Results are reported with qualifiers (Laboratory Ouslifier/Date Validetion Qualifier) to the right of the value.



ANALYTICAL DATA REPORT ]
Woodstock Landfill RI/FS
Woodstock, Illinois
Matrix: LEC Type: SVOC
Generated by: CAW
Date Jssued: 10-MAY-91

Parameter WK-LLFBOY-01 08/08/90 WK-LLFBOT7-02 02/07/91 WK-LLWO1-01 08/08/90 WK-LLWO1-91 08/08/90 WK-LLWO2-01 08/08/90
Phenol (UG/L) 10. u/ 20. u/ 10. u/ 10. v/ 10. u/r
bis(2-Chioroethyl) ether (UG/L) 10. u/ 20. u/ 10. u/ 10. v/ 10. u/R
2-Chlorophenol (UG/L) 10. u/ 20. uw/ 10. u/ 10. v/ 10. u/R
1,3-Dichlorobenzene (UG/L) 10. u/ 20. w/ 10. u/ 10. u/ 10. u/R
1,4-Dichlorobenzene (UG/L) 10. u/ 20. u/ 2. 3/ 10. v/ 2. 373
denzyl Alcohol (UG/L) 10. u/ 20. v/ 10. v/ 10. u/ 10. u/R
1,2-Dichlorobenzene (UG/L) 10. (174 20. u/ 10. u/ 10. u/ 10. u/R
2-Hethylphenol (UG/L) ) 10. u/ 20. u/ 10. us 10. u/ 10. u/R
bis(2-Chloroisopropyl )ether (UG/L) 10. u/ 20. u/ 10. u/s 10. [17] 10. u/R
4-Methylphenol (UG/L) 10. u/ 20. u/ 10. v/ 10. u/ 10. u/R
N-Nitroso-di-n-dipropylsmine (UG/L) 10. u/ 20. u/ 10. u/ 10. u/ 10. use
Hexschloroethsne (UG/L) 10. 174 20. w 10. u/ 10. v/ 10. u/R
Nitrobenzene (UG/L) 10. u/ 20. u/ 10. us 10. u/ 10. u/R
1sophorone (UG/L) 10. w 20. u/ 10. v/ 10. u/ 10. u/R
2-Nitrophenol (UG/L) 10. v/ 20. u/ 10. u/ 10. w/ 10. u/R
2,4-Dimethylphenol (UG/L) 10. u/ 20, u/ 10. u/ 10. u/ 10. u/R
Benroic Acld (UG/L) 50. u/ 100. v/ 50. v/ 50. v/ S0. u/e
bis(2-Chloroethoxy)methane (UG/L) 10. u/ 20, u/ 10. 174 10. u/ 10. u/R
2,4-0ichlorophenol (UG/L) 10. u/ 20, v/ 10. u/ 10. v/ 10, u/R
1,2,4-Trichlorobenzene (UG/L) 10. v/ 20. u/ 10. v/ 10. u/ 10. u/R
Naphthalene (UG/L) 10. v/ 20. u/ 10, v/ 10. u/ 6, 373
4-Chloroaniline (UG/L) 10. 174 20. u/ 10. u/ 10. w 10. u/m
Hexachlorobutadiene (UG/L) 10. (174 20. u/ 10. u/ 10. w 10. u/R
4L-Chloro-3-methylphenol (UG/L) 10. 174 20. u/ 10. u/ 10. w/ 10. u/n
2-Methylnaphthalene (UG/L) 10. u/ 20, u/ 10. u/ 10. v/ 10. u/R
Hexachlorocyclopentadiene (UG/L) 10. w 20. u/ 10. {174 10. (174 10. u/R
2,64,6-Trichlorophenol (UG/L) 10. u/ 20, u/ 10. (173 10. u/ 10. usR
2,4,5-Trichlorophenol (UG/L) 50. u/ 100. u/ 50. w 50. u/ 50. u/R
2-Chloronaphthalene (UG/L) 10. u/s 20. u/ 10. (173 10. u/ 10. u/R
2-Nitroaniline (UG/L) 50. u/ 100. u/ S0. u/ 50. v/ 50. us/e
Dimethylphthalate (UG/L) 10. u/ 20. u/ 10. u/ 10. v/ 10. u/R
Acensphthylene (UG/L) 10. us/ 20. u/ 10. us 10. (174 10. u/R
2,6-Dinitrotoluene (UG/L) ~ 0. u/ 20. u/ 10. u/ 10. u/ 10. usR
3-Nitrosniline (UG/L) ©so0. u/ 100. u/ 50. u/ 50. u/ 50. /R
Acenaphthene (UG/L) 10. u/ 20. u/s 10. s

2,4-Dinitrophenol (UG/L) 50. us 100. u/ 50. u/
(-Nitrophenol (UG/L) S0. u/ 100. u/s 50. u/
Hote: (1) Results

are reported with quatifiers (Laboratory Guallifier/Data Validstion Qualifier) to the riaht af the




ANALYTICAL DATA REPORT 2
Woodstock Landfitt RI/FS
Woodstock, 1llinois
Matrin: LEC Type: SVOC

Parameter WK-LLWO02-02 02/07/91 WK-LLWO2-92 02/07/91 WK-LLWO3-01 08/08/90 WK-LLWO4-01 0B/08/90 WK-LLWOS-01 08/08/90
Phenot (UG/L) 20. u/s 20. u/ 10. u/ 10. u/ 10. u/
bis(2-Chloroethyl) ether (UG/L) 20. u/ 20. u/ 10. (17} 10. u/s 10. u/
2-Chlorophenol (UG/L) 20. u/ 20. u/ 10. u/ 10. (174 10. (17}
1,3-Dichlorobenzene (UG/L) 20. u/ 20. u/ 10. u/ 10. (174 10. us
1,4-Dichlorobenzene (UG/L) 6. 3/ 8. J/ 10. u/ 10. u/ 2. 5y,
Benzyl Atcohol (UG/L) 20. u/s 20. v/ 10. w/ 10. u/s 10. u/
1,2-Dichiorobenzene (UG/L) 20. v/ 20. u/ 10. 174 10. us 10. u/
2-Rethytphenol (UG/L) 20. u/ 20. {174 10. w 10. u/ 10. w/
Riafd-thinnaisrqropiaather (UL, 20 w 20 w/ 10. 17} 10.. w 10. w
4-Methyiphenol (UG/L) 20. u/ 20. u/ 10. v/ 10. v/ 2. 3/
N-Nitroso-di-n-dipropylamine (UG/L) 20. u/ 20. w/ 10. u/ 10. u/ 10. u/
Hexachloroethane (UG/L) 20. w 20. u/ ' 10. u/ 10. u/ 10. u/
Nitrobenzene (UG/L) 20. u/ 20. u/ 10. u/ 10. u/ 10. w
Isophorone (UG/L) 20. u/ 20. v/ 10. [174 10. u/ 10. u/
2-Nitrophenol (UG/L) 20. v/ 20. v/ 10. u/ 10. u/ 10. u/
2,4-Dimethylphenol (UG/L) 20. u/ 20. u/ 10. us 10. v/ 10. u/
Bentoic Acid (UG/L) 100, u/ 100. v/ 54. 8/4 10. u/ 28. 8J/4
bis(2-Chloroethoxy)methsne (UG/L) 20. u/ 20. v/ 10. (174 10. u/ 10. u/
2,4-Dichlorophenot (UG/L) 20, u/ 20. v/ 10. u/ 10. u/ fo. u/
1,2,4-Trichlorobenzene (UG/L) 20. v/ 20. u/ 10. w 10. u/ 10. w
Nephthalene (UG/L) 26. / 34. / 10. u/ 10. u/ 10. u/
4-Chloroaniline (UG/L) 20. v/ 20. v/ 10. u/ 10. v/ 10. u/
Hexechlorobutadiene (UG/L) 20. u/ 20. v/ 10. u/ 0. 174 10. u/
4-Chloro-3-methytphenol (UG/L) 20. v/ 20. u/ 10. u/ 10. w 10. u/
2-Nethylnaphthalenes (UG/L) 20. w/ 20. u/ 10. u/ 10. w/ 10. u/
Kexachlorocyclopentadiene (UG/L) 20. w 20. w 10. u/ 10. [17] 10. u/
2,4,6-Trichtorophenol (UG/L) 20. u/ 20. u/ 10. v/ 10. uw/ 10. v/
2,4,5-Trichlorophenol (UG/L) 100. u/ 100. w 50. u/ 50. 174 50. u/
2-Chloronaphthalene (UG/L) 20. u/ 20. Y/ 10. v/ 10. w/ 10. u/
2-Nitroaniline (UG/L) 100. v/ 100. w 50. w S0. u/ S0. u/
Dimethyiphthalate (UG/L) 20. u/ 20. u/ 10. v/ 10. u/ 10. u/
Acensphthylene (UG/L) 20. v/ 20. v/ 10. v/ 10. u/ 10. w
2,6-Dinitrotoluene (UG/L) 20. u/ 20. v/ 10. (174 10. u/ 10. u/
3-Nitrosniline (UG/L) 100. u/ 100, (17 S0. u/ S0. u/ $0. u/
Acenaphthene (UG/L) 20. 17 20. u/ 10. u to. , u/ 10. u/
2,4-0Dinitrophenol (UG/L) 100. u/ 100. u/ 50. u/ S0. 174 S0. s
4-Nitrophenol (UG/L) 100. u/ 100. v/ S0. u/ 50. v/ 50. w

Note: (1) Results are reported with qualifiers (Laboratory Qualifier/Data Validation Qualifier) to the right of the value.



ANALYTICAL DATA REPORT 3
Woodstock Landfill RI/FS
Woodstock, 1tlinois
Matrix: LEC Type: SVOC

Parameter WK-LLFBO1-01 08/08/90 WK-LLFBO7-02 02/07/91 WK-LLWO1-01 08/08/90 WK-LLWO1-91 08/708/90 wK-L1Ww02-01 08/08/90
Dibenzofursn (UG/L) 10. 174 20, u/ 10. u/s 10. us 10. /R
2,4-Dinitrotoluene (UG/L) 10. L 20, u/ 10. v/ 10. u/ 10. U/R
Diethyiphthalate (UG/L) 10. w 20. 174 10. u/ 10. u/ 10. u/R
4-Chlorophenyl -phenylether (U6i/L) 10, u/ 20. u/ 10. u/ 10. v/ 10. U/R
Fluorene (UG/L) 10. u/ 20, 174 10. u/ 10. v/ 10. u/R
4L-Nitrosniline (UG/L) 50. u/ 100. u/ 50. u/ 50. v/ 50. u/R
4,6-Dinitro-2-methylphenol (UG/L) 50. u/ 100. u/ 50. u/ 50. v/ 50. U/R
N-nitrosodiphenylamine (UG/L) 10. u/ 20. u/ 10. u/ 10. 17 10. u/R
4 -8romophenyl -phenylether (UG/L) 10. u/ 20, w/ 10. u/ 10, u/ 0. u/r
Hexachlorobenzene (UG/L) 10. u/ 20. u/ 10. u/ 10. w 10. U/R
Pentachlorophenol (UG/L) 50. v/ 100. u/ 50. u/ 50. u/ 50. U/R
Phenanthrene (UG/L) 10. v/ 20. v/ 10. v/ 10. v/ 10. u/R
Anthracene (UG/L) 10. U/ 20. u/ 10. v/ 10. w 10. U/R
Di-n-butylphthalate (UG/L) 10. u/ 20. us 10. u/ 10. w 10. U/R
Fluorsnthene (UG/L) 10. u/ 20, w 10. v/ 10. v/ 10. U/R
Pyrene (UG/L) 10. (V74 20. w 10. u/ 10. u/ 10. u/R
Butylbenzylphthalate (UG/L) 10. us 20, u/ 10. u/ 10. u/ 10. u/R
3,3'-Dichlorobenzidine (UG/L) 20. u/ 40. u/ 20. u/ 20. w 20. U/R
8enzo(e)enthracene (UG/L) 10. u/ 20. u/ 10. w 10. w 10. U/R
Chrysene (UG/L) 10. u/ 20. v/ 0. u/ 10. w 10, u/R
bis(2-ethylhexyl|)phthalate (UG/L) 10. u/ 20. u/s 10. us 10. 74 10. us/R
Di-n-octyl Phthalate (UG/L) 10. w 20, u/ 10. v/ 10. u/ 10, u/R
8ento(b)fluorenthene (UG/L) 10. us 20. us 10. u/ 10. v/ 10. u/R
Benzo(k)fluorsnthene (UG/L) 10. u/ 20. v/ 10. u/ 10. w 10. u/a
Benzo(a)pyrene (UG/L) 10. u/s 20. 174 10. v/ 10. v/ 10. u/r
Indeno(1,2,3-cd)pyrene (UG/L) 10. u/ 20. u/ 10. 17 10, uy/ 10. u/R
Dibenz(s,h)anthracene (UG/L) 10. 174 20. u/ 10. w/ 10, u/ 10. u/R
Benzo(g, h, i)perylene (UG/L) 10. u/ 20. u/ 10. u/ 10. u/ 10. (177 ]

Note: (1) Results are reported with qualifiers (Laboratory Quatifier/Date Validation Qualifier) to the right of the value.



ANALYTICAL DATA REPORY 4
Woodstock Landfill RI/FS
Woodstock, 1llinois
Matrix: LEC Type: SVOC

Parameter WK-LLWO2-02 02/07/91 W-LLWO2-92 02/07/91 WK-LLWO3-01 08/08/90 WK-LLWO4-01 08/08/90 VK-LLWOS-01 08/08/90
Dibenzofuren (UG/L) 20. 174 20. u/ 10. u/ 10. u/ 10. us
2,4-Dinitrotoluene (UG/L) 20. v/ 20, v/ 10. u/ 10. v/ 10. w/
Diethylphthalate (UG/L) 20. u/ 20. u/s 10. u/ 10. u/ 10. w/
4-Chiorophenyl -phenylether (UG/L) 20. w/ 20. u/ 10. u/ 10. u/ 10. u/
Fluorene (UG/L) 20. u/s 20. u/ 10. u/ 10. u/ 10. uw/
4-Nitroeniline (UG/L) 100. u/ 100. u/ 50. u/ 50. u/ 50. us
4,6-0initro-2-methylphenol {(UG/L) 100. u/ 100. u/ 50. u/ 50. u/ 50. u/
N-nitrosodiphenylemine (UG/L) 20, v/ 20, u/ 10. v/ 10. v/ 10, w
4-Bromopheny! -phenylether (UG/L) 20, u/ 20. u/ 10. u/ 10. us 10. u/
Hexschlorobenzene (UG/L) 20. u/ 20, u/ 10. u/ 10. u/ 10. u/
Pentachlorophenol (UG/L) 100. u/ 100. u/ 3. J/ 50. us 50. w
Phenanthrene (UG/L) 20. u/ 20, u/ 10. u/ 10. (174 10. u/
Anthracene (UG/L) 20. u/ 20. u/ 10. v/ 10. u/ 10. u/
Di-n-butylphthalate (UG/L) 20, u/ 20. u/ 10. u/ 10. u/ 10. u/
Fluoranthene (UG/L) 20. u/ 20. v/ 10. u/ 10. u/ 10. u/
Pyrene (UG/L) 20. v/ 20. v/ 10. u/ 10. u/ 10. v/
Butylbenzylphthalate (UG/L) 20, 174 20. w 10. u/ 10. u/ 10. (173
3,3'-Dichlorobenzidine (UG/L) 40. v/ 40, v/ 20. v/ 20, u/ 20. 174
Benzo(a)anthracene (UG/L) 20. u/ 20. u/ 10. w/ 10. u/ 10. u/
Chrysene (UG/L) 20. (174 20. us 10. u/ 10. u/ 10. 17}
bis(2-ethylhexyl )phthalate (UG/L) 20. u/ 20. u/s 10. (17 10, u/ 10. u/
Di-n-octyl Phthelate (UG/L) 20. u/s 20. v/ 10. W 10. u/ 10, u/
Benzo(b)fluoranthene (UG/L) 20. u/ 20. w 10. u/ 10. u/ 10. u/
Benzo(k)fluorasnthene (UG/L) 20, u/s 20. v/ 10. u/ 10. 17 10. u/
Benzo(a)pyrene (UG/L) 20. u/ 20. 17 0. u/ 10. v/ 10. us
Indeno(1,2,3-cd)pyrene (UG/L) 20. u/ 20, 17 10. u/ 10. u/s 10. u/s
Dibenz(s,h)enthracene (UG/L) 20. v/ 20. 17 10. u/ 10. U/ 10. v/

Benzo(g,h, | dperytene (UG/L) 20. u/ 20. v/ 10. u 10. u/ 10. u/

Note: (1) Results are reported with qualifiers (Laboratory Oualifier/Data Validation Gualifier) to the right of the value.



SUMMARY OF TENTATIVELY IDENTIFIED COMPOUNDS
woodstock Landfill RI/FS
woodstock, Illinoisg

Matrix: LEC
Generated by: CAW
Date [ssued: 10-MAY-$1

WK-LLWO1-01 08/08/90
(TBNA) Tentatively-ldentified Semi-Volatiles
Compound (Units) Concentration LQ/DVQ

4-(Tetramethylbutyl )phenol (UG/L) 10. 3/

(TYOA) Tentatively-ldentified Volatiles

Compound (Units) Concentration LQ/DVQ
Benzene, trimethyl- (ug/L) 9. 4/
Dichlorobenzene (UG/L) 3. J/
Benzene, trimethyl- (UG/L) 3. 4/
1H-indene, dihydro- (UG/L) 7. J/

Ethyldimethylbenzene (UG/L) 3
Ethyldimethylbenzene (UG/L) é

Benzene, tetramethyl- (UG/L) 3. J/
Ethyldimethyibenzene (UG/L) é
Ethyldimethy(benzene+unknown (UG/L) 8

wK-LiWD1-02 02/08/91
(TVOA) Tentatively-identified Volatiles

Compound (Units) Concentration LQ/DVO

Benzene, propyl- (UG/L) 4, 4/

WK-LLW01-91 08/08/90
(TVOA} Tentatively-identified Volatiles

Compound (Units) Concentration LQ/DVQ
Benzene, trimethyt- (UG/L) 9

8enzene, propenyl- we/sL) 7

Benzene, ethyldimethy(- (UG/L) 8. J/
Benzene, tetramethy!- (UG/L) 6

Unknown subst. benzene (G0, s



SUMMARY OF TENTATIVELY IDENTIFIED COMPOUNDS
woodstock Landfill RI1/FS
woodstock, [llimois
Mazr i x: LEC

wK-LLW02-01 08/08/90

(7BNA) Tentatively-dentified Semi-volatiles

Compound (Units) Concentration LQG/DVQ
Trimethylbenzene (UG/L) 14. J/
Trimethylbenzene (UG/L) 8. J/
Unkmown (UG/L) 14. J/
Unknown (UG/L) 12. J/

(TVOA) Tentatively-ldentified Volatiles

Compound (Units) Concentration LQ/0VQ
Benzene, trimethyl- (UG/L) 37. 7
Benzene, trimethyl- (UG/L) 17. J/
Unknown (UG/L) 16. J/
Benzene, methylpropyl- (UG/L) 9. 3/
Benzene, ethyldimethyl- (UG/L) 11. J/
Benzene, ethyldimethyl- (UG/L) 11. J/
Benzene, tetramethyl- (UG/L) 10. 4/
Unknown (UG/L) 14. 4/
8enzene, tetramethyl- (UG/L) 6. 4/
Naphthalene (UG/L) 17. J/

wK-L1W02-02 02/07/91

(TBNA) Tentatively-ldentified Semi-volatiles

Compound (Units) Concentration LQ/DVQ
Unknown (UG/L) 2. J/dN
Trimethylbenzene (UG/L) 12. J/IN
2(3K)-benzothiazolone (UG/L) 26. J4/dN

Butoxyethanol phosphate (UG/L) 16. J/IN



SUMMARY OF TENTATIVELY IDENTIFIED COMPOUNDS
Woodstock Landfill RI/FS
woodstock, lllimois

Mat-ix: LEC

WK-LLW02-52 02/07/91

(TBNA) Tentatively-lidentified Semi-volatiles

Compound (Units) Concentration LQ/DVQ
Unknown (UG/L) 26. J/7IN
Trimethyibenzene (UG/L) &b, J/IN
Trimethylbenzene (UG/L) 16. 47N
Unknown alkenyl benzene (UG/L) 16. 3/ IN
2(3H)-benzothiazolone (UG/L) 28. J/IN
Ethanol, 2-butoxy-, phosphate (UG/L) 28. J/IN
(TVOA) Tentatively-Identified Volatiles
Compound (Units) Corncentration LO/DVQ
Propyl benzene (UG/L) 8. J/IN
WK-LLWO3-(1 08/08/90
(TBNA) Tentatively-ldentified Semi-Volatiles
Compound (Units) Concentration LQ/DVQ
Benzamide, N N-diethyl-3-methy (UG/L) 16. 3/
Hexadecanoic acid (UG/L) 14. J/
Hexanedioic acid, mono(2-ethyl (UG/L) 8. 3/
WwK-LLW03-(2 02/08/91
(TVOA) Tentatively-ldentified Volatiles
Compound (Units) Concentration LQ/DVQ
Unknown (UG/L) 3. J/
WK-LLW04-01 08/08/90
(TBNA) Tentatively-ldentified Semi-Volatiles
Compound (Units) Concentration LQ/0VQ
Hexanoic acid, 2-methyl- (UG/L) 16. J/
(TVOA) Tentatively-ldentified Volatiles
Compound (Unicts) Concentration LQ/Dva
Unknown (UG/L) 8. 3/



SUMMARY OF TENTATIVELY IDENTIFIED COMPOUNDS
woodstock Landfill RI/FS
woodstock, Illinais

Matrix: LEC

WK- . LwW04-02 02/08/91

(TVOA) Tentatively-ldentified volatiles

Compound (Units) Concentration LG/DVQ
Ethane,1,1'-oxybis- (UG/L) 6. 3/
Unknown (UG/L) é. 4/

wX-LLWOS-01 08/08/90

. TBNA) Tentatively-Identified Semi-vVolatiles

Compound (Units) Concentration LQ/ODVQ
Hexanoic acid (DOT) (UG/L) 14. 3/
Unknown (UG/L) 14. 3/
Unknown (UG/L) 16. 4/
Trimethyibenzene (UG/L) 8. 4/
Benzamide, N, N-diethyl-3-methy (UG/L) 8. 4/
Phenol, bis(dimethylethyl)-met (UG/L) 48, 3/
Unknown (UG/L) 8. 3/

(TVOA) Tentatively-Identified Volatiles

Compound (Units) Concentration LO/OVQ
Benzene, trimethyl- (UG/L) 14, J/
Benzene, dichloro- (UG/L) 4. 3/
Unknown subst. benzene (UG/L) 10. 4/
Unknown (UG/L) 8, J/



LANDFILL GAS



ANALYTICAL DATA REPORT
Voodstock Landfill RE/FS
Woodstock, 1llinois
Matrix: GAS Type: GSVOC
Generated by: CAW
Date lssued: 10-MAY-91

Parameter WX-GASFB01-01 11/07/90 WK-GASLWO3-01 11/07/90 WK-GASLWO4-01 11/07/90 WK-GASLWOL-91 11707790
Freon 12 (PPB(V/V)) 2. w/ 4 . W, "w. ‘b7 “u. us
Chloromethane (PPB(V/V)) 2.5 u/ 5. u/ 13. u/ 13. 117}
Freon 114 (PPB(V/V)) 2. u/ 4. v/ 78. / 48. /
Vinyl chloride (PPB(V/V)) 2.5 u/ 5. (174 13. v/ 13. w
Bromomethane (PPB(V/V)) 3. u/ 6. u/ 15. w/ 15. u/
Chloroethane (PPB(V/V)) 5. v/ 10. v/ 470. / 290, /
Freon 11 (PPB(V/V)) 1. u/ 2. u/ 10. u/ 10. (17
cis-1,2-Dichloroethene (PPB(V/V)) 2. u/ [ u 20. (174 20, u/
Carbon disulfide (PPB(V/V)) 10. u/ 20, u/ 50. v/ 50. v/
Freon 113 (PPB(V/V)) 2. u/s 4, u/ 10. w 10. u/
Acetone (PPB(V/V)) 10. [173 20. u/ 50. u/ 50. /74
Methylene chloride (PPB(V/V)) 4. u/ 8. u/ 20. u/ 20. w
trans-1,2-Dichloroethene (PPB(V/V)) 4. u/s 8. u/ 20. u/ 20. u/
1,1-Dichloroethane (PPB(V/V)) 2.5 u/s 5. u/s 13. u/ 13. 17
Vinyl acetate (PPB(V/V)) 2.5 u/ 5. u/ 13. w/ 13. u/
1,1-Dichloroethene (PPB(V/V)) 2. u/s 4. (174 10. u/ 10. w/
2-8utsnone (PPB(V/V)) 3. u/ 6. 174 15. u/ 15. u/
Chloroform (PPB(V/V)) 2. w 4. u/ 10. u/s 10. u/
1,1,0-Trichloroethesne (PPB(V/V)) 2. v/ 4. u/ 10. u/ 10. 17
Carbon tetrschloride (PPB(V/V)) 2. v/ 4. u/ 10. w 10. v/
Benzene (PPR(V/V)) 3. u/ 6. u/ 220. / t20. /
1,2-Dichloroethane (PPB(V/V)) 2. u/ 4. u/ 10. u/ 10. v/
Trichloroethens (PPB(V/V)) 2.5 u/ 5. v/ 13. u/ 13. u/
1,2-Dichloropropane (PPB(V/V)) 8. 174 16. u/ 40. (174 40. v/
8romodichloromethane (PPB(V/V)) 2. u/ 4. 174 10. w 10. Y/
cis-1,3-Dichloropropene (PPB(V/V)) 3. (7} 6. u/ 15. u/ 15. u/s
4 -Methyl -2-pentanone (PPB(V/V)) 3. u/ 6. w/ 15. (174 5. u/
Toluene (PPB(V/V)) 3. v/ 6. w 130. / 65. /
trans-1,3-0ichloropropene (PPB(V/V)) 3. v/ 6. u/ 15. u/ 15. v/
1,1,2-Trichloroethane (PPB(V/V)) 3. v/ 8 (174 15. u/ 15. w/
Tetrachloroethane (PPB(V/V)} 3. v/ 6. w R 15. v/ 15. (174
2-Hexsnone (PPB(V/V)) 5. u/ 0. u/ 25. u/ 25. u/
Dibromochloromethane (PPB(V/V)) 3. u/ 6. u/ 15. u/ 15. u/s
1,2-Dibromoethane (PPB(V/V)) 2. u/ 4 w 10. (174 10. u/
Chlorobenzene (PPB(V/V)) 2.5 u/ 5. u/ 120. / 72. /
Ethylbenzene (PPB(V/V)) 2.5 u/ 20. / 310. / 190. /
Xylenes (total) (PPB(V/V)) 5. u/ 20. / 440, 7 290. /

Note: (1) Results are reported with qualifiers (Laboratory Qualifier/Data Vatidation aualifier) to the right of the value.



ANALYTICAL OATA REPORT
Woodstock Lendfitt RI/FS

HWoodstock, Illinois
Matrix: GAS Type: GSVOC

Parameter VK-GASFBO1-01 11/07/90 WK-GASLWO3-01 11707790 WK-GASLWO4-01 11707/90

WK -GASLWO4-91 11/07/90
Styrene (PPB(V/V))

7. u/ 1. u/ 35. v/ 35. v/
Bromoform (PPA(V/V)) 2. u/ 4. u/ 10. u/ 10. v/
1,1,2,2-Tetrachloroethane (PPB(V/V)) 4, u/ 8. w 20. u/ 20. v/
ety VWoue i PPN %. R/ - "7 w. by ‘b, o7
4-Ethyl toluene (PPB(V/V)) 4. [174 8. u/ 160. / 100. /
1.3.5-Trimethylbenzene (PPB(V/V)) 2.5 uw/ 5. 17} 70.. /£ 582 4
1,2,4-Trimethylbenzene (PPB(V/V)) 3. u/ 25. / 320. / 200. /
1,3-Dichlorobenzene (PPB(V/V)) 3. u/ 6. u/ 15. u/s 15. u/
1,4-Dichlorobenzene (PPB(V/V)) 4. u/ 8. u/ 20. u/ 20, us
1,2-Dichtorobenzene (PPB(V/V)) 5. u/s 10. u/ 25. u/s 25. u/
1,2,4-Trichlorobenzene (PPB(V/V)) 7. u/ %. u/ 35. u/ 35. u/
Hexschlorobutadiene (PPB(V/V)) S. u/ 10. u/ 25. v/ 25. u/

Note: (1) Results are reporied with qualificis (itaboratory Qualifier/Dats Validation Qualifier) to the right of the value.



